RS-485 is a well-known communication standard that is effective for long-distance data transmission and environments with substantial electrical noise. This tutorial provides a clear and detailed explanation of the driver and the receiver—key components of RS-485 networks that ensure the integrity and efficiency of data communication.

Contents

1. Driver ............................................. 1
2. Receiver ......................................... 2
3. Revision History ............................... 3

1. Driver

The output structure of the RS-485 driver is a complex system designed to handle data transmission efficiently and safely. This structure features an H-bridge driver configuration that consists of high-side and low-side transistors for each Y and Z output. These transistors are complemented by electrostatic discharge (ESD) cells on each terminal to protect against voltage spikes. An essential part of this structure is the inclusion of diodes in series with each transistor. These diodes prevent reverse current flow by (1) stopping current from flowing back from the bus terminals to the power supply when the voltage on Y or Z exceeds VCC and (2) stopping current from ground to the bus terminals when the voltage is below ground potential.

Essentially, the driver output is a waveform that combines both positive and negative differential voltages on top of a common-mode offset voltage, which usually amounts to half of the supply voltage (VCC/2). According to the RS-485 standard, the driver must be able to produce a differential output voltage of more than 1.5V across a 54Ω load. To achieve this, the on-resistance of both high-side and low-side transistors is kept low, typically between 20Ω and 30Ω, to supply enough current for this voltage level. The standard also requires the driver to maintain this output voltage with a 60Ω differential load and a common-mode load of 375Ω, accommodating a range of voltages from -7V to +12V.

Another critical feature of the RS-485 driver is the control of the output rise and fall times. This control is managed by a separate circuit that switches the transistors Q1, Q2, Q3, and Q4. The speed of these transitions determines the maximum data rate of the transceiver. Ideally, the rise and fall time should not exceed one-third of the total bit time for a given data rate. In practice, transceivers with slower rise and fall times are preferred over those with faster times, because slower rise and fall times generate less electromagnetic interference (EMI) reducing the impact on adjacent circuitry.

This combination of a large differential output voltage and a broad common-mode range differentiates the RS-485 from other signaling standards. With a robustness and versatility, the RS-485 is suitable for challenging electrical environments such as those found in industrial automation, e-metering, and motor control applications.
2. Receiver

The input circuitry of the RS-485 receiver, crucial for proper functioning, includes an electro-static discharge (ESD) protection, a resistor-divider network, and a biasing current. These components combine to manage the magnitude and common-mode voltage as they reach the differential comparator for signal processing.

For ESD protection, the design differs based on the type of transceiver. In half-duplex transceivers, the driver and receiver share the same ESD protection, optimizing space usage. In contrast, full-duplex transceivers require independent ESD protection for both the driver (Y and Z pins) and the receiver (A and B pins), which doubles the space required for this protection.

The resistor-divider network on the A and B inputs, consisting of components such as R_B and R_IN, serves two primary functions. The first primary function is that the network attenuates signals that are beyond the supply voltage range of the receiver. This attenuation is necessary because the RS-485 standard allows for bus terminal voltages from -7V to +12V, which occur as a result of differences in ground potential between devices on the same network. Typically, the network reduces these voltages to a level manageable by 3.3V or 5V transceivers and by a factor of approximately 10-to-1. The series combination of R_IN and R_B || R_B (where resistors R_B are parallel) is critical because it determines the input impedance of the receiver.

The second primary function of the resistor-divider network is to bias the bus voltages toward VCC/2. The biasing is important because simply attenuating a negative signal is insufficient to align it within the operating range of the local ground of the receiver and VCC. By attenuating the signal and biasing it, the network prevents the comparator inputs from becoming saturated, ensuring accurate differential voltage evaluation between terminals A and B. Also, this design allows for operation without a common-ground connection between the remote ground of the RS-485 driver and the local ground of the receiver.

A critical design aspect of the resistor-divider network is balancing the reduction of input leakage current with the management of resistor values. High resistor values are required to lower leakage current, but this increases the size of the components in the attenuator, leading to higher costs and more parasitic capacitance. This capacitance, combined with the input capacitance of the comparator, forms a low-pass filter that limits the maximum bandwidth of the receiver. Therefore, designers must balance reducing input leakage current with managing resistor values, while considering bandwidth and the size of the attenuator. Especially with voltages between -7V and +12V, this careful balancing act is vital for the RS-485 receiver to function effectively in challenging electrical environments.
3. Revision History

<table>
<thead>
<tr>
<th>Revision</th>
<th>Date</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.00</td>
<td>Dec 18, 2023</td>
<td>Initial release.</td>
</tr>
</tbody>
</table>
IMPORTANT NOTICE AND DISCLAIMER

RENESSAS ELECTRONICS CORPORATION AND ITS SUBSIDIARIES (“RENESSAS”) PROVIDES TECHNICAL SPECIFICATIONS AND RELIABILITY DATA (INCLUDING DATASHEETS), DESIGN RESOURCES (INCLUDING REFERENCE DESIGNS), APPLICATION OR OTHER DESIGN ADVICE, WEB TOOLS, SAFETY INFORMATION, AND OTHER RESOURCES “AS IS” AND WITH ALL FAULTS, AND DISCLAIMS ALL WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, WITHOUT LIMITATION, ANY IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, OR NON-INFRINGEMENT OF THIRD PARTY INTELLECTUAL PROPERTY RIGHTS.

These resources are intended for developers skilled in the art designing with Renesas products. You are solely responsible for (1) selecting the appropriate products for your application, (2) designing, validating, and testing your application, and (3) ensuring your application meets applicable standards, and any other safety, security, or other requirements. These resources are subject to change without notice. Renesas grants you permission to use these resources only for development of an application that uses Renesas products. Other reproduction or use of these resources is strictly prohibited. No license is granted to any other Renesas intellectual property or to any third party intellectual property. Renesas disclaims responsibility for, and you will fully indemnify Renesas and its representatives against, any claims, damages, costs, losses, or liabilities arising out of your use of these resources. Renesas’ products are provided only subject to Renesas’ Terms and Conditions of Sale or other applicable terms agreed to in writing. No use of any Renesas resources expands or otherwise alters any applicable warranties or warranty disclaimers for these products.

(Disclaimer Rev.1.0 Mar 2020)

Corporate Headquarters
TOYOSU FORESIA, 3-2-24 Toyosu, Koto-ku, Tokyo 135-0061, Japan
www.renesas.com

Contact Information
For further information on a product, technology, the most up-to-date version of a document, or your nearest sales office, please visit:
www.renesas.com/contact/

Trademarks
Renesas and the Renesas logo are trademarks of Renesas Electronics Corporation. All trademarks and registered trademarks are the property of their respective owners.