RE N ESAS Application Note

Renesas RA Family

Getting Started with Wi-Fi Modules on FSP

Introduction

Guidance for adding support for a new UART-based Wi-Fi module and its associated software/firmware to
applications running on RA MCUs. The process involves developing a new module driver based on the
existing Wi-Fi driver provided by the Flexible Software Package (FSP). This document also covers the FSP
architecture, its pack file structure, and the creation of custom user pack files required to integrate a new
module driver.

The development and porting process for new Wi-Fi drivers is described using the existing FSP Wi-Fi driver
as the reference implementation. Following these procedures enables developers to integrate a Wi-Fi
module into their design, configure it for the target application, implement the required software, and verify its
operation using the included application project as a reference.

Required Resources

Target Devices

e Renesas RA MCUs (tested on EK-RA6MS3 kit).
Software and development tools

e e? studio version 2026-07

e Flexible Software Package (FSP) v6.6.0

The links to download the above software are available at https://github.com/renesas/fsp.
e 7-Zip (64-bit Windows x64) version 24.06 or later (7-Zip).

e SEGGER J-Link® USB driver 9.64 (SEGGER J-Link).

Hardware

e Sierra Wireless BX310x Development Board PN: BX3105 DEV KIT_6001182 (BX3105 DEV
KIT_6001182 Sierra Wireless | RF, RFID, Wireless Evaluation Boards | DigiKey)
— Firmware version 2.7.2 or later for the Bx310x module
(source.sierrawireless.com/resources/airprime/software/bx310x-firmware)
— BX310x Development Board User Guide
(source.sierrawireless.com/resources/airprime/hardware _specs_user_guides/bx310x-development-
board-guide)
— BX310x AT Command Reference
(source.sierrawireless.com/resources/airprime/hardware _specs_user_guides/airprime_bx310x-at-
command-reference)
o EK-RA6M3 (EK-RA6M3 - Evaluation Kit for RA6M3 MCU Group | Renesas)

Prerequisites and Intended Audience

This application project assumes that you are familiar with the Renesas e? studio IDE and have a basic
understanding of the FSP architecture. For more information, refer to the RA Flexible Software Package
Documentation.

The intended audience is all users who customize, integrate, or evaluate Wi-Fi modules for use with FSP.
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1. Purpose and Scope

This application note, along with the associated application project, is the starting point for developing/porting
new UART-based Wi-Fi drivers to FSP using the existing UART-based FSP Wi-Fi driver. In general, this
application note can also be used for custom driver development for FSP.

For more clarity on the Wi-Fi driver development, this application note also provides an overview of the
following:

e FSP Wi-Fi driver architecture and its components.

Data and control path of the Wi-Fi driver.

Supported application-level APIs.

Interface to the secured and non-secured sockets for TCP/IP communication.
Module-specific driver APIs to interface the Wi-Fi module.

FreeRTOS-based stream buffer to handle data size of arbitrary lengths.
UART drivers to communicate with the Wi-Fi modules.

On top of all required prerequisites to add/modify the new Wi-Fi module to the FSP, a high-level overview of
the following topics is also provided:

e Brief introduction to FSP.

e FSP pack files.

Organization of FSP pack files.

Creating the user pack files.

Overview of XML changes required for the new modules.

2. FSP Overview

The Renesas FSP is an enhanced software package designed to provide easy-to-use, scalable, high-quality
software for embedded system designs using the Renesas RA family of Arm® microcontrollers. FSP provides
a versatile way to build secure, connected loT devices using production-ready drivers, RTOS, and other
middleware stacks.

FSP includes HAL drivers and middleware stacks with RTOS integration to ease the implementation of
complex modules like communication and security. It uses an open software ecosystem and provides
flexibility in using bare-metal programming and RTOS-based applications.

Figure 1 shows the block diagram of the FSP architecture.

Embedded User Application

RTOS
Middleware
Libraries

HAL Drivers

Board Support Package (BSP)

Hardware

Figure 1. FSP Architecture
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2.1 FSP Software Modules

As mentioned above, the FSP is a comprehensive piece of software covering all aspects of embedded
systems software development. It includes the parts described in the following sections.

211 Board Support Package

The Board Support Package (BSP) is customized for every RA hardware kit and microcontroller. It includes
the startup code for all supported blocks. As a developer using custom hardware, you can take advantage of
the BSP, which can be tailored for end products and your board by using the Custom BSP Creator built into
e? studio.

2.1.2 HAL Drivers

The RTOS-independent HAL Drivers provide efficient drivers for all peripherals and systems services. They
eliminate the deep study of the underlying hardware in the microcontroller as they abstract the bit-settings
and register addresses for you.

2.1.3 Libraries

The Libraries containing, for example, specialized software for digital signal processing or security and
encryption-related functions also reduce development time and improve the stability of the end application.
Even the libraries can be in the form of middleware. For instance, the emWin graphical package from
SEGGER is available in FSP in the form of libraries.

21.4 Real-Time Operating System

The RTOS (Real-Time Operating System) provides a multitasking real-time kernel with preemptive
scheduling and a small memory footprint. Amazon FreeRTOS is used as RTOS as part of the FSP.

2.1.5 Middleware

Middleware such as TCP/IP communication, file systems, graphical user interfaces, and USB are available
in the FSP. Everything here is optimized and integrated into the FSP.

In summary, FSP is a collection of software modules in packs. The FSP user manual provides more details
on the FSP and its components.

2.2 FSP Packs

FSP packs are the delivery mechanism for software components, device parameters, and BSP that comply
with the CMSIS standard and can be used across RA Arm® Cortex®-M microcontroller devices.

When FSP is installed, a variety of pack files, also known as packs, are extracted. The FSP packs can be
classified into different categories:

o Board support packs

e MCU packs

e Middleware packs

e Third-party or vendor packs
e Sample project packs

Note: For more information on the CMSIS packs, refer to section 9 References in this document.

2.21 Overview of FSP Packs
The installed FSP packs are available under the folder e2 studio\internall\projectgen\ral\packs.

This folder contains all the required and supported FSP packs to create an embedded application using RA
MCUs.

Figure 2 shows a screenshot of different types of pack files as part of the installation. You can see that the
pack files start with the name of the vendor such as Amazon, Arm®, and SEGGER. All the Renesas pack
files start with the vendor’'s name such as Renesas. The file name also contains the features and a version
associated with the pack.
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Name Type Size
D Amazon.Cellularinterface.14... PACK File 95 KB
D Amazon.coreHTTR.3.1.1+ren.. PACK File 81 KB
D Amazon.core)SON.3.3.0+fsp... PACK File 16 KB
D Amazon.coreMQIT.23.1+fsp.. PACK File 80 KB
D Amazon.corePKCS11.3.6.2+fs.. PACK File 82 KB
D Amazon.FreeRT0S5.202411.0...  PACK File 83 KB
D Amazon.FreeRTOS-Kernel.11... PACK File 318 KB
D Amazon. FreeRTOS-Plus-TCP...  PACK File 503 KB
D Amazon.OTA3.4.0+fsp.6.6.0... PACK File 106 KB
D Arm.CM5156.6.1.0+fsp.6.6.0.p.. PACK File 420 KB
D Arm.CMSIS-DSP.1.16.2+fsp.6...  PACK File 2,910 KB
D Arm.CMSIS-NN.7.0.0+fsp.6.6... PACK File 271 KB
D Arm.CMSIS-View.1.2.0+renes..  PACK File 17 KB
D Arm.Ethos-U-Core-Driver.26... PACK File 130 KB
D Arm.Ethos-U-Profiler.25.2.0+.. PACK File 24 KB
D Arm.LittleFS.2.2.1+renesas. 1f.. PACK File 51 KB
D ArmMbedCrypto.3.6.6+rene.. PACK File 1,144 KB
D ArmMbedTLS.3.6.6+renesas.. PACK File 807 KB
D Arm.TFM.2.1.0+renesas. 1.fsp...  PACK File 1,013 KB
D FreeRTOS.FreeRTOS _plus FAT.. PACK File 317 KB
D GoogleFlatbuffers.25.9.23+r.. PACK File 123 KB
D Google. TFLM-CMSIS-NN-Ker..  PACK File 47 KB
D Google. TFLM-Core-Lib.26.5.0.. PACK File 760 KB
D Google. TFLM-Ethos-U-Kerne...  PACK File TKB

[

Figure 2. FSP Pack Files

The contents of the pack files typically contain the package description (.pdsc) file at the root, which is an
XML-based file describing the content of a software pack. The pack also contains a software component
under the subfolder, which includes:

e Source code, header files, and software libraries

e Documentation and source code templates

e Device parameters, along with startup code and programming algorithms
e Sample project code

Users can unzip this pack file to see the contents. The contents of the Renesas.RA pack file and its
folder/sub-folder structure are listed in the Figure 3.
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e Renesas.RA.6.6.0

.module_descriptions

s .solutions
projects
Renesas.RA.6.60 >
templates
W templates

W

baremetal_blinky

baremetal_minimal

.module_descriptions

|' N Renesas.RA.6.6.0.pack

common

solutions

> .templates freertos_blinky
Extract Pack contents —
ra File folder freertos_blinky_tinyram
src File folde freertos_minimal
; Renesas.RA.pdsc PDSC File freertos_minimal_tinyram
&/ toolingSupport.xml XML Source File threadx_blinky

threadx_blinky_tinyram

\ 4

Folder and Sub folder

threadx_minimal
structure of RA pack

threadx_minimal_tinyram
trustzone_rtos
v ra
v fsp
inc
lib
. SIC
bsp

r_acmphs

Figure 3. FSP Pack Contents

2.2.2 User-Creatable FSP Packs

Users can create packs to support user-defined modules in addition to those available from FSP. For
example, if a company wishes to create a custom board representing its microcontroller-based product, a
BSP can be created, verified, and distributed to application developers to speed up development. In the case
of a custom communication module, if support is not available in FSP, a separate pack file is required to
work with the new module. These pack files play an important role in updating the code between different
releases and across the projects. In this application note, we will be creating user packs for a Wi-Fi module
in section 4.8. The driver for the new Wi-Fi module is distributed as a user pack.

Note: The driver pack is not part of the FSP Pack distribution. But it is bundled as part of the application
project.

2.2.3 User Pack Creation Tools

Pack creation can be done in different ways. It can be created through the integrated pack creation utility
with e? studio, or using pack creation scripts, or by manually modifying the existing FSP packs for the new
module. In this application note we will be using the manual user pack creation method to showcase the
creation of the user pack for the newly added Wi-Fi module.
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3. FSP Wi-Fi Driver Module Architecture

Modules are the core building blocks of FSP. Modules can do many different things, but all modules share
the basic concept of providing functionality upwards and requiring functionality from below.

Modules can be layered on top of one another, building an FSP stack. The stacking process is performed by
matching what one module provides with what another module requires. The Wi-Fi module, for example,
requires a physical layer communication interface for data transfer, which can be provided by the UART
driver module. It provides functionality to the secure sockets through the API created by the Wi-Fi driver to
the secure sockets at the upper layer.

+
Fovides

__

Requires
v

Figure 4. Provides Functionality to the Caller and Requires Functionality from the Lower Level

3.1  FSP Wi-Fi Driver Module Overview
Figure 5 shows the overview of the FSP Wi-Fi module architecture and its components.

Control Path

AWS Wi-Fi Secure sockets
Common on Wi-F

| |

Wi-Fi Driver using r_sci_uart

!

UART driver on r_sci_uart

!
[ e

Figure 5. FSP Wi-Fi Driver Architecture

3.2 Silex Wi-Fi Module Directory Structure.

The FSP Wi-Fi driver for the Silex ULPGN Wi-Fi module is packaged as part of the FSP pack
(Renesas.RA.x.x.x.pack). When the FSP-provided Wi-Fi drivers are used for the application
development, the generated code is arranged in multiple folders. The details of the file and folder structure of
the code are shown below in the Figure 6.

For the Silex ULPGN Wi-Fi module, the configuration-related header file is generated/stored under
ra cfg\fsp cfg\rm wifi onchip silex cfg.h. This file’s contents are generated based on the
configurations from the configurator.

Header file rm wifi onchip silex.h present inside the ra\fsp\inc\instances folder contains the
data structure, driver function prototypes for the Silex ULPGN module.

The rm_wifi onchip silex and rm aws sockets wrapper wifi silex folder under ra\fsp\src
contains the secure socket interface, application level interface, FreeRTOS-specific configuration and driver-
level Interface code for the module.
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It is a good practice to maintain the code structure in the same format when porting or modifying the Wi-Fi
drivers for the new module.

Note: The new driver pack for the Sierra Wireless BX310x module is bundled in the same directory format.

Project Explorer X =] ﬁ;

w [ ra
5 25 arm
> B5 aws
» = board
w [= fsp
W = inc
» = api
w [ instances
» r_dtc.h
b r_flash_hp.h
» r_ioport.h
> r_sci_uart.h
b rm_littlefs_flash.h
5 [h| rm_stdio littlefs.h
N rm_wifi_unchip_silex.hl
> |n| fsp_features.h
> [0 fsp_version.h
™ = sIC
» = bsp
» = rdtc
» = r_flash_hp
» = r_ioport
» (= r_sce
» (= r_sci_uart
» (= rm_aws_pkecs1]_pal_littlefs
w = rm_aws_sockets_wrapper_wifi_silex
» [£] tep_sockets wrapper.c
» tcp_sockets wrapper.h
» (= rm_freertos_port
» (= rm_littlefs_flash
» [ rm_mbedtls
» [= rm_psa_crypto
v = rm_wifi_onchip_silex
» FreeRTOSIPConfig.h
» @ ron_wifi_api_silex.c

=
1

=
I |

» @ ron_wifi_onchip_silex.c
» (2 ra_gen
» 2 src
» = Debug
v [= ra_cfg

> [= arm

» (= aws

~ [ fsp_cfg

> [ bsp

[£] r_dtc_cfg.h
[£] r_flash_hp_cfg.h
[£] r_ioport_cfg.h
@ r_sci_uart_cfg.h
@ rn_littlefs_flash_cfg.h
[£ rm_wifi_config.h

l€] rm_wifi_onchip_silex_cfg_azure.h

.| rm_wifi_onchip_silex_cfg.h
P g
» [= script

Figure 6. Wi-Fi Driver File/Folder Structure for Silex ULPGN Wi-Fi Module

3.3 Supported APIs for the Application from AWS Wi-Fi Library

Amazon AWS Wi-Fi libraries include the application-level APIs, which can be used for application
development. These APIs use a glue logic interface to the Wi-Fi driver-level APIs. As a result, they can easily
be ported across different Wi-Fi modules supported with FSP. The AWS-supported APIs found inside the file
rm wifi api silex.c are listed below:
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e WIFI On

e WIFI Off

e WIFI ConnectAP
e WIFI Disconnect
e WIFI Reset

e WIFI Scan

e WIFI Ping

e WIFI GetIPInfo
e WIFI GetMAC

e WIFI GetHostIP
¢ WIFI IsConnected

3.4 AWS Sockets

The AWS Secure Sockets library provides a socket interface to the embedded applications to communicate
securely. The sockets library is based on the Berkeley sockets interface with additional secure
communication options provided by mbedTLS.

FSP provides a simple interface for socket connection. The socket connection can be secure or non-secure.
The selection is user-programable during the project creation. When developing Wi-Fi applications, these
socket APIs are made available to the user from the FSP. The following APIs are available as part of the file
tcp_sockets wrapper.c:

e TCP_Sockets Connect

e TCP Sockets Disconnect
e TCP_Sockets Send

e TCP_Sockets Recv

Usage restriction note:

e Only TCP sockets are supported by the FreeRTOS Secure Sockets library. UDP sockets are not
supported.

e Only client APIs are supported by the FreeRTOS Secure Sockets library. Server APls, including
Bind, Accept, and Listen, are not supported.

3.5 Wi-Fi Driver API

Driver-level APls are the entry point for accessing the module through the AT commands. Depending on the
module and its supported features, the AT commands are grouped under the driver API. Individual or group
AT commands are used under an API to interact with the module. The driver-level APIs use these AT
commands to interact with the Wi-Fi module for Wi-Fi configurations, network configurations, and even for
sending and receiving data. Before making changes to these APIs, individual AT commands need to be
validated to confirm the working behavior as documented. The command and response for some of the
modules vary depending on the Wi-Fi chip vendor. If a different chipset from the same vendor is used, most
of the AT commands may be reused, supporting the operation without making major changes to the driver-
level APls.

3.5.1 Supported Driver-Level APIs for the Wi-Fi Module

The FSP Wi-Fi driver module supports the following APIs for the Silex ULPGN module. For supporting
operation of a new Wi-Fi module, similar APls need to be developed and tested.

Note: Some of the APIs may not be applicable to the new module, or in some cases, a newer set of APIs are
needed to support the new feature present in the module. It is up to the user to add/delete the APlIs as
required. However, from the driver development perspective, the APIs provided by FSP can be used
as reference for the new Wi-Fi module.
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e rm wifi onchip silex open

e rm wifi onchip silex close

e rm wifi onchip silex disconnect

e rm wifi onchip silex socket connected
e rm wifi onchip silex network info get
e rm wifi onchip silex connect

e rm wifi onchip silex mac addr get

e rm wifi onchip silex scan

e rm wifi onchip silex ping

e rm wifi onchip silex ip addr get

e rm wifi onchip silex avail socket get
e rm wifi onchip silex socket status get
e rm wifi onchip silex tcp shutdown

e rm wifi onchip silex socket create

e rm wifi onchip silex tcp connect

e rm wifi onchip silex udp connect

e rm wifi onchip silex send

e rm wifi onchip silex recv

e rm wifi onchip silex socket disconnect
e rm wifi onchip silex dns_query

3.6 Stream Buffer

Stream buffers are RTOS objects for inter-task communication and are available from FreeRTOS. They are
optimized for single reader, single writer scenarios, such as passing data from an interrupt service routine to
a task.

The stream buffer implementation uses direct-to-task natifications. Therefore, calling a stream buffer API
function that places the calling task into the blocked state can change the calling task’s notification state and
value.

In the FSP Wi-Fi driver implementation, stream buffers allow a stream of bytes to be passed from an
interrupt service routine to a task. A byte stream can be of arbitrary length and does not necessarily have a
beginning or end. Any number of bytes can be written at once, and any number of bytes can be read at
once. Data is passed by copy — the data is copied into the buffer by the sender and out of the buffer by the
read operation.

3.7 UART Drivers

The UART driver module provides a simple communication interface using the standard UART protocol
between the MCU and the Wi-Fi module. The UART module on the MCU side uses the SCI module to
communicate with the SCI peripherals and data-transfer (DTC) peripherals on an RA MCU.

The UART HAL module manages data flow using the standard UART protocol. Flow control support is also
available for synchronization. DTC support can be optionally added to the module during the configuration so
that DTC takes care of the data transfers without using many MCU cycles.

Note: In the Sierra Wi-Fi module implementation, asynchronous UART communication is used without flow
control. For achieving higher data throughput, flow control can be used.

4. Adding Support for a New Wi-Fi Module

This section covers considerations to be made when identifying a suitable Wi-Fi module and modifying the
existing FSP Wi-Fi drivers to support the new module. This includes creating and modifying the Wi-Fi driver,
socket-level API, application-level API, and the user pack contents for the new driver pack.

4.1 Identifying the New Wi-Fi Module

When adding a new Wi-Fi module to FSP by leveraging existing Wi-Fi driver implementation, first identify the
new Wi-Fi module that uses the on-module TCP/IP stack, supports AT commands, and supports the UART
interface to communicate with the module. On top of the basic minimum criteria, the module also needs to
support the TCP/UDP socket interface, DHCP Client, and DNS client. In addition to the bare minimum
features, it is up to the users to choose other features supported by the module as value additional features.
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Note: This application note only shows how to add/modify the driver for the new Wi-Fi module, which has a
UART interface, AT command support, and on-module TCP/IP support. This does not mean that the
other modules that have the SPI/I2C interface cannot be added/supported in FSP. With the addition of
interface drivers, changes to the control path and data path, and the addition of glue logic to the
TCP/IP stack present on the MCU, different Wi-Fi modules can be added.

Note: Module manufacturers usually categorize modules by specific parameters such as IEEE 802.11
a/b/g/n, transmit power, data rate, RF compliance, secure Wi-Fi, and so forth. These play an important
role in identifying the Wi-Fi module. While this application note does not include details on this topic, it
is advisable to choose the right module for your application with good technical support from module
vendors.

4.2 Identify the Driver-Related Changes to New Module

After identifying the module that can be supported with FSP, list the features that are common between the
new module and the FSP-supported Silex ULPGN Wi-Fi module. Also, list the new set of features that need
to be included. You can refer to the documents for features of Silex and Sierra: BX310x AT Command
Reference, SX-ULPGN Silex AT Command Specification.

List what features you need to support in your driver implementation. For example, some Wi-Fi modules
support both Access Point mode and Station mode. Choose modes your driver needs to support, such as
both Access Point mode and Station mode or just Station mode. You can select the appropriate AT
commands for the driver modification or feature addition.

For basic Wi-Fi connectivity, Wi-Fi and network-specific basic AT commands for the new Sierra module are
listed in Table 1 and Table 2. These AT commands are used in the new driver.

Table 1. Wi-Fi Specific AT Commands

AT Commands Description

+SRWAPCFG Configure local device’s Wi-Fi access point

+SRWSTACFG Configure/display Wi-Fi station connection information
+SRWSTACON Connect/disconnect to Wi-Fi access point

+SRWSTANETCFG Configure/ local device Wi-Fi station interface network IP address
+SRWSTASCN Scan for Wi-Fi access points

Table 2. Network-Specific AT Commands

AT Commands Description

+KTCPCFG TCP session (Connection) configuration

+KTCPCNX Start TCP connection

+KTCPCLOSE Close TCP connection

+SRWSTANETCEG Configure/ local device Wi-Fi station interface network IP address
+KTCPSND Send data through a TCP connection

+KPING Ping an IP address

Above are some of the AT commands that must be added or modified in the driver APIs. Details of the
modification are shown in the next section.

Note: The Silex ULPGN Wi-Fi module uses the Qualcomm QCA4010 System-on-Chip (SoC). If the identified
module is also based on the Qualcomm SoC, the changes to the driver can be minimized by
leveraging the existing driver. However, if the module identified is different, the AT commands and
response data/strings may be different and must be handled differently in the driver APIs.

4.3 Prepare and modify the Driver APIs

4.3.1 Prepare folder for the New Module

Navigate to the e2studio packs directory, which is typically located at:
C:\Renesas\RA\e2studio\internal\projectgen\ra\packs. Then copy the
Renesas.RA.x.y.z.pack (X.y.z is FSP version) to another location for modifications. After that, change
the file extension from .pack to . zip file, and extract the ZIP file. The extracted folder has the following
structure:
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4.3.2 Modify the Driver APIs

Refer to the module datasheet and user manual for the Sierra Wi-Fi (e.g. BX310x AT Command Reference)
and Silex Wi-Fi modules (e.g. SX-ULPGN Silex AT Command Specification). List the AT commands for the
identified features on the new Wi-Fi modules and compare them to the existing FSP-supported module.
Check that the basic API support for the new module is available in the existing Wi-Fi driver as part of FSP
(reference section 3.5). If available, identify the APl and change the AT command and response code/string
for the API to support the new module. These AT commands can be found in the module’s AT command
reference manual of the new module.

If the equivalent APls are not available in the FSP, create a new APl to accommodate the new feature and
its associated AT commands and responses.

Also, it is important to identify all the APIs that have the supporting equivalent AT commands required by the
module. For instance, for some of the modules, the AT command support may be limited, or a feature may
not be supported (for example, the stack in the Sierra Wireless module does not have support for an AT
command to perform DNS lookup, which is provided by the Silex Wi-Fi and used frequently by any
application using socket programming). Such limitations can be solved by using the workaround suggested
by the module vendor.

Note: The existing FSP Wi-Fi driver module has string parsing routines. Leveraging the string parsing
routines can be beneficial for easy porting for the new module.

Now let us look into the header file and source code-related changes for the new module.

For changing the driver APls in the header file, open rm wifi onchip silex.h under the
/ra/fsp/inc/instances folder add/modify the macros, enums, and driver-specific data structures as
applicable. Rename the function prototypes or any references made to the Silex module to Sierra specific as
required.

For instance, some of the sample changes are shown as follows:

1. Change the enums
WIFI_ONCHIP_SILEX_CFG_MAX_NUMBER_UART_PORTS can be changed to
WIFI_ONCHIP_SIERRA_CFG_MAX_NUMBER_UART_PORTS

2. Change the data structures

/** User configuration structure, used in open function */
= typedef struct st_wifi_onchip_cfg
{

const uint32_t num_uarts;

const uint32_t num_sockets;

const bsp_io_port_pin_t reset_pin;

const uart_instance_t * vart_instances[WIFI_ONCHIP_SILEX_CFG_MAX_NUMBER_UART_PORTS];
const wifi_onchip_silex_sntp_enable_t sntp_enabled;

const uint8_t * sntp_server_ip;

const int32_t sntp_timezone offset_from_utc_hours;

const uint32_t sntp_timezone_offset_from_utc_minutes;
const wifi_onchip_silex_sntp_daylight_savings_enable_t sntp_timezone_use_daylight_savings;
void const * p_context;

void const * p extend;
}|wifi_onchip_silex_cfg_t;

* User confipuration structure, used in open functior
= typedef struct|st wifi_onchip_cfg

{

const uintp2 t num_uarts;

const uintB2_t num_sockets;

const bsp_jio_port_pin_t reset_pin;

const uart|instance t * uartfinstancesl[wIFIJ)HCHIPisIERRAicFGJ-lAXJIUHBER7UART7PORTS];
const wifi|onchip_sierra_sntp_enable t sntp_enabled;

const uintp t * sntp_server_ip;

const int3p t sntp_timezone_offset_from_utc_hours;

const uintP2 t sntp_timezone_offset_from_utc_minutes;

const wifilonchip_sierra_sntp_daylight_savings_enable_t sntp_timezone_use_daylight_savings;
void const|* p_context;

void consty* p extend;
}[.‘lj\‘i onchip_sierra_cfg_t;

Figure 9. Sample Enum and Data structure change for the Sierra Wi-Fi Module
3. Change the API function prototype name
fsp_err_t rm_wifi_onchip_silex_open(wifi_onchip_silex_cfg_t const * const p_cfg);
to
fsp_err_t rm_wifi_onchip_sierra_open(wifi _onchip_sierra_cfg t const * const p_cfg);
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For the changes related to driver API inside the source file, open rm wifi onchip silex.c under the
ra\fsp\src\rm wifi onchip silex folder, and add/modify the API carefully as applicable. Some of
the code may be removed as it is not required for the new module. In some cases, additional code can be
added to support the new AT commands for the driver APlIs.

A sample screenshot of the source code changes from the Silex module to the Sierra module is shown as
follows. This is just for reference and as a user you need to change all the code as desired for your module.

if (FSP_SUCCESS == err)
{
err = rm_wifi_onchip_silex_send_basic(p_instance_ctrl,

p_instance_ctrl->curr_cmd_port,
"ATS188=1\r",
WIFI_ONCHIP SILEX TIMEOUT 10@MS,
WIFI_ONCHIP_SILEX_TIMEOUT 8SEC,
WIFI ONCHIP SILEX RETURN OK);

O

err = rm_wifi_onchip_sierra_send_basic(p_instance_ctrl,
p_instance_ctrl->curr_cmd_port,
"AT+SRWCFG=1,2\r",
WIFI_ONCHIP_SIERRA_TIMEOUT 3MS,
WIFI_ONCHIP_SIERRA_TIMEOUT 200MS,
WIFI ONCHIP SIERRA_RETURN_OK);

if (FSP_SUCCESS == err)
{

Figure 10. Sample Driver Code Change for the Sierra Wi-Fi Module
Note: Many more changes are required in this file. The sample shown here is for reference only.
Note: Change the file name and the folder name for the new set of drivers. These are required to differentiate
the Silex module driver from the Sierra module drivers. Also, maintain the same directory structure.
4.4 File and Folder Structure for the New Module

The screenshot in Figure 11 shows the directory structure and the list of files modified as part of the new Wi-
Fi module driver.
The screenshots are similar to the Silex module packs that are available as part of the FSP packs. When you

create a pack for the new (Sierra wireless module) Wi-Fi driver, these will not be part of the FSP pack. The
pack will be an independent user pack. This makes it easy to port across different FSP releases.

The file and folder structure are kept similar to the Silex module to ensure compatibility and to maintain the
same structure for ease of use.
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Figure 11. Wi-Fi Driver File/Folder Structure for Sierra Wi-Fi Module
4.5 Modifying the AWS API

To accommodate the application level Wi-Fi APIs calling the right driver-level APls, you need to make
changes inthe rm wifi api silex.c file under the folder
ra\fsp\inc\src\rm wifi onchip silex and call the driver APl as applicable.

For instance, the WIFI On API calls the Driver APl rm wifi onchip silex_ open for the Silex module.
This needs to be changed to rm wifi onchip sierra open to supportthe Sierra Wi-Fi module.
Change it for all the applicable APIs as required.

The APIs to be changed are listed in the section 3.3.

Note: Some of the Wi-Fi APIs may not have support at the driver-level interface. If the support in the module
is present, you can take advantage of it by adding the new driver APIs and linking to the application-
level APIs.
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4.6 Modifying the AWS Sockets API

To accommodate the socket-level APIs calling the right driver-level APIs, you need to make changes in the
tcp sockets wrapper.c file under the folder
ra\fsp\inc\src\rm aws sockets wrapper wifi silex and call the driver API as applicable.

For instance, TCP_Sockets Connect API calls the driver APl rm wifi onchip silex tcp connect
for the Silex module. This needs to be changed to rm wifi onchip sierra tcp connect for the Sierra
module. Such calls need to be changed for all the applicable APIs as required.

The APIs to be changed are listed in section 3.4.
4.7 Modifying the XML Files for the New Wi-Fi Module

XML file changes under the .module descriptions folder are required for the FSP configurator. Before
you start making changes to this XML file, you need to understand its organization. The XML file contains the
following listed tags; under <raModuleDescription>, you will see the <module> and its associated <config>.

Under the <module> tag, you will see the ID, display data, version, and URL details. It also has the tags for
<requires> and <provides>.

Under the <config> tag, you will see the configuration; you will notice the property and contents for the FSP
configuration. The module tag also contains the constraint, header, includes, and so forth.

This XML file needs to be copied and modified for the new module to prepare the pack file.

<2xml version="1.8" 23

1
2
3 <raModuleDescription>

4 <config id="config.driver.wifi_gnchip silex" path="fsp_cfg/rm_wifi_onchip silex cfg.h"” version="8">

5 <property default="config.driver.wifi_gnchip silex.param_checking_enable.bsp” display="Parameter Checking” id="config.driver.wifi_onchip silex.param_checking_enable” descripti(
6 <option display="Default (BSP)" id="config.driver.wifi_onchip silex.param_checking_enable.bsp” value="(BSP_CFG_PARAM_CHECKING_ENABLE)"/>

7 <option display="Enabled” id="config.driver.wifi_onchip silex.param_checking_enable.enabled” walue="(1)"/>

3 <option display="Disabled” id="config.driver.wifi_onchip silex.param_checking_enable.disabled” value="(e)"/>
</property>
10 <property default="config.driver.nifi onchip silex.num sockets.one” display="Humber of supported socket instances” id="config.driver.wifi onchip silex.num_sockets" description:
1 <option display="1" id="config.driver.wifi_onchip silex.num_sockets.one” value="(1)"/>
12 <option " id="config.driver.wifi_onchip silex.num_sockets.two" value="(2)"
13 <option " id="config.driver.wifi_onchip_silex.num_sockets.three” value="(3)"/>
14 <option " id="config.driver.wifi_gnchip silex.num_sockets.four” value="(4)"/>
15 <option " id="config.driver.wifi_gnchip silex.num_sockets.five" value="(5)"/>
16 <option " 1d="config.driver.wifi_gnchip silex.num_sockets.six" value="(6)"/>
17 <option " id="config.driver.wifi_onchip silex.num_sockets.seven” value="(7)"/>
18 <option " id="config.driver.wifi_onchip silex.num_sockets.eight™ value="(8)"/>
19 <option " id="config.driver.wifi_gnchip silex.num_sockets.nine” value="(9)"/>
20 <option " id="config.driver.wifi_onchip silex.num_sockets.ten” value="(16)"/>
21 <option " id="config.driver.wifi_onchip silex.num_sockets.eleven” wvalue="(11)"/>
22 <option " id="config.driver.wifi_onchip_silex.num_sockets.twelve" value="(12)"/>
23 <option id="config.driver.wifi_onchip_silex.num_sockets.thirteen” value="(13)"/>
24 <option id="config.driver.wifi_onchip_silex.num_sockets.fourteen” value="(14)"/>
i

“config.driver.uifi_onchip_silex.num_sockets.fifteen” value.

25 <option
26 <option display="16" id="config.driver.wifi_onchip_silex.num_sockets.sixteen" value="(16)"/>

27 </property>

28 <property default="4896" display="Size of RX buffer for socket" id="config.driver.wifi_onchip_silex.socket_rx_size"/>

29 <property default="1500" display="Size of TX buffer for CMD Port" id="config.driver.wifi_onchip_silex.cmd_port_tx_size"/>

3@ <property default="3000" display="Size of RX buffer for CMD Port" id="config.driver.wifi onchip silex.cmd port rx_size"/»

31 <property default="188@e" display="Semaphore maximum timeout” id="config.driver.wifi_onchip_silex.sem_max_timeout"/>

32 <property default="18" display="Number of retries for AT commands" id="config.driver.wifi_onchip silex.max_retries uart comms"/>

91 <module config="config.driver.wifi_onchip_silex” display="Networking|Wifi Onchip Silex Driver using UART (rm_wifi_onchip_silex)" id="module.driver.wifi_onchip_silex_using_sci uart"
92 <constraint display="Mutexes must be enabled in the FreeRTOS thread config under Common|General|Use Mutexes.">

93 "${config.ausfreertos.thread.configuse mutexes}" === "config.awsfreertos.thread.configuse mutexes.enabled”

94 </constraint>

95 <constraint display="Twc UARTs must be used to enable use of multiple sockets.">

96 ("${config.driver.wifi_onchip_silex.num_sockets}" === "config.driver.wifi_onchip_silex.num_sockets.one") ||

97 (testExists("§{module.driver.wifi_onchip_silex_using_sci_uart.requires.uart data::module.driver. uart.name}"))

98 </constraint>

99 <requires interface="_rtos" />

100 <requires id="module.driver.wifi_onchip_silex using_sci_uart.wifi.common” interface="interface.aws.wifi.common” display="Requires WiFi Common” find="true"/>

101 <requires id="module.driver.wifi_onchip_silex using_sci_uart.requires.uart cmd” interface="interface.driver.uart” display="Requires UART Peripheral Cmd/Data Port” find="true"s
102 <override property="module.driver.yart.callback” value="rm wifi onchip silex uart callback"/>

183 </requires>

104 <requires id="module.driver.wifi_onchip_silex using_sci_uart.requires.uart data" interface="interface.driver.uart” display="Optional UART Peripheral Cmd Port (used only in dual
185 <override property="module.driver.uart.callback” value="rm_wifi_onchip_silex_uart callback"/>

106 </requires>

1e7

108 <provides interface="interface.driver.wifi_onchip_silex" />

109 <provides interface="interface.driver.wifi” />

110

111 <property default="wifi_onchip_silex" id="meodule.driver.wifi_onchip_silex.wifi_onchip_silex_interface" description=""/>

Figure 12. Sample XML organization of the Silex Wi-Fi Module
Note: For more details, refer to the XML file included in the pack files for the Silex module/Sierra module.

Part of the FSP RA Pack folder contains the XML files under the .module descriptions folder. The XML
file Renesas##HAL Drivers##all##rm wifi onchip silex####x.y.z.xml is key for the
configuration parameters for the Wi-Fi module configuration on the FSP configurator. Users are required to
modify this XML file for the new Wi-Fi module-specific configurations.
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Copy Renesas##HAL Drivers##all##frm wifi onchip silex####x.y.z.xml from the RA packs
folder to a temporary location. Change the name of the file. The resulting file will be Renesas##HAL
Drivers##all##rm wifi onchip sierra####x.y.z.xml.

Note: Make sure the version numbers match the FSP version. In this case, x.y.z’ should be 6.6.0’.

Open the file and change the contents. Find and replace instances of ‘silex’ with ‘sierra’ and ‘SILEX’ with
‘SIERRA’.

Save the file and continue to the next steps of pack creation.

Note: Do the same with the other .xml files if necessary. For Sierra module, you also need to change from
Renesas##Middleware##all##rm aws sockets wrapper silex####x.y.z.xml fileto
Renesas##Middleware##all##rm aws sockets wrapper sierra####x.y.z.xml file.

4.8 Pack Creation for the New Wi-Fi Module
Pack files can be created in two ways:

e Manual pack creation
e Using the e? studio RA Pack Creator utility

4.8.1 Manual User Pack Creation

After all the changes are in place, you need to create a zip file using the 7-zip utility. The method for creating
the . zip file and later renaming as .pack file is shown in Figure 13.

Renesas.RA_wifi_onchip_sierra. > Search Renesas RA_wifi_onchip_sin  Q Renesas.RA_wifi_onchip_sierra. »
(B Details & jmj Tl Sort = View & Extractall
Name Type Mame Type
.module_descriptions File folder —_— .module_descriptions File folder
ra File folder 1 ra File folder
Renesas.RA_wifi_onchip_sierra.pdsc PDSC File I . Renesas.RA_wifi_onchip_sierra. .zlpI 3 Compressed (zipped) Folder
v toolingSupportaxml XML Source File Renesas RA_wifi_onchip_sierra.pdsc PDSC File
;l:\ @ E]] I—E 5| toolingSupportxml XML Source File
Classify and protect l Rename
7 Add to Favorites
= Renesas.RA_wifi_onchip_sierra. > Searcl
[0 Compress to.. > | zZIPFile 2 - i :
Copy as path Ctrl+Shift+C 7z File @ i} N Sort = View
L//'-z" Properties Alt+Enter TAR File L2
Marmne Type
B Editin Notepad Additional options .module_descriptions File folder

ra File falder

|‘ @ Renesas.RA_wifi_onchip_sierra. pack I Open-CMS5I5-Pack Software Pack

Renesas.RA_wifi_onchip_sierra.pdsc PDSC File

5] toolingSupportaml XML Source File

Figure 13. Pack Creation from the Zip File for the New Wi-Fi Driver Pack

4.8.2 Creating User Pack Using e? studio Utility

User pack creation using e? studio can be done for the new Wi-Fi driver via the utility tool. This application
note will not be covering the pack creation using the e? studio utility tool. The steps for creating the user pack
using the e? studio utility are available as part of the e? studio Help tab. More details on the usage steps can
be found under the e? studio help section by searching for “Creating a RA CMSIS user pack”.

4.9 Importing New User Pack to the Project

Once the final user pack is built, it needs to be copied to the packs folder. Installing the pack file can be done
in two different ways:
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e Manually copy the new user pack to the packs folder of the e? studio installation. The packs folder under
the e? studio installation folder is e2 studio\internal\projectgen\ra\packs.

e Or use the import feature of e? studio to import the pack (Project — Right-Click — Import — General
— CMSIS Pack).

After the packs are installed by manually copying or importing using the e? studio tool, you will notice the
e? studio IDE detects the new packs and updates its database.

Note: If the pack files are detected by the e? studio IDE, close and restart the e? studio for the installed packs
to take effect.

You can check whether the e? studio installed the pack file successfully by accessing through e? studio —

Help — About e? studio — Installation Details — Support folders — e? studio Support Area link. This
is available in the support area under the internal\projectgen\ra\packs folder. The screenshot for

the same is shown in Figure 14.

Help & About € studio O X

5
s Welcome Renesas & studic

(@ Help Contents Version:
Search Build Id:

Show Context Help Parts Copyright (C) 2010-202° Renesas Electronics Corp.

All rights reserved.

Show Active Keybindings... Crl+Shift+L
e ¢ studio IDE is an extension of software developed for
& Cheat Sheets... eclipse.org.
|
Renesas Help > & studio IDE is based on Eclipse Platform
" & Toolchain Help b andChLveron
CMSIS Packs Management » Source code for the Eclipse Foundation plug-ins is available

from www.eclipse.org, under the Eclipse Public License "EPL",
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e’ studio download area: file;/C:/Users/ /.eclipse/com.renesas.platform download/

Figure 14. Location of Cached e? studio Packs

In the next section, we show how this Wi-Fi module can be included in the project using the FSP
configurator, how to configure the new module using the property window, and how to change its
configuration parameter values.

5. Building Application with New Wi-Fi Module

After the pack is installed successfully, the new application project can be created by adding the new Wi-Fi
module and configuring the module via the FSP configurator.

5.1 FSP Configuration

FSP configuration for the project is done through the e? studio’s graphically guided tool. Refer to the FSP
User’s Manual section on Configuring a Project, which has details on how the FSP configuration can be done
for the individual modules and different configuration settings as needed.
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5.2 Including the Module in the Project

To include the Wi-Fi Module in an RA FreeRTOS Project, in the FSP configurator, under the created thread,
choose the Stacks tab, New Stack — Networking — AWS Core HTTP. After the AWS Core HTTP stack is

created, click to Add Sockets Wrapper — New — AWS Sierra WiFi Sockets Wrapper

(rm_aws_sockets_wrapper_sierra). This will add the Sierra Wi-Fi module to the thread. Adding the Wi-Fi

module and Wi-Fi module to the project is shown in Figure 15 and Figure 16, respectively.

WiFi Thread Stacks

Al >
r 1
BLE Mesh Network modules > analcg >
Audio b
4 AWS Cellular Interface on GM (rm_cellular_gm_aws)
Bootloader >
4 AWS Core HTTP 3
CapTouch >
4 AWS Core MQTT -
Connectivity >
4 AWS IoT Over-the-air Update Library DSP N
4 aws Transport Interface on MbedTLS/PKCS11 (rm_aws_transport_interface_port) Graphics N
4 BLESPP Transport on SPI (rm_ble_abs_spp_transport) Input >
4 BLE SPP Transport on UART (rm_ble_abs_spp_transport) Monitoring >
4 EtherCAT SSC Port (rm_ethercat_ssc_port) Motor >
4 Ethernet (r_ether) 2 Networking >
4 Ethernet (r_ether_phy) Power >
4 Ethernet Generic PTP Timer (r_gptp) RTOS >
4 FreeRTOS+TCP Security D
4 GTLBLE Abstraction (rm_ble_abs_gt]) Sensal 2
Ctrmmnn .
o % | New Thread AWS Core HTTP Stacks % | New Stack >
reads
#_| Remove |-

~ & HAL Comman 47 AWS Core HTTP
E?

4 g_ioport IO Port (r_ioport)
47 FreeRTOS Port (rm_freertos | @

~ g WiFi Thread

(7 AWS Core HTTP

48 FreeRTOS H 5 gtg AWS Transport Interface on MbedTLS/PKCS11 (rm_aws_transport_interface_port)
% Free eap

®©

" Add Sockets Wrapper [ ‘ 4 AWS PKCS11 to MbedTLS
% | New Object > [Required] —

Object
jects 4 New > | 4 AWS Cellular Sockets Wrapper

4 AWS DATE0x WiFi Sockets Wrapper (rm_aws_sockets_wrapper_da16xx)

@ | AWS Sierra WiFi Sockets Wrapper (rm_aws_sockets_wrapper_sierra) | 5

- @ AWS Silex WiFi Sockets Wrapper (rm_aws_sackets_wrapper_silex)
@ AWS TCP Sockets Wrapper

O e e N e

Figure 15. Adding Sierra Wi-Fi Module to the Project
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Figure 16. Sierra Wi-Fi Module Added to the Project
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5.3 Module Configuration

The first step is adding the module to the project. The next step is making the module operate in the desired
way through module-specific configuration. Each block of the module has an associated property window
where the configuration values can be changed from the default values.

The details of the individual module configuration for each block are not explained here. The included project
provides more details. For additional details, refer to the FSP user manual for the Wi-Fi module
configuration.

[T properties ¢ | 5. Problems & Smart Browser| £ Console

WiFi Onchip Sierra Driver using UART (rm_wifi_onchip_sierra)

Settings Froperty Value
1 » Common
Parameter Checking Default (BSP)
Mumber of supported socket instances 1
Size of BX buffer for socket 4096
Size of TX buffer for CMD Port 1500
Size of RX buffer for CMD Port 3000
Semaphore maximum timeout 10000
MNurmber of retries for AT commands 10
Module Reset Port 06
Module Reset Pin 03
Enable SNTP Client Dizabled
w Module WiFi Onchip Sierra Driver using UART (rm_wifi_onchip_sierra)

SNTP server |Pv4 address 0.0.0.0
SNTP Timezone Offset from UTC Hours 0
SNTP Timezone Offset from UTC Minutes 0
Use Daylight Savings Time Disabled

Figure 17. Properties Window for Modifying the Wi-Fi Module Configuration

Note: Channel 9 is used for SCI UART in this example project, so sci_uart select SCI9 instead of SCI0 as
default.

% | New Thread WiFi Thread Stacks 4| New Stack > = #_| Remove
Threads

®:| Remove [=| ‘ [69]
[

v !.‘ HAL/Common T
& g_ioport I/0 Port (r_ioport) 4 WiFi Onchip Sierra Driver using UART ({rm_wifi_onchip_sierra)
‘17" FreeRTOS Port (rm_freertos.|
v & WiFi Thread ®
4% AWS Core HTTP
a
47 FreeRTOS Heap 5 [ [ I
47 WiFi Common 4 g_uart0 UART (r_sci_uart) %% Add Optional UART
Peripheral Cmd Port
(used only in dual UART
mode)

— @ (i)

A

Objects ] New Object > @ g_transfer0 Transfer 4 g_transfer1 Transfer

(r_dtc) SCI9 TXI (r_dtc) SCI9 RXI (Receive
(Transmit data empty) data full)

@ @

Summary | BSP | Clocks | Pins | Interrupts | Event Links | Linker Sections | Stacks | Components

Problems Console Properties X Smart Browser Smart Manual
g_uart0 UART (r_sci_uart)

Property Value
~ Common
Parameter Checking Default (BSP)
FIFO Support Disable
‘ | DTC Support Enable |
Flow Control Support Disable
RS-485 Support Disable
IrDA Support Disabled
~ Module g_uart0 UART (r_sci_uart)
> General
> Baud
> Flow Control

Settings
APl Info

Figure 18. Properties Window for Modifying the SCI_UART Module Configuration

R11AN0486EU0130 Rev.1.30 Page 21 of 27
Sep.21.26 RENESAS



Renesas RA Family Getting Started with Wi-Fi Modules on FSP

6. Importing and Building the Project

Prior to importing the project bundled as part of the application note, make sure that the new pack you
created is installed to the packs folder (for reference and quick running of the attached Application Project,
pre-created “Renesas.RA wifi onchip sierra.6.6.0.pack”file is attached as part of the bundle).

e Add the included user pack to the packs folder e2studio\internal\projectgen\ra\packs

e To import the included project, follow the standard import steps documented as part of the RA FSP
User’s manual, Starting Development, e? studio User’'s Guide, Importing an Existing Project into e? studio
(RA Flexible Software Package Documentation: Starting Development).

After importing the project, make sure the FSP configurator shows the new module without any warnings or
errors.

Openthe wifi app.h header file under the src folder, make the changes to SSID, password and
security as applicable to your access point.

t#tdefine WIFI_SSID "Renesas"
t#tdefine WIFI_PW  "@Renesas123"
t#tdefine SECURITY "WPA2"

Generate the project content and build the project. The build log should be error-free and warning-free with
reference to the application code.

This completes the successful importing and building of the module.
7. Running the Application
Before running the application on EK-RA6M3, it is necessary to make the connections shown in this section.

7.1 Board Setups

Before running the project, make sure the Sierra Wireless BX310x Development Board is connected to the
On-board pin or PMOD1 of the EK-RA6M3 board using the connection diagram as shown in Table 5.

Note: Sierra Wireless BX310x Development Board has a jumper setting to select the UART or the USB
(connecting to PC). Make sure the UART setting is selected.

The BX310x development board provides two sources for accessing the BX310x modules.
Table 3. 4-wire UART Interface

USB accessed via USB (UART FTDI IC) Can be used for debugging and testing in the initial stages
of validation of the module

UART header Accessed via UART header — this is the interface used with
RA6M3

A 3-pin header is used to select the UART interface.

UART Header

Pin 1 Pin 6

™ =R R - -A-n

I

o

SIERRA
WIRELESS"

B8X310X Development Board

W,

\ S

usSe f
SMRT SOURCE SELEC

Pin1 UART Pin 3

Source Select

Figure 19. UART Header and UART Interface Selection
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Table 4. UART Details of the Sierra Wireless Module

Component PCB Label Description
3-pin header UART SOURCE Selects the hardware source used to access the BX310x
SELECT module’s UART interface, based on jumper position:

* Pins 1 and 2—USB via FTDI USB, UART IC
* Pins 2 and 3—UART header
UART Header Pins
6-pin UART Header Pins
Ground
UART Clear to Send
No connect
UART Transmit Data
UART Receive Data
6 UART Ready to Send

Note: UART signals are named from the host perspective, with the module acting as a slave device (for
example, UART_HD_TXD is Host Transmit/Module Receive)

None

DB WIN|-

Table 5. UART Connection Diagram from BX310x Development Board to EK-RA6M3 On-board pin or

PMOD1 pin
BX310x UART Header Pin EK-RA6M3 Pin EK-RA6M3 PMOD1 Pin (J26)
1- (Ground) GND 5- (Ground)
2- (CTS) - -
3- (No Connection) - -
4- Transmit P203 (SCI9) 2- Receive
5- Receive P202 (SCI9) 3- Transmit
6- RTS - -

To power the RA6M3 and Sierra Wireless BX310x Development Board, connect the USB cable to the micro-
USB connector of the EK-RA6M3 kit (J10) and Sierra Wireless BX310x Development Board (micro-B USB
connector).

7.2 User Interface

Once the application is running, open the RTT Viewer to see the banner message and initialization sequence
log messages at each step. If the Wi-Fi module is connected to the access point, the DHCP client gets the IP
address, which is displayed on the console.

In case RTT Viewer cannot connect through the “Auto Detection” Control Block, user can connect with
“Address” Control Block, with the address can be found by searching “ SEGGER_RTT” in .map file of
e2studio project.
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r ar M
E! B J-Link RTT Viewer | Configuration X
Connection to J-Link Connection to J-Link
O uss ("] SN/ Nickname O uss (L) SN/ Nickname
() TCPRIP ) TCP/IP
() Existing Session \J Bisting Session
Specify T t Devi
Specify Target Device pecify Target Device
R7FABM3AH w
R7FAGBM3AH v
(C] Force go on connect
C] Force go on connect
Script file (optional)
Script file (optional)
Target Interface & Speed
Target Interface & Speed SWD - 4000 kHz ~
SWD v 4000 kHz -
RTT Control Block
RTT Control Block () Auto Detection | Address (O) Search Range
Q Auto Detection () Address () Search Range Enter the address of the RTT Control block.
J-Link tries to automatically detect the RTT control block. Example: (>20000000
For futhre information please refer to the SEGGER Wiki 1ffe1050]
| oK | Cancel | oK - Cancel
[ - o b - 4

Figure 20. Snapshot of RTT Viewer Settings

Also, upon a successful connection, you can notice the blinking green and blue LEDs lighting up, indicating
the connection to the access point. The red LED will turn on if the connection is not successful.

Note: It takes around 1 minute to connect to the Access Point and may not be successful on the first attempt,
as the Wi-Fi module need a little bit time to initialize and stabilize. Please retry by pressing RESET button on
EK-RA6M3 board if the connection fails.

EA J-Link RTT Viewer
File  Terminals Input Legging Help

All Terminals Terminal 0

kkkkkkkkkkkkkdk kR kR kkkkkk ke kR kR kR Rk kR kR kkkkkk ke ko
FSP Example Project for rm_wifi_onchip_sierra Module
ftware Pack Version 6.5.8
kkkkkkkkkkkkkdk kR kR kkkkkk ke kR kR kR Rk kR kR kkkkkk ke ko
Refer to Application note for more details on Application Project and
for more information about creating the rm_wifi_onchip_sierra driver.

strates the basic functionalities of the user
pack, created for Sierra Wi-Fi module running on Rene MCUs

The App project connects to the Wi-Fi Acc oint and s the IP addr
m the Ac Point. The acquired IP addr is d y on the consol
ser can ping to the Device address from PC to validate the connectiv

#1111l Wi-Fi Init Successful [!!**
Connecting to

Device IP addre

Figure 21. Snapshot of the User Interface for the Application

The user can ping from the PC to the new IP address and validate the connectivity. Note that PC connects to
the same Wi-Fi router AP.
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Command Prompt x 4

C:\Workspace>ping 10.156.179.188

Pinging 10.156.179.188 with 32 bytes of data:

Reply from 10.156.179.188: bytes=32 time=105ms TTL=255
Reply from 10.156.179.188: bytes=32 time=115ms TTL=255
Reply from 10.156.179.188: bytes=32 time=129ms TTL=255
Reply from 10.156.179.188: bytes=32 time=1u6ms TTL=255

Ping statistics for 10.156.179.188:

Packets: Sent = U, Received = U, Lost = @ (8% loss),
Approximate round trip times in milli-seconds:

Minimum = 105ms, Maximum = 1ld6ms, Average = 123ms

C:\Workspace>|

8.

Figure 22. Snapshot of Validating the Connectivity to the Module

Known Issues

The Sierra Wireless BX310x Development Board does not provide an AT command for a DNS feature. But
there is a workaround to make it available for the application given as part of section 9.

9. References

e RA Flexible Software Package Documentation: Introduction

e CMSIS: Introduction

e FreeRTOS stream & message buffers - FreeRTOS™

e Suggested Workaround for DNS Client: Application Note for Setting Up a DNS Service in a Private
Network-Rev1.1: https://forum.sierrawireless.com/uploads/short-url/cDpnrH63tlv7iBlsy0s5jjcgNPn.pdf

e RA Family: Creating a Custom Board Support Package (BSP) for FSP | Renesas Customer Hub

e RAG6MS3 - 32-bit Microcontrollers with 120MHz with USB High-Speed, Ethernet and TFT controller |
Renesas
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Website and Support

Visit the following vanity URLs to learn about key elements of the RA family, download components and
related documentation, and get support.

RA Product Information Www.renesas.com/ra

RA Product Support Forum www.renesas.com/ra/forum

RA Flexible Software Package www.renesas.com/FSP

Renesas Support Www.renesas.com/support
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General Precautions in the Handling of Microprocessing Unit and Microcontroller
Unit Products

The following usage notes are applicable to all Microprocessing unit and Microcontroller unit products from Renesas. For detailed usage notes on the
products covered by this document, refer to the relevant sections of the document as well as any technical updates that have been issued for the products.

1.

Precaution against Electrostatic Discharge (ESD)
A strong electrical field, when exposed to a CMOS device, can cause destruction of the gate oxide and ultimately degrade the device operation. Steps
must be taken to stop the generation of static electricity as much as possible, and quickly dissipate it when it occurs. Environmental control must be
adequate. When it is dry, a humidifier should be used. This is recommended to avoid using insulators that can easily build up static electricity.
Semiconductor devices must be stored and transported in an anti-static container, static shielding bag or conductive material. All test and
measurement tools including work benches and floors must be grounded. The operator must also be grounded using a wrist strap. Semiconductor

devices must not be touched with bare hands. Similar precautions must be taken for printed circuit boards with mounted semiconductor devices.
Processing at power-on

The state of the product is undefined at the time when power is supplied. The states of internal circuits in the LSI are inde terminate and the states of
register settings and pins are undefined at the time when power is supplied. In a finished product wher e the reset signal is applied to the external
reset pin, the states of pins are not guaranteed from the time when power is supplied until the reset process is completed. In a similar way, the states
of pins in a product that is reset by an on-chip power-on reset function are not guaranteed from the time when power is supplied until the power

reaches the level at which resetting is specified.
Input of signal during power-off state

Do not input signals or an 1/0 pull-up power supply while the device is powered off. The current injection that results from input of such a signal or I/O
pull-up power supply may cause malfunction and the abnormal current that passes in the device at this time may cause degradation of internal

elements. Follow the guideline for input signal during power-off state as described in your product documentation.
Handling of unused pins

Handle unused pins in accordance with the directions given under handling of unused pins in the manual. The input pins of CMO S products are
generally in the high-impedance state. In operation with an unused pin in the open-circuit state, extra electromagnetic noise is induced in the vicinity
of the LSI, an associated shoot-through current flows internally, and malfunctions occur due to the false recognition of the pin state as an input signal

become possible.
Clock signals

After applying a reset, only release the reset line after the operating clock signal becomes stable. When switching the clock signal during program
execution, wait until the target clock signal is stabilized. When the clock signal is generated with an exte rnal resonator or from an external oscillator
during a reset, ensure that the reset line is only released afterfull stabilization of the clock signal. Additionally, when switching to a clock signal

produced with an external resonator or by an external oscillator while program execution is in progress, wait until the target clock signal is stable.
Voltage application waveform at input pin

Waveform distortion due to input noise or a reflected wave may cause malfunction. If the input of the CMOS device stays in the area between ViL
(Max.) and Vix (Min.) due to noise, for example, the device may malfunction. Take care to prevent chattering noise from entering the device when the

input level is fixed, and also in the transition period when the input level passes through the area between Vi (Max.) and Vit (Min.).
Prohibition of access to reserved addresses

Access to reserved addresses is prohibited. The reserved addresses are provided for possible future expansion of functions. Do not access these

addresses as the correct operation of the LS| is not guaranteed.
Differences between products

Before changing from one product to another, for example to a product with a different part number, confirm that the change will not lead to problems.
The characteristics of a microprocessing unit or microcontroller unit products in the same group but having a different part number might differ in
terms of interal memory capacity, layout pattern, and other factors, which can affect the ranges of electrical characteristics, such as characteristic
values, operating margins, immunity to noise, and amount of radiated noise. When changing to a product with a different part number, implement a
system-evaluation test for the given product.



Notice

1.

10.

1.

12.

13.
14.

Descriptions of circuits, software and other related information in this document are provided only to illustrate the operation of semiconductor products
and application examples. You are fully responsible for the incorporation or any other use of the circuits, software, and information in the design of your
product or system. Renesas Electronics disclaims any and all liability for any losses and damages incurred by you or third parties arising from the use
of these circuits, software, or information.
Renesas Electronics hereby expressly disclaims any warranties against and liability for infringement or any other claims invo lving patents, copyrights,
or other intellectual property rights of third parties, by or arising from the use of Renesas Electronics products or technical information described in this
document, including but not limited to, the product data, drawings, charts, programs, algorithms, and application examples.
No license, express, implied or otherwise, is granted hereby under any patents, copyrights or other intellectual property rig hts of Renesas Electronics
or others.
You shall be responsible for determining what licenses are required from any third parties, and obtaining such licenses for the lawful import, export,
manufacture, sales, utilization, distribution or other disposal of any products incorporating Renesas Electronics products, if required.
You shall not alter, modify, copy, or reverse engineer any Renesas Electronics product, whether in whole or in part. Renesas Electronics disclaims any
and all liability for any losses or damages incurred by you or third parties arising from such alteration, modification, copying or reverse engineering.
Renesas Electronics products are classified according to the following two quality grades: “Standard” and “High Quality”. The intended applications for
each Renesas Electronics product depends on the product’s quality grade, as indicated below.

"Standard™: Computers; office equipment; communications equipment; test and measurement equipment; audio and visual equipment; home

electronic appliances; machine tools; personal electronic equipment; industrial robots; etc.
"High Quality": Transportation equipment (automobiles, trains, ships, etc.); traffic control (traffic lights); large-scale communication equipment; key
financial terminal systems; safety control equipment; etc.

Unless expressly designated as a high reliability product or a product for harsh environments in a Renesas Electronics data s heet or other Renesas
Electronics document, Renesas Electronics products are not intended or authorized for use in products or systems that may pose a direct threat to
human life or bodily injury (artificial life support devices or systems; surgical implantations; etc.), or may cause serious property damage (space
system; undersea repeaters; nuclear power control systems; aircraft control systems; key plant systems; military equipment; etc.). Renesas Electronics
disclaims any and all liability for any damages or losses incurred by you or any third parties arising from the use of any Re nesas Electronics product
that is inconsistent with any Renesas Electronics data sheet, user’s manual or other Renesas Electronics document.
No semiconductor product is absolutely secure. Notwithstanding any security measures or features that may be implemented in Renesas Electronics
hardware or software products, Renesas Electronics shall have absolutely no liability arising out of any vulnerability or security breach, including but
not limited to any unauthorized access to or use of a Renesas Electronics product or a system that uses a Renesas Electronics product. RENESAS
ELECTRONICS DOES NOT WARRANT OR GUARANTEE THAT RENESAS ELECTRONICS PRODUCTS, OR ANY SYSTEMS CREATED USING
RENESAS ELECTRONICS PRODUCTS WILL BE INVULNERABLE OR FREE FROM CORRUPTION, ATTACK, VIRUSES, INTERFERENCE,
HACKING, DATA LOSS OR THEFT, OR OTHER SECURITY INTRUSION (“Vulnerability Issues”). RENESAS ELECTRONICS DISCLAIMS ANY AND
ALL RESPONSIBILITY OR LIABILITY ARISING FROM OR RELATED TO ANY VULNERABILITY ISSUES. FURTHERMORE, TO THE EXTENT
PERMITTED BY APPLICABLE LAW, RENESAS ELECTRONICS DISCLAIMS ANY AND ALL WARRANTIES, EXPRESS OR IMPLIED, WITH
RESPECT TO THIS DOCUMENT AND ANY RELATED OR ACCOMPANYING SOFTWARE OR HARDWARE, INCLUDING BUT NOT LIMITED TO
THE IMPLIED WARRANTIES OF MERCHANTABILITY, OR FITNESS FOR A PARTICULAR PURPOSE.
When using Renesas Electronics products, refer to the latest product information (data sheets, user’'s manuals, application notes, “General Notes for
Handling and Using Semiconductor Devices” in the reliability handbook, etc.), and ensure that usage conditions are within the ranges specified by
Renesas Electronics with respect to maximum ratings, operating power supply voltage range, heat dissipation characteristics, installation, etc. Renesas
Electronics disclaims any and all liability for any malfunctions, failure or accident arising out of the use of Renesas Electronics products outside of such
specified ranges.
Although Renesas Electronics endeavors to improve the quality and reliability of Renesas Electronics products, semiconductor products have specific
characteristics, such as the occurrence of failure at a certain rate and malfunctions under certain use conditions. Unless designated as a high reliability
product or a product for harsh environments in a Renesas Electronics data sheet or other Renesas Electronics document, Renesas Electronics
products are not subject to radiation resistance design. You are responsible for implementing safety measures to guard against the possibility of bodily
injury, injury or damage caused by fire, and/or danger to the public in the event of afailure or malfunction of Renesas Electronics products, such as
safety design for hardware and software, including but not limited to redundancy, fire control and malfunction prevention, appropriate treatment f or
aging degradation or any other appropriate measures. Because the evaluation of microcomputer software alone is very difficult and impractical, you are
responsible for evaluating the safety of the final products or systems manufactured by you.
Please contact a Renesas Electronics sales office for details as to environmental matters such as the environmental compatibility of each Renesas
Electronics product. You are responsible for carefully and sufficiently investigating applicable laws and regulations that regulate the inclusion or use of
controlled substances, including without limitation, the EU RoHS Directive, and using Renesas Electronics products in compliance with all these
applicable laws and regulations. Renesas Electronics disclaims any and all liability for damages or losses occurring as a result of your noncompliance
with applicable laws and regulations.
Renesas Electronics products and technologies shall not be used for or incorporated into any products or systems whose manufacture, use, or sale is
prohibited under any applicable domestic or foreign laws or regulations. You shall comply with any applicable export control laws and regulations
promulgated and administered by the governments of any countries asserting jurisdiction over the parties or transactions.
It is the responsibility of the buyer or distributor of Renesas Electronics products, or any other party who distributes, dis poses of, or otherwise sells or
transfers the product to a third party, to notify such third party in advance of the contents and conditions set forth in this document.
This document shall not be reprinted, reproduced or duplicated in any form, in whole or in part, without prior written consent of Renesas Electronics.
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