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600-MHz 32-bit RX MCU, on-chip double-precision floating-point coprocessor, 3604 CoreMark, Jul 31, 2026

arithmetic unit for trigonometric functions, up to 1-MB code MRAM (supporting the dual bank function),
1.5-MB SRAM, Ethernet MAC unit compliant with IEEE 802.3, SD/MMC host interface, expanded serial peripheral interfaces,
various communications interfaces including CAN FD, 16-bit A/D converters, RTC, encryption functions, serial sound interfaces

Features

m 32-bit RXv3e CPU core

e Maximum operating frequency: 600 MHz

Capable of 3604 CoreMark performance in operation at 600 MHz
64-bit double-precision IEEE-754 floating point

A collective register bank save function is available.

Supports memory-protection units (MPUs)

JTAG, SWD, and FINE (one-line) debugging interfaces

Supports the Protect Zone function

Instruction cache and data cache: 32 Kbytes each; support for ECC
Two local RAMs: 128 Kbytes each; support for ECC

m Low-power design and architecture

PLQP0176KJ-A
PLQP0144KA-B
PLQPO100KP-A

24 x 24 mm, 0.5-mm pitch
20 x 20 mm, 0.5-mm pitch
14 x 14 mm, 0.5-mm pitch

PLBG0320GD-A
, PLBG0224GE-A
PLBG0176GG-A

17 x 17 mm, 0.8-mm pitch
13 x 13 mm, 0.8-mm pitch
13 x 13 mm, 0.8-mm pitch

m Various communications interfaces

e Operation from a single 1.62- to 3.63-V supply ) o One Ethernet MAC unit with a single port, compliant with IEEE 802.3

e The RTC and backup registers are capable of operation from a battery o One high-speed USB 2.0 port for host/function, OTG controller, or BC 1.2,
power supply. ) with on-chip PHY layer

e Seven low power consumption modes e One full-speed USB 2.0 port for host/function or OTG controller, with on-

m On-chip user extra MRAM
e 128 Kbytes (switchable to operate as MTJ-OTP memory)
e User code is programmable by on-board or off-board programming.
e Capable of holding the user boot program, data, etc.

m On-chip code MRAM

e Devices with up to 1 Mbyte are available.

o No wait cycles when the prefetch buffer is hit

e Supports reading at 100 MHz

e User code is programmable by on-board or off-board programming.
e Programming as a background operation (BGO)

e A dual-bank structure allows swapping the start-up bank.

m On-chip data MRAM

o 48 Kbytes; programmable up to 100,000 times
e Programming as a background operation (BGO)

m On-chip SRAM
o 1.5 Mbytes; support for ECC and reading at 150 MHz

m Data transfer
e Eight DMA controllers (DMACs), DTCA, two EXDMA controllers

(EXDMACs), Ethernet DMAC (GWCA), and two XSPIs serving as target

modules

= Reset and supply management

e Power-on reset (POR)

e Programmable voltage detection (PVD)
e Core voltage monitoring (CVM)

e Temperature monitoring reset

e Backup area reset

e Reset output function

m Clock functions

e Main clock oscillator for an 8- to 48-MHz external resonator
Sub-clock oscillator for a 32.768-kHz crystal resonator

Two PLL circuits

8-MHz MOCO, HOCO with 16, 18, 20, 32, or 48 MHz selectable, and
32.768-kHz LOCO

e Clock output function

m Realtime clock

chip PHY layer

Three CAN FD modules compliant with the specifications of ISO
11898-1:2015

13 RSCIs with 16-byte transmission and reception FIFO buffers

The serial communications mode can be selected from among
asynchronous, clock synchronous, smart card interface, simple SPI,
simple 12C, and extended serial.

Communications in Manchester code available, support for HBS
functionality

Two I12C-bus interfaces for transfer at up to 3.4 Mbps

13C bus interface for transfer at up to 12 Mbps in SDR mode

Three RSPIAs with single 1/O for transmission and reception at up to 50
Mbps

Parallel data capture unit (PDC) for the CMOS camera interface
SD/MMC host interface with a 1- or 4-bit SD bus for use with SD memory
or SDIO

Two SSIEs for various audio formats such as 12S

Two XSPIs for transfer at up to 266 MT/s, switchable between controller
and target, support for 1-, 2-, 4-, and 8-bit protocols and decryption on the
fly (DOTF)

PDM-IF connectable with an external microphone

m Up to 26 extended-function timers

16 32-bit general PWM timers (GPTWs), two 8-bit timers (TMRs) with 2
channels per unit, two 16-bit CMTs with 2 channels per unit, two 32-bit
compare match timers W (CMTWs) with a single channel per unit

m Three 16-bit A/D converters

Up to 36 analog input channels
Self-diagnosis, detection of analog input disconnection

m Two 12-bit D/A converters

m Temperature sensor for measuring temperature
within the chip

Arithmetic unit for trigonometric functions
Two phase-counting interfaces
Security features

Renesas Secure IP (RSIP-E50D) (true-random number generator (TRNG),
AES, ChaCha20-Poly1305, RSA, ECC, SHA-512, SHA3-512, and 128-bit

e Adjustment functions (for 30 seconds, leap year, and time error) . %“iql}e {D)
e Realtime clock counting and binary counting modes are selectable. . Dcr91zal!(;n ) ¢
o Time capture in response to event-signal input . Sig;;f;t lf(;:rct}i,ecciyrg?ir(l)?lgg?tc}?e fly (DOTF)
m Independent watchdog timer * Secure boot )
e Operation at 16.384 kHz. Operation in deep software standby mode 1 is : ?ﬁ;eset:gﬁi?yf ;iﬂ%ir:;igs specifiable per pin
possible. e Protect Zone function

m Useful functions for IEC60730 compliance
e Oscillation stop detection (MOSC, SOSC), clock frequency accuracy
measurement circuits, CRCA, IWDTa, DOCA, self-diagnosis and
disconnection detection assist functions for the A/D converters, etc.
e Register write protection function protects important registers against
overwriting.

m External address space

o Buses for high-speed data transfer (max. operating frequency of 80 MHz)

e 8 CS areas with 8-, 16-, or 32-bit bus space selectable per area
e Independent SDRAM area (128 Mbytes) and XSPI areas (1 Gbyte)

m Up to 197 pins for general I/O ports

5-V tolerance, open drain, input pull-up, switchable driving ability
Software configurable 32-bit programmable I/O port

m Operating temperature range

Tj =-40 to +125°C

R01DS0434EJ0110 Rev.1.10
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RX74N Group 1. Overview

1. Overview

1.1 Outline of Specifications

Table 1.1 lists the specifications in outline, and Table 1.2 give a comparison of the functions of products in different
packages.

Table 1.1 is an outline of maximum specifications, and the peripheral modules and the number of channels of the
modules differ depending on the number of pins on the package. For details, refer to Table 1.2, Comparison of
Functions for Different Packages.

Table 1.1 Outline of Specifications (1/10)

Classification Module/Function Description

CPU CPU e Maximum operating frequency: 600 MHz
e 32-bit RX CPU (RXv3e)
e Minimum instruction execution time: One instruction per state (cycle of the system
clock)
o Address space: 4-Gbyte linear
o Protect Zone: Three worlds (non-secure, secure, and root)
* Register set of the CPU
General purpose: Sixteen 32-bit registers
Control: Fourteen 32-bit registers
Accumulator: Two 72-bit registers
e 117 instructions
Instructions installed as standard: 111
Basic instructions: 77
Single-precision floating-point operation instructions: 11
DSP instructions: 23
Instructions for register bank save function: 2
Protect Zone instructions: 4
o Addressing modes: 11
o Data arrangement
Instructions: Little endian
Data: Selectable as little endian or big endian
o On-chip 32-bit multiplier: 32 x 32 — 64 bits
e On-chip divider: 32 / 32 — 32 bits
o Barrel shifter: 32 bits
¢ Instruction cache and data cache: 32 Kbytes each
o Accelerator for branch instruction processing: 272 bytes

FPU e Single-precision floating-point numbers (32 bits)

» Data types and floating-point exceptions in conformance with the IEEE754 standard
Double-precision * Double-precision floating-point register set
floating point Double-precision floating-point data registers: 16, each with 64-bit width
coprocessor Double-precision floating-point control registers: Four, each with 32-bit width

* Double-precision floating-point processing instructions: 21
Notifying the interrupt controller of double-precision floating-point exceptions

Register bank save e Fast collective saving and restoration of the values of CPU registers
function o Sixteen save register banks are incorporated in each of the root world, secure world,
and non-secure world.

R01DS0434EJ0110 Rev.1.10 RENESAS Page 2 of 285
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Table 1.1 Outline of Specifications (2/10)

Classification Module/Function Description
Memory Code MRAM e Capacity: 512 Kbytes/1 Mbyte
e On-board programming: Five types
o A dual-bank structure allows programming during reading or exchanging the start-up
areas
Data MRAM o Capacity: 48 Kbytes
e Programming: 100,000 times
User extra MRAM o Capacity: 128 Kbytes
e On-board programming: Five types
e Switchable to operate as MTJ-OTP
Unique ID » 128-bit unique ID for each device of this product family
RAM e Capacity: 1.5 Mbytes
e Error-correcting code (ECC), single-error correcting and double-error detecting code
(SEC-DED)
Local RAM o Capacity: 128 Kbytes x 2
e Up to 600 MHz, no-wait access
o Error-correcting code (ECC), single-error correcting and double-error detecting code
(SEC-DED)
Operating modes e Operating modes by the mode-setting pins at the time of release from the reset state
Single-chip mode
Boot mode (SCI interface)
Boot mode (USB interface)
Boot mode (FINE interface)
Boot mode (JTAG interface)
Boot mode (SWD interface)
o Selection of operating mode by register setting
Single-chip mode
¢ Endian selectable
Clocks Clock generation circuit |  Main clock oscillator, sub-clock oscillator, low-speed/middle-speed/high-speed on-chip
oscillator, and PLL frequency synthesizer (two circuits)
o The peripheral module clocks can be set to frequencies above that of the system clock.
* Main-clock oscillation stoppage detection
e Sub-clock oscillation stoppage detection
e Separate frequency-division and multiplication settings for the CPU clock (CPUCLKO),
system clock (ICLK), MRAM code bus clock (MRICLK), MRAM peripheral clock
(MRPCLK), peripheral module clocks (PCLKA, PCLKB, PCLKD, PCLKE), and external
bus clock (BCLK)
The CPU and local RAM run in synchronization with CPUCLKO: Up to 600 MHz
The MRAM bus and code MRAM run in synchronization with MRICLK: Up to 300 MHz
The data MRAM runs in synchronization with MRPCLK: Up to 150 MHz
The RAM and other bus masters run in synchronization with the system clock (ICLK):
Up to 300 MHz
Peripheral modules of CRCA, DOCA, RSPIA, RSCI, ESWM, GPTW, HRPWM, POEG,
ADC16H, CANFDG, CANFD, RSIP, RI3C, RIICHS, and USBHS run in synchronization
with PCLKA, which operates at up to 150 MHz.
Other peripheral modules run in synchronization with PCLKB: Up to 75 MHz
The counter reference clock for the GPTW runs in synchronization with PCLKD: Up to
150 MHz
The CANFDRAM runs in synchronization with PCLKE: Up to 300 MHz
Devices connected to the external bus run in synchronization with BCLK: Up to 150
MHz
e The high-speed on-chip oscillator (HOCO) can be obtained through frequency-
multiplication of the PLL1 or PLL2 reference clock
o External clock input frequency for the main clock oscillator: Up to 48 MHz
e External clock input frequency for the sub-clock oscillator: 32.768 kHz
e Clock output function
R01DS0434EJ0110 Rev.1.10 RENESAS Page 3 of 285
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Table 1.1

Outline of Specifications (3/10)

Classification

| Module/Function

Description

Resets

Sixteen types of reset

o RES# pin reset: Triggered when the RES# pin is driven low.

o Power-on reset: Triggered when the RES# pin is driven high and VCC rises above
specific levels.

o Core voltage monitoring reset: Triggered when the core voltage falls below or rises
above specific levels.

» Voltage-monitoring 0 reset: Triggered when VCC falls below specific levels.

» Voltage-monitoring 1, 2, 4, and 5 resets: Triggered when VCC falls below or rises
above specific levels.

o Temperature-monitoring reset: Triggered due to the detection of temperatures outside
the specified range.

» Deep software standby reset: Triggered in response to an interrupt to trigger release
from deep software standby.

* Independent watchdog timer reset: Triggered when the independent watchdog timer
underflows, or a refresh error occurs.

» Watchdog timer reset: Triggered when the watchdog timer underflows, or a refresh
error occurs.

o Software reset: Triggered by register setting.

o Bus error reset: Triggered in response to an illicit address or size error

e« Common memory error reset: Triggered in response to an ECC error in the RAM

e Local memory error reset: Triggered in response to an ECC error in the CPU cache or
local RAM

Reset output is available.

Power-on reset

o |f the RES# pin is at the high level when power is supplied, an internal reset is
generated.
After VCC has exceeded the voltage detection level and the specified period has
elapsed, the reset is cancelled.

Programmable voltage detection circuit

Monitors the voltage being input to the VCC pins and generates an internal reset or

(PVD) interrupt.
* Voltage detection circuit 0
Capable of generating an internal reset
The option-setting memory can be used to select enabling or disabling of the reset.
Voltage detection level: Selectable from seven different levels (2.85V, 2.58 V, 2.15 V,
2.00V,1.90V,1.80V, 1.67V)
» Voltage detection circuits 1, 2, 4 and 5
Voltage detection level: Selectable from twelve different levels (3.14 V, 3.10 V, 3.08 V,
2.85V,283V,2.80V,262V,2.33V,1.90V,1.86V,1.74V,1.71V)
Digital filtering (1/2, 1/4, 1/8, and 1/16 LOCO frequency)
Capable of generating an internal reset
» Two types of timing are selectable for release from reset
An internal interrupt can be requested only from voltage detection circuits 1 and 2.
» Detection of voltage rising above and falling below thresholds is selectable.
o Maskable or non-maskable interrupt is selectable
Voltage detection monitoring
Event linking
Low power Low power consumption | ¢ Module stop function
consumption function e Seven low power consumption modes

Sleep mode, deep sleep mode, software standby modes 1 and 2, and deep software
standby modes 1 to 3

Battery backup function

* When the voltage on the VCC pin drops below a certain point, battery power from the
VBATT pin is supplied to the backup power area.

Backup power area:

sub clock oscillator

real-time clock

backup register

Tamper detection

o Detection of voltage drop in the backup power area

R01DS0434EJ0110 Rev.1.10
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Table 1.1 Outline of Specifications (4/10)

Classification Module/Function

Description

Interrupt Interrupt controller
(ICUM)

Number of interrupt vectors: 256

External interrupts: 32 (pins IRQO to IRQ31)

Software interrupts: 2 sources

Non-maskable interrupts: 13 sources

32 levels specifiable for the order of priority

Method of interrupt source selection:

The interrupt vectors consist of 256 vectors (128 sources are fixed. The remaining 128
vectors are selected from among the other 342 sources.)

External bus extension

The external address space can be divided into eight areas (CS0 to CS7), each with
independent control of access settings.

Capacity of each area: 16 Mbytes (CSO0 to CS7)

A chip-select signal (CS0# to CS7#) can be output for each area.

Each area is specifiable as an 8-, 16-, or 32-bit bus space.

The data arrangement in each area is selectable as little or big endian (only for data).
SDRAM interface connectable

Bus format: Separate bus, multiplex bus

Wait control

Write buffer facility

Connection for a memory device compliant with the expanded serial peripheral
interface (xSPI) is possible (JEDEC Standards JESD 251, JESD 251-1, and JESD
252).

DMA DMA controller
(DMACAa)

8 channels

Four transfer modes: Normal transfer, repeat transfer, block transfer, and repeat block
transfer

Request sources: Software trigger and interrupt requests from peripheral functions

EXDMA controller
(EXDMACAa)

2 channels

Four transfer modes: Normal transfer, repeat transfer, block transfer, and repeat block
transfer

Request sources: Software trigger, external interrupts, and interrupt requests from
peripheral functions

Data transfer controller

Three transfer modes: Normal transfer, repeat transfer, and block transfer

(DTCA) o Request sources: External interrupts and interrupt requests from peripheral functions
e Sequence transfer
1/O ports Programmable 1/O ports | ¢ 1/O ports for the 320-pin LFBGA

I/O pins: 197

Input pins: 3

Pull-up resistors: 198
Open-drain outputs: 197

5-V tolerant pins: 16

I/O ports for the 224-pin LFBGA
I/O pins: 159

Input pins: 3

Pull-up resistors: 160
Open-drain outputs: 159

5-V tolerant pins: 16

I/0 ports for the 176-pin LFBGA and 176-pin LFQFP
I/O pins: 120

Input pins: 3

Pull-up resistors: 121
Open-drain outputs: 120

5-V tolerant pins: 16

I/0 ports for the 144-pin LFQFP
I/O pins: 100

Input pins: 3

Pull-up resistors: 101
Open-drain outputs: 100

5-V tolerant pins: 16

I/0 ports for the 100-pin LFQFP
1/O pins: 72

Input pins: 3

Pull-up resistors: 73
Open-drain outputs: 72

5-V tolerant pins: 9

R01DS0434EJ0110 Rev.1.10
Jul 31, 2026
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Table 1.1 Outline of Specifications (5/10)

Classification Module/Function Description

1/0 ports Software configurable o Of the 64 port pins, up to 32 can be selected for simultaneous use.
32-bit programmable I/O | o Input or output can be enabled, and for outputs, the high or low level can be specified
port (P1O) through register settings.

Event link controller (ELC) o Event signals such as interrupt request signals can be interlinked with the operation of

functions such as timer counting, eliminating the need for intervention by the CPU to

control the functions.

377 internal event signals can be freely combined for interlinked operation with

connected functions.

Event signals from peripheral modules can be used to change the states of output pins

(of ports B, C, D, and E).

« Changes in the states of pins (of ports B, C, D, and E) being used as inputs can be
interlinked with the operation of peripheral modules.

Timers General PWM timer e 32 bits x 16 channels (GPTWO to GPTW15)

(GPTW) Counting up or down (sawtooth-wave), counting up and down (triangle-wave)

selectable for all channels

Clock sources independently selectable for each channel

2 input/output pins per channel

2 output compare/input capture registers per channel

For the 2 output compare/input capture registers of each channel, 4 registers are

provided as buffer registers and are capable of operating as comparison registers when

buffering is not in use.

In output compare operation, buffer switching can be at crests or troughs, enabling the

generation of laterally asymmetrically PWM waveforms.

Registers for setting up frame intervals on each channel (with capability for generating

interrupts on overflow or underflow)

Generation of dead times in PWM operation

Generation of highly accurate PWM waveforms with duty cycles close to the settings

for values in the vicinity of duty 0% and 100%.

¢ In output compare operation, settings of the comparison registers are immediately

reflected, and the generation of PWM waveforms with secured dead times is possible.

Switching the direction of counting during operations in the triangle-wave PWM mode is

possible.

e The counter can be synchronously started, stopped, cleared, or have its direction of
counting switched in any channel.

e The counter can be started, stopped, cleared, or have its direction of counting
switched, incremented, or decremented in response to up to eight ELC events.

e The counter can be started, stopped, cleared, or have its direction of counting
switched, incremented, or decremented in response to detecting a state transition in
one event input signal while another input signal is at a particular level.

e The counter can be started, stopped, cleared, or have its direction of counting

switched, incremented, or decremented in response to up to four external triggers.

Disabling of output on detection of a dead time error or a short-circuit among output

pins is possible.

e Using a timer to generate a trigger signal to start A/D conversion is possible. The
trigger signal can be output to the external pin is possible.

o Output of events, such as compare-matches from A to F, overflow, and underflow, to

the ELC is possible.

The noise filter of input capture is available.

Cycle counting

Measurement of the pulse width of the input signal

Output of the result of a logical operation on the output signal from one channel and

that from another channel is possible.

Synchronous counter setting/counter clearing/input capture among channels

o The timer-linked synchronization signal output function enables synchronous operation

between channels synchronized with the timer period, and synchronous operation with

other IPs synchronized with the timer period.

GTIOCNnA/GTIOCnB pin input/output polarity inversion

Finely adjusting a PWM waveform generated by GPTWO to GPTW3 with a minimum

High resolution PWM

waveform generation resolution of approximately 49 ps is possible.
circuit (HRPWMb)
R01DS0434EJ0110 Rev.1.10 RENESAS Page 6 of 285
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Table 1.1

Outline of Specifications (6/10)

Classification

Module/Function

Description

Timers

GPTW port output
enable (POEGA)

Various types of request to stop output from general PWM timers (GPTWs) are available.

e Stopping output in response to detecting the input level on the GTETRGx pin

e Stopping output in response to an output stopping signal from the GPTW

o Stopping output in response to detecting the stopping of oscillation, or to requests by
software

e Stopping output in response to detecting the input level or an edge on the POEG pin

8-bit timer (TMRa)

o (8 bits x 2 channels) x 2 units

o Select from among seven internal clock signals (PCLKB/1, PCLKB/2, PCLKB/8,
PCLKB/32, PCLKB/64, PCLKB/1024, PCLKB/8192) and one external clock signal

o Capable of output of pulse trains with desired duty cycles or of PWM signals

e The 2 channels of each unit can be cascaded to create a 16-bit timer

e Capable of generating baud-rate clocks for RSCI

e Event linking by the ELC

Compare match timer
(CMT)

e (16 bits x 2 channels) x 2 units
» Select from among four internal clock signals (PCLKB/8, PCLKB/32, PCLKB/128,
PCLKB/512)

Compare match timer W
(CMTW)

e (32 bits x 1 channel) x 2 units

e Compare-match, input-capture input, and output-comparison output are available.

e Select from among four internal clock signals (PCLKB/8, PCLKB/32, PCLKB/128,
PCLKB/512)

o Interrupt requests can be output in response to compare-match, input-capture, and
output-comparison events.

e Event linking by the ELC

Realtime clock (RTCBb)

e Clock sources: Low-speed on-chip oscillator, sub-clock

» Selection of the 32-bit binary count in time count/second unit possible
e Clock and calendar functions

¢ Interrupt sources: Alarm interrupt, periodic interrupt, and carry interrupt
o Battery backup operation

o Time-capture facility for three values

e Event linking by the ELC

Watchdog timer (WDTA)

¢ 14 bits x 1 channel

» Select from among 6 counter-input clock signals (PCLKB/4, PCLKB/64, PCLKB/128,
PCLKB/512, PCLKB/2048, PCLKB/8192)

e Event linking by the ELC

Independent watchdog
timer (IWDTa)

e 14 bits x 1 channel

e Counter-input clock: Low-speed on-chip oscillator (IWDT-dedicated clock)

» Dedicated clock/1, dedicated clock/16, dedicated clock/32, dedicated clock/64,
dedicated clock/128, dedicated clock/256

e Window function: The positions where the window starts and ends are specifiable (the
window defines the timing with which refreshing is enabled and disabled).

e Event linking by the ELC

¢ Operation in the deep software standby mode 1 is possible.

Communications
functions

Ethernet module
(ESWM)

e One channel (one port)

Transfer at 10, 100, or 1000 Mbps

Full- and half-duplex modes

Detection of Magic PacketsTM*1 or output of a “Wake-On-LAN” signal (WOL)
Management frame transmission/reception with PHY-LSI compliant with the following
specifications: MIl (Media-Independent Interface), RMIl (Reduced Media-Independent
Interface), GMII (Gigabit Media-Independent Interface), and RGMII (Reduced Gigabit
Media-Independent Interface)

o Support for MIl MAC-to-MAC connection

e Two gPTP channels

R01DS0434EJ0110 Rev.1.10

Jul 31, 2026

RENESAS Page 7 of 285



RX74N Group

1. Overview

Table 1.1

Outline of Specifications (7/10)

Classification

Module/Function

Description

Communications
functions

USB 2.0 full-speed host/
function module (USBf)

e Includes a USB device controller (UDC) and transceiver for USB 2.0 FS
e One port

o Compliant with the USB 2.0 specification

e Transfer rate: Full speed (12 Mbps), low speed (1.5 Mbps) (host only)

» Both self-powered mode and bus-powered mode are supported

e On-the-Go (OTG) operation is possible (low-speed is not supported)

o Incorporates 2 Kbytes of RAM as a transfer buffer

o External pull-up and pull-down resistors are not required

USB 2.0 high-speed
host/function module
(USBHS)

e Includes a USB device controller (UDC) and transceiver for USB 2.0 HS

e One port (320-pin/224-pin/176-pin products only)

o Compliant with the USB 2.0 specification

e Transfer rate: High speed (480 Mbps), full speed (12 Mbps), low speed (1.5 Mbps)
(host only)

» Both self-powered mode and bus-powered mode are supported

o On-the-Go (OTG) operation is possible (low-speed is not supported)

e Compliant with Battery Charging Specification Revision 1.2 (BC1.2)

¢ Incorporates 8.5 Kbytes of RAM as a transfer buffer

o External pull-up and pull-down resistors are not required

Serial communications
interface (RSCI)

e 13 channels

e Serial communications modes: Asynchronous, clock synchronous, and smart-card
interface

o Multi-processor function

e On-chip baud rate generator allows selection of the desired bit rate

e Choice of LSB-first or MSB-first transfer

o Start-bit detection: Level or edge detection is selectable.

e Simple 12C

e Simple SPI

o 9-bit transfer mode

* Bit rate modulation

e Double-speed mode

o Average transfer rate clock can be input from TMR timers

e Event linking by the ELC

o Supports the serial communications protocol, which contains the start frame and
information frame

o Supports the LIN format

o Data can be transmitted or received in sequence by the 16-byte FIFO buffers of the
transmission and reception unit

* Manchester encoding is supported.

e RSCI has some home bus system (HBS) functionality.

o Data match detection

o Adjustment of the timing of sampling of the RXD signals

13C bus interface (RI3C)

e Single channel (12C/13C)
e |2C protocol mode
Communication formats: 12C-bus format/SMBus format
Supports the multi-master
Max. transfer rate: 3.4 Mbps
¢ |13C protocol mode
Communication protocols: SDR mode, Legacy 12C message support
Supports the multi-master
Max. transfer rate: 12 Mbps
o Event linking by the ELC

High-speed 12C-bus
interface (RIICHS)

e Two channels (12C only)

e [2C-bus interface
Communication formats: 12C-bus format/SMBus format
Supports the multi-master
Max. transfer rate: 3.4 Mbps

R01DS0434EJ0110 Rev.1.10
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Table 1.1 Outline of Specifications (8/10)

Classification Module/Function Description

Communications | CAN FD module with e 2 channels

functions gateway functionality o Compliance with the 1ISO11898-1:2015 specification (standard frame and extended
(CANFDG) frame)

o Gateway function
o Message buffers
32 receive message buffers
16 transmit message buffers per channel
Four transmit queues per channel
e FIFO
Eight receive FIFOs
Six common FIFOs

CAN FD module e 1 channel
(CANFD) Compliance with the ISO11898-1:2015 specification (standard frame and extended
frame)
Message buffers
16 receive message buffers
Four transmit message buffers
One transmit queue
e FIFO
Tow receive FIFOs
One common FIFO

Serial peripheral 3 channels

interface (RSPIA) e RSPI transfer facility

Using the MOSI (master out, slave in), MISO (master in, slave out), SSL (slave select),
and RSPCK (RSPI clock) signals enables serial transfer through SPI operation (four
lines) or clock-synchronous operation (three lines)

Capable of handling serial transfer as a master or slave

Data formats

Switching between MSB first and LSB first

The number of bits in each transfer can be changed to any number of bits from 8 to 16,
20, 24, or 32 bits.

128-bit buffers for transmission and reception

Up to four frames can be transmitted or received in a single transfer operation (with
each frame having up to 32 bits)

Transmit/receive data can be swapped in byte units

Buffered structure

The transmitter and receiver each have four-stage 32-bit FIFO buffers to enable
continuous transmission and reception.

RSPCK can be stopped with the receive buffer full for master reception.

Event linking by the ELC

Communications protocol: RSPIA supports the Texas Instruments Synchronous Serial
Protocol (Tl SSP).

2 units (switchable between controller and target)

Compliant with xSPI (JEDEC Standards JESD 251, JESD 251-1, and JESD 252)
1-bit, 2-bit, 4-bit, and 8-bit protocols supported

Supports Octal SPI in the JESD 251 Profile 1.0, and HyperBus™ (HyperRAMTM and
HyperFlash™™) in the JESD 251 Profile 2.0.

Supports decryption on the fly (DOTF)

Maximum operating rate as a controller: 266 MT/s (133-MHz clock)

Maximum operating rate as a target: 200 MT/s (100-MHz clock)

Expanded serial
peripheral interface
(XSPI)

Serial sound interface (SSIE) 2 channels

Full-duplex transmission (for both channel 0 and channel 1)

Various types of serial audio formatting are supported.

Master and slave operations are supported.

The bit-clock frequency is selectable from among 13 frequencies (1/1, 1/2, 1/4, 1/6, 1/8,
1/12, 1/16, 1/24, 1/32, 1/48, 1/64, 1/96, or 1/128).

Data formats with 8, 16, 18, 20, 22, 24, and 32 bits are supported.

32-stage FIFO buffers for transmission and reception

Stopping or not stopping the SSILRCK signal on stopping of data transmission is
selectable.

o Clock signal from a GPTW is selectable.
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Table 1.1 Outline of Specifications (9/10)

Classification | Module/Function Description

SD/MMC host interface (SDHic) e 1 channel
¢ SD bus interface
One interface for SD memory and I/O cards (supporting 1- and 4-bit SD buses)
Compatible with the SD, SDHC, and SDXC formats
o MMC bus interface
Data buses: Support for 1-, 4-, and 8-bit MMC buses
o Interrupt requests: Card access interrupt, SDIO access interrupt, card detection
interrupt, interrupt of SD buffer access
DMA transfer requests: SD_BUF write and SD_BUF read
Support for card detection and write protection

Arithmetic unit for trigonometric functions Calculation of sine, cosine, arctangent, and hypotenuse
(TFUv2) Simultaneous calculation of sine and cosine
Simultaneous calculation of arctangent and hypotenuse

1 channel

Acquisition of synchronization through external 8-bit horizontal and vertical
synchronization signals

Setting of the image size when clipping of the output for a one-frame image is required

Parallel data capture unit (PDC)

1 channel

Connectable with an external microphone

1-bit digital input data can be converted to 20- or 16-bit data.

Four filters: Sinc filter, high-pass filter, correction filter, and half-band decimation filter
Incorporates an internal buffer

Pulse-density modulation interface
(PDM-IF)

Two units
Outputs ABZ-phase waveforms similar to incremental encoder outputs
Carrier-cycle event input from the ELC

Phase-counting interface (PCIF)

Three units

Hybrid architecture that combines successive comparison and delta-sigma modulation
Up to 16-bit resolution (switchable between 16, 14, 12, and 10 bits)

High-speed conversion: 0.16 us at the 50-MHz A/D conversion clock

Self-calibration

Extended analog functions: Self-diagnostic function, temperature sensor, internal
reference voltage, VBATT voltage, D/A converter

Channel-dedicated sample-and-hold function (3 channels only in unit 0)

Supports single-ended and differential inputs

16-bit A/D converter (ADC16H)

2 channels

12-bit resolution

Output voltage: 0.2 V to AVCCO — 0.2 V (buffered output), 0 V to AVCCO (unbuffered
output)

Buffered output or unbuffered output can be selected.

Event linking by the ELC

Temperature sensor e 1 channel

Relative precision: + 1°C

The voltage of the temperature is converted into a digital value by the 16-bit A/D
converter.

Detection of abnormally high and low temperatures

12-bit D/A converter (DAC12R)

Safety Memory-protection unit | e Protection area: Eight areas (max.) can be specified in the range from 0000 0000h to
(MPU) FFFF FFFFh.

o Minimum protection unit: 32 bytes

Reading from, writing to, and enabling the execution access can be specified for each
area.

An access exception occurs when the detected access is not in the permitted area.

Register write protection | e Protects important registers from being overwritten for in case a program runs out of
function control.
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1. Overview

Table 1.1

Outline of Specifications (10/10)

Classification

Module/Function

Description

Safety

CRC calculator (CRCA)

o Generation of CRC codes for 8-/32-bit data

8-bit data

Selectable from the following three polynomials
X8+X2+X+1,X16+X15+X2+1,X16+X12+X5+1

32-bit data

Selectable from the following two polynomials

X324+ X264+ X23 + X22 + X166 + X124+ XM+ X100+ X8+ X7+ X5+ X4+ X2+ X + 1,
X32 + X28 + X27 + X26 + X25 + X23 + X22 + X20 4+ X19 + X18 + X14 + X13 + X11 + X10 4+ X9
+ X8+ X6+ 1

Generation of CRC codes for use with LSB-first or MSB-first communications is
selectable

Main clock oscillation
stop detection

¢ Main clock oscillation stop detection: Available

Sub clock oscillation
stop detection

e Sub clock oscillation stop detection: Available

Clock frequency
accuracy measurement
circuit (CAC)

Three units

* Monitors the clock output from the main clock oscillator, sub-clock oscillator, low-,
middle-, and high-speed on-chip oscillators, PLL1P, PLL1Q, PLL1R, PLL2P, PLL2Q,
PLL2R, and PCLKB, and generates interrupts when the setting range is exceeded.

Data operation circuit
(DOCA)

¢ This handles the comparison, addition, subtraction, comparison in terms of which is
larger or smaller, or window comparison of 32-bit values.

Security

Security function

o Protect Zone function

Security state of the CPU: Secure or non-secure

Access to the secure area is only possible through the CPU when it is in the secure
state.

Privilege control

Device lifecycle management

Configurable range for access by the debugger at the debug authentication level
Secure key injection

Secure multi-function pin controller

Secure boot

Secure factory programming

The RSIP can be used for data confidentiality and protection against tampering with
data.

256-bit hardware unique key (HUK)

128-bit unique ID

OEM boot loader version

Key data for use with circuits for decryption on the fly (DOTFs)

Protection against SPA or DPA

Decryption on the fly
(DOTF)

Decrypt encrypted content stored in external memory in real time.

Encryption
function

Renesas Secure IP
(RSIP-E50D)

e Common key encryption: AES, ChaCha20-Poly1305
¢ Public key encryption: RSA, ECC

e Hash value generation: SHA-512, SHA3-512

o TRNG (true-random number generator) : 128-bit

Operating frequency

Up to 600 MHz

Power supply voltage

VCC =VCC2=1.62t03.63V

VCC_USB =VCC_USBHS = AVCC_USBHS = 1.62 to 3.63 V

AVCCO = 1.62 to 3.63 V, 1.62 < VREFHO0 < AVCCO0

VBATT =1.62t03.63V

The level of each power supply voltage can independently be set.

Connect the VCC_DCDC pin to VCC or VSS in accord with the power-supply mode.

Junction temperature

‘4’ version: —40 to +125°C

Package

320-pin LFBGA (PLBG0320GD-A)
224-pin LFBGA (PLBG0224GE-A)
176-pin LFBGA (PLBG0176GG-A)
176-pin LFQFP (PLQP0176KJ-A)
144-pin LFQFP (PLQP0144KA-B)
100-pin LFQFP (PLQP0100KP-A)

On-chip debugging system

e JTAG, SWD, and FINE interfaces

Note 1. Magic Packet™ is a registered trademark of Advanced Micro Devices, Inc.

R01DS0434EJ0110 Rev.1.10
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RX74N Group 1. Overview
Table 1.2 Comparison of Functions for Different Packages (1/2)
Functions RX74N Group
320-Pin 224-Pin 176-Pin 176-Pin 144-Pin 100-Pin
Package LFBGA LFBGA LFBGA LFQFP LFQFP LFQFP
Operating frequency (max.) 600/300 MHz 480/300 MHz
External bus External bus width 32 bits/16 bits/8 bits 16 bits/8 bits | Not available
SDRAM area controller Available Not available
DMA DMA controller Ch.0to7
Data transfer controller Available
EXDMA controller Ch.0and 1 Not available
Timers General PWM timer Ch.0to 15
High resolution PWM Ch.0to 3
Port output enable for Available
GPTW
8-bit timers Ch.0to 3
Compare match timer Ch.0to3
Compare match timer W Ch.0and 1 Ch. 1
Realtime clock Available
Watchdog timer Available
Independent watchdog Available
timer
Communications | Ethernet module chO (GMII/MII/ ch0 (MII/RMII/RGMII) chO (MII/RMII)
functions RMII/RGMII)
USB 2.0 full-speed host/ Ch.0
function module
USB 2.0 high-speed host/ Ch.0 Not available
function module
Serial communications Ch.0to 12 Ch.0t0 5,7,
interface 8,10t0 12
I3C bus interface Ch.0
High-speed 12C-bus Ch.1and 2
interface
Serial peripheral interface Ch.0to2
CAN FD module Ch.0to2
Expanded serial peripheral Unit 0 Unit 0 Unit 0
interface (1 bit, 2 bits, (1 bit, 2 bits, 4 bits, 8 bits), (1 bit, 2 bits,
4 bits, 8 bits), Unit 1 4 bits),
Unit 1 (1 bit, 2 bits, 4 bits) Unit 1
(1 bit, 2 bits, (1 bit, 2 bits,
4 bits, 8 bits) 4 bits)
Serial sound interface Ch.0
SD/MMC host interface Ch.0
Pulse-density modulation Ch.0
interface
Phase-counting interface Ch.0and 1
Parallel data capture unit Available Not available
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RX74N Group 1. Overview
Table 1.2 Comparison of Functions for Different Packages (2/2)
Functions RX74N Group
320-Pin 224-Pin 176-Pin 176-Pin 144-Pin 100-Pin
Package LFBGA LFBGA LFBGA LFQFP LFQFP LFQFP
16-bit A/D Unit 0 ANO0O0O to 007 (8 channels) ANO000 to 005 | ANOOO, 002,
converter (6 channels) 004
(3 channels)
Unit 1 ANO0O08 to 035 ANO014 to 035 (22 channels) ANO014 to 033 ANO14,
(28 channels) (20 channels)| 017 to 031
(16 channels)
Unit 2 ANO0O08 to 035 ANO014 to 035 (22 channels) ANO014t0 033 ANO014,
(28 channels) (20 channels)| 017 to 031
(16 channels)
12-bit D/A converter Ch.0Oand 1 Ch.0
Temperature sensor Available
Arithmetic unit for trigonometric functions Available
CRC calculator Available
Data operation circuit Available
Clock frequency accuracy measurement Available
circuit
Renesas Secure IP Available
Event link controller Available
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RX74N Group 1. Overview
1.2 List of Products
Table 1.3 is a list of products, and Figure 1.1 shows how to read the product part no.
Table 1.3 List of Products (1/2)
Operating Junction
Code MRAM | RAM Frequency temperature

Group Part No. Package Capacity Capacity (Max.) CANFD (°C)

RX74N R5K574NCC4FC PLQP0176KJ-A 1 Mbyte 1.5 Mbytes 480 MHz Available*1 —40 to +125
R5K574NCD4FC PLQP0176KJ-A 1 Mbyte 1.5 Mbytes 480 MHz Available —40 to +125
R5K574N6C4FC PLQP0176KJ-A 512 Kbytes 1.5 Mbytes 480 MHz Available*1 —40 to +125
R5K574N6D4FC PLQP0176KJ-A 512 Kbytes 1.5 Mbytes 480 MHz Available —40 to +125
R5K574NCC4FB PLQP0144KA-B 1 Mbyte 1.5 Mbytes 480 MHz Available*! —40 to +125
R5K574NCD4FB PLQP0144KA-B 1 Mbyte 1.5 Mbytes 480 MHz Available —40 to +125
R5K574N6C4FB PLQP0144KA-B 512 Kbytes 1.5 Mbytes 480 MHz Available*1 —40 to +125
R5K574N6D4FB PLQP0144KA-B 512 Kbytes 1.5 Mbytes 480 MHz Available —40 to +125
R5K574NCC4FP PLQPO100KP-A 1 Mbyte 1.5 Mbytes 480 MHz Available*1 —40 to +125
R5K574NCD4FP PLQPO100KP-A 1 Mbyte 1.5 Mbytes 480 MHz Available —40 to +125
R5K574N6C4FP PLQP0100KP-A 512 Kbytes 1.5 Mbytes 480 MHz Available*! —40 to +125
R5K574N6D4FP PLQPO100KP-A 512 Kbytes 1.5 Mbytes 480 MHz Available —40 to +125
R5K574NCA4AE PLBG0320GD-A 1 Mbyte 1.5 Mbytes 600 MHz Available*1 —40 to +125
R5K574NCB4AE PLBG0320GD-A 1 Mbyte 1.5 Mbytes 600 MHz Available —40 to +125
R5K574N6A4AE PLBG0320GD-A 512 Kbytes 1.5 Mbytes 600 MHz Available*1 —40 to +125
R5K574N6B4AE PLBG0320GD-A 512 Kbytes 1.5 Mbytes 600 MHz Available —40 to +125
R5K574NCA4BD PLBG0224GE-A 1 Mbyte 1.5 Mbytes 600 MHz Available*1 —40 to +125
R5K574NCB4BD PLBG0224GE-A 1 Mbyte 1.5 Mbytes 600 MHz Available —40 to +125
R5K574N6A4BD PLBG0224GE-A 512 Kbytes 1.5 Mbytes 600 MHz Available*1 —40 to +125
R5K574N6B4BD PLBG0224GE-A 512 Kbytes 1.5 Mbytes 600 MHz Available —40 to +125
R5K574NCA4BG PLBG0176GG-A 1 Mbyte 1.5 Mbytes 600 MHz Available*1 —40 to +125
R5K574NCB4BG PLBG0176GG-A 1 Mbyte 1.5 Mbytes 600 MHz Available —40 to +125
R5K574N6A4BG PLBG0176GG-A 512 Kbytes 1.5 Mbytes 600 MHz Available*1 —40 to +125
R5K574N6B4BG PLBG0176GG-A 512 Kbytes 1.5 Mbytes 600 MHz Available —40 to +125
R5K574NCE4FC PLQP0176KJ-A 1 Mbyte 1.5 Mbytes 300 MHz Available*1 —40 to +125
R5K574NCF4FC PLQP0176KJ-A 1 Mbyte 1.5 Mbytes 300 MHz Available —40 to +125
R5K574N6E4FC PLQPO0176KJ-A 512 Kbytes 1.5 Mbytes 300 MHz Available*? —40 to +125
R5K574N6F4FC PLQPO0176KJ-A 512 Kbytes 1.5 Mbytes 300 MHz Available —40 to +125
R5K574NCE4FB PLQP0144KA-B 1 Mbyte 1.5 Mbytes 300 MHz Available*! —40 to +125
R5K574NCF4FB PLQP0144KA-B 1 Mbyte 1.5 Mbytes 300 MHz Available —40 to +125
R5K574N6E4FB PLQP0144KA-B 512 Kbytes 1.5 Mbytes 300 MHz Available*1 —40 to +125
R5K574N6F4FB PLQP0144KA-B 512 Kbytes 1.5 Mbytes 300 MHz Available —40 to +125
R5K574NCE4FP PLQP0O100KP-A 1 Mbyte 1.5 Mbytes 300 MHz Available*1 —40 to +125
R5K574NCF4FP PLQPO0100KP-A 1 Mbyte 1.5 Mbytes 300 MHz Available —40 to +125
R5K574N6E4FP PLQPO0100KP-A 512 Kbytes 1.5 Mbytes 300 MHz Available*1 —40 to +125
R5K574N6F4FP PLQP0100KP-A 512 Kbytes 1.5 Mbytes 300 MHz Available —40 to +125
R5K574NCE4AE PLBG0320GD-A 1 Mbyte 1.5 Mbytes 300 MHz Available*1 —40 to +125
R5K574NCF4AE PLBG0320GD-A 1 Mbyte 1.5 Mbytes 300 MHz Available —40 to +125
R5K574N6E4AE PLBG0320GD-A 512 Kbytes 1.5 Mbytes 300 MHz Available*1 —40 to +125
R5K574N6F4AE PLBG0320GD-A 512 Kbytes 1.5 Mbytes 300 MHz Available —40 to +125
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Table 1.3 List of Products (2/2)
Operating Junction
Code MRAM | RAM Frequency temperature

Group Part No. Package Capacity Capacity (Max.) CANFD (°C)

RX74N R5K574NCE4BD PLBG0224GE-A 1 Mbyte 1.5 Mbytes 300 MHz Available*1 —40 to +125
R5K574NCF4BD PLBG0224GE-A 1 Mbyte 1.5 Mbytes 300 MHz Available —40 to +125
R5K574N6E4BD PLBG0224GE-A 512 Kbytes 1.5 Mbytes 300 MHz Available*1 —40 to +125
R5K574N6F4BD PLBG0224GE-A 512 Kbytes 1.5 Mbytes 300 MHz Available —40 to +125
R5K574NCE4BG PLBG0176GG-A 1 Mbyte 1.5 Mbytes 300 MHz Available*! —40 to +125
R5K574NCF4BG PLBG0176GG-A 1 Mbyte 1.5 Mbytes 300 MHz Available —40 to +125
R5K574N6E4BG PLBG0176GG-A 512 Kbytes 1.5 Mbytes 300 MHz Available*1 —40 to +125
R5K574N6F4BG PLBG0176GG-A 512 Kbytes 1.5 Mbytes 300 MHz Available —40 to +125

Note 1. Products with this part number support only CAN 2.0 protocol.
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RX74N Group 1. Overview

5

57 AN C A 4 FC #1 0

—[ Production identification code

Packing

Package type, number of pins, and pin pitch
AE: LFBGA/320/0.80
BD: LFBGA/224/0.80
BG: LFBGA/176/0.80
FC: LFQFP/176/0.50
FB: LFQFP/144/0.50
FP: LFQFP/100/0.50

4 : Junction temperature: —40 to +125°C

A': Operating frequency: 600 MHz, Only CAN 2.0 protocol
supported

B : Operating frequency: 600 MHz, CAN FD protocol supported

C: Operating frequency: 480 MHz, Only CAN 2.0 protocol
supported

D : Operating frequency: 480 MHz, CAN FD protocol supported

E : Operating frequency: 300 MHz, Only CAN 2.0 protocol
supported

F : Operating frequency: 300 MHz, CAN FD protocol supported

Code MRAM and RAM capacity
C: 1 Mbyte/1.5 Mbytes
6 : 512 Kbytes/1.5 Mbytes

Group name
RX74N Group

Series name
RX700 Series

Type of memory
K: MRAM microcontroller

Renesas MCU

Renesas semiconductor product

Note:

Visit the Renesas Electronics Web site to check and obtain the ordering part numbers.

Figure 1.1

How to Read the Product Part Number
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1.3 Block Diagram

Figure 1.2 shows a block diagram.

Memory RXv3e CPU System
Clock
1 Mbyte of FPU (SP/DP) POR/PVD
code MRAM MOSC/
SOSC
48 Kbytes of 64 Kbytes of Reset
data MRAM Cache HOCO/MOCO/
LOCO
128 Kbytes of 256 Kbytes of Mode control
user extra MRAM local RAM
PLL1/
PLL2
1.5 Mbytes of Power control
RAM
DMA
Battery backup
DTC
Bus controller
DMAC x 8 channels
ICU
EXDMAC x 1/O port PIO
ELC 2 channels
Timer Communication function Safety
GPTW x 16 channels RSCI x 13 channels ESWM MPU
POEG RSPIA x 3 channels USB x 1 port Register write
protection
RI3C x 1 channel
HRPWM x USBHS x 1 port
4 channels RIICHS x 2 channels CRCA
CANFDG x .
CMT x 4 channels 2 channels XSPI > 2 units CAC x 3 units
CMTW x 2 channels CANFD x 1 channel DOCA
TMR x 4 channels
SSIE x 2 channels PDMIF x 1 channel Analog
RTC .
SDHI x 1 channel PCIF x 2 channels ADC x 3 units
WDT/IWDT
PDC RSIP-E50D DAC x 2 channels
TFUv2 DOTF x 2 units Temperature sensor

ICU: Interrupt controller ESWM: Ethernet module
ELC: Event link controller USB: USB 2.0 full-speed host/function module
DTC: Data transfer controller USBHS: USB 2.0 high-speed host/function module
DMAC: DMA controller XSPI: Expanded serial peripheral interface
EXDMAC: EXDMA controller SSIE: Serial sound interface
GPTW: General PWM timer SDHI: SD/MMC host interface
POEG: GPTW port output enable PDC: Parallel data capture unit
HRPWM: High resolution PWM waveform generation circuit TFUv2: Arithmetic unit for trigonometric functions
CMT: Compare match timer PDMIF: Pulse-density modulation interface
CMTW: Compare match timer W PCIF: Phase-counting interface
TMR: 8-bit timer RSIP-E50D:Renesas Secure IP
RTC: Realtime clock MPU: Memory protection unit
WDT: Watchdog timer CRCA: CRC calculator
IWDT: Independent watchdog timer CAC: Clock frequency accuracy measurement circuit
RSCI: Serial communications interface DOCA: Data operation circuit
RSPIA: Serial peripheral interface ADC: 16-bit A/D converter
RI3C: 13C bus Interface DAC: 12-bit D/A converter
RIICHS:  High-speed 12C-bus interface PIO: Software configurable 32-bit programmable 1/0O port
CANFDG: CANFD module with gateway functionality DOTF: Decryption on the fly
CANFD:  CANFD module
Note: Available functions depend on the product.
Figure 1.2 Block Diagram
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14 Pin Functions

Table 1.4 lists the pin functions.

Table 1.4 Pin Functions (1/7)

Classifications Pin Name 110 Description
Digital power supply VCC Input Power supply pin. Connect this pin to the system power supply.
Connect the pin to VSS via a 0.1-yF multilayer ceramic capacitor.
The capacitor should be placed close to the pin.
VCC2 Input Power supply pin. Connect this pin to the system power supply.
Connect the pin to VSS via a 0.1-yF multilayer ceramic capacitor.
The capacitor should be placed close to the pin.
VCL Input The pin setting depends on the power-supply mode.
VSS Input Ground pin. Connect it to the system power supply (0 V).
VBATT Input Backup power pin
Switching regulator VCC_DCDC Input Power supply pin of the switching regulator
VLO Output | Output pin of the switching regulator
Connect this pin to an external inductor and capacitor.
VSS_DCDC Input Ground pin of the switching regulator
Clock XTAL Output | Input/output pins for a crystal resonator. An external clock signal
EXTAL Input can be input through the EXTAL pin.
EBCLK Output | Outputs the external bus clock for external devices.
SDCLK Output | Outputs the SDRAM-dedicated clock.
XCOUT Output | Input/output pins for the sub-clock oscillator. Connect a crystal
resonator between XCOUT and XCIN.
XCIN Input
EXCIN Input External sub-clock input pin
CLKOUT Output | Clock output pin.
Clock frequency accuracy | CACREF Input Reference clock input pin for the clock frequency accuracy
measurement measurement circuit
Operating mode control MD Input Input pin for setting the operating mode. The signal level on this
pin must not be changed during operation.
System control RES#/RSTOUT# 1/0 Reset signal input pin. This MCU enters the reset state when this
signal goes low.
On-chip emulator FINED 1/0 FINE interface pin
T™MS Input On-chip emulator or boundary scan pins.
TDI Input
TCK Input
TDO Output
SWDIO 110 Serial wire debugging data input/output pin
SWCLK Input Serial wire clock pin
Address bus A0 to A23 Output | Output pins for the address
Data bus DO to D31 1/0 Input and output pins for the bidirectional data bus
Multiplexed bus AO0/DO to A15/D15 I/0 Address/data multiplexed bus
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Table 1.4 Pin Functions (2/7)
Classifications Pin Name 110 Description
Bus control RD# Output | Strobe signal which indicates that reading from the external bus
interface space is in progress
WR# Output | Strobe signal which indicates that writing to the external bus
interface space is in progress, in 1-write strobe mode
WRO# to WR3# Output | Strobe signals which indicate that either group of data bus pins
(D7 to DO, D15 to D8, D23 to D16 and D31 to D24) is valid in
writing to the external bus interface space, in byte strobe mode
BCO# to BC3# Output | Strobe signals which indicate that either group of data bus pins
(D7 to DO, D15 to D8, D23 to D16 and D31 to D24) is valid in
access to the external bus interface space, in 1-write strobe
mode
ALE Output | Address latch signal when address/data multiplexed bus is
selected
WAIT# Input Input pin for wait request signals in access to the external space
CSO0# to CS7# Output | Select signals for CS areas
BREQ# Input External bus request signal from an external device
BACK# Output | External bus acknowledge signal from the MCU
SDRAM interface CKE Output | SDRAM clock enable signal
SDCS# Output | SDRAM chip select signal
RAS# Output | SDRAM row address strobe signal
CAS# Output | SDRAM column address strobe signal
WE# Output | SDRAM write enable pin
DQMO to DQM3 Output | SDRAM I/O data mask enable signals
Interrupt NMI Input Non-maskable interrupt request pin
IRQO to IRQ31, IRQO-DS to Input Maskable interrupt request pins
IRQ31-DS
General PWM timer GTETRGA, GTETRGB, Input Input pins for the external trigger signals
GTETRGC, GTETRGD
GTIOCOA to GTIOC15A, 1/0 Input capture input/output compare output/PWM output pins
GTIOCOB to GTIOC15B
GTCPPOO to GTCPPO15 Output | PWM synchronous output
GTIU, GTIV, GTIW Input Hall sensor input pins
GTOUUP Output | 3-phase PWM output for BLDC motor control (positive U-phase)
GTOULO Output | 3-phase PWM output for BLDC motor control (negative U-phase)
GTOVUP Output | 3-phase PWM output for BLDC motor control (positive V-phase)
GTOVLO Output | 3-phase PWM output for BLDC motor control (negative V-phase)
GTOWUP Output | 3-phase PWM output for BLDC motor control (positive W-phase)
GTOWLO Output | 3-phase PWM output for BLDC motor control (negative W-phase)
GTADSMO, GTADSM1 Output | Output pins for monitoring A/D conversion start requests.
GPTW port output enable | POEGA, POEGB, POEGC, Input Input pins for request signals to place GPTW outputs in the high-
POEGD impedance state
8-bit timer TMOO to TMO3 Output | Compare match output pins
TMCIO to TMCI3 Input Input pins for external clocks to be input to the counter
TMRIO to TMRI3 Input Input pins for the counter reset
Compare match timer W | TICO to TIC3 Input Input pins for CMTW
TOCO to TOC3 Output | Output pins for CMTW
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Table 1.4

Pin Functions (3/7)

Classifications

Pin Name

‘ IIo

‘ Description

Serial communications

e Asynchronous mode/clock synchronous mode

interface SCK000 to SCK012 10 Input/output pins for the clock

RXDO000 to RXD012 Input Input pins for received data

TXDO000 to TXD012 Output | Output pins for transmitted data

CTSO000# to CTS012# Input Input pins for controlling the start of transmission and reception

RTS000# to RTS012# Output | Output pins for controlling the start of transmission and reception

DEOOO to DE012 Output | Output pins for controlling the RS-485 driver

¢ Simple 12C mode

SSCL000 to SSCL012 110 Input/output pins for the 12C clock

SSDAO000 to SSDA012 1/0 Input/output pins for the I2C data

e Simple SPI mode

SCKO000 to SCK012 1/0 Input/output pins for the clock

SMISO000 to SMISO012 1/0 Input/output pins for slave transmission of data

SMOSI000 to SMOSI012 1/0 Input/output pins for master transmission of data

SS000# to SS012# Input Chip-select input pins

e HBS support mode

RXDO000 to RXD012 Input Input pins for received data

TXDAOO0O to TXDA012 Output | Output pins for transmitted data

TXDB000 to TXDB012

I13C bus interface SCL00 1/0 Input/output pins for clocks

SDA0O 1/0 Input/output pins for data

High-speed 12C-bus SCLHS1, SCLHS2 1/0 Input/output pins for clocks
interface SDAHS1, SDAHS?2 110 Inputioutput pins for data
Ethernet module e RMIlI mode

RMII0O_REF50CK Input 50-MHz reference clocks. These pins input reference signals for
transmission/reception timing in RMII mode.

RMIIO_CRS_DV Input These pins indicate that there are carrier detection signals and
valid receive data on RMIIn_RXD1 and RMIIn_RXDO0 in RMII
mode.

RMIIO_TXDO, RMIIO_TXD1 Output | 2-bit transmit data in RMIl mode

RMII0_RXDO0, RMII0_RXD1 Input 2-bit receive data in RMIl mode

RMIIO_TX_EN Output | Output pin for data transmit enable signal in RMII mode

RMIIO_RX_ER Input These pins indicate an error has occurred during reception of
data in RMII mode.

 RGMII mode

RGMIIO_TXC Output | Transmission clock signals in RGMII mode

RGMII0_RXC Input Reception clock signals in RGMII mode

RGMIIO_TX_CTL Output | Control of transmission in RGMII mode

RGMIIO_TXDO to Output | 4-bit transmission data in RGMII mode

RGMII0_TXD3

RGMII0O_RX_CTL Input Control of reception in RGMIl mode
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Table 1.4 Pin Functions (4/7)
Classifications Pin Name 110 Description
Ethernet module RGMII0_RXDO to Input 4-bit reception data in RGMII mode
RGMII0O_RXD3
e GMII/MII mode
ETO_GTX_CLK Output | 1000-Mbps transmission clock pin
ETO_CRS Input Carrier detection/data reception enable pins
ETO_RX_DV Input These pins indicate that there are valid receive data.
ETO_TXDO to ETO_TXD7 Output | 8 bits of GMII transmit data/4 bits of MIl transmit data
ETO_RXDO to ETO_RXD7 Input 8 bits of GMII receive data/4 bits of Mll receive data
ETO_TX_EN Output | Transmit enable pins.
ETO_TX_ER Output | Transmit error pins. These pins function as signals notifying the
PHY-LSI of an error during transmission.
ETO_RX_ER Input Receive error pins. These pins function as signals to recognize
an error during reception.
ETO_TX_CLK I/0 100-Mbps/10-Mbps transmission clock pins (input for MIl, output
for MAC-to-MAC connection)
ETO_RX_CLK Input Receive clock pins.
ETO_COL Input Input collision detection signals.
e Common
ETO_LINKSTA Input Input link status from the PHY-LSI.
ETO_INT Input Input for an interrupt signal from PHY-LSI
ETO_WOL Output | Signals indicating receipt of Magic Packet.
ETO_MDC Output | Output reference clock signals for information transfer via
ETn_MDIO.
ETO_MDIO 110 Input or output bidirectional signals for exchange of management
information between this MCU and the PHY-LSI.
GPTP_CAPTUREQO, Input Media clock capture input
GPTP_CAPTURE1
GPTP_MATCHO, Output | Media clock recovery output
GPTP_MATCH1
GPTPO_PPS Output | PPS signals
GPTP_PTPOUTO, Output | PTP pulse generation signals
GPTP_PTPOUT1
ETHPHYCLK Output | Clock output pin for PHY clock input
USB 2.0 host/function VCC_USB, VCC_USBHS Input Power supply pins
module VSS_USB, VSS_USBHS Input | Ground pins
AVCC_USBHS Input Analog voltage supply pin for USBHS
AVSS_USBHS Input Analog ground pin for USBHS
USBHS_RREF 1/0 Reference voltage supply pin for USBHS
USBO_DP, USBHS_DP 1/0 Input or output USB transceiver D+ data.
USB0O_DM, USBHS_DM 1/0 Input or output USB transceiver D- data.
USBO_EXICEN, Output | Connect to the OTG power IC.
USBHS_EXICEN
USBO_ID, USBHS_ID Input Connect to the OTG power IC.
USBO_VBUSEN, Output | USB VBUS power enable pins
USBHS_VBUSEN
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Table 1.4 Pin Functions (5/7)
Classifications Pin Name 110 Description
USB 2.0 host/function USB0O_OVRCURA/ Input USB overcurrent pins
module USBO_OVRCURB,
USBHS_OVRCURA/
USBHS_OVRCURB,
USBO_OVRCURA-DS/
USBO_OVRCURB-DS,
USBHS_OVRCURA-DS/
USBHS_OVRCURB-DS
USBO_VBUS,USBHS_VBUS, | Input USB cable connection/disconnection detection input pin
USBO_VBUS-DS,
USBHS_VBUS-DS
CANFD module CRXO0, CRX1, CRX2 Input CAN input pins
CTXO0, CTX1, CTX2 Output | CAN output pins
Serial peripheral interface | RSPCKO0 to RSPCK2 I/0 Clock input/output pins
MOSIO0 to MOSI2 1/0 Input or output data output from the master
MISOO0 to MISO2 1/0 Input or output data output from the slave
SSL00, SSL10, SSL20 1/0 Input or output pins for slave selection
SSLO1 to SSLO3, Output | Output pins for slave selection
SSL11 to SSL13,
SSL21 to SSL23
Expanded serial XSPIO_CK, XSPI1_CK 110 Clock input/output pins (output in the controller mode; input in the
peripheral interface target mode)
XSPIO_CKN#, XSPI1_CKN# | Output |Inverted clock output (output in the controller mode; N/A in the
target mode)
XSPI0_CS0#, XSPI0_CS1#, |10 Chip select signals (output in the controller mode; input in the
XSPI1_CS0#, XSPI1_CS1# target mode)
XSPIO_DS, XSPI1_DS 1/0 Read data strobe/write data mask signal
XSPIO0_IO0 to XSPI0_IO7, 110 Data input/output pins
XSPI1_100 to XSPI1_107
XSPIO_RESETO0#, I/0 Signals from the controller device to reset the target device
XSPIO_RESET1#, (output in the controller mode; input in the target mode)
XSPI1_RESETO#,
XSPI1_RESET1#
XSPI0_ECSO0#, Input Signals that indicate the state of error correction in the target
XSPIO_ECS1#, device
XSPI1_ECSO0#,
XSPI1_ECS1#
XSPIO_INTO#, XSPI1_INTO# |1/O Interrupt signals from the target device (input in the controller
mode; output in the target mode)
XSPIO_INT1#, XSPI1_INT1# | Input Interrupt signals from the target device (input in the controller
mode; N/A in the target mode)
XSPI0_RSTOO0#, I/0 Signals from the target device to reset the controller device (input
XSPI1_RSTOO# in the controller mode; output in the target mode)
XSPI0O_RSTO1#, Input Signals from the target device to reset the controller device (input
XSPI1_RSTO1# in the controller mode; N/A in the target mode)
XSPI0O_WPO0#, XSPI0_WP1#, | Output | Signals to control protection of the target device against writing
XSPI1_WPO#, XSPI1_WP1# by the controller device
Serial sound interface SSIBCKO, SSIBCK1 /0 SSIE serial bit-clock pins
SSILRCKO, SSILRCK1 110 LR clock
SSITXDO, SSITXD1 Output | Serial data output pins
SSIRXDO0, SSIRXD1 Input Serial data input pins
AUDIO_CLK Input External clock pin for audio
(input for an oversampling clock)
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Table 1.4 Pin Functions (6/7)

Classifications Pin Name 110 Description
SD/MMC host interface SDO0_CLK Output | SD clock output pin
SDO0_CMD 110 SD command output or response input signal pin
SDO_DATO to SDO_DAT7 110 SD/MMC data bus pins
SDO0_CD Input SD card detection pin
SDO_WP Input SD write-protect signal
Parallel data capture unit | PIXCLK Input Image transfer clock pin
VSYNC Input Vertical synchronization signal pin
HSYNC Input Horizontal synchronization signal pin
PIXDO to PIXD7 Input 8-bit image data pins
PCKO Output | Output pin for dot clock
Pulse-density modulation | PDMCLKO Output | Output pin for the clock
interface PDMDATO Input | Input pin for data
Phase-counting interface | PCINAO, PCINA1 Input A-phase input pins
PCINBO, PCINB1 Input B-phase input pins
PCINZ0, PCINZ1 Input Z-phase input pins
PCOUTAOQ, PCOUTA1 Output | A-phase output pins
PCOUTBO, PCOUTB1 Output | B-phase output pins
PCOUTZ0, PCOUTZ1 Output | Z-phase output pins
Realtime clock RTCOUT Output | Output pin for 1-Hz/64-Hz clock
RTCICO to RTCIC2 Input Time capture event input pins
Battery backup TAMPIO to TAMPI2 Input Input pins for detecting tampering
16-bit A/D converter ANO0O0O to AN035 Input Input pins for the analog signals to be processed by the A/D
converter
ADTRGO# to ADTRG2# Input Input pins for the external trigger signals that start the A/D
conversion
ADSTO to ADST2 Output | Scan period monitor output
ADCNVO0 to ADCNV2 Output | Successive approximation period monitor output
ADSYNC Output | Synchronous A/D conversion start signal monitor output
12-bit D/A converter DAO, DA1 Output | Output pins for the analog signals to be processed by the D/A
converter
Analog power supply AVCCO Input Analog power supply pin for the 16-bit A/D converter, and analog
power supply and reference voltage pin for the D/A converter.
AVSSO Input Analog ground pin for the 16-bit A/D converter, and analog
ground and reference ground pin for the D/A converter
VREFHO Input Analog reference voltage supply pin for the 16-bit A/D converter
VREFLO Input Analog reference ground pin for the 16-bit A/D converter
VREFHO00 to VREFH02*1 Input Analog reference voltage supply pin for the 16-bit A/D converter
VREFLO0 to VREFL02*1 Input Analog reference ground pin for the 16-bit A/D converter
Software Configurable 32- | PIO_000 to PIO_063 1/0 Pins composing the software configured general-purpose 1/0
Bit Programmable 1/O Port port
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Jul 31, 2026



RX74N Group

1. Overview

Table 1.4 Pin Functions (7/7)
Classifications Pin Name 110 Description
1/O ports P000 to PO15 I/0 16-bit input/output pins

P100 to P115 110 16-bit input/output pins
P200 to P215 1/0 16-bit input/output pins
P300 to P312, P315 1/0 14-bit input/output pins (P305, P308, P309: input pin)
P400 to P415 1/0 16-bit input/output pins
P500 to P515 1/0 16-bit input/output pins
P600 to P607 110 8-bit input/output pins
P700 to P715 1/0 16-bit input/output pins
P800 to P807 110 8-bit input/output pins
P900 to P907 1/0 8-bit input/output pins
PAOQO to PAO7 I/O 8-bit input/output pins
PBO00 to PBO7 110 8-bit input/output pins
PCO00 to PCO7 I/0 8-bit input/output pins
PDO00 to PDO7 110 8-bit input/output pins
PEOO to PEOQ7 1/0 8-bit input/output pins
PFQO0 to PF09 I/O 10-bit input/output pins
PG00 to PG15 110 16-bit input/output pins

Note:  Note the following points regarding pin names. For details, refer to section 1.6, List of Pin and Pin Functions.
- Suffixes such as “-A” or “-B” appended to pin names indicate pin group identifiers. Electrical characteristics were evaluated per

pin group. AC electrical characteristics are only guaranteed when pins within the same group are used together.

- When a pin function has “-DS” appended to its name, it can also be used as a trigger for release from deep software standby

mode.

Note 1. This pin is only present in 320-pin products.
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1.5 Pin Assignments

1.5.1 320-Pin LFBGA

RX74N Group
PLBG0320GD-A (320-pin LFBGA)
(Upper Perspective View)
INDEX
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
vss_D | vss_b | vec_b P300/
A| vss | psta | Psis | pcot | Pcos | Pcoa | Pco7 | Peot | P | vio | VeS| VSSLDIVECLP| psos | pros | pios | P10 | P200 | P30U | vss |A
vss_D | vss_b | vec_b P301/ | P30
B| Peos | Pst2 | ps13 | Pcoo | Pcoz | vss | Pcos | Pcos | Peoz | vio |VESP [VSSDIVCCP! psos | P10z | vss | pro7 | paot | P3OV | P02 g
C| Pco2 | PGo1 | PBO1 | PBO3 | PBO4 | PBOS | PBO7 | PBOS | PS03 | vio | vio v(c::g(_:D vggaD P06 | P105 | P8os | Psos | Pso7 | P304 Pngf/ c
D| paos | PGOO | P511 P108 | P109 | P110 |D
E| Paos | Pao7 | Psto PGos | PBo2 | PBOO | vee | vee | psoo | Pso2 | P1oo | vec | vec | psor | psos P111 | P12 | P13 |E
F| pao3 | Paos4 | Psoo PGo7 | PGOs | PGo4 | vss | vss | Pso1 | Ps03 | P10t | vss | vss | Pro2 | P115 P114 | vss | vec |F
ves u | PFoor | PFow
G| Pao2 | Paot1 | Psos vee | vss PFO3 | PFO4 w5 | usBo_ | usBo_ |G
DP | DM
H| Paco | Pe13 | Pe1s vee | vss vss | veL | vss | vss | veL | vss P204 | P203 pros | VSV VG [H
AVSS_ | USBHS | USBHS
J| pe11 | Pe1a | PG12 vee | vss vss | veL | vss | vss | vss | vecL P205 | P202 vears | oo | Vo Y
UsBHS | vss_u | vee_u
K| pcos | Pe10 | P05 P704 | P702 vel | vss | veL | veL | vec | vss P207 | P206 Res | sours | ‘saris | K
L| pcos | vss | pro7 P706 | P703 vss | vss | voL | veL | vss | vce pato | F30% mvees| vee | vee |L
P306/ | P307/
M| pro1 | P715 | P714 vee | vss veL | veL | vss | vss | vss | vecL P312 | P311 vss | 20| B0 M
N| P7oo | P12 | P713 vce | vss vss | voL | vss | vss | veL | vss P209 | P208 POl | vss | vss [N
P30Y/ | paoe)
P| peos | PE07 | PFO9 vce | vss p211 | P210 vss | xciN | 3080 | p
EXCIN
R| Peos | Peos | Pros P607 | Peos | vss | vss | vss | Peos | Paos | Paos | vss | vss | p215 | P14 res# | vee |VEATVIR
T| PEot | PE04 | PFO7 P604 | Pe02 | voc2 | voc2 | vecz | Peo7 | Paos | Paor | vee | vee | Pots | Por2 P213 | P212 | Pooo |T
U| Peco | Peo2 | Pros Po0s | P09 | Poo1 |U
V| Prog | P71 | Peos | Peo3 | Peoo | Peot | Poos | Pooa |Avceo | Avsso [ VREFLIVREFHI pa1p | pats | Pata | Pats | Pota | Pot1 | Poto | Poo2 |V
W| P08 | P7i0 | PDOS | PDO3 | vss | PDo2 | P90z | Peoo |Avceo | Avsso [ VREFL|VREFH paos | paot | Pat1 | Paos | vss | Poos | Pooa | Poo3 |W
Y| vss | Poo7 | PDos | PDO4 | PDOT | PDOO | P903 | Poo1 | Avceo | Avsso [ VREFL|VREFH paoa | paco | Pato | Pacs | Pots | Poo7 | Poos | vss |Y
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
Note:  This figure indicates the power supply pins and I/O port pins. For the pin configuration, refer to Table 1.5, List of
Pin and Pin Functions (320-Pin LFBGA).
Figure 1.3 Pin Assignment (320-Pin LFBGA)
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1.5.2 224-Pin LFBGA
RX74N Group
PLBG0224GE-A (224-pin LFBGA)
(Upper Perspective View)
INDEX
& 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15
VS8S_DC | vCC_DC P301/ P302/

A VSS PCO03 PCoO7 P801 P802 VLO DG DG P103 P104 P106 P200 TCK D0 VSs A
B PC04 PCO1 PC05 PC06 P803 VLO VSSEDC VCSEDC P102 P105 P107 P201 ?I'al\/?g/ P303/TDI P304 B
VCC_DC
C PC00 PC02 PB06 PB05 P800 VLO P100 DG P804 P805 P114 P111 P108 P110 P113 C
D PG00 PG02 PB04 PBO7 P502 P500 P101 P504 P506 P806 P109 P115 P112 VSs \Yelo) D

PF00/ PFO1/
E PGO1 PGO03 PB02 PB03 \Yelo) P501 P503 P505 P507 P807 PF02 PF04 PFO3 USBO_D usBo D [E
P M
F| Paos PAO7 PBO1 PBOO vss veL vss vee vss vss PFO5 P202 P03 | VOGUS | VSSUS I
G| Pacs PAOG PGO5 PGO7 PF09 vss veL vss veL veL P205 p2o4 | VCC.US | USBHS | USBHS |
BHS DP DM
AVSS_U | USBHS_ | vss_us
H PA02 PAO3 PG06 PG04 PF08 vcc VSS VCL VSS VCL P206 SBHS RREF BHS vcc H
AvVCC_U P307/ P306/
J PAOO PAO1 P703 PF06 PFO7 VSS VCL VSS VCL VSS P207 P305/NMI SBHS XTAL EXTAL
K P707 P706 P702 P605 VSs VCC VSs VCC2 VCL VSS P310 P311 P315/MD VSs VSs K
P309/ P308/
L P705 P704 P604 P606 VCC2 P904 P906 P407 P406 P215 P209 P312 VCC XCIN/ L
EXCIN XcouT
M P700 P701 P607 P603 P907 P905 P902 P900 P405 P415 P212 P214 RES# VSs V\B/égl'/ M
N PEO7 PEO4 PEO6 P602 P601 P600 P903 P901 P404 P414 P210 P213 P208 P211 P000 N
P PEO5 PEO3 PEO2 PDO7 PDO05 PDO3 PD02 AVSS0 VREFLO P403 P401 P006 P004 P003 P001 P
R VSS PEO1 PEOO PD06 PD04 PDO0 PDO1 AVCCO VREFHO P402 P400 P007 P005 P002 NC R
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15
Note:  This figure indicates the power supply pins and I/O port pins. For the pin configuration, refer to Table 1.6, List
of Pin and Pin Functions (224-Pin LFBGA).

Figure 1.4

Pin Assignment (224-Pin LFBGA)
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1.5.3

176-Pin LFBGA

INDEX
¥ 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15
VSS_DC | vcc_De P301/ P302/
Al Pco1 PCO3 PCO5 PCO7 P801 P503 VLO o o P102 P106 P200 P805 ToK oo |A
B| Pcoo PC02 PCO4 PC06 P803 P502 VLO VSSEDC VCSEDC P103 P107 P201 P804 Fﬁ\;’g’ P303/TDI | B
c vce_be
PB06 PBO7 P802 vce P500 P501 VLO o vee P100 P104 P205 P304 P202 P203 |C
PFOO/ PFO1/
D| PBo4 PBO5 PGO1 P800 vee vss VL P101 VSs VCL P105 vee P204 | USBO_D | usBo_D |D
P M
E| PB02 PB03 PG00 Vss Vss P206 VSSB;US VC%US E
AVSS_U | USBHS_ | USBHS_
F| pPBoo PBO1 PG02 VCL VCL SBHS oP oM F
AVCC_U | USBHS_ | VsS_Us | vcc_us
G| PAoe PAO7 P706 vee RX74N Group SBHS RREF IS as |G
PLBG0176GG-A
H| Pao4 PAOS P707 Vss ( 1 7 6—pin LFB G A) P207 vss EXTAL wa. |H
(Upper Perspective View)
J| Pa02 PA03 P705 VCL VCL | P305NMI | VsS vee |J
P309/ P308/
K| Pa0O PAO1 P702 vee vss P310 XN Sour | K
EXCIN
L|{ P700 P701 P703 P704 P312 P311 vce V\E;é:;” L
M| PEo7 PE03 PDO4 PDO6 Vss veL vee? VSs VCL P407 P404 | P315MD | RES# POO1 Pooo  |M
N| PE0s5 PE04 P607 P604 PDO7 PDO5 veez VSs VL P406 P405 P415 P414 P003 poo2 |N
P| PEO1 PE02 P606 P603 P601 PDO3 PDOO P902 P900 AVSS0 | VREFLO P402 P400 P005 poo4 |P
R| PE00 PE06 P605 P602 P600 PD02 PDO1 P903 P901 AVCCO | VREFHO | P403 P401 P007 poos |R
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15
Note:  This figure indicates the power supply pins and I/O port pins. For the pin configuration, refer to Table 1.7, List
of Pin and Pin Functions (176-Pin LFBGA).

Figure 1.5

Pin Assignment (176-Pin LFBGA)
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RX74N Group 1. Overview
1.54 176-Pin LFQFP
O - AN MIW O~ = O =~ N ™ TOONOT NO —NM < W0 ©~
CRnncnno RO SRR R RRR G2 2208822223338 R3804 388 s
fonaonoaooa>3>>00000000anoa>>>0000a0a0a000>>>0000
00000080080000000000000000800000000000000000
[2Gord m (- A 88[1 PCOO
P606 134 87| PCO1
P605 135 86[] PCO2
P604 136 851 PCO3
P603[J137 84[] PCO4
P602[]138 831 PCO5
P601 139 82[1 PC06
P600 [J140 81[] PCO7
VCC2 141 80[1 P800
VSS 142 79[] P801
VCL 143 78[] VCC
PDO7 144 773 VSS
PD06 [J145 76[] VCL
PD05 146 753 P802
PD04 [J147 74[] P803
PDO3 [J148 73] P500
PD02 149 721 P501
PDO1 150 RX74N GrOUp 71[] P502
PD00 151 700 P503
VCC2 s PLQPO176KJ-A 69 VSS_DCDC
VSS 153 . 68[] VSS_DCDC
VoL Hrss (176-pin LFQFP) 7 Lo
P903[]155 . 66[] VLO
P902 156 (Top VIeW) s VLO
P901 157 641 VCC_DCDC
P900 158 63[] VCC_DCDC
AVCCO 159 621 VCC_DCDC
AVSS 0 160 61[] P100
VREFLO 161 60[d P101
VREFHO 162 593 P102
P407 163 s8] P103
P406 164 57| VCC
P405 165 s56[] VSS
P404 166 551 VCL
P403 167 541 P104
P402[J1es 53] P105
P401 169 52[1 P106
P400 170 s51[] P107
P415C]171 s0[d P200
P414172 491 P201
P007 [Ji73 48[] P804
P006 174 471 P805
P005[t75 46[] P300TMS
POOAEIT, ( nvborwo2coTr e 228 N RIQ 8N ERE SN 8358858395y gy sH P30T
OO0O00000000000000000000000000000000000000000
B85 08808 082325982235 PP AL LRZrRE88338388388
§§§§8>>>§§3gg%%g>;%8§%5%3§%%3§§q§§§§>>9§§&§§
poe < N 82,2 TLDD
2 323 B3 £42.88,,582Y Eg
>Xn o > % g 5= (g Y S S
= <O< g
8 oo
o
Note:  This figure indicates the power supply pins and I/O port pins. For the pin configuration, refer to Table 1.8, List of
Pin and Pin Functions (176-Pin LFQFP).

Figure 1.6 Pin Assignment (176-Pin LFQFP)
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1.5.5 144-Pin LFQFP

O - AN ® T W O~ O N 9 = N ™ S0 ONOT N® < 0 ©~
Il Il DR 88RRR2III IV IIT LI S8 dB8B IR
o000 >>>0000000>>>00000000 >>2>0000
OO00O00O0000O00O000O00O000000000O000000000000000
Poos o2 2 823885838588 3588533858833838338RRERCEIRL 0
P604 110 71 PCO1
P603 111 707 PCO02
P602 112 691 PC03
P601 113 68| ] PC04
P600 114 67[] PCO5
veez s 66 PCO6
VSS [11e 65[] PCO7
pPDo7 [J117 64[] P800
PDO6 118 63[] P801
PDO5 119 62[1 VCC
PDO4 120 617 VSS
PD0O3 121 60| VCL
PD02 122 so[] pgo2
PDO1 Gjrzs RX74N Group =P P03
PDOO 124 571 vSs_DCDC
vss Ois PLQPO144KA-A ss[J VSS_DCDC
VCL [Ji2s . 55 ] VLO
P901 127 (144'pm LFQFP) 543 VLO
P900 128 H 53] VCC_DCDC
AVCCO 120 (Top VIeW) 521 VCC_DCDC
AVSS 0 [130 51 P100
VREFLO [J131 501 P101
VREFHO 132 49[1 P102
P405 133 48[ P103
P404 134 47[] VCC
P403 135 48] vsS
P402 136 45 VCL
P401 sz 441 P104
P400 138 43[] P105
P415 a0 42[] P106
P414 140 413 P107
P007 141 403 P200
Poo6 142 393 P201
P005 143 O 38| ] P300/TMS
P004 144 O e N o g0 6 0o D w6 ® o o6« a® e e STAPOUTCK
Sleleleiesisisiepeieppelosioletspsscele i s gl s
- Q¥ -9 Z = = o~ O o
$5285400 5,5 030 E 28508 R FF ¢8R REE
> EUR sS4 8oBag 3 S
& S5z 98 935S B g
e85 op ==
g " e
£

Note:  This figure indicates the power supply pins and I/O port pins. For the pin configuration, refer to Table 1.9, List of
Pin and Pin Functions (144-Pin LFQFP).

Figure 1.7 Pin Assignment (144-Pin LFQFP)
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1.5.6 100-Pin LFQFP
O - AN O ¥ 1O © O «— AN ™M T 0O OO - NI B ©
Il D00 ILII0RELIIIIZBIISLEA
ooooO0oQ0oQAQAOoAQ0Q0>>>00000000000
OO0ON0O00O000O0000O0O00000O000AQA
R RRRNRERB BL BB BI5 88B8BLBB I B I 5
p6010 76 503 PCO0
peooO 77 491 PCO1
PDO7 O 78 48[ PCO2
PDO6 [] 70 47[] PCO3
PDO5 [ 8° 46[] PCO4
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Vss [ &7 . 39[] P101
VCL ] ss (100'p|n LFQFP) 381 P102
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VREFLO ] o 35 ] VSS
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Note:  This figure indicates the power supply pins and I/O port pins. For the pin configuration, refer to Table 1.10, List
of Pin and Pin Functions (100-Pin LFQFP).
Figure 1.8 Pin Assignment (100-Pin LFQFP)
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RX74N Group 1. Overview
1.6 List of Pin and Pin Functions
1.6.1 320-Pin LFBGA
Table 1.5 List of Pin and Pin Functions (320-Pin LFBGA) (1/18)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
320-Pin |System EXDMAC |RTC, (GPTW,  |CANFD,USB, (XSPI, AD Tamper
LFBGA [Control  |l/O Port|PIO SDRAMC |CAC) POEG)  [SSIE) (ESWM)  [SDHI, PDC) |Interrupt [D/A detection)
A1 Vss
A2 P514  |PIO_006 |D17-A GTIOC9A |CTS008#/  |ETO_TXD6- |[SDO_WP  [IRQ22
SSL23-D A
A3 P515  |PIO_007 |D16-A GTIOC9B |CTSO010# ETO_TXD7- [SDO_CD  [IRQ23
A
A4 PCO1  |PIO_025|D6-A GTOULO/ |SCKO11-A/  |[ETO_TXDO- |{SDO_DAT3- |IRQ12 PCOUTBO
GTIOC7B |[CTSOM1#  |A/ A
TXDBO11/  |RMIIO_TXD
SSL02-A/ 0-A/
SDA00-C RGMII0_TX
DO-A
A5 PCO3  |PIO_027 |D4-A GTOVLO/ |TXDO11-A/  |[ETO_TXD2- |SDO_CLK-A |IRQ11 PCOUTA1
GTIOC8B |SMOSI011-A/ |A/
SSDA011/  |RGMIIO_TX
TXDAO11/  |D2-A
SDAHS1-C
A6 PC04 [PIO_028|D3-A TMCI1 GTOWUP/ |CTS008#/  |ETO_TXD3- |SDO_DATO- IRQ12 PCOUTB1
GTIOC9A |RTS008#/  |A/ A
SS008#/ RGMII0_TX
DE008/ D3-A
TXDBO008/
CTSO11#/
SSL00-A/
AUDIO_CLK
A7 ETHPHYC |PC07 |PIO_031|D0-A TMO2/  |GTETRGD/|TXD008-A/ |ETO_GTX_ [SDO_CD  |IRQ14 PDMDATO
LK TOCO/  |GTADSM1/|SMOSI008-A/ |CLK-A/
CACREF |GTIOC15B/|SSDA008/  [RGMIIO_TX
POEGA  |TXDA008/  |C-A
MISO0-A/
SSITXDO
A8 CLKOUT |P801 |PIO_057 |EBCLK-A GTIV/ TXD010-B/  |ETO_CRS IRQ9 ADCNV1
GTIOCOB/ |SMOSI010-B/
POEGC  |SSDA010/
TXDAO010
A9 P800  [PIO_056 |CS1#-A/ GTIU/ RXD010-B/  |ETO_COL IRQ8 ADCNVO
DQMO-B GTIOCOA/ [SMISO010-B/
POEGD  |SSCL010
A10 VLO
A11 VSS_DCD
c
A12 VSS_DCD
C
A13 VCC_DCD
C
A14 P504  |PIO_036 TMCI1 GTETRGA/ [CTS002#/  |ETO_TX_ER IRQ4
GTIOC4A |RXD007-B/  |-C/
SMISO007-B/ |GPTP_CAP
SSCL007/  |TUREO
MOSI2-B
A15 P103  [PIO_011 T™MO3 GTADSM1/ [CTS002#/  |ETO_CRS IRQ3
GTIOC13B |SDA00-A
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RX74N Group

1. Overview

Table 1.5

List of Pin and Pin Functions (320-Pin LFBGA) (2/18)

Pin

Number

320-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

A16

P104

PIO_012

TMRI2

GTIW/
GTIOC14A

RXD002-B/
SMIS0002-B/
SSCL002/
CTS003#/
RTS003#/
SS003#/
DE003/
TXDBO003/
CTX2/
USBO_OVRC
URA-DS/
USBHS_VBU
s

ETO_TXDO-
B/
RMIIO_TXD
0-B

PIXDO

IRQ4

ADSTO

PCINAO

A17

CLKOUT

P106

PIO_014

TMO2/
RTCOUT

GTIU/
GTIOC15A/
POEGB

RXD003-B/
SMISO003-B/
SSCL003/
SCLHS2-A

ETO_TXD2-
B

SDO_DAT?2-
CIPIXD2

IRQ30-
DS

ADTRGO
#

PCINA1

A18

P200

PIO_016

TMRIO

GTETRGA/
GTIOC3A/
GTIOC14A

CTS006#/
RTSO006#/
S§S006#/
DE006/
TXDB006/
MOSI0-C/
SDAHS1-A/
USBO_ID/
SSIRXDO

ETO_TX_EN
-B/
RMIIO_TX_
EN-B

SDO_CMD-
CIPIXD4

IRQ8

ADTRG2
#

PCINZ1

A19

T™MS/
SWDIO

P300

PIO_024

TMO1

GTCPPO1
0

CTSO000#/
RTS000#/
SS000#/
DEO000/
TXDB000/
CTS001#/
RTS001#/
SS001#/
DE001/
TXDBO001/
SSL10-C

ETO_WOL

IRQ6

A20

VSS

B1

PG03

PIO_059

DQM2-A/
WR2#-C/
BC2#-C

GTIOC11B

CTS008#/
RTS008#/
SS008#/
DEO008/
TXDB008

ETO_INT/
GPTP_MAT
CH1

IRQ11

B2

P512

PIO_004

D19-A

GTIOC8A

SSL21-D

ETO_TXD4-
A

SDO_DATO-
D

IRQ20

PCINZO

B3

P513

PIO_005

D18-A

GTIOC8B

SSL22-D

ETO_TXD5-
A

SDO_DAT1-
D

IRQ21

PCINZ1

B4

PC00

PIO_024

D7-A

GTOUUP/
GTIOC7A

CTSO11#/
RTSO011#/
SSO011#/
DEO11/
TXDBO11/
SSLO1-A/
SCL00-C

ETO_TX_CL
K-A

SDO_DAT2-
A

IRQ14

PCOUTAO

B5

PC02

PIO_026

D5-A

GTOVUP/
GTIOCS8A

RXDO011-A/
SMISO011-A/
SSCLO11/
SSLO3-A/
SCLHS1-C

ETO_TXD1-
A
RMIIO_TXD
1-A/
RGMIIO_TX
D1-A

SD0_CMD-
A

IRQ10

PCOUTZ0

B6

VSS

B7

PCO05

PIO_029

D2-A

TMRI2

GTOWLO/
GTIOC9B

SCKO008-A/
CTSO008#/
TXDB008/
RSPCKO-A/
SSIBCKO

ETO_TX_EN
-A
RMIIO_TX_
EN-A/
RGMIIO_TX
_CTL-A

SDO_DAT1-
A

IRQ5

PCOUTZ1
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RX74N Group

1. Overview

Table 1.5

List of Pin and Pin Functions (320-Pin LFBGA) (3/18)

Pin

Number

320-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

B8

PC06

PIO_030

D1-A

TMCI2/
TICO

GTETRGC/
GTCPPO7/
GTIOC15A/
POEGB

RXDO008-A/
SMISO008-A/
SSCL008/
MOSI0-A/
SSILRCKO

ETO_TX_ER
A

SDO_WP

IRQ13

PDMCLKO

B9

P802

PIO_058

CS2#-A/
WR#-B/
WRO0#-B

GTIW/
GTIOC1A/
POEGB

SCK010-B/
CTS010#/
TXDB010/
CRX2/
USBO_EXICE
N

ETO_MDIO-
B

IRQ2

ADCNV2

B10

VLO

B11

VSS_DCD
c

B12

VSS_DCD
C

B13

VCC_DCD
c

B14

P505

PIO_037

TMO3

GTETRGB/
GTIOC4B

TXDO007-B/
SMOSI007-B/
SSDA007/
TXDAO0O07/
MISO2-B

ETO_TX_CL
K-C/
GPTP_MAT
CHO

IRQ10

B15

P102

PIO_010

TMCI1

GTADSMO/
GTIOC13A

SCL00-A

ETO_COL

IRQ2

B16

VSS

B17

P107

PIO_015

TMO1

GTIV/
GTIOC15B/
POEGA

TXD003-B/
SMOSI003-B/
SSDAO003/
TXDAO003/
SDAHS2-A/
SSITXDO

ETO_TXD3-
B

SDO_DAT3-
C/PIXD3

IRQ31-
DS

ADTRG1
#

PCINB1

B18

P201

PIO_017

TMCIO

GTIW/
GTIOC3B/
GTIOC14B

SCKO006-A/
CTS006#/
TXDB006/
MISO0-C/
SCLHS1-A/
USBO_EXICE
N/SSILRCKO

ETO_RX_E
R-B/
RMIIO_RX_
ER-B

SDO_CLK-
C/PIXD5

IRQ9

PCINZO

B19

TCK/
SWCLK

P301

PIO_025

TMCI3

GTCPPO1
1

SCKO000-A/
CTSO000#/
TXDB000/
SCKO001-A/
CTS001#/
TXDB001/
RSPCK1-C

IRQ7

B20

TDO

P302

PIO_026

TMRI3

GTCPPO1
2

TXDO000-A/
SMOSI000-A/
SSDA000/
TXDAO0O00/
TXD001-A/
SMOSI001-A/
SSDA001/
TXDAO001/
MOSI1-C

IRQ4

C1

PG02

PIO_058

DQM3-A/
WR3#-C/
BC3#-C

GTIOC11A

TXD008-C/
SMOSI008-C/
SSDA008/
TXDAO008

IRQ10

Cc2

PGO1

PIO_057

DQMO-A/
WR#-C/
WRO0#-C

GTCPPO1

RXD008-C/
SMISO008-C/
SSCL008

IRQ9
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RX74N Group 1. Overview
Table 1.5 List of Pin and Pin Functions (320-Pin LFBGA) (4/18)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
320-Pin |System EXDMAC (RTC, (GPTW, CANFD, USB, (XSPI, AID Tamper
LFBGA [Control |I/O Port|PIO SDRAMC [CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
C3 PB01 |PIO_017|D14-A TMCIO GTETRGB/ [TXD004-A/  |ETO_RXD1- IRQ4-DS PCINB1
GTCPPO4/ |[SMOSI004-A/ |A/
GTIOC14B/|SSDA004/ RMII0_RXD
POEGA TXDAO004 1-A/
RGMII0_RX
D1-A
c4 PB03 |PIO_019|D12-A TMOO0 GTOULO/ |SCK004-A/  |ETO_RXD3- IRQ3
GTIOC4B |CTS004#/ A/
TXDB004 RGMII0O_RX
D3-A
C5 PB04 |PIO_020|D11-A GTOVUP/ |CTS004#/ ETO_RX_CL IRQ4
GTIOC5A |CTS009#/ K-A/
RTS009#/ RMIIO_REF
SS009#/ 50CK-A/
DEO009/ RGMII0O_RX
TXDB009 C-A
Cé PB06 |PIO_022|D9-A GTOWUP/ |[RXD009-A/ |ETO_RX_E IRQ6
GTIOC6A |SMISO009-A/ |R-A/
SSCL009 RMIIO_RX_
ER-A
c7 PB07 |PIO_023|D8-A GTOWLO/ |TXD009-A/  |ETO_LINKS IRQ15
GTIOC6B |SMOSI009-A/ |TA
SSDA009/
TXDAO009
C8 PB05 |PIO_021|D10-A TMRI1 GTOVLO/ |SCKO009-A/  [ETO_RX_D IRQ13
GTIOC5B |CTS009#/ V-A/
TXDB009 RMIIO_CRS
_DV-A/
RGMII0O_RX
_CTL-A
C9 P803 |PIO_059 |CS3#-A/ GTIOC1B/ |CTS010#/ ETO_MDC- IRQ3 ADSYNC
WR1#-B/ POEGA RTS010#/ B
BC1#-B SS010#/
DEO010/
TXDBO010/
CTX2/
USBO_ID
Cc10 VLO
c1 VLO
c12 VCC_DCD
C
Cc13 VCC_DCD
Cc
Cc14 P506 |PIO_038 GTETRGC/|SCK007-B/  |ETO_TXD2- IRQ6
GTIOC5A/ |CTS007#/ C/
POEGD TXDBO007/ GPTPO_PP
RSPCK2-B |S
C15 P105 |PIO_013 TMCI2 GTIV/ TXD002-B/  |[ETO_TXD1- |PIXD1 IRQ29- |ADST1 |PCINBO
GTIOC14B |[SMOSI002-B/ |B/ DS
SSDA002/ RMII0_TXD
TXDAO002/ 1-B
SCKO003-B/
CTS003#/
TXDBO003/
CRX2/
USBO_VBUS/
USBHS_OVR
CURB/
SSILRCK1
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RX74N Group 1. Overview
Table 1.5 List of Pin and Pin Functions (320-Pin LFBGA) (5/18)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
320-Pin [System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
C16 P805 |PIO_061 GTADSM1/ [SCK005-B/  |[ETO_TXDO- |HSYNC IRQ5 ADSYNC (PCINBO
GTIOC15B |CTS005#/ C/
TXDB005/ RMIIO_TXD
SSL22-B/ 0-C
CRX0/
USBO_VBUS
EN/
USBHS_VBU
SEN
c17 P806 |PIO_062 GTCPPO7/ |[RXD005-B/ |ETO_TXD1- |VSYNC IRQ14 PCINA1
GTIOC14A [SMISO005-B/ (C/
SSCL005/ RMIIO_TXD
SSL23-B/ 1-C
CTX1
c18 P807 |PIO_063 GTCPPO4/ [TXD005-B/ ETO_RX_E |PIXCLK IRQ15 PCINB1
GTIOC14B/|SMOSI005-B/ [R-C/
POEGD SSDAO005/ RMIIO_RX_
TXDAOO05/ ER-C
CRX1
c19 ETHPHYC |P304 [PIO_028 |ALE-C/ TMCI3 GTETRGD/ |CTS000#/ ETO_INT IRQO-DS [ADTRGO
LK WAIT#-B GTCPPOO0/ |CTS001#/ #
POEGA USBO_VBUS
EN/
USBHS_ID
Cc20 TDI P303 |PIO_027 TMCI2 GTCPPO1 |RXDO000-A/ IRQ1
3 SMISO000-A/
SSCL000/
RXDO001-A/
SMISO001-A/
SSCL001/
MISO1-C
D1 PA06 |PIO_014|A1-A/ TMCI3 GTIOC3A/ |TXD010-A/ IRQ14 PCINZ1
DQM2-B GTIOC13A [SMOSI010-A/
SSDA010/
TXDAO010/
MOSI0-B
D2 PG00 |PIO_056 |DQM1-A/ GTCPPOO [SCK008-C/ IRQ8
WR1#-C/ CTSO008#/
BC1#-C TXDB008
D3 P511 PIO_003|D20-A GTETRGA/ |SSL20-D ETO_RXD7- |SDO_CLK-D [IRQ19
GTIOC7B/ A
POEGC
D18 P108 |PIO_040 TICO GTCPPO8 [SCK009-C/ |ETO_RX_D |SDO_DAT4- [IRQ16 ADCNVO
CTSO009#/ V-C/ C/PIXDO
TXDB009/ RMII0O_CRS
RSPCK2-C |_DV-C
D19 P109 |PIO_041 TOCO GTCPPO9 |[RXDO009-C/ |ETO_RX_CL|SDO_DAT5- [IRQ17 ADCNV1
SMIS0009-C/ |K-C/ C/PIXD1
SSCL009/ RMIIO_REF
MOSI2-C 50CK-C
D20 P110 |PIO_042 GTCPPO1 [TXD009-C/ |ETO_RXDO- |SDO_DAT6- [IRQ18 ADCNV2
0 SMOSI009-C/ |C/ C/PIXD2
SSDA009/ RMIIO_RXD
TXDAO009/ 0-C
MISO2-C
E1 PAO5 |PIO_013|A2-A GTIOC2B/ |SCK010-A/ IRQ5 PCINAO
GTIOC12B |CTS010#/
TXDB010/
RSPCKO0-B
E2 ETHPHYC |PA07  |PIO_015|A0-A/ GTIOC3B/ |RXD010-A/ IRQ7 PCINBO
LK BCO#-A/ GTIOC13B [SMISO010-A/
DQM1-B SSCL010/
MISO0-B
E3 CLKOUT |P510 |PIO_002|D21-A GTETRGB/ |[MISO2-D ETO_RXD6- |SDO_CMD- [IRQ18 PCOUTZ0
GTIOC7A/ A D
POEGB
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1. Overview

Table 1.5

List of Pin and Pin Functions (320-Pin LFBGA) (6/18)

Pin

Number

320-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

E5

PGO05

PIO_061

A10-A

GTIOC12B

RXDO003-C/
SMIS0003-C/
SSCL003

ETO_MDIO-
A

IRQ13

E6

PB02

PIO_018

D13-A

GTOUUP/
GTIOC4A

CTS004#/
RTSO004#/
S$S004#/
DE004/
TXDB004/
CTS009#

ETO_RXD2-
A
RGMII0O_RX
D2-A

IRQ2

E7

PBO00

PIO_016

D15-A

GTETRGA/
GTADSMO/
GTIOC14A/
POEGC

RXDO004-A/
SMISO004-A/
SSCL004

ETO_RXDO-
A
RMIIO_RXD
0-A/
RGMII0_RX
DO-A

IRQ12

ADST2

PCINA1

E8

VvCC

E9

VvCC

E10

P500

PIO_032

WR#-A/
WRO#-A/
A16-C

GTIOC2A

CTS002#/
RTS002#/
SS002#/
DE002/
TXDB002/
CTS007#/
SSL11-C/
CTX0

ETO_LINKS
TA

SDO_DAT4-
A

IRQO

ADSTO

E1

P502

PIO_034

WR2#-A/
BC2#-A/
A18-C

GTIOC3A

TXD002-C/
SMOSI002-C/
SSDA002/
TXDAO002/
SSL13-C/
CTX1

ETO_WOL

SDO_DAT6-
A

IRQ2

ADST2

E12

P100

PIO_008

CS1#-B/
WAIT#-A

TMRI3/
CACREF

GTIU/
GTADSMO/
GTIOC12A

CTS002#/
RTS002#/
SS002#/
DE002/
TXDB002/
CTS005#/
USBO_OVRC
URB-DS/
USBHS_VBU
s

ETO_TX_ER
B

IRQO

ADTRG2
#

E13

vCC

E14

vCC

E15

P507

PIO_039

GTETRGD/
GTIOC5B/
POEGC

CTSO007#/
RTSO007#/
SS007#/
DE007/
TXDB007/
SSL20-B

ETO_TXD3-
C

IRQ7

E16

P804

PIO_060

GTADSMO/
GTIOC15A

CTS005#/
RTSO005#/
SS005#/
DE005/
TXDB005/
SSL21-B/
CTX0/
USBO_OVRC
URA/
USBHS_OVR
CURA

ETO_TX_EN
-C/
RMIIO_TX_
EN-C

PCKO

IRQ4

PCINAO

E18

P111

PIO_043

GTCPPO1
1

CTS012#/
CTS009#/
RTS009#/
SS009#/
DE009/
TXDB009/
SSL20-C

ETO_RXD1-
C/
RMIIO_RXD
1-C

SDO_DAT7-
C/PIXD3

IRQ19
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RX74N Group

1. Overview

Table 1.5

List of Pin and Pin Functions (320-Pin LFBGA) (7/18)

Pin

Number

320-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

E19

P112

PIO_044

GTCPPO1
2

CTS012#/
RTSO012#/
SS012#/
DEO012/
TXDB012/
CTS009#/
SSL21-C

ETO_RXD2-
C

PIXD4

IRQ20

ADSTO

PDMCLKO

E20

P113

PIO_045

GTCPPO1
3

SCK012-B/
CTS012#/
TXDB012/
SSL22-C

ETO_RXD3-
C

PIXD5

IRQ21

ADST1

PDMDATO

F1

PAO3

PIO_011

A4-A

GTIOC1B/
GTIOC11B

RXDO005-A/
SMISO005-A/
SSCL005

IRQ6-DS

ADSYNC

F2

PAO4

PIO_012

A3-A

TMRIO

GTIOC2A/
GTIOC12A

CTS0104#/
RTS010#/
SS010#/
DE010/
TXDB010/
SSL00-B

IRQ5-DS

PCINZO

F3

P509

PIO_001

D22-A

TOC2

GTIOC6B

MOSI2-D

ETO_RXD5-
A

SDO_DAT3-
D

IRQ17

PCOUTBO

F5

PGO7

PIO_063

A8-A

GTIOC13B

CTS003#/
RTSO003#/
SS003#/
DE003/
TXDB003

ETO_CRS

IRQ15

F6

PG06

PIO_062

A9-A

GTIOC13A

TXD003-C/
SMOSI003-C/
SSDA003/
TXDAO003

ETO_COL

IRQ14

F7

PG04

PIO_060

A11-A

GTIOC12A

SCKO003-C/
CTS003#/
TXDB003

ETO_MDC-
A

IRQ12

F8

VSS

F9

VSS

F10

P501

PIO_033

WR1#-A/
BC1#-A/
A17-C

GTIOC2B

SCK002-C/
CTS002#/
TXDB002/
SSL12-C/
CRX0

ETO_INT

SDO_DATS5-
A

IRQ1

ADST1

F11

P503

PIO_035

WR3#-A/
BC3#-A/
A19-C

GTIOC3B

RXD002-C/
SMISO002-C/
SSCL002/
CRX1/
USBO_OVRC
URB/
SSIRXDO

SDO_DAT7-
A

IRQ3

F12

P101

PIO_009

CSO0#-A/
ALE-B

TMCI3

GTETRGC/
GTADSM1/
GTIOC12B

SCK002-B/
CTS002#/
TXDB002/
USBO_VBUS-
DS/
USBHS_EXIC
EN

ETO_TX_CL
K-B

IRQ1

ADTRG1
#

F13

VSS

F14

VSS

F15

PF02

PIO_050

CS6#-B/
BREQ#-C

GTCPPO1/
GTIOC7A

RXDO000-C/
SMISO000-C/
SSCL000/
RXDO007-C/
SMISO007-C/
SSCL007

IRQ2

ADSYNC
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RX74N Group 1. Overview
Table 1.5 List of Pin and Pin Functions (320-Pin LFBGA) (8/18)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
320-Pin [System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
F16 P115 |PIO_047 GTCPPO1 |RXD012-B/ PIXD7 IRQ23
5 SMIS0012-B/
SSCL012
F18 P114  |PIO_046 GTCPPO1 |TXD012-B/ PIXD6 IRQ22 ADST2
4 SMOSI012-B/
SSDA012/
TXDAO012/
SSL23-C
F19 VSS
F20 VvCC
G1 PA02 |PIO_010|A5-A GTIW/ TXDO005-A/ IRQ10 ADCNV2
GTIOC1A/ |SMOSI005-A/
GTIOC11A |SSDA005/
TXDAO005/
SSL03-B
G2 PAO1  |PIO_009|A6-A GTIV/ SCKO005-A/ IRQ11 ADCNV1
GTIOCOB/ |CTS005#/
GTIOC10B |TXDBO005/
SSL02-B
G3 P508 |PIO_000|D23-A TIC2 GTIOC6A |RSPCK2-D  |ETO_RXD4- [SDO_DAT2- (IRQ16 PCOUTAO
A D
G5 vcc
G6 VSS
G15 PFO3 |PIO_051|CS7#-B/ GTCPPO2/ | TXD000-C/ IRQ3
BACK#-C GTIOC7B |SMOSI000-C/
SSDA000/
TXDAO000/
TXD007-C/
SMOSI007-C/
SSDA007/
TXDAO0O07
G16 PF04 |PIO_052|CS4#-B GTCPPO3/ |SCK000-C/ IRQ4
GTIOC8A |CTS000#/
TXDBO000/
SCK007-C/
CTS007#/
TXDBO007
G18 VSS_USB
G19 PFOO |PIO_048 GTCPPO1 |USBO_DP IRQO
4
G20 PFO1 |PIO_049 GTCPPO1 |USBO_DM IRQ1
5
H1 ETHPHYC |PAOO  |PIO_008 |A7-A CACREF |GTIU/ CTSO010#/ IRQ1-DS |[ADCNVO
LK GTIOCOA/ |CTS005#/
GTIOC10A |RTS005#/
SS005#/
DE005/
TXDBO005/
SSL01-B
H2 PG13 |PIO_029|D26-A GTCPPO1 |CTS003# GPTP_PTP |SDO_DAT5- |IRQ29 PCOUTBO
3 ouT1 D/
XSPI1_RES
ET1#/PIXD5
H3 PG15 |PIO_031|D24-A GTCPPO1 |CTSO11# SDO_DAT7- |IRQ31
5 D/
XSPI1_RST
O1#/PIXD7
H5 vCC
H6 VSS
H8 VSSs
H9 VCL
H10 VSS
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RX74N Group 1. Overview
Table 1.5 List of Pin and Pin Functions (320-Pin LFBGA) (9/18)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
320-Pin [System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA [Control |I/O Port|PIO SDRAMC [CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
H11 VSS
H12 VCL
H13 VSS
H15 ETHPHYC |P204  [PIO_020 (A20-C/ TMRI1 GTOVUP/ |CTS001#/ ETO_RXDO- |SDO_WP/ |IRQ12 PCOUTA1
LK CS7#-C GTIOC1A/ |RTS001#/ B/ PIXCLK
GTIOC5A | SS001#/ RMII0_RXD
DEO001/ 0-B
TXDBO001/
SSL10-B/
SCLHS1-B/
CTXo0/
USB0_VBUS
EN/
USBHS_VBU
S-DS/
SSIBCK1
H16 P203 |PIO_019|CS2#-B/ GTOULO/ |RXD006-A/  |ETO_RX_CL|[SDO_DAT1- [IRQ3 PDMDATO
BACK#-A GTIOCOB/ |SMISO006-A/ |K-B/ C/PIXD7
GTIOC4B |SSCL0O06/ RMIIO_REF
CTS003#/ 50CK-B
SSL00-C/
SDA00-B/
CRX2/
USBO_OVRC
URB/
USBHS_ID/
SSIBCKO
H18 PFO5 |PIO_053|CS5#-B GTCPPO5/ |CTS007#/ IRQ5
GTIOC8B/ |RTS007#/
POEGD SS007#/
DEO007/
TXDBO007/
SSL01-C
H19 VCC_USB
H20 VCC_USB
J1 PG11 |PIO_027|D28-A GTCPPO1 |CTS012#/ PIXD3 IRQ27 PCOUTZ1
3 RTS012#/
SS012#/
DEO012/
TXDB012
J2 PG14 |PIO_030|D25-A GTCPPO1 SDO_DAT6- |IRQ30 PCOUTZ0
4 D/
XSPI1_WP1
#/PIXD6
J3 PG12 |PIO_028|D27-A GTCPPO1 |CTS008#/ GPTP_PTP |SDO_DAT4- |IRQ28 PCOUTAO
2 CTSO005# OuTo D/
XSPI1_INT1
#
XSPI1_ECS
1#/PIXD4
J5 vVCcC
J6 VSS
J8 VSS
J9 VCL
J10 VSSs
JNn VSS
J12 VSS
J13 VCL
R01DS0434EJ0110 Rev.1.10 -zENESAS Page 39 of 285

Jul 31, 2026



RX74N Group

1. Overview

Table 1.5

List of Pin and Pin Functions (320-Pin LFBGA) (10/18)

Pin

Number

320-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

J15

CLKOUT

P205

PIO_021

A21-C/
CS6#-C

GTOVLO/
GTIOC1B/
GTIOC5B

SCKO001-B/
CTSO001#/
TXDBO001/
RSPCK1-B/
SDAHS1-B/
CRXo0/
USBO_VBUS/
USBHS_VBU
SEN/
SSIRXD1

ETO_RXD1-
B/
RMIIO_RXD
1-B

SDO_CD/
HSYNC

IRQ5

ADTRGO
#

PCOUTB1

J16

P202

PIO_018

CS3#-B/
BREQ#-A

TMOO

GTOUUP/
GTIOCO0A/
GTIOC4A

TXD006-A/
SMOSI006-A/
SSDA006/
TXDA00B/
RSPCKO-C/
SCL00-B/
CTX2/
USBO_OVRC
URA/
USBHS_EXIC
EN/
AUDIO_CLK

ETO_RX D
V-B/
RMIIO_CRS
DV-B

SDO_DATO-
CIPIXD6

IRQ15

PDMCLKO

J18

AVSS_US
BHS

J19

USBHS_DP

J20

USBHS_DM

K1

PG09

PIO_025

D30-A

TOC3

GTCPPO1
1

RXD012-C/
SMISO012-C/
SSCL012

PIXD1

IRQ25

PCOUTA1

K2

PG10

PIO_026

D29-A

GTCPPO1
2

TXD012-C/
SMOSI012-C/
SSDA012/
TXDAO012

PIXD2

IRQ26

PCOUTB1

K3

P705

PIO_053

RAS#-A/
CS5#-A

GTIOC12B

SCKO011-B/
CTSO011#/
TXDBO11

XSPI1_RST
o1#

IRQ13

ADCNV1

K5

P704

PIO_052

SDCS#-A/
CS4#-A

GTIOC12A

CTS004#/
CTSO011#/
RTSO11#/
SS011#/
DEO11/
TXDBO11

XSPI1_INT1
#/
XSPI1_ECS
1#

IRQ12

ADCNVO

K6

P702

PIO_050

RD#-A/
DQM3-B

GTETRGA/
GTIOC11A

SCKO004-B/
CTS004#/
TXDB004

XSPI1_WPO
#/
XSPI1_RES
ET1#/
HSYNC

IRQ10

ADST2

K8

VCL

K9

VSS

K10

VCL

K11

VCL

K12

VvCC

K13

VSS

K15

P207

PIO_023

A23-C/
CS4#-C

TMRI3

GTOWLO/
GTIOC2B/
GTIOC6B

RXD001-B/
SMISO001-B/
SSCL001/
MISO1-B/
SDAHS2-B/
CRX1/
USBO_ID/
USBHS_OVR
CURB-DS

ETO_RXD3-
B

PCKO

IRQ3-DS

ADTRG2
#
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RX74N Group 1. Overview
Table 1.5 List of Pin and Pin Functions (320-Pin LFBGA) (11/18)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
320-Pin [System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
K16 P206 |PIO_022|A22-C/ TMO3/ GTOWUP/ |CTS006#/ ETO_RXD2- |VSYNC IRQ2-DS |ADTRG1 |PCOUTZ1
CS5#-C  |RTCOUT |GTIOC2A/ |TXD001-B/ |B #
GTIOC6A |SMOSI001-B/
SSDA001/
TXDAO001/
MOSI1-B/
SCLHS2-B/
CTX1/
USBO_EXICE
N/
USBHS_OVR
CURA-DS/
SSITXD1
K18 USBHS_R
REF
K19 VSS_USB
HS
K20 VCC_usB
HS
L1 PG08 |PIO_024|D31-A TIC3 GTCPPO1 |SCK012-C/ PIXDO IRQ24
0 CTS012#/
TXDB012
L2 VSS
L3 P707 |PIO_055|WE#-A/ GTIOC13B |TXD011-B/ XSPI1_RES |IRQ7
CST7#-A SMOSI011-B/ ET1#
SSDA011/
TXDAO11
L5 P706 |PIO_054 |CAS#-A/ GTIOC13A [RXD011-B/ XSPI1_WP1|IRQ14 ADCNV2
CS6#-A SMIS0011-B/ #
SSCLO11
L6 P703 |PIO_051|ALE-A/ CACREF |GTETRGB/|CTS004#/ XSPI1_RES |IRQ8
WR2#-B/ GTIOC11B |RTS004#/ ETO0#/PCKO
BC2#-B 8§8004#/
DE004/
TXDB004
L8 VSS
L9 VSs
L10 VCL
L1 VCL
L12 VSS
L13 vcc
L15 P310 |PIO_058 RTCICO/ |GTETRGB/ |CTS000#/ IRQ18 ADTRGO |TAMPIO
CACREF |GTCPPO1/|CTS001#/ #
POEGC SSL11-B/
SSITXDO
L16 P305 NMI/IRQO
L18 AVCC_US
BHS
L19 vCC
L20 vCC
M1 P701  |PIO_049 |CKE-A/ GTIOC10B |RXD004-B/ XSPI1_RST |IRQ1 ADST1
WR3#-B/ SMISO004-B/ O0#/
BC3#-B SSCL004 XSPI1_RES
ETO#/
VSYNC
M2 P715 |PIO_023|A12-A GTCPPO9/ |[RXD010-C/ HSYNC IRQ23
GTIOC15B |SMISO010-C/
SSCL010
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RX74N Group

1. Overview

Table 1.5 List of Pin and Pin Functions (320-Pin LFBGA) (12/18)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
320-Pin [System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
M3 P714 |PIO_022 |A13-A GTCPPO8/ [TXD010-C/ VSYNC IRQ22
GTIOC15A |[SMOSI010-C/
SSDA010/
TXDA010
M5 VCC
M6 VSS
M8 VCL
M9 VCL
M10 VSS
M11 VSS
M12 VSS
M13 VCL
M15 P312 |PIO_060|BACK#-B |RTCIC2 |GTETRGD/|SSL13-B/ IRQ20 ADTRG2 [TAMPI2
GTCPPO1 |SSILRCKO #
5/POEGA
M16 P311 PIO_059 |BREQ#-B [RTCIC1 GTETRGC/|CTS007#/ ETO_WOL IRQ19 ADTRG1 |TAMPI1
GTCPPO1 |SSL12-B/ #
4/POEGD [SSIRXDO
M18 VSS
M19 EXTAL P306
M20 XTAL P307
N1 ETHPHYC |[P700 |PIO_048 |[SDCLK-A GTIOC10A |TXD004-B/ XSPI1_INTO [IRQO ADSTO
LK SMOSI004-B/ #/
SSDA004/ XSPI1_ECS
TXDA004 0#/PIXCLK
N2 P712 |PIO_020|A15-A GTCPPO5/ |CTS010#/ PCKO IRQ20
GTIOC14A |RTS010#/
SS010#/
DE010/
TXDB010/
CTS011#
N3 P713 |PIO_021|A14-A GTCPPO6/ |SCK010-C/ PIXCLK IRQ21
GTIOC14B |CTS010#/
TXDB010
N5 VCC
N6 VSS
N8 VSS
N9 VCL
N10 VSS
N11 VSS
N12 VCL
N13 VSS
N15 P209 |PIO_049 TOC1 GTETRGB [RXD004-C/ IRQ25 PCINB1
SMISO004-C/
SSCL004/
MOSI1-D
N16 P208 |PIO_048 TIC1 GTETRGA [SCK004-C/ IRQ24 PCINA1
CTS004#/
TXDB004/
RSPCK1-D
N18 MD/FINED |P315
N19 VSS
N20 VSS
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RX74N Group 1. Overview
Table 1.5 List of Pin and Pin Functions (320-Pin LFBGA) (13/18)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
320-Pin [System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
P1 PE06 |PIO_046|A9-B/A21- [TIC1 GTETRGC/ [SSL13-A XSPI1_DS/ |IRQ6
D GTADSM1/ PIXD6
GTIOC10A/
POEGB
P2 PEO7 |PIO_047|A8-B/A20- [TOC1 GTETRGD/ XSPI1_CS0 |IRQ7
D GTCPPO7/ #/PIXD7
GTIOC10B/
POEGD
P3 PF09 |PIO_017|A20-A/ CTS012# GPTP_CAP |XSPI1_INTO|IRQ17
A16-D TURE1 #
XSPI1_ECS
o#
P5 vCC
P6 VSS
P15 P211  |PIO_051 GTETRGD |CTS004#/ IRQ27
RTS004#/
SS004#/
DEO004/
TXDBO004/
CTS005#/
SSL10-D/
USBHS_OVR
CURB
P16 P210 |PIO_050 GTETRGC |TXD004-C/ IRQ26 PCINZ1
SMOSI004-C/
SSDA004/
TXDAO004/
MISO1-D
P18 VSS
P19 XCIN/ P309
EXCIN
P20 XCOUT  |P308
R1 PEO3 |PIO_043|A12-B TOC3 GTOVLO/ |CTS012#/ SDO_DAT7- |IRQ11
GTIOC8B |RTS012#/ B/
SS012#/ XSPI1_IO1/
DEO012/ PIXD3
TXDBO012/
MISO1-A
R2 PEO5 |PIO_045|A10-B/ GTOWLO/ [SSL12-A XSPI1_I03/ |IRQ5
A22-D GTIOC9B PIXD5
R3 PF08 |PIO_016|A21-A/ GTCPPO1 XSPI1_RES |IRQ16
A17-D 2/POEGA ETO#
R5 P607 |PIO_015|CS0#-B/ GTETRGB/ |CTS008#/ XSPIO_RST |IRQ15
D16-B GTADSMO/ |CTS009#/ oo#
GTIOC15B/|RTS009#/
POEGA SS009#/
DEO009/
TXDB009/
CRX2
R6 P606 |PIO_014|CS1#-C/ GTETRGA/ |SCK009-B/ XSPIO_RES [IRQ14
D17-B GTCPPO4/ |CTS009#/ ETO#
GTIOC15A/| TXDB009/
POEGC SSL03-D/
CTX2
R7 VSs
R8 VSS
R9 VSS
R10 P906 |PIO_006 GTCPPO2/ |[SCK006-B/  |ETO_MDC- IRQ14
POEGA CTS006#/ C
TXDB006
R11 P405 |PIO_053 IRQ13-  |ANOO5
DS
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RX74N Group 1. Overview
Table 1.5 List of Pin and Pin Functions (320-Pin LFBGA) (14/18)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
320-Pin [System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
R12 P404  |PIO_052 IRQ12-  |ANOO4
DS
R13 VSS
R14 VSSs
R15 P215 |PIO_055 GTCPPO1 |CTS004#/ IRQ31 PDMDATO
3 CTS005#/ /PCINZO
RTS005#/
SS005#/
DEO005/
TXDB005/
USBHS_ID
R16 P214  |PIO_054 GTCPPO1 |TXD005-C/ IRQ30 |ADTRG2 |PDMCLKO
2 SMOSI005-C/ # /PCINBO
SSDA005/
TXDAO0O05/
SSL13-D/
USBHS_EXIC
EN
R18 RES#
R19 vce
R20 VBATT/
vcC
T1 CLKOUT |PEO1 |PIO_041(A14-B GTOULO/ |TXD012-A/ SDO_DATS- |IRQ9
GTIOC7B |SMOSI012-A/ B/
SSDA012/ XSPI1_CK/
TXDAO012/ PIXD1
RSPCK1-A
T2 PEO4  |PIO_044 |A11-B/ GTOWUP/ (CTSO012#/ XSPI1_102/ (IRQ12
A23-D GTIOC9A [SSL11-A XSPI1_WPO0
#/PIXD4
T3 PFO7  |PIO_055|A22-A/ GTCPPO1 [SSL03-C XSPI1_RST (IRQ7
A18-D 1/GTIOC9B oo#
T5 P604  |PIO_012|CS3#-C/ GTIOC6A |TXD009-B/ XSPI0_CS1 (IRQ4
D19-B SMOSI009-B/ #
SSDA009/ XSPIO_RST
TXDAO009/ O0#
SSL01-D
T6 P602  |PIO_010 |CAS#-B/ GTIOC5A |SCK008-B/ XSPI0_IO6/ (IRQ2 ADTRG2
D21-B CTS008#/ HSYNC #
TXDB008/
MOSI0-D
T7 VCC2
T8 VCC2
T9 VCC2
T10 P907  |PIO_007 GTCPPO3/ |CTS006#/ ETO_MDIO- |XSPIO_WPO [IRQ15
POEGD  |RTS006#/ C #
SS006#/
DE006/
TXDB006/
CTS001#
T P406  |PIO_054 IRQ14-  |AN0O06
DS
T12 P407  |PIO_055 IRQ15-  |AN0OO7
DS
T13 vce
T14 vce
T15 P013  |PIO_037 GTCPPO1 GPTP_CAP IRQ29
3 TURE1
T16 P012  |PIO_036 GTCPPO1 |CTS006# GPTPO_PP IRQ28
2 S
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RX74N Group

1. Overview

Table 1.5

List of Pin and Pin Functions (320-Pin LFBGA) (15/18)

Pin

Number

320-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

T18

P213

PIO_053

GTCPPO1
1

RXD005-C/
SMISO005-C/
SSCL005/
SSL12-D/
USBHS_VBU
SEN

IRQ29

ADTRG1
#

PCINAO

T19

P212

PIO_052

GTCPPO1
0

SCKO005-C/
CTSO005#/
TXDBO005/
SSL11-D/
USBHS_OVR
CURA

IRQ28

ADTRGO
#

T20

P000

PIO_000

TMRIO

GTCPPO7/
GTIOC10A/
POEGB

CTSO000#/
CTSO007#/
RTSO007#/
SS007#/
DE007/
TXDB007/
AUDIO_CLK

ETO_INT

IRQ16-
DS

ANO016

u1

ETHPHYC
LK

PEOO

PIO_040

A15-B

GTOUUP/
GTIOC7A

SCKO012-A/
CTSO012#/
TXDBO012/
SSL10-A

SDO_DAT4-
B/
XSPI1_CKN
#
XSPI1_CS1
#/PIXDO

IRQ8

u2

PEO02

PIO_042

A13-B

TIC3

GTOVUP/
GTIOC8A

RXDO012-A/
SMISO012-A/
SSCLO12/
MOSI1-A

SDO_DAT6-
B/
XSPI1_IO0/
PIXD2

IRQ7-DS

u3

PF06

P1O_054

A23-A/
A19-D

GTCPPO6/
GTIOC9A/
POEGC

CTS000#/
RTS000#/
SS000#/
DEO000/
TXDB000/
CTS007#/
SSL02-C

XSPI1_CS1
#/
XSPI1_WPO
#

IRQ6

u18

P008

PIO_032

GTCPPO8/
GTIOC14A

TXD006-C/
SMOSI006-C/
SSDA006/
TXDAO06

IRQ24

ADTRG1
#

u19

P009

PIO_033

GTCPPOY/
GTIOC14B

RXD006-C/
SMIS0006-C/
SSCL006

ETO_LINKS
TA

IRQ25

ADTRG2
#

u20

P001

PIO_001

TMCIO

GTCPPOO/
GTIOC10B/
GTIOC7A

SCKO007-A/
CTSO007#/
TXDBO007/
SSIBCKO

ETO_LINKS
TA

IRQ17-
DS

ANO017

PCOUTZ0

V1

P709

PIO_017

A18-A

GTETRGD/
GTCPPO7/
GTIOC10B

RXD011-C/
SMISO011-C/
SSCLO11

XSPI1_|O5

IRQ17

V2

P711

PIO_019

A16-A

GTETRGB/
GTADSM1/
GTIOC11B

CTS010#/
CTSO011#/
RTSO011#/
SS011#/
DEO011/
TXDBO11

XSPI1_IO7

IRQ19

V3

P605

PIO_013

CS2#-C/
D18-B

GTIOC6B

RXD009-B/
SMISO009-B/
SSCL009/
SSL02-D

XSPIO_INTO
#/
XSPI0_ECS
o#

IRQ13

\Z3

P603

PIO_011

WE#-B/
D20-B

GTIOCS5B

CTSO008#/
RTS008#/
SS008#/
DE008/
TXDB008/
CTS009#/
MISO0-D

XSPIO_IO7/
PCKO

IRQ3
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RX74N Group 1. Overview
Table 1.5 List of Pin and Pin Functions (320-Pin LFBGA) (16/18)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
320-Pin [System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
V5 P600 |PIO_008 [SDCS#-B/ GTIOC4A |TXD008-B/ GPTP_PTP [XSPIO_IO4/ |IRQO ADTRGO
D23-B SMOSI008-B/ |OUTO PIXCLK #
SSDA008/
TXDAO008/
SSL00-D
V6 P601  |PIO_009 |RAS#-B/ GTIOC4B |RXD008-B/ |GPTP_PTP |XSPIO_IO5/ |IRQ1 ADTRG1
D22-B SMIS0008-B/ |OUT1 VSYNC #
SSCL008/
RSPCKO0-D
V7 P905 |PIO_005 GTCPPO1/ |[RXD006-B/ |ETO_CRS/ IRQ13
POEGB SMIS0006-B/ |GPTP_PTP
SSCL006 OUT1
\'%:] P904  |PIO_004 GTCPPOO/ [TXD006-B/ ETO_COL/ IRQ12
POEGC SMOSI006-B/ |GPTP_PTP
SSDA006/ ouTo
TXDAO006
V9 AVCCO
V10 AVSS0
V11 VREFLOO
V12 VREFH00
V13 P412 |PIO_060 IRQ28- |ANO12
DS
V14 P413  |PIO_061 IRQ29 ANO13
V15 P414  |PIO_062 IRQ30 ANO14/
DAO
V16 P415 |PIO_063 IRQ31 ANO15/
DA1
V17 P014 |PIO_038 GTCPPO1 ETO_COL/ IRQ30
4 GPTP_MAT
CH1
V18 PO11 PIO_035 GTCPPO1 |CTS006#/ GPTP_MAT IRQ27
1/ RTS006#/ CHO
GTIOC15B |SS006#/
DE006/
TXDB006
V19 P010 |PIO_034 GTCPPO1 |SCK006-C/ |ETO_WOL/ IRQ26
0/ CTSO006#/ GPTP_CAP
GTIOC15A [TXDB006 TUREO
V20 P002 |PIO_002 TMCI1 GTCPPO1/ [TXDO007-A/ ETO_MDC- IRQ18- |AN0O18 |PCOUTAO
GTIOC11A/ |SMOSI007-A/ D DS
GTIOC7B |SSDA007/
TXDAO007/
SSIBCK1
W1 P708 |PIO_016|A19-A GTETRGC/|SCK011-C/ ETO_INT XSPI1_IO04 [IRQ16
GTCPPO4/ |CTS011#/
GTIOC10A | TXDBO11
W2 P710 |PIO_018|A17-A GTETRGA/ [TXD011-C/ XSPI1_106 [IRQ18
GTADSMO/ |SMOSI011-C/
GTIOC11A |SSDA011/
TXDAO11
W3 PD05 |PIO_037 |A18-B/ GTIU/ SCKO003-A/ SDO_DAT1- |IRQ5 ANO029
D26-B GTIOC2B/ |CTS003#/ B/
POEGD TXDB003/ XSPIO_IO3/
SSL22-A/ PIXD5
CTX0
W4 PD03 |PIO_035|A20-B/ TOC2 GTIOC1B/ |TXD002-A/ SDO_CLK- |IRQ3 ANO27
D28-B POEGA SMOSI002-A/ B/
SSDA002/ XSPIO_IO1/
TXDA002/ PIXD3
MISO2-A
W5 VSS
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RX74N Group 1. Overview
Table 1.5 List of Pin and Pin Functions (320-Pin LFBGA) (17/18)
Pin Memory I/F
Number Timer Communication Camera I/F Others
T |Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
320-Pin [System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
W6 PD02 |PIO_034|A21-B/ TIC2 GTETRGB/ |RXD002-A/ SD0_CMD- |IRQ2 AN026
D29-B GTIOC1A/ |SMISO002-A/ B/
POEGB SSCL002/ XSPI0_IO0/
MOSI2-A PIXD2
W7 P902 |PIO_002 GTETRGC/|SCK001-C/ XSPIO_RES |IRQ10 ANO034
GTCPPO8 |CTS001#/ ET1#
TXDB001
W8 P900 |PIO_000 GTETRGA/ |RXD001-C/ XSPIO_INT1 |IRQO AN032
GTCPPO5 |SMISO001-C/ #l
SSCL001 XSPI0_ECS
1#
W9 AVCCO
W10 AVSSO0
W11 VREFLO01
W12 VREFHO01
W13 P403 |PIO_051 IRQ11-DS|AN003
W14 P401  |PIO_049 IRQ9-DS [AN0O1
W15 P411  |PIO_059 IRQ27-  |ANO11
DS
W16 P409 |PIO_057 IRQ25- |ANOO9
DS
W17 VSs
W18 P006 |PIO_006 GTCPPO5/ | SCK000-B/ IRQ22- |ADTRG1 |PDMCLKO
GTIOC13A/|CTS000#/ DS #/AN022 |/
GTIOC9B |TXDBO000 PCOUTZ1
W19 P004 |PIO_004 GTCPPO3/ | TXD000-B/ IRQ20- |ANO20 |PCOUTA1
GTIOC12A/|SMOSI000-B/ DS
GTIOC8B |SSDA000/
TXDAO000/
SSITXD1
W20 P003 |PIO_003 GTCPPO2/ |[RXD007-A/  |ETO_MDIO- IRQ19- |ANO19 |PCOUTBO
GTIOC11B/|SMISO007-A/ |D DS
GTIOC8A |SSCL007/
SSIRXD1
Y1 VSSs
Y2 PDO7 |PIO_039|A16-B/ GTIW/ TXDO003-A/ SD0_CD/  |IRQ7 ANO031
D24-B GTIOC3B/ |SMOSI003-A/ XSPI0_CS0
POEGA SSDA003/ #l
TXDAO003/ XSPIO_RES
CTX1 ET1#/PIXD7
Y3 PD06 |PIO_038|A17-B/ GTIV/ RXDO003-A/ SDO_WP/ |IRQ6 ANO030
D25-B GTIOC3A/ |SMISO003-A/ XSPI0_DS/
POEGB SSCL003/ PIXD6
SSL23-A/
CRX1
Y4 PD04 |PIO_036|A19-B/ GTETRGA/ |CTS002#/ SDO_DATO- |IRQ4 AN028
D27-B GTIOC2A/ |CTS003#/ B/
POEGC RTS003#/ XSPI0_I02/
SS003#/ XSPI0_WPO
DEO003/ #/PIXD4
TXDBO003/
SSL21-A/
CRX0
Y5 PD0O1 |PIO_033|A22-B/ GTETRGC/|SCK002-A/ SDO_DATS3- |IRQ1 AN025
D30-B GTIOCOB/ |CTS002#/ B/
POEGC TXDB002/ XSPI0_CK/
RSPCK2-A PIXD1
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RX74N Group 1. Overview
Table 1.5 List of Pin and Pin Functions (320-Pin LFBGA) (18/18)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
320-Pin [System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
Y6 PD00 |PIO_032|A23-B/ GTETRGD/ |CTS002#/ SDO_DAT2- |IRQO ANO024
D31-B GTIOCOA/ |RTS002#/ B/
POEGD SS002#/ XSPIO_CKN
DE002/ #/
TXDB002/ XSPIO_CS1
CTSO003#/ #/PIXDO
SSL20-A
Y7 P903 |PIO_003 GTETRGD/ |CTS006#/ XSPIO_WP1 [IRQ11 ANO035
GTCPPOY9/ |CTS001#/ #
POEGD RTSO001#/
SS001#/
DE001/
TXDBO001
Y8 P901  |PIO_001 GTETRGB/ |[TXD001-C/ XSPIO_RST [IRQ9 ANO033
GTCPPO6 [SMOSI001-C/ O1#/
SSDA001/ XSPIO_RES
TXDAO001 ETO#
Y9 AVCCO
Y10 AVSS0
Y11 VREFLO02
Y12 VREFH02
Y13 P402 |PIO_050 IRQ10-  |AN002
DS
Y14 P400 |PIO_048 IRQ8-DS |AN00O
Y15 P410 |PIO_058 IRQ26- |ANO10
DS
Y16 P408 |PIO_056 IRQ24- |AN008
DS
Y17 PO15 |PIO_039 GTCPPO1 ETO_CRS IRQ31
5
Y18 P007 |PIO_007 GTCPPO6/ | CTS000#/ IRQ23- |ADTRGO |PDMDATO
GTIOC13B/|RTS000#/ DS #/ANO23
POEGA SS000#/
DE000/
TXDB000
Y19 P005 |PIO_005 GTCPPO4/ |[RXD000-B/ IRQ21- |ADTRG2 [PCOUTB1
GTIOC12B/{SMISO000-B/ DS #/ANO21
GTIOC9A [SSCL000/
SSILRCK1
Y20 VSS
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1. Overview

1.6.2

Table 1.6

224-Pin LFBGA

List of Pin and Pin Functions (224-Pin LFBGA) (1/15)

Pin

Number

224-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

A1

VSS

A2

PCO03

PIO_027

D4-A

GTOVLO/
GTIOC8B

TXDO11-A/
SMOSI011-A/
SSDA011/
TXDAO11/
SDAHS1-C

ETO_TXD2-
A/
RGMIIO_TX
D2-A

SDO_CLK-A

IRQ11

PCOUTA1

A3

ETHPHYC
LK

PCO7

PIO_031

DO-A

TMO2/
TOCO/
CACREF

GTETRGD/
GTADSM1/
GTIOC158B/
POEGA

TXD008-A/
SMOSI008-A/
SSDA008/
TXDAO008/
MISO0-A/
SSITXDO

RGMIIO_TX
C-A

SDO_CD

IRQ14

PDMDATO

A4

CLKOUT

P801

PIO_057

EBCLK-A

GTIV/
GTIOCO0B/
POEGC

TXD010-B/
SMOSI010-B/
SSDA010/
TXDAO10

ETO_CRS

IRQ9

ADCNV1

A5

P802

PIO_058

CS2#-A/
WR#-B/
WRO#-B

GTIW/
GTIOC1A/
POEGB

SCKO010-B/
CTS010#/
TXDBO010/
CRX2/
USBO_EXICE
N

ETO_MDIO-
B

IRQ2

ADCNV2

A6

VLO

A7

VSS_DCD
c

A8

VCC_DCD
c

A9

P103

PIO_011

TMO3

GTADSM1/
GTIOC13B

CTS002#/
SDAO0O-A

ETO_CRS

IRQ3

A10

P104

PIO_012

TMRI2

GTIW/
GTIOC14A

RXD002-B/
SMISO002-B/
SSCL002/
CTS003#/
RTS003#/
S5003#/
DE003/
TXDB003/
cTX2/
USBO_OVRC
URA-DS/
USBHS_VBU
s

ETO_TXDO-
B/
RMIIO_TXD
0-B

PIXDO

IRQ4

ADSTO

PCINAO

A1

CLKOUT

P106

PIO_014

TMO2/
RTCOUT

GTIU/
GTIOC15A/
POEGB

RXDO003-B/
SMIS0003-B/
SSCL003/
SCLHS2-A

ETO_TXD2-
B

SDO_DAT?2-
C/PIXD2

IRQ30-
DS

ADTRGO
#

PCINA1

A12

P200

PIO_016

TMRIO

GTETRGA/
GTIOC3A/
GTIOC14A

CTS006#/
RTS006#/
S§S006#/
DEO006/
TXDB006/
MOSI0-C/
SDAHS1-A/
USBO_ID/
SSIRXDO

ETO_TX_EN
-B/
RMIIO_TX_
EN-B

SDO_CMD-
CIPIXD4

IRQ8

ADTRG2
#

PCINZ1

A13

TCK/
SWCLK

P301

PIO_025

TMCI3

GTCPPO1
1

SCKO000-A/
CTSO000#/
TXDB000/
SCKO001-A/
CTSO001#/
TXDB001/
RSPCK1-C

IRQ7
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1. Overview

Table 1.6

List of Pin and Pin Functions (224-Pin LFBGA) (2/15)

Pin

Number

224-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

A14

TDO

P302

PIO_026

TMRI3

GTCPPO1
2

TXD000-A/
SMOSI000-A/
SSDA000/
TXDAO0O0O/
TXD001-A/
SMOSI001-A/
SSDA001/
TXDAO001/
MOSI1-C

IRQ4

A15

VSS

B1

PC04

PIO_028

D3-A

TMCI1

GTOWUP/
GTIOC9A

CTS008#/
RTS008#/
SS008#/
DE008/
TXDB008/
CTSOM#/
SSLO0-A/
AUDIO_CLK

ETO_TXD3-
A
RGMIIO_TX
D3-A

SDO_DATO-
A

IRQ12

PCOUTB1

B2

PCO1

PIO_025

D6-A

GTOULO/
GTIOC7B

SCKO011-A/
CTSO011#/
TXDBO11/
SSL02-A/
SDA00-C

ETO_TXDO-
A
RMIIO_TXD
0-A/
RGMII0_TX
DO-A

SDO_DAT3-
A

IRQ12

PCOUTBO

B3

PC05

PIO_029

D2-A

TMRI2

GTOWLO/
GTIOC9B

SCKO008-A/
CTSO008#/
TXDBO008/
RSPCKO-A/
SSIBCKO

ETO_TX_EN
A
RMIIO_TX_
EN-A/
RGMIIO_TX
_CTL-A

SDO_DAT1-
A

IRQ5

PCOUTZ1

B4

PC06

PIO_030

D1-A

TMCI2/
TICO

GTETRGC/
GTCPPO7/
GTIOC15A/
POEGB

RXDO008-A/
SMISO008-A/
SSCL008/
MOSI0-A/
SSILRCKO

ETO_TX_ER
-A

SDO_WP

IRQ13

PDMCLKO

B5

P803

PIO_059

CS3#-A/
WR1#-B/
BC1#-B

GTIOC1B/
POEGA

CTS010#/
RTS010#/
SS010#/
DE010/
TXDBO10/
CTX2/
USBO_ID

ETO_MDC-
B

IRQ3

ADSYNC

B6

VLO

B7

VSS_DCD
c

B8

VCC_DCD
c

B9

P102

PIO_010

TMCH1

GTADSMO/
GTIOC13A

SCL00-A

ETO_COL

IRQ2

B10

P105

PIO_013

TMCI2

GTIV/
GTIOC14B

TXD002-B/
SMOSI002-B/
SSDA002/
TXDA002/
SCK003-B/
CTS003#/
TXDB003/
CRX2/
USBO_VBUS/
USBHS_OVR
CURB/
SSILRCK1

ETO_TXD1-
B/
RMIIO_TXD
1-B

PIXD1

IRQ29-
DS

ADST1

PCINBO

B11

P107

PIO_015

TMO1

GTIV/
GTIOC15B/
POEGA

TXD003-B/
SMOSI003-B/
SSDA003/
TXDAO003/
SDAHS2-A/
SSITXDO

ETO_TXD3-
B

SDO_DAT3-
C/PIXD3

IRQ31-
DS

ADTRG1
#

PCINB1
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1. Overview

Table 1.6

List of Pin and Pin Functions (224-Pin LFBGA) (3/15)

Pin

Number

224-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

B12

P201

PIO_017

TMCIO

GTIW/
GTIOC3B/
GTIOC14B

SCKO006-A/
CTS006#/
TXDBO006/
MISO0-C/
SCLHS1-A/
USBO_EXICE
N/SSILRCKO

ETO_RX_E
R-B/
RMIIO_RX_
ER-B

SDO_CLK-
CIPIXD5

IRQ9

PCINZO

B13

TMS/
SWDIO

P300

PIO_024

TMO1

GTCPPO1
0

CTSO000#/
RTS000#/
SS000#/
DE000/
TXDBO000/
CTSO001#/
RTS001#/
SS001#/
DE001/
TXDB001/
SSL10-C

ETO_WOL

IRQ6

B14

TDI

P303

PIO_027

TMCI2

GTCPPO1
3

RXD000-A/
SMISO000-A/
SSCL000/
RXDO001-A/
SMISO001-A/
SSCL001/
MISO1-C

IRQ1

B15

ETHPHYC
LK

P304

PIO_028

ALE-C/
WAIT#-B

TMCI3

GTETRGD/
GTCPPOO/
POEGA

CTS000#/
CTS001#/
USBO_VBUS
EN/
USBHS_ID

ETO_INT

IRQO-DS

ADTRGO
#

C1

PC00

PIO_024

D7-A

GTOUUP/
GTIOC7A

CTS011#/
RTSO11#/
SS011#/
DEO11/
TXDBO11/
SSLO1-A/
SCL00-C

ETO_TX_CL
K-A

SD0_DAT2-
A

IRQ14

PCOUTAO

C2

PC02

PIO_026

D5-A

GTOVUP/
GTIOC8A

RXDO011-A/
SMISO011-A/
SSCLO11/
SSLO3-A/
SCLHS1-C

ETO_TXD1-
A
RMIIO_TXD
1-A/
RGMIIO_TX
D1-A

SDO_CMD-
A

IRQ10

PCOUTZ0

C3

PBO06

PIO_022

D9-A

GTOWUP/
GTIOC6A

RXDO009-A/
SMISO009-A/
SSCL009

ETO_RX_E
R-A/
RMIIO_RX_
ER-A

IRQ6

C4

PB05

PIO_021

D10-A

TMRI1

GTOVLO/
GTIOC5B

SCKO009-A/
CTS009#/
TXDB009

ETO_RX_D
V-A/
RMIIO_CRS
_DV-A/
RGMIIO_RX
_CTL-A

IRQ13

C5

P800

PIO_056

CS1#-A/
DQMO0-B

GTIU/
GTIOCO0A/
POEGD

RXD010-B/
SMISO010-B/
SSCL010

ETO_COL

IRQ8

ADCNVO

Cé6

VLO

c7

P100

PIO_008

CS1#-B/
WAIT#-A

TMRI3/
CACREF

GTIU/
GTADSMO/
GTIOC12A

CTS002#/
RTS002#/
SS002#/
DE002/
TXDBO002/
CTSO005#/
USBO_OVRC
URB-DS/
USBHS_VBU
S

ETO_TX_ER
B

IRQO

ADTRG2
#
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Table 1.6

List of Pin and Pin Functions (224-Pin LFBGA) (4/15)

Pin

Number

224-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE) (ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

c8

VCC_DCD
c

C9

P804

PIO_060

GTADSMO/
GTIOC15A

CTS005#/  |ETO_TX_EN
RTS005#/  |-C/

SS005#/ RMIIO_TX_
DE005/ EN-C
TXDB005/
SSL21-B/
CTX0/
USBO_OVRC
URA/
USBHS_OVR
CURA

PCKO

IRQ4

PCINAO

C10

P805

PIO_061

GTADSM1/
GTIOC15B

SCK005-B/  |ETO_TXDO-
CTS005#/  |C/
TXDBO05/  |RMIIO_TXD
SSL22-B/ 0-C
CRX0/
USBO_VBUS
EN/
USBHS_VBU
SEN

HSYNC

IRQ5

ADSYNC

PCINBO

c1

P114

PIO_046

GTCPPO1
4

TXD012-B/
SMOSI012-B/
SSDA012/
TXDAO012/
SSL23-C

PIXD6

IRQ22

ADST2

C12

P111

PIO_043

GTCPPO1
1

CTS012#/ ETO_RXD1-
CTS009#/ C/
RTS009#/ RMIIO_RXD
SS009#/ 1-C

DE009Y/
TXDBO009/
SSL20-C

SDO_DAT7-
C/PIXD3

IRQ19

C13

P108

PIO_040

TICO

GTCPPO8

SCKO009-C/ |ETO_RX_D
CTS009#/ V-C/
TXDB009/ RMIIO_CRS
RSPCK2-C |_DV-C

SDO_DATA4-
C/PIXDO

IRQ16

ADCNVO

C14

P110

PIO_042

GTCPPO1
0

TXD009-C/ ETO_RXDO-
SMOSI009-C/ |C/
SSDA009Y/ RMIIO_RXD
TXDAO009/ 0-C
MISO2-C

SDO_DAT6-
C/PIXD2

IRQ18

ADCNV2

C15

P113

PIO_045

GTCPPO1
3

SCKO012-B/  |ETO_RXD3-
CTS012#/ C
TXDB012/
SSL22-C

PIXD5

IRQ21

ADST1

PDMDATO

D1

PG00

PIO_056

DQM1-A/
WR1#-C/
BC1#-C

GTCPPOO

SCKO008-C/
CTS008#/
TXDB008

IRQ8

D2

PG02

PIO_058

DQM3-A/
WR3#-C/
BC3#-C

GTIOC11A

TXD008-C/
SMOSI008-C/
SSDA008/
TXDAO008

IRQ10

D3

PB04

PIO_020

D11-A

GTOVUP/
GTIOC5A

CTS004#/  |ETO_RX_CL
CTS009#  |K-A/
RTS009#/  |RMIIO_REF
SS009#/ 50CK-A/
DE009/ RGMIIO_RX
TXDB009 C-A

IRQ4

D4

PBO7

PIO_023

D8-A

GTOWLO/
GTIOC6B

TXD009-A/ ETO_LINKS
SMOSI009-A/ |TA
SSDA009/
TXDAO009

IRQ15
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RX74N Group

1. Overview

Table 1.6

List of Pin and Pin Functions (224-Pin LFBGA) (5/15)

Pin

Number

224-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

D5

P502

PIO_034

WR2#-A/
BC2#-A/
A18-C

GTIOC3A

TXD002-C/
SMOSI002-C/
SSDA002/
TXDAO002/
SSL13-C/
CTX1

ETO_WOL

SDO_DAT6-
A

IRQ2

ADST2

D6

P500

PIO_032

WR#-A/
WRO#-A/
A16-C

GTIOC2A

CTS002#/
RTS002#/
$S002#/
DE002/
TXDB002/
CTS007#/
SSL11-C/
CTX0

ETO_LINKS
TA

SDO_DAT4-
A

IRQO

ADSTO

D7

P101

P1O_009

CSO0#-A/
ALE-B

TMCI3

GTETRGC/
GTADSM1/
GTIOC12B

SCK002-B/
CTS002#/
TXDB002/
USBO_VBUS-
DS/
USBHS_EXIC
EN

ETO_TX_CL
K-B

IRQ1

ADTRG1
#

D8

P504

PIO_036

TMCI1

GTETRGA/
GTIOC4A

CTS002#/
RXD007-B/
SMISO007-B/
SSCL007/
MOSI2-B

ETO_TX_ER
-C/
GPTP_CAP
TURED

IRQ4

D9

P506

PIO_038

GTETRGC/
GTIOC5A/
POEGD

SCKO007-B/
CTS007#/
TXDB007/
RSPCK2-B

ETO_TXD2-
c/
GPTPO_PP
s

IRQ6

D10

P806

PIO_062

GTCPPO7/
GTIOC14A

RXDO005-B/
SMISO005-B/
SSCL005/
SSL23-B/
CTX1

ETO_TXD1-
C/
RMIIO_TXD
1-C

VSYNC

IRQ14

PCINA1

D11

P109

PIO_041

TOCO

GTCPPO9

RXD009-C/
SMISO009-C/
SSCL009Y/
MOSI2-C

ETO_RX_CL
K-C/
RMII0_REF
50CK-C

SDO_DAT5-
C/PIXD1

IRQ17

ADCNV1

D12

P115

PIO_047

GTCPPO1
5

RXD012-B/
SMISO012-B/
SSCL012

PIXD7

IRQ23

D13

P112

PIO_044

GTCPPO1
2

CTS012#/
RTSO012#/
SS012#/
DEO012/
TXDB012/
CTS009#/
SSL21-C

ETO_RXD2-
C

PIXD4

IRQ20

ADSTO

PDMCLKO

D14

VSS

D15

VvCC

E1

PGO1

PIO_057

DQMO-A/
WR#-C/
WRO#-C

GTCPPO1

RXD008-C/
SMIS0008-C/
SSCL008

IRQ9

E2

PGO03

PIO_059

DQM2-A/
WR2#-C/
BC2#-C

GTIOC11B

CTSO008#/
RTS008#/
SS008#/
DE008/
TXDB008

ETO_INT/
GPTP_MAT
CH1

IRQ11

E3

PB02

PIO_018

D13-A

GTOUUP/
GTIOC4A

CTS004#/
RTS004#/
S$8004#/
DEO004/
TXDB004/
CTS009#

ETO_RXD2-
A
RGMII0_RX
D2-A

IRQ2
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RX74N Group

1. Overview

Table 1.6

List of Pin and Pin Functions (224-Pin LFBGA) (6/15)

Pin

Number

224-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE) (ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

E4

PB03

PIO_019

D12-A

TMOO0

GTOULO/
GTIOC4B

SCKO004-A/  |ETO_RXD3-
CTS004#/ A
TXDB004 RGMII0O_RX
D3-A

IRQ3

E5

VvCC

E6

P501

PIO_033

WR1#-A/
BC1#-A/
A17-C

GTIOC2B

SCK002-C/  |ETO_INT
CTS002#/
TXDB002/
SSL12-C/
CRX0

SDO_DAT5-
A

IRQ1

ADST1

E7

P503

PIO_035

WR3#-A/
BC3#-A/
A19-C

GTIOC3B

RXD002-C/
SMIS0002-C/
SSCLO02/
CRX1/
USBO_OVRC
URB/
SSIRXDO

SDO_DAT7-
A

IRQ3

E8

P505

PIO_037

TMO3

GTETRGB/
GTIOC4B

TXD007-B/ ETO_TX_CL
SMOSI007-B/ [K-C/
SSDA007/ GPTP_MAT
TXDAO007/ CHO
MISO2-B

IRQ10

E9

P507

PIO_039

GTETRGD/
GTIOC5B/
POEGC

CTS007#/ ETO_TXD3-
RTSO007#/ C

SS007#/
DE007/
TXDBO007/
SSL20-B

IRQ7

E10

P807

PIO_063

GTCPPO4/
GTIOC14B/
POEGD

TXD005-B/ ETO_RX_E
SMOSI005-B/ |R-C/
SSDA005/ RMIIO_RX_
TXDAO0O05/ ER-C

CRX1

PIXCLK

IRQ15

PCINB1

E1

PF02

PIO_050

CS6#-B/
BREQ#-C

GTCPPO1/
GTIOC7A

RXD000-C/
SMISO000-C/
SSCL000/
RXD007-C/
SMIS0O007-C/
SSCL007

IRQ2

ADSYNC

E12

PFO4

PIO_052

CS4#-B

GTCPPO3/
GTIOCS8A

SCKO000-C/
CTSO000#/
TXDB000/
SCKO007-C/
CTSO007#/
TXDB007

IRQ4

E13

PF03

PIO_051

CS7#-B/
BACK#-C

GTCPPO2/
GTIOC7B

TXDO000-C/
SMOSI000-C/
SSDA000/
TXDAO00O/
TXD007-C/
SMOSI007-C/
SSDAO007/
TXDAO07

IRQ3

E14

PF00

PIO_048

GTCPPO1
4

USBO_DP

IRQO

E15

PFO1

PIO_049

GTCPPO1
5

USB0O_DM

IRQ1

F1

PAQO5

PIO_013

A2-A

GTIOC2B/
GTIOC12B

SCKO010-A/
CTS010#/
TXDBO010/
RSPCKO0-B

IRQ5

PCINAO

F2

ETHPHYC
LK

PAQO7

PIO_015

AOQ-A/
BCO#-A/
DQM1-B

GTIOC3B/
GTIOC13B

RXDO010-A/
SMISO010-A/
SSCLO010/
MISO0-B

IRQ7

PCINBO
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RX74N Group 1. Overview

Table 1.6 List of Pin and Pin Functions (224-Pin LFBGA) (7/15)

Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
224-Pin |System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
F3 PB01 |PIO_017 |D14-A TMCIO GTETRGB/ | TXD004-A/ ETO_RXD1- IRQ4-DS PCINB1

GTCPPO4/ |SMOSI004-A/ A/
GTIOC14B/|SSDA004/  |RMIIO_RXD
POEGA  |TXDA004 1-A/
RGMII0_RX
D1-A

F4 PBO0 |PIO_016 |D15-A GTETRGA/ |RXD004-A/  |ETO_RXDO- IRQ12 ADST2 |PCINA1
GTADSMO/ [SMISO004-A/ |A/
GTIOC14A/|SSCL004 RMIIO_RXD

POEGC 0-A/
RGMII0_RX
DO-A
F5 VSs
F6 veL
F7 VSs
F8 vce
F9 VSs
F10  |vss
F11 PFO5 [PIO_053|CS5#-B GTCPPOS5/ |CTS0074#/ IRQ5
GTIOC8B/ |RTS007#/
POEGD  |SSO007#/
DE007/
TXDBO07/
SSLO1-C
F12 P202 [PIO_018[CS3#-B/ [TMOO  |GTOUUP/ |TXDO06-A/ |ETO_RX_D |SDO_DATO- [IRQ15 PDMCLKO
BREQ#-A GTIOCOA/ |SMOSI006-A/ |V-B/ CIPIXD6
GTIOC4A |SSDA006/  |RMIIO_CRS
TXDAOO6/  |_DV-B
RSPCKO-C/
SCL00-BY
CTX2/
USB0_OVRC
URA/
USBHS_EXIC
EN/
AUDIO_CLK
F13 P203  [PIO_019|CS2#-B/ GTOULO/ |RXD006-A/ |ETO_RX_CL|SDO_DAT1- [IRQ3 PDMDATO
BACK#-A GTIOCOB/ |SMISO006-A/ |K-B/ CIPIXD7

GTIOC4B |SSCL006/  |RMIIO_REF
CTS003#  |50CK-B
SSL00-C/
SDAQ00-B/
CRX2/

USBO_OVRC
URB/

USBHS_ID/
SSIBCKO

F14 VCC_USB
F15 VSS_USB

G1 PAO4 |PIO_012|A3-A TMRIO GTIOC2A/ |CTSO10#/ IRQ5-DS PCINZO
GTIOC12A |RTSO010#/
SS010#/
DE010/

TXDBO010/
SSL00-B

G2 PA06  |PIO_014|A1-A/ TMCI3 GTIOC3A/ |TXDO010-A/ IRQ14 PCINZ1
DQM2-B GTIOC13A [SMOSI010-A/
SSDA010/
TXDAO010/
MOSI0-B

G3 PGO05 |PIO_061|A10-A GTIOC12B |[RXD003-C/ |ETO_MDIO- IRQ13
SMISO003-C/ (A
SSCL003
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RX74N Group 1. Overview

Table 1.6 List of Pin and Pin Functions (224-Pin LFBGA) (8/15)

Pin Memory I/F
Number Timer Communication Camera I/F Others
7Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
224-Pin |System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
G4 PGO07 |PIO_063|A8-A GTIOC13B |CTS003#/ ETO_CRS IRQ15
RTSO003#/
SS003#/
DE003/
TXDB003
G5 PF09 |PIO_017 |A20-A/ CTS012# GPTP_CAP |XSPI1_INTO |IRQ17
A16-D TURE1 #l
XSPI1_ECS
O#
G6 VSS
G7 VCL
G8 VSS
G9 VCL
G10 VCL
G111 CLKOUT |[P205 |PIO_021|A21-C/ GTOVLO/ |SCK001-B/ |ETO_RXD1- [SDO_CD/ [IRQ5 ADTRGO [PCOUTB1
CS6#-C GTIOC1B/ |CTS001#/ B/ HSYNC #
GTIOC5B |TXDB001/ RMIIO_RXD
RSPCK1-B/ |1-B
SDAHS1-B/
CRX0/
USBO_VBUS/
USBHS_VBU
SEN/
SSIRXD1
G12 ETHPHYC [P204 [P1O_020|A20-C/ TMRI1 GTOVUP/ |CTSO001#/ ETO_RXDO- |SDO_WP/ [IRQ12 PCOUTA1
LK CS7#-C GTIOC1A/ |RTSO01#/ B/ PIXCLK
GTIOC5A [SS001#/ RMII0_RXD
DE001/ 0-B
TXDB001/
SSL10-B/
SCLHS1-B/
CTXo0/
USBO_VBUS
EN/
USBHS_VBU
S-DS/
SSIBCK1
G13 VCC_USB
HS
G14 USBHS_DP
G15 USBHS_DM
H1 PAO2 |PIO_010|A5-A GTIW/ TXDO005-A/ IRQ10 ADCNV2
GTIOC1A/ |SMOSI005-A/
GTIOC11A |SSDA005/
TXDAOO05/
SSL03-B
H2 PAO3  |PIO_011|A4-A GTIOC1B/ |RXDO005-A/ IRQ6-DS [ADSYNC
GTIOC11B [SMISO005-A/
SSCL005
H3 PG06 |PIO_062|A9-A GTIOC13A |[TXD003-C/  |ETO_COL IRQ14
SMOSI003-C/
SSDAO003/
TXDAO003
H4 PG04 |PIO_060|A11-A GTIOC12A [SCK003-C/  |ETO_MDC- IRQ12
CTS003#/ A
TXDB003
H5 PF08 |PIO_016 |A21-A/ GTCPPO1 XSPI1_RES |IRQ16
A17-D 2/POEGA ETO#
H6 VvCC
H7 VSS
H8 VCL
H9 VSS
R01DS0434EJ0110 Rev.1.10 -zENESAS Page 56 of 285

Jul 31, 2026



RX74N Group 1. Overview
Table 1.6 List of Pin and Pin Functions (224-Pin LFBGA) (9/15)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
224-Pin |System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
H10 VCL
H11 P206 |PIO_022|A22-C/ TMO3/ GTOWUP/ |CTS006#/ ETO_RXD2- |VSYNC IRQ2-DS |[ADTRG1 [PCOUTZ1
CS5#-C |RTCOUT |GTIOC2A/ |TXD001-B/ B #
GTIOC6A [SMOSI001-B/
SSDA001/
TXDAO001/
MOSI1-B/
SCLHS2-B/
CTX1/
USBO_EXICE
N/
USBHS_OVR
CURA-DS/
SSITXD1
H12 AVSS_US
BHS
H13 USBHS_R
REF
H14 VSS_USB
HS
H15 VvCC
J1 ETHPHYC |[PAOO  [PIO_008 |A7-A CACREF |GTIU/ CTS010#/ IRQ1-DS [ADCNVO
LK GTIOCOA/ |CTS005#/
GTIOC10A |RTSO005#/
SS005#/
DE005/
TXDB005/
SSL01-B
J2 PAO1  |PIO_009 |AB-A GTIV/ SCKO005-A/ IRQ11 ADCNV1
GTIOCOB/ |CTS005#/
GTIOC10B | TXDB005/
SSL02-B
J3 P703 |PIO_051 |ALE-A/ CACREF |GTETRGB/ |CTS004#/ XSPI1_RES [IRQ8
WR2#-B/ GTIOC11B |RTS004#/ ETO#/PCKO
BC2#-B SS004#/
DE004/
TXDB004
J4 PF06 |PIO_054 |A23-A/ GTCPPO6/ |CTS000#/ XSPI1_CS1 [IRQ6
A19-D GTIOC9A/ |RTSO00#/ #/
POEGC SS000#/ XSPI1_WPO
DE000/ #
TXDB000/
CTS007#/
SSL02-C
J5 PFO7 |PIO_055|A22-A/ GTCPPO1 [SSL03-C XSPI1_RST [IRQ7
A18-D 1/GTIOC9B O0#
J6 VSS
J7 VCL
J8 VSS
J9 VCL
J10 VSS
J1 P207 |PIO_023 |A23-C/ TMRI3 GTOWLO/ |[RXD001-B/  |ETO_RXD3- |PCKO IRQ3-DS [ADTRG2
CS4#-C GTIOC2B/ |SMISO001-B/ |B #
GTIOC6B |SSCL001/
MISO1-B/
SDAHS2-B/
CRX1/
USBO_ID/
USBHS_OVR
CURB-DS
J12 P305 NMI/IRQO
J13 AVCC_US
BHS
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RX74N Group 1. Overview
Table 1.6 List of Pin and Pin Functions (224-Pin LFBGA) (10/15)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
224-Pin |System EXDMAC (RTC, (GPTW, CANFD, USB, (XSPI, AID Tamper
LFBGA [Control |I/O Port|PIO SDRAMC [CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
J14 XTAL P307
J15 EXTAL P306
K1 P707  |PIO_055 | WE#-A/ GTIOC13B |TXD011-B/ XSPI1_RES |IRQ7
CST7#-A SMOSI011-B/ ET1#
SSDA011/
TXDAO11
K2 P706 |PIO_054 |CAS#-A/ GTIOC13A |RXD011-B/ XSPI1_WP1|[IRQ14 ADCNV2
CS6#-A SMISO011-B/ #
SSCLO11
K3 P702  |PIO_050 |RD#-A/ GTETRGA/ | SCK004-B/ XSPI1_WPO|IRQ10  |ADST2
DQM3-B GTIOC11A |CTS004#/ #l
TXDB004 XSPI1_RES
ET1#/
HSYNC
K4 P605 |PIO_013|CS2#-C/ GTIOC6B |RXD009-B/ XSPIO_INTO [IRQ13
D18-B SMISO009-B/ #l
SSCL009/ XSPIO_ECS
SSL02-D O#
K5 Vss
K6 vcc
K7 VSSs
K8 VCC2
K9 VCL
K10 VSSs
K11 P310 |PIO_058 RTCICO/ |GTETRGB/|CTS000#/ IRQ18  |ADTRGO |TAMPIO
CACREF |GTCPPO1/|CTS001#/ #
POEGC SSL11-B/
SSITXDO
K12 P311  |PIO_059 |BREQ#-B |[RTCIC1 |GTETRGC/|CTS007#/ ETO_WOL IRQ19  |ADTRG1 |TAMPI1
GTCPPO1 |SSL12-B/ #
4/POEGD |SSIRXDO
K13 MD/FINED |P315
K14 VSSs
K15 VSS
L1 P705 |PIO_053 |RAS#-A/ GTIOC12B |SCKO011-B/ XSPI1_RST |IRQ13  |ADCNV1
CS5#-A CTSO011#/ O1#
TXDBO11
L2 P704 |PIO_052|SDCS#-A/ GTIOC12A |CTS004#/ XSPI1_INT1|IRQ12  |ADCNVO
CS4#-A CTSO11#/ #l
RTSO11#/ XSPI1_ECS
SSO011#/ 1#
DEO11/
TXDBO11
L3 P604 |PIO_012|CS3#-C/ GTIOC6A | TXD009-B/ XSPI0_CS1 |IRQ4
D19-B SMOSI009-B/ #l
SSDA009Y/ XSPIO_RST
TXDA009/ Ooo#
SSL01-D
L4 P606 |PIO_014|CS1#-C/ GTETRGA/ |SCK009-B/ XSPIO_RES [IRQ14
D17-B GTCPPO4/ |CTS009#/ ETO#
GTIOC15A/| TXDB009/
POEGC  |SSL03-D/
CTX2
L5 VCC2
L6 P904  |PIO_004 GTCPPOO/ | TXD006-B/  |ETO_COL/ IRQ12
POEGC SMOSI006-B/ |[GPTP_PTP
SSDA006/ OouTo
TXDA006
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RX74N Group 1. Overview
Table 1.6 List of Pin and Pin Functions (224-Pin LFBGA) (11/15)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
224-Pin |System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
L7 P906  |PIO_006 GTCPPO2/ |SCK006-B/  |ETO_MDC- IRQ14
POEGA  |CTS006#/ C
TXDB006
L8 P407  |PIO_055 IRQ15-  |AN0OO7
DS
L9 P406 |PIO_054 IRQ14-  |AN0O06
DS
L10 P215 |PIO_055 GTCPPO1 |CTS004#/ IRQ31 PDMDATO
3 CTSO005#/ /PCINZO
RTS005#/
SS005#/
DEO005/
TXDB005/
USBHS_ID
L1 P209 |PIO_049 TOCH GTETRGB |RXD004-C/ IRQ25 PCINB1
SMISO004-C/
SSCL004/
MOSI1-D
L12 P312  |PIO_060 [BACK#-B |RTCIC2 |GTETRGD/|SSL13-B/ IRQ20  |ADTRG2 |TAMPI2
GTCPPO1 |SSILRCKO #
5/POEGA
L13 vcc
L14 XCIN/ P309
EXCIN
L15 XCOUT  |P308
M1 ETHPHYC [P700 |PIO_048|SDCLK-A GTIOC10A | TXD004-B/ XSPI1_INTO [IRQO ADSTO
LK SMOSI004-B/ #l
SSDA004/ XSPI1_ECS
TXDA004 0#/PIXCLK
M2 P701  |PIO_049 [CKE-A/ GTIOC10B |RXD004-B/ XSPI1_RST [IRQ1 ADST1
WR3#-B/ SMISO004-B/ oo#/
BC3#-B SSCL004 XSPI1_RES
ETO#/
VSYNC
M3 P607  [PIO_015|CSO#-B/ GTETRGB/ |CTS008#/ XSPIO_RST (IRQ15
D16-B GTADSMO/ |CTS009#/ 0oo0#
GTIOC15B/|RTS009#/
POEGA  [SS009#/
DE009/
TXDB009/
CRX2
M4 P603  [PIO_011 (WE#-B/ GTIOC5B |CTS008#/ XSPI0_IO7/ IRQ3
D20-B RTS008#/ PCKO
SS008#/
DE008/
TXDB008/
CTS009#/
MISO0-D
M5 P907  |PIO_007 GTCPPO3/ |CTS006#/ ETO_MDIO- |XSPIO_WPO [IRQ15
POEGD  |RTS006#/ C #
SS006#/
DE006/
TXDB006/
CTS001#
M6 P905 |PIO_005 GTCPPO1/|RXD006-B/ |ETO_CRS/ IRQ13
POEGB  [SMISO006-B/ |GPTP_PTP
SSCL006 OuT1
M7 P902  |PIO_002 GTETRGC/|SCK001-C/ XSPIO_RES [IRQ10  |AN034
GTCPPO8 |CTS001#/ ET1#
TXDB001
M8 P900  |PIO_000 GTETRGA/ |RXD001-C/ XSPIO_INT1 [IRQO AN032
GTCPPOS5 |SMISO001-C/ #l
SSCL001 XSPI0_ECS
#
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RX74N Group

1. Overview

Table 1.6 List of Pin and Pin Functions (224-Pin LFBGA) (12/15)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
224-Pin |System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
M9 P405 |PIO_053 IRQ13-  |AN005
DS
M10 P415 |PIO_063 IRQ31 ANO15/
DA1
M11 P212  |PIO_052 GTCPPO1 |SCK005-C/ IRQ28 ADTRGO
0 CTS005#/ #
TXDBO005/
SSL11-D/
USBHS_OVR
CURA
M12 P214 |PIO_054 GTCPPO1 |TXDO005-C/ IRQ30 ADTRG2 |PDMCLKO
2 SMOSI005-C/ # /PCINBO
SSDA005/
TXDAO005/
SSL13-D/
USBHS_EXIC
EN
M13 RES#
M14 VSS
M15 VBATT/
VvCC
N1 PEO7 |PIO_047|A8-B/A20- [TOC1 GTETRGD/ XSPI1_CS0 |IRQ7
D GTCPPO7/ #/PIXD7
GTIOC10B/
POEGD
N2 PE0O4 |PIO_044|A11-B/ GTOWUP/ |CTS012#/ XSPI1_I02/ |IRQ12
A23-D GTIOC9A |[SSL11-A XSPI1_WPO
#/PIXD4
N3 PE06 |PIO_046|A9-B/A21- |TIC1 GTETRGC/ [SSL13-A XSPI1_DS/ |IRQ6
D GTADSM1/ PIXD6
GTIOC10A/
POEGB
N4 P602 |PIO_010|CAS#-B/ GTIOC5A |SCK008-B/ XSPI0_IO6/ |IRQ2 ADTRG2
D21-B CTS008#/ HSYNC #
TXDBO008/
MOSI0-D
N5 P601  |PIO_009 |RAS#-B/ GTIOC4B |RXD008-B/ |GPTP_PTP [XSPIO_IO5/ (IRQ1 ADTRG1
D22-B SMIS0008-B/ |OUT1 VSYNC #
SSCL008/
RSPCKO-D
N6 P600 |PIO_008 |SDCS#-B/ GTIOC4A |TXDO008-B/ |GPTP_PTP [XSPIO_lO4/ [IRQO ADTRGO
D23-B SMOSI008-B/ |OUTO PIXCLK #
SSDA008/
TXDAO008/
SSL00-D
N7 P903 |PIO_003 GTETRGD/ |CTS006#/ XSPIO_WP1|IRQ11 ANO035
GTCPPO9/ |CTS001#/ #
POEGD RTS001#/
SS001#/
DEO001/
TXDB001
N8 P901  |PIO_001 GTETRGB/ | TXD001-C/ XSPIO_RST |IRQ9 ANO033
GTCPPO6 |SMOSI001-C/ O1#/
SSDA001/ XSPIO_RES
TXDAO0O01 ETO#
N9 P404 |PIO_052 IRQ12-  |AN004
DS
N10 P414  |PIO_062 IRQ30 ANO14/
DAO
N11 P210 |PIO_050 GTETRGC |TXD004-C/ IRQ26 PCINZ1
SMOSI004-C/
SSDA004/
TXDAO004/
MISO1-D
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RX74N Group

1. Overview

Table 1.6

List of Pin and Pin Functions (224-Pin LFBGA) (13/15)

Pin

Number

224-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

N12

P213

PIO_053

GTCPPO1
1

RXDO005-C/
SMISO005-C/
SSCL005/
SSL12-D/
USBHS_VBU
SEN

IRQ29

ADTRG1
#

PCINAO

N13

P208

PIO_048

TIC1

GTETRGA

SCK004-C/
CTS004#/
TXDBO004/
RSPCK1-D

IRQ24

PCINA1

N14

P211

PIO_051

GTETRGD

CTS004#/
RTS004#/
SS004#/
DE004/
TXDB004/
CTS0054/
SSL10-D/
USBHS_OVR
CURB

IRQ27

N15

P000

PIO_000

TMRIO

GTCPPO7/
GTIOC10A/
POEGB

CTS000#/
CTS007#/
RTS007#/
SS007#/
DEO007/
TXDB0O07/
AUDIO_CLK

ETO_INT

IRQ16-
DS

ANO016

P1

PEO5

PIO_045

A10-B/
A22-D

GTOWLO/
GTIOC9B

SSL12-A

XSPI1_103/
PIXD5

IRQ5

P2

PEO3

PIO_043

A12-B

TOC3

GTOVLO/
GTIOC8B

CTS012#/
RTSO012#/
SS012#/
DE012/
TXDBO012/
MISO1-A

SDO_DAT7-
B/
XSPI1_IO1/
PIXD3

IRQ11

P3

PEO02

PIO_042

A13-B

TIC3

GTOVUP/
GTIOC8A

RXDO012-A/
SMISO012-A/
SSCL012/
MOSI1-A

SDO_DAT6-
B/
XSPI1_I00/
PIXD2

IRQ7-DS

P4

PDO7

PIO_039

A16-B/
D24-B

GTIwW/
GTIOC3B/
POEGA

TXDO003-A/
SMOSI003-A/
SSDA003/
TXDAO003/
CTX1

SD0_CD/
XSPI0_CS0
#/
XSPI0_RES
ET1#/PIXD7

IRQ7

ANO31

P5

PD05

PIO_037

A18-B/
D26-B

GTIU/
GTIOC2B/
POEGD

SCKO003-A/
CTS003#/
TXDBO003/
SSL22-A/
CTX0

SDO0_DAT1-
B/
XSPI0_IO3/
PIXD5

IRQ5

ANO029

P6

PD03

PIO_035

A20-B/
D28-B

TOC2

GTIOC1B/
POEGA

TXD002-A/
SMOSI002-A/
SSDA002/
TXDAO002/
MISO2-A

SDO_CLK-
B/
XSPI0_IO1/
PIXD3

IRQ3

ANO027

P7

PD02

PIO_034

A21-B/
D29-B

TIC2

GTETRGB/
GTIOC1A/
POEGB

RXD002-A/
SMISO002-A/
SSCL002/
MOSI2-A

SDO_CMD-
B/
XSPI0_100/
PIXD2

IRQ2

ANO026

P8

AVSS0

P9

VREFLO

P10

P403

PIO_051

IRQ11-DS

ANO003

P11

P401

PIO_049

IRQ9-DS

ANO001

P12

P006

PIO_006

GTCPPO5/
GTIOC13A/
GTIOC9B

SCKO000-B/
CTS000#/
TXDB000

IRQ22-
DS

ADTRG1
#/ANO22

PDMCLKO

~

PCOUTZ1
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RX74N Group 1. Overview
Table 1.6 List of Pin and Pin Functions (224-Pin LFBGA) (14/15)
Pin Memory I/F
Number Timer Communication Camera I/F Others
" |Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
224-Pin |System EXDMAC (RTC, (GPTW, CANFD, USB, (XSPI, AID Tamper
LFBGA [Control |I/O Port|PIO SDRAMC [CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
P13 P004 |PIO_004 GTCPPO3/ | TXD000-B/ IRQ20- |AN0O20 |PCOUTA1
GTIOC12A/|SMOSI000-B/ DS
GTIOC8B |SSDA000/
TXDA000/
SSITXD1
P14 P003  |PIO_003 GTCPPO2/ |RXD007-A/  |ETO_MDIO- IRQ19- |ANO19 |PCOUTBO
GTIOC11B/|SMISO007-A/ (D DS
GTIOC8A |SSCL007/
SSIRXD1
P15 P001  |PIO_001 T™MCIO GTCPPOO0/ |SCK007-A/  |ETO_LINKS IRQ17- |ANO17 [PCOUTZO
GTIOC10B/|CTS007#/ TA DS
GTIOC7A | TXDB007/
SSIBCKO
R1 Vss
R2 CLKOUT |PEO1 |PIO_041|A14-B GTOULO/ |TXDO012-A/ SDO_DATS5- |IRQ9
GTIOC7B |SMOSI012-A/ B/
SSDA012/ XSPI1_CK/
TXDAO012/ PIXD1
RSPCK1-A
R3 ETHPHYC |PEOO |PIO_040|A15-B GTOUUP/ |SCKO012-A/ SDO_DAT4- (IRQ8
LK GTIOC7A |CTS012#/ B/
TXDB012/ XSPI1_CKN
SSL10-A #
XSPI1_CS1
#/PIXDO
R4 PD06 |PIO_038|A17-B/ GTIV/ RXDO003-A/ SDO_WP/  [IRQ6 ANO030
D25-B GTIOC3A/ |SMISO003-A/ XSPI0_Ds/
POEGB SSCL003/ PIXD6
SSL23-A/
CRX1
R5 PD04 |PIO_036 |A19-B/ GTETRGA/ |CTS002#/ SDO_DATO- (IRQ4 AN028
D27-B GTIOC2A/ |CTS003#/ B/
POEGC RTS003#/ XSPI0_lO2/
SS003#/ XSPI0_WPO
DE003/ #/PIXD4
TXDB003/
SSL21-A/
CRXO0
R6 PD0O0 |PIO_032 |A23-B/ GTETRGD/|CTS002#/ SDO_DAT2- (IRQO AN024
D31-B GTIOCOA/ |RTS002#/ B/
POEGD SS002#/ XSPI0_CKN
DE002/ #l
TXDB002/ XSPI0_CS1
CTS003#/ #/PIXDO
SSL20-A
R7 PDO1  |PIO_033|A22-B/ GTETRGC/|SCK002-A/ SDO_DAT3- |IRQ1 AN025
D30-B GTIOCOB/ |CTS002#/ B/
POEGC  |TXDB002/ XSPI0_CK/
RSPCK2-A PIXD1
R8 AvCCO
R9 VREFHO
R10 P402 |PIO_050 IRQ10-  |ANOO2
DS
R11 P400 |PIO_048 IRQ8-DS |ANOOO
R12 P007 |PIO_007 GTCPPO6/ |CTS000#/ IRQ23- |ADTRGO |PDMDATO
GTIOC13B/|RTS000#/ DS #/AN023
POEGA SS000#/
DE000/
TXDB000
R13 P005 |PIO_005 GTCPPO4/ |RXD000-B/ IRQ21- |ADTRG2 |PCOUTB1
GTIOC12B/|SMISO000-B/ DS #/AN021
GTIOC9A [SSCL000/
SSILRCK1
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RX74N Group 1. Overview
Table 1.6 List of Pin and Pin Functions (224-Pin LFBGA) (15/15)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
224-Pin |System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
R14 P002 |PIO_002 TMCI1 GTCPPO1/ [TXDO007-A/ ETO_MDC- IRQ18- |AN0O18 |PCOUTAO
GTIOC11A/|SMOSI007-A/ D DS
GTIOC7B |SSDA007/
TXDAO007/
SSIBCK1
R15 NC
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RX74N Group 1. Overview
1.6.3 176-Pin LFBGA
Table 1.7 List of Pin and Pin Functions (176-Pin LFBGA) (1/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC |RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control |I/O Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
A1 PC01 |PIO_025|D6-A GTOULO/ |SCKO011-A/ ETO_TXDO- |SDO_DAT3- [IRQ12 PCOUTBO
GTIOC7B |CTSO011#/ A/ A
TXDB011/ RMII0O_TXD
SSL02-A/ 0-A/
SDAQ0-C RGMIIO_TX
DO-A
A2 PC03 |PIO_027 |D4-A GTOVLO/ |TXD011-A/ ETO_TXD2- |SDO_CLK-A |IRQ11 PCOUTA1
GTIOC8B |SMOSI011-A/ |A/
SSDAO011/ RGMIIO_TX
TXDAO011/ D2-A
SDAHS1-C
A3 PCO05 |PIO_029 |D2-A TMRI2 GTOWLO/ |SCK008-A/  |ETO_TX_EN|SDO_DAT1- |IRQ5 PCOUTZ1
GTIOC9B |CTS008#/ -A/ A
TXDB008/ RMIIO_TX_
RSPCKO0-A/  |EN-A/
SSIBCKO RGMIIO_TX
_CTL-A
A4 ETHPHYC |[PC07 |PIO_031 |DO-A TMO2/ GTETRGD/|TXD008-A/ RGMIIO_TX |SDO_CD IRQ14 PDMDATO
LK TOCO/ GTADSM1/ |SMOSI008-A/ |C-A
CACREF |GTIOC15B/|SSDA008/
POEGA TXDA008/
MISOO0-A/
SSITXDO
A5 CLKOUT |P801 PIO_057 |EBCLK-A GTIV/ TXD010-B/ ETO_CRS IRQ9 ADCNV1
GTIOCOB/ [SMOSI010-B/
POEGC SSDA010/
TXDA010
A6 P503 |PIO_035 |WR3#-A/ GTIOC3B |RXD002-C/ SDO_DAT7- [IRQ3
BC3#-A/ SMIS0O002-C/ A
A19-C SSCL002/
CRX1/
USBO_OVRC
URB/
SSIRXDO
A7 VLO
A8 VSS_DCD
C
A9 VCC_DCD
C
A10 P102 |PIO_010 TMCI1 GTADSMO/ [SCL00-A ETO_COL IRQ2
GTIOC13A
A1 CLKOUT |P106 |PIO_014 TMO2/ GTIU/ RXD003-B/ |ETO_TXD2- |SDO_DAT2- |{IRQ30- |ADTRGO |PCINA1
RTCOUT |GTIOC15A/|SMISO003-B/ |B C/PIXD2 DS #
POEGB SSCL003/
SCLHS2-A
A12 P200 |PIO_016 TMRIO GTETRGA/ |CTS006#/ ETO_TX_EN|SDO_CMD- [IRQ8 ADTRG2 |PCINZ1
GTIOC3A/ |RTS006#/ -B/ C/PIXD4 #
GTIOC14A |SS006#/ RMIIO_TX_
DEO006/ EN-B
TXDB006/
MOSI0-C/
SDAHS1-A/
USBO_ID/
SSIRXDO
A13 P805 |PIO_061 GTADSM1/|SCK005-B/  |ETO_TXDO- |HSYNC IRQ5 ADSYNC [PCINBO
GTIOC15B |CTS005#/ C/
TXDB005/ RMII0O_TXD
SSL22-B/ 0-C
CRX0/
USBO0_VBUS
EN/
USBHS_VBU
SEN
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RX74N Group 1. Overview

Table 1.7 List of Pin and Pin Functions (176-Pin LFBGA) (2/11)

Pin Memory I/F
Number Timer Communication Camera I/F Others

Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)

Al14 TCK/ P301 |PIO_025 TMCI3 GTCPPO1 |SCK000-A/ IRQ7
SWCLK 1 CTS000#/
TXDBO000/
SCKO001-A/
CTSO001#/
TXDBO001/
RSPCK1-C

A15 TDO P302 |PIO_026 TMRI3 GTCPPO1 [TXDO000-A/ IRQ4
2 SMOSI000-A/
SSDA000/
TXDAOO0O/
TXDO001-A/
SMOSI001-A/
SSDA001/
TXDAO001/
MOSI1-C

B1 PC00 |PIO_024|D7-A GTOUUP/ (CTSO11#/ ETO_TX_CL |SDO_DAT2- [IRQ14 PCOUTAO
GTIOC7A |RTSO11#/ K-A A
SS011#/
DEO11/

TXDBO11/
SSLO1-A/
SCL00-C

B2 PC02 |PIO_026|D5-A GTOVUP/ |RXDO11-A/ ETO_TXD1- |SDO_CMD- [IRQ10 PCOUTZ0
GTIOC8A |SMISO011-A/ |A/ A
SSCLO11/ RMIIO_TXD
SSLO3-A/ 1-A/

SCLHS1-C RGMIIO_TX

D1-A
B3 PC04 |PIO_028|D3-A TMCH  |GTOWUP/ [CTS008#/  |ETO_TXD3- [SDO_DATO- |IRQ12 PCOUTBH1
GTIOC9A |RTS008#  |A/ A
SS008#/ RGMIIO_TX
DE008/ D3-A
TXDBO00S/
CTSO11#/
SSL00-A/
AUDIO_CLK
B4 PC06 |PIO_030|D1-A TMCI2/  |GTETRGC/|RXD008-A/ |ETO_TX ER[SDO WP  [IRQ13 PDMCLKO
TICO GTCPPO7/ |SMISO008-A/ |-A
GTIOC15A/|SSCLO08/
POEGB  |MOSIO-A/
SSILRCKO
B5 P803 |PIO_059 |CS3#-A/ GTIOC1B/ [CTSO010#/  |ETO_MDC- IRQ3 ADSYNC
WR1#-B/ POEGA  |RTSO10#/ |B
BC1#-B SS010#/
DE010/
TXDB010/
CTX2/
USBO_ID
B6 P502 |PIO_034 |WR2#-A/ GTIOC3A |TXD002-C/ |ETO_WOL |SDO_DATS- |IRQ2 ADST2
BC2#-A/ SMOSI002-C/ A
A18-C SSDA002/
TXDA002/
SSL13-C/
CTX1
B7 VLO
B8 VSS_DCD
c
B9 VCC_DCD
c
B10 P103 |PIO_011 T™O3 GTADSM1/ [CTS002#  |ETO_CRS IRQ3
GTIOC13B |SDA0O-A
B11 P107 |PIO_015 T™MO1 GTIV/ TXD003-B/ |ETO_TXD3- |SDO_DAT3- [IRQ31- |ADTRG1 |PCINB1
GTIOC15B/|SMOSI003-B/ |B C/PIXD3  |DS #
POEGA  |SSDA003/
TXDA003/
SDAHS2-A/
SSITXDO
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1. Overview

Table 1.7

List of Pin and Pin Functions (176-Pin LFBGA) (3/11)

Pin

Number

176-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

B12

P201

PIO_017

TMCIO

GTIW/
GTIOC3B/
GTIOC14B

SCKO006-A/
CTS006#/
TXDBO006/
MISO0-C/
SCLHS1-A/
USBO_EXICE
N/SSILRCKO

ETO_RX_E
R-B/
RMIIO_RX_
ER-B

SDO_CLK-
CIPIXD5

IRQ9

PCINZO

B13

P804

PIO_060

GTADSMO/
GTIOC15A

CTS005#/
RTS005#/
SS005#/
DE005/
TXDB005/
SSL21-B/
CTX0/
USBO_OVRC
URA/
USBHS_OVR
CURA

ETO_TX_EN
-C/
RMIIO_TX_
EN-C

PCKO

IRQ4

PCINAO

B14

TMS/
SWDIO

P300

PIO_024

TMO1

GTCPPO1
0

CTSO000#/
RTSO000#/
SS000#/
DE000/
TXDB000/
CTS001#/
RTS001#/
SS001#/
DEO001/
TXDB001/
SSL10-C

ETO_WOL

IRQ6

B15

TDI

P303

PIO_027

TMCI2

GTCPPO1
3

RXD000-A/
SMISO000-A/
SSCL000/
RXD001-A/
SMISO001-A/
SSCL001/
MISO1-C

IRQ1

C1

PB06

PIO_022

D9-A

GTOWUP/
GTIOC6A

RXD009-A/
SMISO009-A/
SSCL009

ETO_RX_E
R-A/
RMIIO_RX_
ER-A

IRQ6

C2

PBO7

PIO_023

D8-A

GTOWLO/
GTIOC6B

TXD009-A/
SMOSI009-A/
SSDA009/
TXDAO009

ETO_LINKS
TA

IRQ15

C3

P802

PIO_058

CS2#-A/
WR#-B/
WRO0#-B

GTIW/
GTIOC1A/
POEGB

SCK010-B/
CTS010#/
TXDB010/
CRX2/
USBO_EXICE
N

ETO_MDIO-
B

IRQ2

ADCNV2

C4

vCC

C5

P500

PIO_032

WR#-A/
WRO#-A/
A16-C

GTIOC2A

CTS002#/
RTS002#/
SS002#/
DEO002/
TXDB002/
CTSO007#/
SSL11-C/
CTX0

ETO_LINKS
TA

SDO_DAT4-
A

IRQO

ADSTO

Cé6

P501

PIO_033

WR1#-A/
BC1#-A/
A17-C

GTIOC2B

SCKO002-C/
CTS002#/
TXDB002/
SSL12-C/
CRX0

ETO_INT

SDO_DAT5-
A

IRQ1

ADST1

c7

VLO

c8

VCC_DCD
c

C9

VvCC
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RX74N Group 1. Overview

Table 1.7 List of Pin and Pin Functions (176-Pin LFBGA) (4/11)

Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
C10 P100 |PIO_008|CS1#-B/ |TMRI3/ GTIU/ CTS002#/ ETO_TX_ER IRQO ADTRG2
WAIT#-A |CACREF |GTADSMO/ |RTS002#/ -B #
GTIOC12A |SS002#/
DEO002/
TXDBO002/
CTS005#/
USBO_OVRC
URB-DS/
USBHS_VBU
S
Cc11 P104 |PIO_012 TMRI2 GTIW/ RXD002-B/  |ETO_TXDO- |PIXDO IRQ4 ADSTO |PCINAO

GTIOC14A |SMISO002-B/ |B/
SSCL002/ RMIIO_TXD
CTS003#/ 0-B
RTS003#/
SS003#/
DE003/
TXDBO003/
CTX2/
USBO_OVRC
URA-DS/
USBHS_VBU
S

C12 CLKOUT |[P205 |PIO_021|A21-C/ GTOVLO/ |SCK001-B/  |ETO_RXD1- [SDO_CD/  [IRQ5 ADTRGO |PCOUTBH1
CS6#-C GTIOC1B/ |CTS001#/ B/ HSYNC #
GTIOC5B | TXDB001/ RMIIO_RXD
RSPCK1-B/ |1-B
SDAHS1-B/
CRX0/
USBO_VBUS/
USBHS_VBU
SEN/
SSIRXD1

c13 ETHPHYC |P304 |PIO_028|ALE-C/ |TMCI3  |GTETRGD/|CTS000#  |ETO_INT IRQ0-DS |ADTRGO
LK WAIT#-B GTCPPOO/ |CTS001#/ #
POEGA  |USBO_VBUS
EN/
USBHS_ID

c14 P202 |PIO_018|CS3#-B/ |TMOO GTOUUP/ [TXD006-A/ |ETO_RX_D |SDO_DATO- |IRQ15 PDMCLKO
BREQ#-A GTIOCOA/ |SMOSI006-A/ |V-B/ CIPIXD6
GTIOC4A |SSDA006/  |RMIIO_CRS
TXDA006/ | DV-B
RSPCKO0-C/
SCL00-B/
CTX2/
USBO_OVRC
URA/
USBHS_EXIC
EN/
AUDIO_CLK

C15 P203 |PIO_019|CS2#-B/ GTOULO/ |RXDO006-A/ |ETO_RX_CL |SDO_DAT1- |IRQ3 PDMDATO
BACK#-A GTIOCOB/ [SMISO006-A/ |K-B/ C/PIXD7
GTIOC4B |SSCLO06/ RMIIO_REF
CTS003#/ 50CK-B
SSL00-C/
SDAO00-B/
CRX2/
USBO_OVRC
URB/
USBHS_ID/
SSIBCKO

D1 PB04 |PIO_020|D11-A GTOVUP/ |CTS004#/ ETO_RX_CL IRQ4
GTIOC5A |CTS009#/ K-A/
RTS009#/ RMIIO_REF
SS009#/ 50CK-A/
DE009/ RGMII0O_RX
TXDB009 C-A
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RX74N Group

1. Overview

Table 1.7

List of Pin and Pin Functions (176-Pin LFBGA) (5/11)

Pin

Number

176-Pin
LFBGA

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

D2

PB05

PIO_021

D10-A

TMRI1

GTOVLO/
GTIOC5B

SCKO009-A/
CTS009#/
TXDB009

ETO_RX_D
V-A/
RMIIO_CRS
_DV-A/
RGMIIO_RX
_CTL-A

IRQ13

D3

PGO1

PIO_057

DQMO-A/
WR#-C/
WRO0#-C

GTCPPO1

RXDO008-C/
SMIS0O008-C/
SSCL008

IRQ9

D4

P800

PIO_056

CS1#-A/
DQMO0-B

GTIU/
GTIOCOA/
POEGD

RXDO010-B/
SMISO010-B/
SSCL010

ETO_COL

IRQ8

ADCNVO

D5

vCC

D6

VSS

D7

VCL

D8

P101

P1O_009

CS0#-A/
ALE-B

TMCI3

GTETRGC/
GTADSM1/
GTIOC12B

SCK002-B/
CTS002#/
TXDB002/
USBO_VBUS-
DS/
USBHS_EXIC
EN

ETO_TX_CL
K-B

IRQ1

ADTRG1
#

D9

VSS

D10

VCL

D11

P105

PIO_013

TMCI2

GTIV/
GTIOC14B

TXD002-B/
SMOSI002-B/
SSDA002/
TXDA002/
SCK003-B/
CTS003#/
TXDB003/
CRX2/
USBO_VBUS/
USBHS_OVR
CURB/
SSILRCK1

ETO_TXD1-
B/
RMIIO_TXD
1-B

PIXD1

IRQ29-
DS

ADST1

PCINBO

D12

VvCC

D13

ETHPHYC
LK

P204

PIO_020

A20-C/
CS7#-C

TMRI1

GTOVUP/
GTIOC1A/
GTIOC5A

CTS001#/
RTS001#/
SS001#/
DE001/
TXDB001/
SSL10-B/
SCLHS1-B/
CTX0/
USBO_VBUS
EN/
USBHS_VBU
S-DS/
SSIBCK1

ETO_RXDO-
B/
RMIIO_RXD
0-B

SD0_WP/
PIXCLK

IRQ12

PCOUTA1

D14

PF00

PIO_048

GTCPPO1
4

USBO_DP

IRQO

D15

PFO1

PIO_049

GTCPPO1
5

USBO_DM

IRQ1

E1

PB02

PIO_018

D13-A

GTOUUP/
GTIOC4A

CTS004#/
RTSO004#/
SS004#/
DE004/
TXDBO004/
CTS009#

ETO_RXD2-
A
RGMII0_RX
D2-A

IRQ2

E2

PBO03

PIO_019

D12-A

TMOO0

GTOULO/
GTIOC4B

SCKO004-A/
CTS004#/
TXDB004

ETO_RXD3-
A
RGMII0_RX
D3-A

IRQ3
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RX74N Group

1. Overview

Table 1.7 List of Pin and Pin Functions (176-Pin LFBGA) (6/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
7Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
E3 PG00 |PIO_056 |[DQM1-A/ GTCPPOO0 |[SCK008-C/ IRQ8
WR1#-C/ CTSO008#/
BC1#-C TXDB008
E4 VSS
E12 VSS
E13 P206 |PIO_022|A22-C/ TMO3/ GTOWUP/ |CTS006#/ ETO_RXD2- |VSYNC IRQ2-DS |ADTRG1 [PCOUTZ1
CS5#-C |RTCOUT |GTIOC2A/ |TXD001-B/ B #
GTIOC6A |SMOSI001-B/
SSDA001/
TXDAO001/
MOSI1-B/
SCLHS2-B/
CTX1/
USBO_EXICE
N/
USBHS_OVR
CURA-DS/
SSITXD1
E14 VSS_USB
E15 VCC_USB
F1 PB0O0 |PIO_016|D15-A GTETRGA/ |RXD004-A/  |ETO_RXDO- IRQ12 ADST2 |PCINA1
GTADSMO/ |[SMISO004-A/ |A/
GTIOC14A/|SSCL004 RMII0_RXD
POEGC 0-A/
RGMII0_RX
DO-A
F2 PBO1 |PIO_017 |D14-A TMCIO GTETRGB/ [TXD004-A/ ETO_RXD1- IRQ4-DS PCINB1
GTCPPO4/ |SMOSI004-A/ |A/
GTIOC14B/|SSDA004/ RMII0_RXD
POEGA TXDA004 1-A/
RGMIIO_RX
D1-A
F3 PG02 |PIO_058 |DQM3-A/ GTIOC11A |TXD008-C/ IRQ10
WR3#-C/ SMOSI008-C/
BC3#-C SSDA008/
TXDA008
F4 VCL
F12 VCL
F13 AVSS_US
BHS
F14 USBHS_DP
F15 USBHS_DM
G1 PA06 |PIO_014|A1-A/ TMCI3 GTIOC3A/ |TXD010-A/ IRQ14 PCINZ1
DQM2-B GTIOC13A [SMOSI010-A/
SSDA010/
TXDAO010/
MOSI0-B
G2 ETHPHYC |[PA07 |PIO_015|A0-A/ GTIOC3B/ |RXDO010-A/ IRQ7 PCINBO
LK BCO#-A/ GTIOC13B [SMISO010-A/
DQM1-B SSCLO10/
MISO0-B
G3 P706 |PIO_054 |CAS#-A/ GTIOC13A |RXD011-B/ XSPI1_WP1|IRQ14 ADCNV2
CS6#-A SMISO011-B/ #
SSCLO1M1
G4 VCC
G12 AVCC_US
BHS
G13 USBHS_R
REF
G14 VSS_USB
HS
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RX74N Group 1. Overview
Table 1.7 List of Pin and Pin Functions (176-Pin LFBGA) (7/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
G15 VCC_USB
HS
H1 PA04 |PIO_012|A3-A TMRIO GTIOC2A/ |CTS010#/ IRQ5-DS PCINZO
GTIOC12A |RTS010#/
SS010#/
DEO010/
TXDBO010/
SSL00-B
H2 PAO5 |PIO_013|A2-A GTIOC2B/ |SCKO010-A/ IRQ5 PCINAO
GTIOC12B |CTS010#/
TXDBO010/
RSPCKO-B
H3 P707 |PIO_055|WE#-A/ GTIOC13B | TXD011-B/ XSPI1_RES |IRQ7
CS7#-A SMOSI011-B/ ET1#
SSDA011/
TXDAO11
H4 VSS
H12 P207 |PIO_023|A23-C/ TMRI3 GTOWLO/ |RXD001-B/  |[ETO_RXD3- |PCKO IRQ3-DS |[ADTRG2
CS4#-C GTIOC2B/ |SMISO001-B/ |B #
GTIOC6B |SSCL001/
MISO1-B/
SDAHS2-B/
CRX1/
USBO_ID/
USBHS_OVR
CURB-DS
H13 VSs
H14 EXTAL P306
H15 XTAL P307
J1 PA02 |PIO_010|A5-A GTIW/ TXDO005-A/ IRQ10 ADCNV2
GTIOC1A/ |SMOSI005-A/
GTIOC11A |SSDA005/
TXDAO005/
SSL03-B
J2 PAO3  |PIO_011|A4-A GTIOC1B/ |RXDO005-A/ IRQ6-DS [ADSYNC
GTIOC11B |SMISO005-A/
SSCL005
J3 P705 |PIO_053 |RAS#-A/ GTIOC12B |SCK011-B/ XSPI1_RST |IRQ13 ADCNV1
CS5#-A CTSO11#/ O1#
TXDBO11
J4 VCL
J12 VCL
J13 P305 NMI/IRQO
J14 VSSs
J15 vCC
K1 ETHPHYC |PAOO  [PIO_008 |A7-A CACREF |GTIU/ CTS010#/ IRQ1-DS |ADCNVO
LK GTIOCOA/ |CTS005#/
GTIOC10A |RTS005#/
SS005#/
DE005/
TXDBO005/
SSL01-B
K2 PAO1 |PIO_009|A6-A GTIV/ SCKO005-A/ IRQ11 ADCNV1
GTIOCOB/ |CTS005#/
GTIOC10B |TXDBO005/
SSL02-B
K3 P702  |PIO_050 |RD#-A/ GTETRGA/ |SCK004-B/ XSPI1_WPO0 |IRQ10 ADST2
DQM3-B GTIOC11A |CTS004#/ #
TXDBO004 XSPI1_RES
ET1#/
HSYNC
K4 vcC
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RX74N Group 1. Overview
Table 1.7 List of Pin and Pin Functions (176-Pin LFBGA) (8/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA [Control |I/O Port|PIO SDRAMC [CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
K12 VSS
K13 P310 |PIO_058 RTCICO/ |GTETRGB/ |CTS000#/ IRQ18 ADTRGO |TAMPIO
CACREF |GTCPPO1/|CTS001#/ #
POEGC SSL11-B/
SSITXDO
K14 XCIN/ P309
EXCIN
K15 XCOUT  |P308
L1 ETHPHYC |P700 |PIO_048 [SDCLK-A GTIOC10A | TXDO004-B/ XSPI1_INTO |IRQO ADSTO
LK SMOSI004-B/ #l
SSDA004/ XSPI1_ECS
TXDA004 0#/PIXCLK
L2 P701  |PIO_049 |CKE-A/ GTIOC10B |RXD004-B/ XSPI1_RST |IRQ1 ADST1
WR3#-B/ SMIS0004-B/ O0#/
BC3#-B SSCL004 XSPI1_RES
ETO#/
VSYNC
L3 P703 |PIO_051|ALE-A/ CACREF |GTETRGB/|CTS004#/ XSPI1_RES |IRQ8
WR2#-B/ GTIOC11B |RTS004#/ ETO0#/PCKO
BC2#-B SS004#/
DEO004/
TXDB004
L4 P704 |PIO_052|SDCS#-A/ GTIOC12A |CTS004#/ XSPI1_INT1|IRQ12 ADCNVO
CS4#-A CTSO11#/ #l
RTSO011#/ XSPI1_ECS
SS011#/ 1#
DEO11/
TXDBO11
L12 P312 |PIO_060|BACK#-B [RTCIC2 |GTETRGD/|SSL13-B/ IRQ20 ADTRG2 |TAMPI2
GTCPPO1 [SSILRCKO #
5/POEGA
L13 P311  |PIO_059 |BREQ#-B |[RTCIC1 |GTETRGC/|CTS007#/ ETO_WOL IRQ19 ADTRG1 |TAMPI1
GTCPPO1 |SSL12-B/ #
4/POEGD [SSIRXDO
L14 VvCC
L15 VBATT/
vcc
M1 PEO7 |PIO_047|A8-B/A20- [TOC1 GTETRGD/ XSPI1_CS0 |IRQ7
D GTCPPO7/ #/PIXD7
GTIOC10B/
POEGD
M2 PEO3 |PIO_043|A12-B TOC3 GTOVLO/ |CTS012#/ SDO_DAT7- |IRQ11
GTIOC8B |RTS012#/ B/
SS012#/ XSPI1_IO1/
DEO012/ PIXD3
TXDBO012/
MISO1-A
M3 PD04 |PIO_036|A19-B/ GTETRGA/ |CTS002#/ SDO_DATO- |IRQ4 AN028
D27-B GTIOC2A/ |CTS003#/ B/
POEGC RTS003#/ XSPI0_I02/
SS003#/ XSPI0_WPO
DEO003/ #/PIXD4
TXDBO003/
SSL21-A/
CRX0
M4 PD06 |PIO_038|A17-B/ GTIV/ RXDO003-A/ SDO_WP/  (IRQ6 ANO030
D25-B GTIOC3A/ |SMISO003-A/ XSPI0_DS/
POEGB SSCL003/ PIXD6
SSL23-A/
CRX1
M5 VSS
M6 VCL
M7 VCC2
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RX74N Group 1. Overview
Table 1.7 List of Pin and Pin Functions (176-Pin LFBGA) (9/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC (RTC, (GPTW, CANFD, USB, (XSPI, AID Tamper
LFBGA [Control |I/O Port|PIO SDRAMC [CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
M8 VSS
M9 VCL
M10 P407 |PIO_055 IRQ15-  |AN007
DS
M11 P404 |PIO_052 IRQ12-  |AN004
DS
M12 MD/FINED |P315
M13 RES#
M14 P001  |PIO_001 TMCIO GTCPPOO/ |[SCK007-A/  |ETO_LINKS IRQ17- |ANO17 |PCOUTZ0
GTIOC10B/|CTS007#/ TA DS
GTIOC7A |TXDBO007/
SSIBCKO
M15 P000 |PIO_000 TMRIO GTCPPO7/ |CTS000#/ ETO_INT IRQ16- |AN016
GTIOC10A/|CTS007#/ DS
POEGB RTS007#/
SS007#/
DEO007/
TXDBO007/
AUDIO_CLK
N1 PEO5 |PIO_045|A10-B/ GTOWLO/ [SSL12-A XSPI1_IO3/ |IRQ5
A22-D GTIOC9B PIXD5
N2 PE04 |PIO_044|A11-B/ GTOWUP/ |CTS012#/ XSPI1_I02/ |IRQ12
A23-D GTIOC9A |[SSL11-A XSPI1_WPO
#/PIXD4
N3 P607 |PIO_015|CS0#-B/ GTETRGB/ |CTS008#/ XSPIO_RST |IRQ15
D16-B GTADSMO/ [CTS009#/ oo#
GTIOC15B/|RTS009#/
POEGA SS009#/
DEO009/
TXDBO009/
CRX2
N4 P604 |PIO_012|CS3#-C/ GTIOC6A | TXD009-B/ XSPI0_CS1 |IRQ4
D19-B SMOSI009-B/ #l
SSDA009/ XSPIO_RST
TXDAO009/ oo#
SSL01-D
N5 PD07 |PIO_039|A16-B/ GTIW/ TXDO003-A/ SDO_CD/ (IRQ7 ANO031
D24-B GTIOC3B/ |SMOSI003-A/ XSPI0_CS0
POEGA SSDA003/ #
TXDAO003/ XSPIO_RES
CTX1 ET1#/PIXD7
N6 PD0O5 |PIO_037|A18-B/ GTIU/ SCKO003-A/ SDO_DAT1- |IRQ5 AN029
D26-B GTIOC2B/ |CTS003#/ B/
POEGD TXDBO003/ XSPI0_IO3/
SSL22-A/ PIXD5
CTX0
N7 VCC2
N8 VSSs
N9 VCL
N10 P406 |PIO_054 IRQ14-  |AN006
DS
N11 P405 |PIO_053 IRQ13-  |AN005
DS
N12 P415 |PIO_063 IRQ31 ANO15/
DA1
N13 P414  |PIO_062 IRQ30 ANO14/
DAO
N14 P003 |PIO_003 GTCPPO2/ |[RXD007-A/  |ETO_MDIO- IRQ19- |ANO19 |PCOUTBO
GTIOC11B/|SMISO007-A/ |D DS
GTIOC8A |SSCL007/
SSIRXD1
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RX74N Group 1. Overview
Table 1.7 List of Pin and Pin Functions (176-Pin LFBGA) (10/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
" |Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC (RTC, (GPTW, CANFD, USB, (XSPI, AID Tamper
LFBGA [Control |I/O Port|PIO SDRAMC [CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
N15 P002 |PIO_002 T™MCI GTCPPO1/|TXD007-A/  |ETO_MDC- IRQ18- |ANO18 [PCOUTAO
GTIOC11A/|SMOSI007-A/ (D DS
GTIOC7B |SSDA007/
TXDAO007/
SSIBCK1
P1 CLKOUT |PEO1 [PIO_041|A14-B GTOULO/ |TXD012-A/ SDO_DATS- (IRQ9
GTIOC7B |SMOSI012-A/ B/
SSDA012/ XSPI1_CK/
TXDA012/ PIXD1
RSPCK1-A
P2 PEO2 |PIO_042|A13-B TIC3 GTOVUP/ |RXDO012-A/ SDO_DAT6- (IRQ7-DS
GTIOC8A |SMISO012-A/ B/
SSCL012/ XSPI1_100/
MOSI1-A PIXD2
P3 P606 |PIO_014|CS1#-C/ GTETRGA/ |SCK009-B/ XSPIO_RES [IRQ14
D17-B GTCPPO4/ |CTS009#/ ETO#
GTIOC15A/| TXDB009Y/
POEGC SSL03-D/
CTX2
P4 P603  |PIO_011 |WE#-B/ GTIOC5B  |CTS008#/ XSPI0_IO7/ |IRQ3
D20-B RTS008#/ PCKO
SS008#/
DE008/
TXDB008/
CTS009#/
MISO0-D
P5 P601  |PIO_009 |RAS#-B/ GTIOC4B |RXDO008-B/ |GPTP_PTP |XSPIO_IO5/ |IRQ1 ADTRG1
D22-B SMISO008-B/ |OUT1 VSYNC #
SSCL008/
RSPCKO0-D
P6 PD03 |PIO_035|A20-B/ TOC2 GTIOC1B/ |TXD002-A/ SDO_CLK- [IRQ3 ANO027
D28-B POEGA SMOSI002-A/ B/
SSDA002/ XSPI0_IO1/
TXDA002/ PIXD3
MISO2-A
P7 PD00 |PIO_032|A23-B/ GTETRGD/|CTS002#/ SDO_DAT2- |IRQO AN024
D31-B GTIOCOA/ |RTS002#/ B/
POEGD SS002#/ XSPI0_CKN
DE002/ #l
TXDB002/ XSPI0_CS1
CTS003#/ #/PIXDO
SSL20-A
P8 P902  |PIO_002 GTETRGC/|SCK001-C/ XSPIO_RES |IRQ10  |ANO34
GTCPPO8 |CTS001#/ ET1#
TXDB001
P9 P900  |PIO_000 GTETRGA/ |RXD001-C/ XSPIO_INT1|IRQO AN032
GTCPPO5 |SMISO001-C/ #l
SSCL001 XSPIO_ECS
1#
P10 AVSSO0
P11 VREFLO
P12 P402 |PIO_050 IRQ10-  |ANOO2
DS
P13 P400 |PIO_048 IRQ8-DS |ANOOO
P14 P005 |PIO_005 GTCPPO4/ |RXD000-B/ IRQ21- |ADTRG2 |PCOUTB1
GTIOC12B/|SMISO000-B/ Ds #/AN021
GTIOC9A |SSCL000/
SSILRCK1
P15 P004 |PIO_004 GTCPPQ3/ | TXD000-B/ IRQ20- |AN0O20 |PCOUTA1
GTIOC12A/|SMOSI000-B/ DS
GTIOC8B |SSDA000/
TXDA000/
SSITXD1
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RX74N Group 1. Overview
Table 1.7 List of Pin and Pin Functions (176-Pin LFBGA) (11/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
T |Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC |[RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFBGA |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
R1 ETHPHYC |PEO0  |PIO_040 |A15-B GTOUUP/ |SCK012-A/ SDO_DAT4- |IRQ8
LK GTIOC7A |CTSO012#/ B/
TXDBO012/ XSPI1_CKN
SSL10-A #
XSPI1_CS1
#/PIXDO
R2 PE06 |PIO_046|A9-B/A21- [TIC1 GTETRGC/ [SSL13-A XSPI1_DS/ |IRQ6
D GTADSM1/ PIXD6
GTIOC10A/
POEGB
R3 P605 |PIO_013|CS2#-C/ GTIOC6B |RXD009-B/ XSPIO_INTO |IRQ13
D18-B SMISO009-B/ #l
SSCL009/ XSPIO_ECS
SSL02-D 0o#
R4 P602 |PIO_010|CAS#-B/ GTIOC5A |SCK008-B/ XSPI0_IO6/ |IRQ2 ADTRG2
D21-B CTS008#/ HSYNC #
TXDBO008/
MOSI0-D
R5 P600 |PIO_008 |SDCS#-B/ GTIOC4A |TXDO008-B/ |GPTP_PTP [XSPIO_lO4/ [IRQO ADTRGO
D23-B SMOSI008-B/ |OUTO PIXCLK #
SSDA008/
TXDAO008/
SSL00-D
R6 PD02 |PIO_034|A21-B/ TIC2 GTETRGB/ |RXD002-A/ SDO_CMD- |IRQ2 AN026
D29-B GTIOC1A/ |SMISO002-A/ B/
POEGB SSCL002/ XSPI10_I00/
MOSI2-A PIXD2
R7 PD01 |PIO_033|A22-B/ GTETRGC/|SCK002-A/ SDO_DATS3- |IRQ1 AN025
D30-B GTIOCOB/ |CTS002#/ B/
POEGC TXDBO002/ XSPI0_CK/
RSPCK2-A PIXD1
R8 P903  |PIO_003 GTETRGD/ |CTS006#/ XSPI0_WP1|IRQ11 ANO035
GTCPPOY/ |CTS001#/ #
POEGD RTS001#/
SS001#/
DEO001/
TXDB001
R9 P901  |PIO_001 GTETRGB/ | TXD001-C/ XSPIO_RST |IRQ9 ANO033
GTCPPO6 |SMOSI001-C/ O1#/
SSDA001/ XSPIO_RES
TXDAO0O01 ETO#
R10 AVCCO
R11 VREFHO
R12 P403 |PIO_051 IRQ11-DS|AN003
R13 P401  |PIO_049 IRQ9-DS [AN0O1
R14 P007 |PIO_007 GTCPPO6/ |CTS000#/ IRQ23- |ADTRGO |PDMDATO
GTIOC13B/|RTS000#/ DS #/AN023
POEGA SS000#/
DEO000/
TXDBO000
R15 P006 |PIO_006 GTCPPO5/ |SCK000-B/ IRQ22- |ADTRG1 |PDMCLKO
GTIOC13A/|CTS000#/ DS #/AN022 |/
GTIOC9B |TXDB000 PCOUTZ1
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1.6.4 176-Pin LFQFP
Table 1.8 List of Pin and Pin Functions (176-Pin LFQFP) (1/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC |RTC, (GPTW, |CANFD,USB, (XSPI, A/D Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt |D/A detection)
1 P003  |PIO_003 GTCPPO2/ |RXD007-A/  |ETO_MDIO- IRQ19- |ANO19 |PCOUTBO
GTIOC11B/ |SMISO007-A/ D DS
GTIOC8A |SSCL007/
SSIRXD1
2 P002 |PIO_002 TMCI1 GTCPPO1/ [TXDO007-A/ ETO_MDC- IRQ18- |ANO18 PCOUTAO
GTIOC11A/|SMOSI007-A/ |D DS
GTIOC7B |SSDA007/
TXDAO007/
SSIBCK1
3 P001 PIO_001 TMCIO GTCPPOO0/ |SCKO007-A/ ETO_LINKS IRQ17-  |ANO17 PCOUTZ0
GTIOC10B/|CTS007#/ TA DS
GTIOC7A | TXDB007/
SSIBCKO
4 PO00 |PIO_000 TMRIO GTCPPO7/ |CTS000#/ ETO_INT IRQ16- |ANO16
GTIOC10A/|CTS007#/ DS
POEGB RTS007#/
SS007#/
DE007/
TXDB007/
AUDIO_CLK
5 vcC
6 VSS
7 VSS
8 VCL
9 RES#
10 MD/FINED |P315
1 P312 |PIO_060 [BACK#-B [RTCIC2 GTETRGD/|SSL13-B/ IRQ20 ADTRG2 |[TAMPI2
GTCPPO1 |SSILRCKO #
5/POEGA
12 P311 PIO_059 |BREQ#-B |RTCIC1 GTETRGC/|CTS007#/ ETO_WOL IRQ19 ADTRG1 |[TAMPI1
GTCPPO1 |SSL12-B/ #
4/POEGD [SSIRXDO
13 P310 |PIO_058 RTCICO/ |GTETRGB/|CTS000#/ IRQ18  |ADTRGO |TAMPIO
CACREF |GTCPPO1/|CTS001#/ #
POEGC SSL11-B/
SSITXDO
14 VBATT/
vcC
15 XCIN/ P309
EXCIN
16 XCouT P308
17 VSS
18 XTAL P307
19 EXTAL P306
20 VCC
21 P305 NMI/IRQO
22 AVCC_US
BHS
23 USBHS_R
REF
24 AVSS_US
BHS
25 USBHS_DM
26 USBHS_DP
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Table 1.8

List of Pin and Pin Functions (176-Pin LFQFP) (2/11)

Pin
Number

Power
Supply
Clock
System
Control

176-Pin
LFQFP

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

27 VSS_USB

HS

28 VCC_USB

HS

29 VCC_USB

30

PFO1

PIO_049

GTCPPO1
5

USBO_DM

IRQ1

31

PF00

PIO_048

GTCPPO1
4

USB0O_DP

IRQO

32 VSS_USB

33

P207

PIO_023

A23-C/
CS4#-C

TMRI3

GTOWLO/
GTIOC2B/
GTIOC6B

RXD001-B/
SMISO001-B/
SSCL001/
MISO1-B/
SDAHS2-B/
CRX1/
USBO_ID/
USBHS_OVR
CURB-DS

ETO_RXD3-
B

PCKO

IRQ3-DS

ADTRG2
#

34

P206

PIO_022

A22-C/
CS5#-C

TMO3/
RTCOUT

GTOWUP/
GTIOC2A/
GTIOC6A

CTS006#/
TXD001-B/
SMOSI001-B/
SSDA001/
TXDAO001/
MOSI1-B/
SCLHS2-B/
CTX1/
USBO_EXICE
N/
USBHS_OVR
CURA-DS/
SSITXD1

ETO_RXD2-
B

VSYNC

IRQ2-DS

ADTRG1
#

PCOUTZ1

35 CLKOUT

P205

PIO_021

A21-C/
CS6#-C

GTOVLO/
GTIOC1B/
GTIOC5B

SCK001-B/
CTS001#/
TXDB001/
RSPCK1-B/
SDAHS1-B/
CRX0/
USBO_VBUS/
USBHS_VBU
SEN/
SSIRXD1

ETO_RXD1-
B/
RMIIO_RXD
1-B

SDO0_CD/
HSYNC

IRQ5

ADTRGO
#

PCOUTB1

36 ETHPHYC

LK

P204

PIO_020

A20-C/
CS7#-C

TMRI1

GTOVUP/
GTIOC1A/
GTIOC5A

CTS001#/
RTS001#/
SS001#/
DEO001/
TXDB001/
SSL10-B/
SCLHS1-B/
CTXo0/
USBO_VBUS
EN/
USBHS_VBU
S-DS/
SSIBCK1

ETO_RXDO-
B/
RMIIO_RXD
0-B

SDO_WP/
PIXCLK

IRQ12

PCOUTA1

37 VCL

38 VSS

39 vCC
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Table 1.8 List of Pin and Pin Functions (176-Pin LFQFP) (3/11)

Pin Memory I/F
Number Timer Communication Camera I/F Others

Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC |RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)

40 P203 |PIO_019|CS2#-B/ GTOULO/ |RXDO006-A/  |ETO_RX_CL |SDO_DAT1- |IRQ3 PDMDATO
BACK#-A GTIOCOB/ |SMISO006-A/ |K-B/ C/PIXD7
GTIOC4B |SSCLO06/ RMIIO_REF
CTS003#/ 50CK-B
SSL00-C/
SDAO00-B/
CRX2/
USBO_OVRC
URB/
USBHS_ID/
SSIBCKO

41 P202 |PIO_018|CS3#-B/ |TMOO GTOUUP/ | TXDO006-A/ ETO_RX_D |SDO_DATO- [IRQ15 PDMCLKO
BREQ#-A GTIOCOA/ [SMOSI006-A/ |V-B/ C/PIXD6
GTIOC4A |SSDA006/ RMIIO_CRS
TXDAO006/ _Dv-B
RSPCKO-C/
SCL00-B/
CTX2/
USBO_OVRC
URA/
USBHS_EXIC
EN/
AUDIO_CLK

42 ETHPHYC |P304 |PIO_028 [ALE-C/ TMCI3 GTETRGD/|CTS000#/ ETO_INT IRQ0-DS |[ADTRGO
LK WAIT#-B GTCPPOO0/ |CTS001#/ #
POEGA USBO_VBUS
EN/
USBHS_ID

43 TDI P303 |PIO_027 TMCI2 GTCPPO1 [RXDO000-A/ IRQ1
3 SMISO000-A/
SSCL000/
RXDO001-A/
SMISO001-A/
SSCL001/
MISO1-C

44 TDO P302 |PIO_026 TMRI3 GTCPPO1 | TXDO000-A/ IRQ4
2 SMOSI000-A/
SSDA000/
TXDAO000/
TXD001-A/
SMOSI001-A/
SSDA001/
TXDAO001/
MOSI1-C

45 TCK/ P301 PIO_025 TMCI3 GTCPPO1 |SCK000-A/ IRQ7
SWCLK 1 CTSO000#/
TXDB000/
SCKO001-A/
CTSO001#/
TXDB001/
RSPCK1-C

46 TMS/ P300 |PIO_024 TMO1 GTCPPO1 |CTS000#/ ETO_WOL IRQ6
SWDIO 0 RTS000#/
SS000#/
DE000/
TXDB000/
CTSO001#/
RTS001#/
SS001#/
DEO001/
TXDB001/
SSL10-C

47 P805 |PIO_061 GTADSM1/ [SCK005-B/ ETO_TXDO- |HSYNC IRQ5 ADSYNC (PCINBO
GTIOC15B |CTS005#/ C/
TXDB005/ RMIIO_TXD
SSL22-B/ 0-C
CRX0/
USBO_VBUS
EN/
USBHS_VBU
SEN
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Table 1.8

List of Pin and Pin Functions (176-Pin LFQFP) (4/11)

Pin

Number

176-Pin
LFQFP

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,

CANFD, USB,
SSIE) (ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

48

P804

PIO_060

GTADSMO/
GTIOC15A

CTS005#/  |ETO_TX_EN
RTS005#/  |-C/

SS005#/ RMIIO_TX_
DE005/ EN-C
TXDBO005/
SSL21-B/
CTX0/
USBO_OVRC
URA/
USBHS_OVR
CURA

PCKO

IRQ4

PCINAO

49

P201

PIO_017

TMCIO

GTIW/
GTIOC3B/
GTIOC14B

SCKO006-A/  |ETO_RX_E
CTS006#/  |R-BI
TXDBO06/  |RMIIO_RX_
MISO0-C/  |ER-B
SCLHS1-A/
USBO_EXICE
N/SSILRCKO

SDO_CLK-
CIPIXD5

IRQ9

PCINZO

50

P200

PIO_016

TMRIO

GTETRGA/
GTIOC3A/
GTIOC14A

CTS006#/  |ETO_TX_EN
RTS006#/  |-B/

SS006#/ RMIIO_TX_
DE006/ EN-B
TXDBO006/
MOSI0-C/
SDAHS1-A/
USBO_ID/
SSIRXDO

SDO_CMD-
C/PIXD4

IRQ8

ADTRG2
#

PCINZ1

51

P107

PIO_015

TMO1

GTIV/
GTIOC15B/
POEGA

TXD003-B/ ETO_TXD3-
SMOSI003-B/ (B
SSDA003/
TXDAO003/
SDAHS2-A/
SSITXDO

SDO_DAT3-
C/PIXD3

IRQ31-
DS

ADTRG1
#

PCINB1

52

CLKOUT

P106

PIO_014

TMO2/
RTCOUT

GTIU/
GTIOC15A/
POEGB

RXDO003-B/  |ETO_TXD2-
SMISO003-B/ (B
SSCL003/
SCLHS2-A

SDO_DAT2-
C/PIXD2

IRQ30-
DS

ADTRGO
#

PCINA1

53

P105

PIO_013

TMCI2

GTIV/
GTIOC14B

TXD002-B/ ETO_TXD1-
SMOSI002-B/ |B/
SSDA002/ RMIIO_TXD
TXDA002/ 1-B
SCKO003-B/
CTS003#/
TXDB003/
CRX2/
USBO_VBUS/
USBHS_OVR
CURB/
SSILRCK1

PIXD1

IRQ29-
DS

ADST1

PCINBO

54

P104

PIO_012

TMRI2

GTIW/
GTIOC14A

RXD002-B/  |ETO_TXDO-
SMISO002-B/ |B/
SSCL002/  |RMIIO_TXD
CTS003#/  |0-B
RTS003#/
SS003#/
DE003/
TXDB003/
CTX2/
USBO_OVRC
URA-DS/
USBHS_VBU
s

PIXDO

IRQ4

ADSTO

PCINAO

55

VCL

56

VSS

57

vCC

58

P103

PIO_011

TMO3

GTADSM1/
GTIOC13B

CTS002#/ ETO_CRS
SDAO00-A

IRQ3
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Table 1.8

List of Pin and Pin Functions (176-Pin LFQFP) (5/11)

Pin

Number

176-Pin
LFQFP

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

59

P102

PIO_010

TMCI1

GTADSMO/
GTIOC13A

SCLOO-A

ETO_COL

IRQ2

60

P101

PIO_009

CS0#-A/
ALE-B

TMCI3

GTETRGC/
GTADSM1/
GTIOC12B

SCK002-B/
CTS002#/
TXDB002/
USBO_VBUS-
DS/
USBHS_EXIC
EN

ETO_TX_CL
K-B

IRQ1

ADTRG1
#

61

P100

PIO_008

CS1#-B/
WAIT#-A

TMRI3/
CACREF

GTIU/
GTADSMO/
GTIOC12A

CTS002#/
RTS002#/
SS002#/
DE002/
TXDB002/
CTS005#/
USBO_OVRC
URB-DS/
USBHS_VBU
S

ETO_TX_ER
B

IRQO

ADTRG2
#

62

VCC_DCD
c

63

VCC_DCD
c

64

VCC_DCD
c

65

VLO

66

VLO

67

VLO

68

VSS_DCD
c

69

VSS_DCD
c

70

P503

PIO_035

WR3#-A/
BC3#-A/
A19-C

GTIOC3B

RXD002-C/
SMIS0002-C/
SSCLO02/
CRX1/
USBO_OVRC
URB/
SSIRXDO

SDO_DAT7-
A

IRQ3

71

P502

PIO_034

WR2#-A/
BC2#-A/
A18-C

GTIOC3A

TXD002-C/
SMOSI002-C/
SSDA002/
TXDAO002/
SSL13-C/
CTX1

ETO_WOL

SDO_DAT6-
A

IRQ2

ADST2

72

P501

PIO_033

WR1#-A/
BC1#-A/
A17-C

GTIOC2B

SCK002-C/
CTS002#/
TXDB002/
SSL12-C/
CRX0

ETO_INT

SDO_DAT5-
A

IRQ1

ADST1

73

P500

PIO_032

WR#-A/
WRO#-A/
A16-C

GTIOC2A

CTS002#/
RTS002#/
SS002#/
DE002/
TXDB002/
CTS007#/
SSL11-C/
CTX0

ETO_LINKS
TA

SDO_DAT4-
A

IRQO

ADSTO

74

P803

PIO_059

CS3#-A/
WR1#-B/
BC1#-B

GTIOC1B/
POEGA

CTS010#/
RTSO10#/
SS0108#/
DE010/
TXDB010/
CTX2/
USBO_ID

ETO_MDC-
B

IRQ3

ADSYNC
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RX74N Group 1. Overview
Table 1.8 List of Pin and Pin Functions (176-Pin LFQFP) (6/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC |RTC, (GPTW, CANFD, USB, (XSPI, A/D Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
75 P802 |PIO_058|CS2#-A/ GTIW/ SCK010-B/  |ETO_MDIO- IRQ2 ADCNV2
WR#-B/ GTIOC1A/ |CTS010#/ B
WRO#-B POEGB TXDB010/
CRX2/
USBO_EXICE
N
76 VCL
77 VSS
78 vcc
79 CLKOUT |P801 |PIO_057 [EBCLK-A GTIV/ TXD010-B/ |ETO_CRS IRQ9 ADCNV1
GTIOCOB/ |SMOSI010-B/
POEGC SSDA010/
TXDA010
80 P800 |PIO_056 |CS1#-A/ GTIU/ RXD010-B/  |ETO_COL IRQ8 ADCNVO
DQMO-B GTIOCOA/ |SMISO010-B/
POEGD SSCL010
81 ETHPHYC |PC07 |PIO_031|D0-A T™MO2/ GTETRGD/|TXD008-A/ SD0_CD IRQ14 PDMDATO
LK TOCO/ GTADSM1/ |SMOSI008-A/
CACREF |GTIOC15B/|SSDA008/
POEGA TXDAO008/
MISO0-A/
SSITXDO
82 PC06 |PIO_030|D1-A T™MCI2/ GTETRGC/|RXD008-A/  |ETO_TX_ER|SDO_WP IRQ13 PDMCLKO
TICO GTCPPO7/|SMISO008-A/ |-A
GTIOC15A/|SSCL008/
POEGB MOSI0-A/
SSILRCKO
83 PC05 |PIO_029|D2-A TMRI2 GTOWLO/ |SCK008-A/  |ETO_TX_EN|SDO_DAT1- |IRQ5 PCOUTZ1
GTIOC9B |CTS008#/ -A/ A
TXDBO008/ RMIO_TX_
RSPCKO-A/  |EN-A
SSIBCKO
84 PC04 |PIO_028|D3-A T™MCI1 GTOWUP/ |CTS008#/ ETO_TXD3- [SDO_DATO- |IRQ12 PCOUTB1
GTIOC9A |RTS008#/ A A
SS008#/
DE008/
TXDB008/
CTSO011#/
SSL00-A/
AUDIO_CLK
85 PC03 |PIO_027|D4-A GTOVLO/ |TXDO11-A/  |ETO_TXD2- |SDO_CLK-A |IRQ11 PCOUTA1
GTIOC8B |SMOSI011-A/ |A
SSDAO011/
TXDAO011/
SDAHS1-C
86 PC02 |PIO_026|D5-A GTOVUP/ |RXDO011-A/  |[ETO_TXD1- [SDO_CMD- [IRQ10 PCOUTZ0
GTIOC8A |SMISO011-A/ |A/ A
SSCLO11/ RMII0_TXD
SSL03-A/ 1-A
SCLHS1-C
87 PCO01 |PIO_025|D6-A GTOULO/ |SCK011-A/  |[ETO_TXDO- |SDO_DAT3- [IRQ12 PCOUTBO
GTIOC7B |CTSO011#/ A/ A
TXDBO011/ RMIIO_TXD
SSL02-A/ 0-A
SDA00-C
88 PC00 |PIO_024|D7-A GTOUUP/ |CTSO11#/ ETO_TX_CL |SDO_DAT2- |IRQ14 PCOUTAO
GTIOC7A |RTSO11#/ K-A A
SSO011#/
DEO11/
TXDB011/
SSLO1-A/
SCL00-C
89 PB07 |PIO_023|D8-A GTOWLO/ |TXD009-A/  [ETO_LINKS IRQ15
GTIOC6B |SMOSI009-A/ |TA
SSDA009/
TXDA009
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RX74N Group 1. Overview
Table 1.8 List of Pin and Pin Functions (176-Pin LFQFP) (7/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
7Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC |RTC, (GPTW,  |CANFD,USB, (XSPI, A/D Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
90 PB06 |PIO_022|D9-A GTOWUP/ |RXD009-A/  |ETO_RX_E IRQ6
GTIOC6A [SMISO009-A/ |R-A/
SSCL009 RMIIO_RX_
ER-A
91 PB05 |PIO_021|D10-A TMRI1 GTOVLO/ |SCK009-A/ |ETO_RX_D IRQ13
GTIOC5B |CTS009#/ V-A/
TXDBO009 RMIIO_CRS
_DV-A
92 PB04 |PIO_020|D11-A GTOVUP/ |CTS004#/ ETO_RX_CL IRQ4
GTIOC5A |CTS009#/ K-A/
RTS009#/ RMIIO_REF
SS009#/ 50CK-A
DEO009/
TXDBO009
93 VCC
94 VSS
95 VCL
96 PB03 |PIO_019|D12-A TMOO GTOULO/ |SCK004-A/ |ETO_RXD3- IRQ3
GTIOC4B |CTS004#/ A
TXDBO004
97 PB02 |PIO_018|D13-A GTOUUP/ |CTS004#/ ETO_RXD2- IRQ2
GTIOC4A |RTS004#/ A
SS004#/
DE004/
TXDB004/
CTS009#
98 PBO1 |PIO_017 |D14-A TMCIO GTETRGB/ [TXD004-A/ ETO_RXD1- IRQ4-DS PCINB1
GTCPPO4/ |[SMOSI004-A/ |A/
GTIOC14B/|SSDA004/ RMII0_RXD
POEGA TXDA004 1-A
99 PB0O0 |PIO_016|D15-A GTETRGA/ [RXD004-A/  |ETO_RXDO- IRQ12 ADST2 |PCINA1
GTADSMO/ [SMISO004-A/ |A/
GTIOC14A/|SSCL004 RMII0_RXD
POEGC 0-A
100 PG02 |PIO_058|DQM3-A/ GTIOC11A |TXD008-C/ IRQ10
WR3#-C/ SMOSI008-C/
BC3#-C SSDAO008/
TXDAO008
101 PGO01 |PIO_057 |DQMO-A/ GTCPPO1 [RXD008-C/ IRQ9
WR#-C/ SMISO008-C/
WRO0#-C SSCL008
102 PG00 |PIO_056 |DQM1-A/ GTCPPOO |SCK008-C/ IRQ8
WR1#-C/ CTS008#/
BC1#-C TXDB008
103 ETHPHYC [PA07 |PIO_015|A0-A/ GTIOC3B/ |RXDO010-A/ IRQ7 PCINBO
LK BCO#-A/ GTIOC13B |SMISO010-A/
DQM1-B SSCL010/
MISO0-B
104 PAO6 |PIO_014|A1-A/ TMCI3 GTIOC3A/ [TXD010-A/ IRQ14 PCINZ1
DQM2-B GTIOC13A [SMOSI010-A/
SSDA010/
TXDAO010/
MOSI0-B
105 PAO5 |PIO_013|A2-A GTIOC2B/ |SCK010-A/ IRQ5 PCINAO
GTIOC12B |CTS010#/
TXDBO010/
RSPCKO0-B
106 PA04 |PIO_012|A3-A TMRIO GTIOC2A/ |CTS010#/ IRQ5-DS PCINZO
GTIOC12A |RTS010#/
SS010#/
DEO010/
TXDBO010/
SSL00-B
107 vCC
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Table 1.8 List of Pin and Pin Functions (176-Pin LFQFP) (8/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC (RTC, (GPTW,  |CANFD,USB, (XSPI, A/ID Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
108 VSS
109 VCL
110 PAO3  |PIO_011|A4-A GTIOC1B/ |RXDO005-A/ IRQ6-DS [ADSYNC
GTIOC11B |SMISO005-A/
SSCL005
111 PA02 |PIO_010|A5-A GTIW/ TXDO005-A/ IRQ10 ADCNV2
GTIOC1A/ |SMOSI005-A/
GTIOC11A |SSDA005/
TXDAO005/
SSL03-B
112 PAO1  |PIO_009|AB-A GTIV/ SCKO005-A/ IRQ11 ADCNV1
GTIOCOB/ |CTS005#/
GTIOC10B | TXDBO005/
SSL02-B
113 ETHPHYC |PAO0  |PIO_008|A7-A CACREF |GTIU/ CTS010#/ IRQ1-DS |ADCNVO
LK GTIOCOA/ |CTS005#/
GTIOC10A |RTS005#/
SS005#/
DE005/
TXDBO005/
SSL01-B
114 P707 PIO_055|WE#-A/ GTIOC13B | TXD011-B/ XSPI1_RES |IRQ7
CST7#-A SMOSI011-B/ ET1#
SSDAO011/
TXDAO11
115 P706 |PIO_054 |CAS#-A/ GTIOC13A |RXD011-B/ XSPI1_WP1|[IRQ14 ADCNV2
CS6#-A SMISO011-B/ #
SSCLO11
116 P705 |PIO_053 |RAS#-A/ GTIOC12B |SCKO011-B/ XSPI1_RST [IRQ13 ADCNV1
CS5#-A CTSO11#/ O1#
TXDBO11
17 P704 |PIO_052|SDCS#-A/ GTIOC12A |CTS004#/ XSPI1_INT1[IRQ12 ADCNVO
CS4#-A CTSO011#/ #l
RTSO011#/ XSPI1_ECS
SSO11#/ 1#
DEO11/
TXDBO11
118 P703 |PIO_051|ALE-A/ CACREF |GTETRGB/|CTS004#/ XSPI1_RES |IRQ8
WR2#-B/ GTIOC11B |RTS004#/ ETO#/PCKO
BC2#-B SS004#/
DE004/
TXDB004
119 P702 |PIO_050 |RD#-A/ GTETRGA/ | SCK004-B/ XSPI1_WPO0 |IRQ10 ADST2
DQM3-B GTIOC11A |CTS004#/ #1
TXDB004 XSPI1_RES
ET1#/
HSYNC
120 P701  |PIO_049|CKE-A/ GTIOC10B |RXD004-B/ XSPI1_RST |IRQ1 ADST1
WR3#-B/ SMISO004-B/ oo#/
BC3#-B SSCL004 XSPI1_RES
ETO#/
VSYNC
121 ETHPHYC |P700 |PIO_048 [SDCLK-A GTIOC10A | TXDO004-B/ XSPI1_INTO |IRQO ADSTO
LK SMOSI004-B/ #1
SSDA004/ XSPI1_ECS
TXDAO004 0#/PIXCLK
122 vcc
123 VSS
124 VCL
125 PEO7 |PIO_047|A8-B/A20- [TOC1 GTETRGD/ XSPI1_CS0 |IRQ7
D GTCPPO7/ #/PIXD7
GTIOC10B/
POEGD
R01DS0434EJ0110 Rev.1.10 -zENESAS Page 82 of 285

Jul 31, 2026



RX74N Group

1. Overview

Table 1.8 List of Pin and Pin Functions (176-Pin LFQFP) (9/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC |[RTC, (GPTW,  |CANFD,USB, (XSPI, A/D Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
126 PE06 |PIO_046|A9-B/A21- |TIC1 GTETRGC/|SSL13-A XSPI1_DS/ [IRQ6
D GTADSM1/ PIXD6
GTIOC10A/
POEGB
127 PEO5 |PIO_045|A10-B/ GTOWLO/ [SSL12-A XSPI1_IO3/ [IRQ5
A22-D GTIOC9B PIXD5
128 PE04 |PIO_044 |A11-B/ GTOWUP/ |CTS012#/ XSPI1_I02/ [IRQ12
A23-D GTIOC9A |[SSL11-A XSPI1_WPO
#/PIXD4
129 PEO3 |PIO_043|A12-B TOC3 GTOVLO/ |CTSO012#/ SDO_DAT7- |IRQ11
GTIOC8B |RTSO012#/ B/
SS012#/ XSPI1_IO01/
DEO012/ PIXD3
TXDB012/
MISO1-A
130 PEO2 |PIO_042|A13-B TIC3 GTOVUP/ |RXD012-A/ SDO_DAT6- |IRQ7-DS
GTIOC8A [SMISO012-A/ B/
SSCL012/ XSPI1_100/
MOSI1-A PIXD2
131 CLKOUT |PEO1 |PIO_041|A14-B GTOULO/ [TXD012-A/ SDO_DAT5- |IRQ9
GTIOC7B |SMOSI012-A/ B/
SSDA012/ XSPI1_CK/
TXDAO012/ PIXD1
RSPCK1-A
132 ETHPHYC |[PEOO |PIO_040|A15-B GTOUUP/ [SCK012-A/ SD0_DAT4- |IRQ8
LK GTIOC7A |CTSO012#/ B/
TXDB012/ XSPI1_CKN
SSL10-A #l
XSPI1_CS1
#/P1XDO
133 P607 |PIO_015|CS0#-B/ GTETRGB/ |CTS008#/ XSPIO_RST [IRQ15
D16-B GTADSMO/ |CTS009#/ O0#
GTIOC15B/|RTS009#/
POEGA SS009#/
DE009/
TXDB009/
CRX2
134 P606 |PIO_014|CS1#-C/ GTETRGA/ |[SCK009-B/ XSPIO_RES [IRQ14
D17-B GTCPPO4/ |CTS009#/ ETO#
GTIOC15A/| TXDB009/
POEGC SSL03-D/
CTX2
135 P605 |PIO_013|CS2#-C/ GTIOC6B |RXD009-B/ XSPIO_INTO |IRQ13
D18-B SMIS0009-B/ #l
SSCL009/ XSPIO_ECS
SSL02-D O#
136 P604  |PIO_012|CS3#-C/ GTIOCBA [TXD009-B/ XSPIO_CS1 [IRQ4
D19-B SMOSI009-B/ #l
SSDA009/ XSPIO_RST
TXDAO009/ O0#
SSL01-D
137 P603 |PIO_011 |WE#-B/ GTIOC5B |CTS008#/ XSPIO_IO7/ {IRQ3
D20-B RTS008#/ PCKO
SS008#/
DE008/
TXDB008/
CTSO009#/
MISO0-D
138 P602 |PIO_010|CAS#-B/ GTIOC5A |SCKO008-B/ XSPIO_IO6/ [IRQ2 ADTRG2
D21-B CTSO008#/ HSYNC #
TXDB008/
MOSI0-D
139 P601 |PIO_009 |RAS#-B/ GTIOC4B |RXDO008-B/ |GPTP_PTP |XSPIO_IO5/ |IRQ1 ADTRG1
D22-B SMIS0008-B/ |OUT1 VSYNC #
SSCL008/
RSPCKO0-D
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Table 1.8 List of Pin and Pin Functions (176-Pin LFQFP) (10/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC (RTC, (GPTW,  |CANFD,USB, (XSPI, A/ID Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
140 P600 |PIO_008|SDCS#-B/ GTIOC4A |TXD008-B/ |GPTP_PTP |XSPI0_lO4/ |IRQO ADTRGO
D23-B SMOSI008-B/ |[OUTO PIXCLK #
SSDA008/
TXDAO008/
SSL00-D
141 VCC2
142 VSS
143 VCL
144 PD0O7 |PIO_039|A16-B/ GTIW/ TXDO003-A/ SDO_CD/  [IRQ7 ANO031
D24-B GTIOC3B/ |SMOSI003-A/ XSPI0_CS0
POEGA SSDA003/ #l
TXDA003/ XSPI0_RES
CTX1 ET1#/PIXD7
145 PD06 |PIO_038|A17-B/ GTIV/ RXDO003-A/ SDO_WP/  [IRQ6 ANO030
D25-B GTIOC3A/ |SMISO003-A/ XSPI0_DS/
POEGB SSCL003/ PIXD6
SSL23-A/
CRX1
146 PD05 |PIO_037 |A18-B/ GTIU/ SCKO003-A/ SDO_DAT1- [IRQ5 AN029
D26-B GTIOC2B/ |CTS003#/ B/
POEGD TXDB003/ XSPI0_IO3/
SSL22-A/ PIXD5
CTX0
147 PD04 |PIO_036|A19-B/ GTETRGA/ |CTS002#/ SDO_DATO- (IRQ4 AN028
D27-B GTIOC2A/ |CTS003#/ B/
POEGC RTS003#/ XSPI0_I02/
SS003#/ XSPI0_WPO
DE003/ #/PIXD4
TXDB003/
SSL21-A/
CRX0
148 PDO3  |PIO_035|A20-B/ TOC2 GTIOC1B/ |TXD002-A/ SDO_CLK- [IRQ3 AN027
D28-B POEGA SMOSI002-A/ B/
SSDA002/ XSPI0_IO1/
TXDA002/ PIXD3
MISO2-A
149 PD02 |PIO_034 |A21-B/ TIC2 GTETRGB/ |RXD002-A/ SDO_CMD- (IRQ2 AN026
D29-B GTIOC1A/ |SMISO002-A/ B/
POEGB SSCL002/ XSPI0_IO0/
MOSI2-A PIXD2
150 PDO1  |PIO_033|A22-B/ GTETRGC/|SCK002-A/ SDO_DAT3- (IRQ1 ANO025
D30-B GTIOCOB/ |CTS002#/ B/
POEGC TXDB002/ XSPI0_CK/
RSPCK2-A PIXD1
151 PD00 |PIO_032|A23-B/ GTETRGD/|CTS002#/ SDO_DAT2- (IRQO AN024
D31-B GTIOCOA/ |RTS002#/ B/
POEGD SS002#/ XSPI0_CKN
DE002/ #l
TXDB002/ XSPI0_CS1
CTS003#/ #/PIXDO
SSL20-A
152 VCC2
153 VSS
154 VCL
155 P903  |PIO_003 GTETRGD/|CTS006#/ XSPI0_WP1|IRQ11 ANO035
GTCPPQOY9/ |CTS001#/ #
POEGD RTS001#/
SS001#/
DE001/
TXDBO001
156 P902 |PIO_002 GTETRGC/|SCK001-C/ XSPIO_RES [IRQ10 AN034
GTCPPO8 |CTS001#/ ET1#
TXDBO001
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Table 1.8 List of Pin and Pin Functions (176-Pin LFQFP) (11/11)
Pin Memory I/F
Number Timer Communication Camera I/F Others
7Power (RSC,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
176-Pin |System EXDMAC (RTC, (GPTW,  |CANFD,USB, (XSPI, AD Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
157 P901  |PIO_001 GTETRGB/ | TXD001-C/ XSPIO_RST |IRQ9 ANO033
GTCPPO6 |SMOSI001-C/ O1#/
SSDA001/ XSPIO_RES
TXDAO001 ETO#
158 P900  |PIO_000 GTETRGA/ |RXD001-C/ XSPIO_INT1|IRQO ANO032
GTCPPO5 |SMISO001-C/ #1
SSCL001 XSPIO_ECS
1#
159 AVCCO
160 AVSSO0
161 VREFLO
162 VREFHO
163 P407 |PIO_055 IRQ15-  |ANOO7
DS
164 P406 |PIO_054 IRQ14- |AN006
DS
165 P405 |PIO_053 IRQ13- |ANOO5
DS
166 P404 |PIO_052 IRQ12-  |AN004
DS
167 P403 |PIO_051 IRQ11-DS|AN003
168 P402 |PIO_050 IRQ10-  |AN002
DS
169 P401  |PIO_049 IRQ9-DS |ANO0O1
170 P400 |PIO_048 IRQ8-DS |ANOOO
171 P415 |PIO_063 IRQ31 ANO15/
DA1
172 P414  |PIO_062 IRQ30 ANO014/
DAO
173 P007 |PIO_007 GTCPPO6/ |CTS000#/ IRQ23- |ADTRGO |PDMDATO
GTIOC13B/|RTS000#/ DS #/ANO23
POEGA SS000#/
DE000/
TXDB000
174 P006 |PIO_006 GTCPPO5/ | SCK000-B/ IRQ22- |ADTRG1 |PDMCLKO
GTIOC13A/|CTS000#/ DS #/ANO22 |/
GTIOC9B |TXDBO000 PCOUTZ1
175 P005 |PIO_005 GTCPPO4/ |RXD000-B/ IRQ21- |ADTRG2 |PCOUTB1
GTIOC12B/|SMISO000-B/ DS #/AN021
GTIOC9A |SSCL000/
SSILRCK1
176 P004 |PIO_004 GTCPPO3/ | TXD000-B/ IRQ20- |AN020 |PCOUTA1
GTIOC12A/|SMOSI000-B/ DS
GTIOC8B |SSDA000/
TXDAO0O00/
SSITXD1
R01DS0434EJ0110 Rev.1.10 -zENESAS Page 85 of 285

Jul 31, 2026



RX74N Group

1. Overview

1.6.5 144-Pin LFQFP
Table 1.9 List of Pin and Pin Functions (144-Pin LFQFP) (1/9)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
144-Pin |System EXDMAC |RTC, (GPTW, |CANFD,USB, (XSPI, A/D Tamper
LFQFP |Control (l/O Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
1 P003 |PIO_003 GTCPPO2/ |RXD007-A/  |ETO_MDIO- IRQ19- |ANO19 |PCOUTBO
GTIOC11B/|SMISO007-A/ |D DS
GTIOC8A |SSCL007/
SSIRXD1
2 P002 |PIO_002 TMCI1 GTCPPO1/ [TXDO007-A/ ETO_MDC- IRQ18- |ANO18 |PCOUTAO
GTIOC11A/|SMOSI007-A/ |D DS
GTIOC7B |SSDA007/
TXDAO007/
SSIBCK1
3 P0O01  |PIO_001 TMCIO GTCPPOO0/ |SCK007-A/  |ETO_LINKS IRQ17- |ANO17 |PCOUTZ0
GTIOC10B/|CTS007#/ TA DS
GTIOC7A |TXDB007/
SSIBCKO
4 P000 |PIO_000 TMRIO GTCPPO7/ |CTS000#/ ETO_INT IRQ16- |ANO16
GTIOC10A/|CTS007#/ DS
POEGB RTSO007#/
SS007#/
DEO0O07/
TXDB007/
AUDIO_CLK
5 VCC
6 VSS
7 VCL
8 RES#
9 MD/FINED |P315
10 P312 |PIO_060|BACK#-B |RTCIC2 |GTETRGD/|SSL13-B/ IRQ20 ADTRG2 |TAMPI2
GTCPPO1 |SSILRCKO #
5/POEGA
11 P311 PIO_059 |BREQ#-B [RTCIC1 GTETRGC/ |CTS007#/ ETO_WOL IRQ19 ADTRG1 |[TAMPI1
GTCPPO1 |SSL12-B/ #
4/POEGD [SSIRXDO
12 P310 |PIO_058 RTCICO/ |GTETRGB/ |CTS000#/ IRQ18 ADTRGO [TAMPIO
CACREF |GTCPPO1/ |CTS001#/ #
POEGC SSL11-B/
SSITXDO
13 VBATT/
VCC
14 XCIN/ P309
EXCIN
15 XCOUT |P308
16 VSS
17 XTAL P307
18 EXTAL P306
19 VCC
20 P305 NMI/IRQO
21 VCC_USB
22 PFO1 |PIO_049 GTCPPO1 (USB0O_DM IRQ1
5
23 PF00 |PIO_048 GTCPPO1 (USBO_DP IRQO
4
24 VSS_USB
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Table 1.9

List of Pin and Pin Functions (144-Pin LFQFP) (2/9)

Pin

Number

144-Pin
LFQFP

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

25

P207

PIO_023

A23-C/
CS4#-C

TMRI3

GTOWLO/
GTIOC2B/
GTIOC6B

RXD001-B/
SMISO001-B/
SSCL001/
MISO1-B/
SDAHS2-B/
CRX1/
USBO_ID

ETO_RXD3-
B

PCKO

IRQ3-DS

ADTRG2
#

26

P206

PIO_022

A22-C/
CS5#-C

TMO3/
RTCOUT

GTOWUP/
GTIOC2A/
GTIOC6A

CTSO006#/
TXD001-B/
SMOSI001-B/
SSDA001/
TXDAO001/
MOSI1-B/
SCLHS2-B/
CTX1/
USBO_EXICE
N/SSITXD1

ETO_RXD2-
B

VSYNC

IRQ2-DS

ADTRG1
#

PCOUTZ1

27

CLKOUT

P205

PIO_021

A21-C/
CS6#-C

GTOVLO/
GTIOC1B/
GTIOC5B

SCK001-B/
CTS001#/
TXDB001/
RSPCK1-B/
SDAHS1-B/
CRX0/
USBO_VBUS/
SSIRXD1

ETO_RXD1-
B/
RMII0_RXD
1-B

SD0_CD/
HSYNC

IRQ5

ADTRGO
#

PCOUTB1

28

ETHPHYC
LK

P204

PIO_020

A20-C/
CS7#-C

TMRI1

GTOVUP/
GTIOC1A/
GTIOC5A

CTSO001#/
RTS001#/
SS001#/
DE001/
TXDBO001/
SSL10-B/
SCLHS1-B/
CTXo0/
USBO_VBUS
EN/SSIBCK1

ETO_RXDO-
B/
RMIIO_RXD
0-B

SDO_WP/
PIXCLK

IRQ12

PCOUTA1

29

VCL

30

VSS

31

VvCC

32

P203

PIO_019

CS2#-B/
BACK#-A

GTOULO/
GTIOCO0B/
GTIOC4B

RXD006-A/
SMISO006-A/
SSCLO06/
CTS003#/
SSL00-C/
SDA00-B/
CRX2/
USBO_OVRC
URB/
SSIBCKO

ETO_RX_CL
K-B/
RMII0_REF
50CK-B

SDO_DAT1-
CIPIXD7

IRQ3

PDMDATO

33

P202

PIO_018

CS3#-B/
BREQ#-A

TMOO0

GTOUUP/
GTIOCOA/
GTIOC4A

TXD00B-A/
SMOSI006-A/
SSDA006/
TXDA00B/
RSPCKO-C/
SCL00-B/
CTX2/
USBO_OVRC
URA/
AUDIO_CLK

ETO_RX D
V-B/
RMIIO_CRS
DV-B

SDO_DATO-
CIPIXD6

IRQ15

PDMCLKO

34

ETHPHYC
LK

P304

PIO_028

ALE-C/
WAIT#-B

TMCI3

GTETRGD/
GTCPPOO/
POEGA

CTS000#/
CTS001#/
USBO_VBUS
EN

ETO_INT

IRQ0-DS

ADTRGO
#

35

TDI

P303

PIO_027

TMCI2

GTCPPO1
3

RXD000-A/
SMISO000-A/
SSCL000/
RXDO001-A/
SMISO001-A/
SSCL001/
MISO1-C

IRQ1
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Table 1.9

List of Pin and Pin Functions (144-Pin LFQFP) (3/9)

Pin

Number

144-Pin
LFQFP

Power
Supply
Clock
System
Control

1/0 Port

PIO

Bus
EXDMAC
SDRAMC

Timer

Communication

Memory I/F
Camera I/F

(TMR,
CMTW,
RTC,
CAC)

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI,
SDHI, PDC)

Interrupt

AID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

36

TDO

P302

PIO_026

TMRI3

GTCPPO1
2

TXD000-A/
SMOSI000-A/
SSDA000/
TXDAO0O0O/
TXD001-A/
SMOSI001-A/
SSDA001/
TXDAO001/
MOSI1-C

IRQ4

37

TCK/
SWCLK

P301

PIO_025

TMCI3

GTCPPO1
1

SCKO000-A/
CTSO000#/
TXDBO000/
SCKO001-A/
CTSO001#/
TXDBO001/
RSPCK1-C

IRQ7

38

TMS/
SWDIO

P300

PIO_024

TMO1

GTCPPO1
0

CTSO000#/
RTSO000#/
SS000#/
DE000/
TXDB000/
CTSO001#/
RTS001#/
SS001#/
DE001/
TXDB001/
SSL10-C

ETO_WOL

IRQ6

39

P201

PIO_017

TMCIO

GTIW/
GTIOC3B/
GTIOC14B

SCKO006-A/
CTS006#/
TXDB006/
MISO0-C/
SCLHS1-A/
USBO_EXICE
N/SSILRCKO

ETO_RX_E
R-B/
RMIIO_RX_
ER-B

SDO_CLK-
CIPIXD5

IRQ9

PCINZO

40

P200

PIO_016

TMRIO

GTETRGA/
GTIOC3A/
GTIOC14A

CTS006#/
RTS006#/
SS006#/
DE006/
TXDB006/
MOSI0-C/
SDAHS1-A/
USBO_ID/
SSIRXDO

ETO_TX_EN
-B/
RMIIO_TX_
EN-B

SDO_CMD-
C/PIXD4

IRQ8

ADTRG2
#

PCINZ1

41

P107

PIO_015

TMO1

GTIV/
GTIOC15B/
POEGA

TXD003-B/
SMOSI003-B/
SSDAO003/
TXDAO003/
SDAHS2-A/
SSITXDO

ETO_TXD3-
B

SDO_DAT3-
C/PIXD3

IRQ31-
DS

ADTRG1
#

PCINB1

42

CLKOUT

P106

PIO_014

TMO2/
RTCOUT

GTIU/
GTIOC15A/
POEGB

RXDO003-B/
SMISO003-B/
SSCLO003/
SCLHS2-A

ETO_TXD2-
B

SDO_DAT2-
C/PIXD2

IRQ30-
DS

ADTRGO
#

PCINA1

43

P105

PIO_013

TMCI2

GTIV/
GTIOC14B

TXD002-B/
SMOSI002-B/
SSDA002/
TXDAO002/
SCK003-B/
CTS003#/
TXDB003/
CRX2/
USBO_VBUS/
SSILRCK1

ETO_TXD1-
B/
RMIIO_TXD
1-B

PIXD1

IRQ29-
DS

ADST1

PCINBO
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Table 1.9 List of Pin and Pin Functions (144-Pin LFQFP) (4/9)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
144-Pin |System EXDMAC (RTC, (GPTW,  |CANFD,USB, (XSPI, AD Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
44 P104 |PIO_012 TMRI2 GTIW/ RXD002-B/  |ETO_TXDO- |PIXDO IRQ4 ADSTO |PCINAO
GTIOC14A |SMISO002-B/ |B/
SSCL002/ RMII0_TXD
CTS003#/ 0-B
RTS003#/
SS003#/
DE003/
TXDB003/
CTX2/
USBO_OVRC
URA-DS
45 VCL
46 VSS
47 vcc
48 P103 |PIO_011 TMO3 GTADSM1/ |CTS002#/ ETO_CRS IRQ3
GTIOC13B |SDA00-A
49 P102 |PIO_010 T™MCI1 GTADSMO/ |SCLO0-A ETO_COL IRQ2
GTIOC13A
50 P101  |PIO_009|CS0#-A/ |TMCI3 GTETRGC/|SCK002-B/  [ETO_TX_CL IRQ1 ADTRG1
ALE-B GTADSM1/ |CTS002#/ K-B #
GTIOC12B |TXDB002/
USBO_VBUS-
DS
51 P100 |PIO_008|CS1#-B/ |TMRI3/ GTIU/ CTS002#/ ETO_TX_ER IRQO ADTRG2
WAIT#-A |CACREF |GTADSMO/ |RTS002#/ -B #
GTIOC12A |SS002#/
DE002/
TXDB002/
CTSO005#/
USBO_OVRC
URB-DS
52 VCC_DCD
C
53 VCC_DCD
C
54 VLO
55 VLO
56 VSS_DCD
C
57 VSS_DCD
C
58 P803  |PIO_059|CS3#-A/ GTIOC1B/ |CTS010#/ ETO_MDC- IRQ3 ADSYNC
WR1#-B/ POEGA RTS010#/ B
BC1#-B SS010#/
DEO10/
TXDB010/
CTX2/
USBO_ID
59 P802 |PIO_058|CS2#-A/ GTIW/ SCK010-B/  |ETO_MDIO- IRQ2 ADCNV2
WR#-B/ GTIOC1A/ |CTS010#/ B
WRO#-B POEGB TXDB010/
CRX2/
USBO_EXICE
N
60 VCL
61 Vss
62 vcc
63 CLKOUT |P801 |PIO_057 [EBCLK-A GTIV/ TXD010-B/  |ETO_CRS IRQ9 ADCNV1
GTIOCOB/ |SMOSI010-B/
POEGC SSDA010/
TXDA010
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Table 1.9 List of Pin and Pin Functions (144-Pin LFQFP) (5/9)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
144-Pin |System EXDMAC |RTC, (GPTW,  |CANFD, USB, (XSPI, AID Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
64 P800 |PIO_056 |CS1#-A/ GTIU/ RXD010-B/ |ETO_COL IRQ8 ADCNVO0
DQMO0-B GTIOCOA/ [SMISO010-B/
POEGD SSCL010
65 ETHPHYC |[PC07 |PIO_031|D0O-A TMO2/ GTETRGD/ | TXD008-A/ SDO_CD IRQ14 PDMDATO
LK TOCO/ GTADSM1/ |SMOSI008-A/
CACREF |GTIOC15B/|SSDA008/
POEGA TXDA008/
MISO0-A/
SSITXDO
66 PC06 |PIO_030|D1-A TMCI2/ GTETRGC/|RXD008-A/ |ETO_TX_ER|SDO_WP IRQ13 PDMCLKO
TICO GTCPPO7/ |[SMISO008-A/ |-A
GTIOC15A/|SSCL008/
POEGB MOSI0-A/
SSILRCKO
67 PC05 |PIO_029|D2-A TMRI2 GTOWLO/ |SCKO008-A/ ETO_TX_EN|SDO_DAT1- |IRQ5 PCOUTZA1
GTIOC9B |CTS008#/ -A/ A
TXDB008/ RMIIO_TX_
RSPCKO0-A/ [EN-A
SSIBCKO
68 PC04 |PIO_028 |D3-A TMCI1 GTOWUP/ |CTS008#/ ETO_TXD3- |SDO_DATO- |IRQ12 PCOUTB1
GTIOC9A |RTS008#/ A A
SS008#/
DEO008/
TXDB008/
CTSO11#/
SSLO0-A/
AUDIO_CLK
69 PC03 |PIO_027 |D4-A GTOVLO/ |TXDO011-A/ ETO_TXD2- |SDO_CLK-A |IRQ11 PCOUTA1
GTIOC8B |SMOSI011-A/ |A
SSDAO011/
TXDAO011/
SDAHS1-C
70 PC02 |PIO_026|D5-A GTOVUP/ |[RXD011-A/ ETO_TXD1- |SDO_CMD- [IRQ10 PCOUTZ0
GTIOC8A |SMISO011-A/ |A/ A
SSCL011/ RMII0_TXD
SSL03-A/ 1-A
SCLHS1-C
71 PC01 |PIO_025|D6-A GTOULO/ [SCKO011-A/ ETO_TXDO- |SDO_DAT3- [IRQ12 PCOUTBO
GTIOC7B |CTSO011#/ A/ A
TXDB0O11/ RMII0_TXD
SSL02-A/ 0-A
SDA00-C
72 PCO0 |PIO_024 |D7-A GTOUUP/ |CTSO011#/ ETO_TX_CL |SDO_DAT2- [IRQ14 PCOUTAO
GTIOC7A |RTSO11#/ K-A A
SSO011#/
DEO011/
TXDBO11/
SSLO1-A/
SCL00-C
73 PB07 |PIO_023 |D8-A GTOWLO/ |TXD009-A/ ETO_LINKS IRQ15
GTIOC6B |SMOSI009-A/ | TA
SSDA009/
TXDA009
74 PB06 |PIO_022|D9-A GTOWUP/ |RXD009-A/ |ETO_RX_E IRQ6
GTIOC6A |SMISO009-A/ |R-A/
SSCL009 RMIIO_RX_
ER-A
75 PB05 |PIO_021|D10-A TMRI1 GTOVLO/ |SCKO009-A/ |ETO_RX_D IRQ13
GTIOC5B |CTS009#/ V-A/
TXDB009 RMIIO_CRS
_DV-A
76 PB04 |PIO_020|D11-A GTOVUP/ |CTS004#/ ETO_RX_CL IRQ4
GTIOC5A |CTS009#/ K-A/
RTSO009#/ RMIIO_REF
SS009#/ 50CK-A
DEO009/
TXDB009
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Table 1.9 List of Pin and Pin Functions (144-Pin LFQFP) (6/9)

Pin Memory I/F
Number Timer Communication Camera I/F Others
7Power (RSCl,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
144-Pin |System EXDMAC [RTC, (GPTW,  |CANFD, USB, (XSPI, AID Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
77 vCC
78 VSS
79 VCL
80 PB03 |PIO_019|D12-A TMOO0 GTOULO/ |SCK004-A/  |ETO_RXD3- IRQ3
GTIOC4B |CTS004#/ A
TXDB004
81 PB02 |PIO_018|D13-A GTOUUP/ |CTS004#/ ETO_RXD2- IRQ2
GTIOC4A |RTS004#/ A
S§S004#/
DEO004/
TXDBO004/
CTS009#
82 PB01 |PIO_017|D14-A TMCIO GTETRGB/|TXD004-A/  |ETO_RXD1- IRQ4-DS PCINB1
GTCPPO4/ |[SMOSI004-A/ |A/
GTIOC14B/|SSDA004/ RMII0_RXD
POEGA TXDAO004 1-A
83 PB00 |PIO_016|D15-A GTETRGA/ |RXD004-A/  |ETO_RXDO- IRQ12 ADST2 |PCINA1
GTADSMO/ [SMISO004-A/ |A/
GTIOC14A/|SSCL004 RMII0_RXD
POEGC 0-A
84 ETHPHYC |PA07  |PIO_015|A0-A/ GTIOC3B/ |RXDO010-A/ IRQ7 PCINBO
LK BCO#-A/ GTIOC13B [SMISO010-A/
DQMm1-B SSCLO10/
MISO0-B
85 PA06  |PIO_014|A1-A TMCI3 GTIOC3A/ |TXD010-A/ IRQ14 PCINZ1
GTIOC13A |SMOSI010-A/
SSDA010/
TXDAO010/
MOSI0-B
86 PA0O5 |PIO_013|A2-A GTIOC2B/ |SCKO010-A/ IRQ5 PCINAO
GTIOC12B |CTS010#/
TXDB010/
RSPCKO0-B
87 PA04  |PIO_012|A3-A TMRIO GTIOC2A/ |CTS010#/ IRQ5-DS PCINZO
GTIOC12A |RTS010#/
SS010#/
DEO10/
TXDB010/
SSL00-B
88 vCC
89 VSS
90 VCL
91 PA0O3  |PIO_011 |A4-A GTIOC1B/ |RXDO005-A/ IRQ6-DS |ADSYNC
GTIOC11B |SMISO005-A/
SSCL005
92 PA02 |PIO_010|A5-A GTIW/ TXDO005-A/ IRQ10 ADCNV2
GTIOC1A/ |SMOSI005-A/
GTIOC11A |SSDA005/
TXDAO005/
SSL03-B
93 PAO1  |PIO_009|A6-A GTIV/ SCKO005-A/ IRQ11 ADCNV1
GTIOCOB/ |CTS005#/
GTIOC10B |TXDBO005/
SSL02-B
94 ETHPHYC |PAO0  |PIO_008 [A7-A CACREF |GTIU/ CTS010#/ IRQ1-DS |ADCNVO
LK GTIOCOA/ |CTS005#/
GTIOC10A |RTS005#/
SS005#/
DEO0O05/
TXDBO005/
SSL01-B
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Table 1.9 List of Pin and Pin Functions (144-Pin LFQFP) (7/9)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
144-Pin |System EXDMAC (RTC, (GPTW,  |CANFD,USB, (XSPI, AD Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
95 P702 |PIO_050 |RD#-A GTETRGA/ |SCK004-B/ XSPI1_WPO0 [IRQ10 ADST2
GTIOC11A |CTS004#/ #l
TXDB004 XSPI1_RES
ET1#/
HSYNC
96 P701  |PIO_049 |CKE-A GTIOC10B |RXD004-B/ XSPI1_RST |IRQ1 ADST1
SMISO004-B/ oo#/
SSCL004 XSPI1_RES
ETO#/
VSYNC
97 ETHPHYC |P700 |PIO_048 |SDCLK-A GTIOC10A | TXD004-B/ XSPI1_INTO |IRQO ADSTO
LK SMOSI004-B/ #l
SSDA004/ XSPI1_ECS
TXDAO004 0#/PIXCLK
98 vcc
99 VSS
100 VCL
101 PEO7 |PIO_047|A8-B/A20- [TOC1 GTETRGD/ XSPI1_CS0 |IRQ7
D GTCPPO7/ #/PIXD7
GTIOC10B/
POEGD
102 PE06 |PIO_046 |A9-B/A21- |TIC1 GTETRGC/|SSL13-A XSPI1_DS/ |IRQ6
D GTADSM1/ PIXD6
GTIOC10A/
POEGB
103 PEO5 |PIO_045|A10-B/ GTOWLO/ |SSL12-A XSPI1_I03/ |IRQ5
A22-D GTIOC9B PIXD5
104 PEO4 |PIO_044|A11-B/ GTOWUP/ |CTS012#/ XSPI1_102/ [IRQ12
A23-D GTIOC9A |SSL11-A XSPI1_WPO0
#/PIXD4
105 PEO3 |PIO_043|A12-B TOC3 GTOVLO/ |CTS012#/ SDO_DAT7- |IRQ11
GTIOC8B |RTSO012#/ B/
SSo012#/ XSPI1_I01/
DEO012/ PIXD3
TXDB012/
MISO1-A
106 PEO2 |PIO_042|A13-B TIC3 GTOVUP/ |RXD012-A/ SDO_DAT6- |IRQ7-DS
GTIOC8A |SMISO012-A/ B/
SSCL012/ XSPI1_I00/
MOSI1-A PIXD2
107 CLKOUT |PEO1 |PIO_041|A14-B GTOULO/ |TXD012-A/ SDO_DATS5- (IRQ9
GTIOC7B |SMOSI012-A/ B/
SSDA012/ XSPI1_CK/
TXDA012/ PIXD1
RSPCK1-A
108 ETHPHYC |PEO0  |PIO_040 |A15-B GTOUUP/ |SCK012-A/ SDO_DAT4- |IRQ8
LK GTIOC7A |CTS012#/ B/
TXDB012/ XSPI1_CKN
SSL10-A #l
XSPI1_CS1
#/PIXDO
109 P605 |PIO_013|CS2#-C GTIOC6B |RXDO009-B/ XSPIO_INTO [IRQ13
SMISO009-B/ #
SSCL009/ XSPIO_ECS
SSL02-D O
110 P604 |PIO_012|CS3#-C GTIOC6A | TXDO009-B/ XSPI0_Cs1 |IRQ4
SMOSI009-B/ #
SSDA009/ XSPIO_RST
TXDAO009/ Oo#
SSL01-D
R01DS0434EJ0110 Rev.1.10 -zENESAS Page 92 of 285

Jul 31, 2026
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Table 1.9 List of Pin and Pin Functions (144-Pin LFQFP) (8/9)
Pin Memory I/F
Number Timer Communication Camera I/F Others
7Power (RSC,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
144-Pin |System EXDMAC (RTC, (GPTW,  |CANFD,USB, (XSPI, AD Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
111 P603  |PIO_011 |WE#-B GTIOC5B |CTS008#/ XSPI0_IO7/ |IRQ3
RTS008#/ PCKO
SS008#/
DE008/
TXDBO008/
CTS009#/
MISO0-D
112 P602 |PIO_010|CAS#-B GTIOC5A |SCK008-B/ XSPI0_IO6/ |IRQ2 ADTRG2
CTS008#/ HSYNC #
TXDB008/
MOSI0-D
113 P601  |PIO_009 |RAS#-B GTIOC4B |RXD008-B/ |GPTP_PTP [XSPIO_IO5/ (IRQ1 ADTRG1
SMISO008-B/ |OUT1 VSYNC #
SSCL008/
RSPCKO0-D
114 P600 |PIO_008 |SDCS#-B GTIOC4A |TXD008-B/ |GPTP_PTP |XSPI0_IO4/ |IRQO ADTRGO
SMOSI008-B/ |OUTO PIXCLK #
SSDA008/
TXDAO008/
SSL00-D
115 VCC2
116 VSS
17 PDO7 |PIO_039|A16-B GTIW/ TXDO003-A/ SDO_CD/  [IRQ7 ANO031
GTIOC3B/ |SMOSI003-A/ XSPI0_CS0
POEGA SSDA003/ #
TXDAO003/ XSPIO_RES
CTX1 ET1#/PIXD7
118 PD06 |PIO_038|A17-B GTIV/ RXDO003-A/ SDO_WP/  [IRQ6 ANO030
GTIOC3A/ |SMISO003-A/ XSPI0_DSs/
POEGB SSCL003/ PIXD6
SSL23-A/
CRX1
119 PD0O5 |PIO_037|A18-B GTIU/ SCKO003-A/ SDO_DAT1- |IRQ5 AN029
GTIOC2B/ |CTS003#/ B/
POEGD TXDB003/ XSPI0_IO3/
SSL22-A/ PIXD5
CTX0
120 PD04 |PIO_036|A19-B GTETRGA/ |CTS002#/ SDO_DATO- (IRQ4 ANO028
GTIOC2A/ |CTS003#/ B/
POEGC RTS003#/ XSPI0_I02/
SS003#/ XSPI0_WPO
DE003/ #/PIXD4
TXDB003/
SSL21-A/
CRX0
121 PD03 |PIO_035|A20-B TOC2 GTIOC1B/ |TXD002-A/ SDO_CLK- [IRQ3 ANO27
POEGA SMOSI002-A/ B/
SSDA002/ XSPI0_IO1/
TXDA002/ PIXD3
MISO2-A
122 PD02 |PIO_034|A21-B TIC2 GTETRGB/ |RXD002-A/ SDO_CMD- |IRQ2 AN026
GTIOC1A/ |SMISO002-A/ B/
POEGB SSCL002/ XSPI0_I00/
MOSI2-A PIXD2
123 PDO1 |PIO_033|A22-B GTETRGC/|SCK002-A/ SDO_DAT3- (IRQ1 ANO025
GTIOCO0B/ |CTS002#/ B/
POEGC TXDB002/ XSPI0_CK/
RSPCK2-A PIXD1
124 PD0O0 |PIO_032|A23-B GTETRGD/ |CTS002#/ SDO_DAT2- {IRQO AN024
GTIOCOA/ |RTS002#/ B/
POEGD SS002#/ XSPI0_CKN
DEO002/ #/
TXDB002/ XSPI0_CS1
CTS003#/ #/PIXDO
SSL20-A
125 VSS
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Table 1.9 List of Pin and Pin Functions (144-Pin LFQFP) (9/9)
Pin Memory I/F
Number Timer Communication Camera I/F Others
7Power (RSC,
Supply (TMR, RSPIA, RI3C, (PDMIF,
Clock Bus CMTW, RIICHS, PCIF,
144-Pin |System EXDMAC (RTC, (GPTW,  |CANFD,USB, (XSPI, AD Tamper
LFQFP |Control 1/0 Port|PIO SDRAMC |CAC) POEG) SSIE) (ESWM) SDHI, PDC) |Interrupt [D/A detection)
126 VCL
127 P901  |PIO_001 GTETRGB/ | TXD001-C/ XSPIO_RST |IRQ9 ANO033
GTCPPO6 |SMOSI001-C/ O1#/
SSDA001/ XSPIO_RES
TXDAO001 ETO#
128 P900 |PIO_000 GTETRGA/ |RXD001-C/ XSPIO_INT1 |IRQO AN032
GTCPPO5 |SMISO001-C/ #l
SSCL001 XSPIO_ECS
1#
129 AVCCO
130 AVSSO0
131 VREFLO
132 VREFHO
133 P405 |PIO_053 IRQ13-  |ANOO5
DS
134 P404 PIO_052 IRQ12-  |ANO04
DS
135 P403 |PIO_051 IRQ11-DS|AN003
136 P402 |PIO_050 IRQ10- |AN002
DS
137 P401  |PIO_049 IRQ9-DS |ANOO1
138 P400 |PIO_048 IRQ8-DS |AN000
139 P415 |PIO_063 IRQ31 ANO15/
DA1
140 P414  |PIO_062 IRQ30 ANO14/
DAO
141 P0O07  |PIO_007 GTCPPO6/ |CTS000#/ IRQ23- |ADTRGO |PDMDATO
GTIOC13B/|RTS000#/ DS #/ANO23
POEGA SS000#/
DE000/
TXDB000
142 P006 |PIO_006 GTCPPO5/ | SCK000-B/ IRQ22- |ADTRG1 |PDMCLKO
GTIOC13A/|CTS000#/ DS #/ANO22 |/
GTIOC9B |TXDBO000 PCOUTZ1
143 P0O05 |PIO_005 GTCPPO4/ |RXD000-B/ IRQ21- |ADTRG2 |PCOUTB1
GTIOC12B/|SMISO000-B/ DS #/ANO21
GTIOC9A |SSCL000/
SSILRCK1
144 P004 |PIO_004 GTCPPO3/ | TXD000-B/ IRQ20- |AN020 |PCOUTA1
GTIOC12A/|SMOSI000-B/ DS
GTIOC8B |SSDA000/
TXDAO000/
SSITXD1
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1.6.6 100-Pin LFQFP
Table 1.10 List of Pin and Pin Functions (100-Pin LFQFP) (1/7)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply RSPIA, RI3C, (PDMIF,
Clock (TMR, RIICHS, PCIF,
100-Pin |System CMTW, (GPTW, CANFD, USB, A/D Tamper
LFQFP [Control |I/O Port |PIO RTC, CAC) |POEG) SSIE) (ESWM) (XSPI, SDHI) (Interrupt [D/A detection)
1 P003 P10_003 GTCPPO2/ |[RXD007-A/ |ETO_MDIO-D IRQ19-DS |ANO19 PCOUTBO
GTIOC11B/ [SMISO007-A/
GTIOC8A  |SSCL007/
SSIRXD1
2 P002 PIO_002 |TMCI1 GTCPPO1/ |TXD007-A/  |ET0_MDC-D IRQ18-DS |ANO018 PCOUTAO
GTIOC11A/ |SMOSI007-A/
GTIOC7B  |SSDA007/
TXDAO007/
SSIBCK1
3 P001 PIO_001 |TMCIO GTCPPOO/ |SCK007-A/  |ETO_LINKST IRQ17-DS |ANO17 PCOUTZ0
GTIOC10B/ |CTS007#/ A
GTIOC7A  [TXDB007/
SSIBCKO
4 VSS
5 VCL
6 RES#
7 MD/FINED |P315
8 P312 PIO_060 |RTCIC2 GTETRGD/ |SSL13-B/ IRQ20 ADTRG2# [TAMPI2
GTCPPO15/|SSILRCKO
POEGA
9 P311 PIO_059 |RTCIC1 GTETRGC/ |CTS007#/ ETO_WOL IRQ19 ADTRG1# [TAMPI1
GTCPPO14/|SSL12-B/
POEGD SSIRXDO
10 P310 PIO_058 |RTCICO/ GTETRGB/ |CTS000#/ IRQ18 ADTRGO# [TAMPIO
CACREF  |GTCPPO1/ |CTS001#/
POEGC SSL11-B/
SSITXDO
1 VBATT/
vCC
12 XCIN/ P309
EXCIN
13 XCOUT  |P308
14 VSS
15 XTAL P307
16 EXTAL P306
17 VvCC
18 P305 NMI/IRQO
19 VCC_USB
20 PFO1 P1O_049 GTCPPO15 |USB0O_DM IRQ1
21 PFOO P1O_048 GTCPPO14 |USB0_DP IRQO
22 VSS_USB
23 ETHPHYC |P304 PIO_028 [TMCI3 GTETRGD/ |CTS000#/ ETO_INT IRQ0-DS  |[ADTRGO#
LK GTCPPOO/ |CTS001#/
POEGA USBO_VBUS
EN
24 TDI P303 PIO_027 |TMCI2 GTCPPO13 |RXD000-A/ IRQ1
SMISO000-A/
SSCL000/
RXD001-A/
SMISO001-A/
SSCL001/
MISO1-C
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Table 1.10

List of Pin and Pin Functions (100-Pin LFQFP) (2/7)

Pin

Number

100-Pin
LFQFP

Power
Supply
Clock
System
Control

1/0 Port

PIO

Timer

Communication

Memory I/F
Camera I/F

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,
CANFD, USB,
SSIE)

(ESWM)

(XSPI, SDHI)

Interrupt

A/ID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

25

TDO

P302

PIO_026

TMRI3

GTCPPO12

TXDO000-A/
SMOSI000-A/
SSDA000/
TXDAO0O00/
TXDO001-A/
SMOSI001-A/
SSDAO001/
TXDAO001/
MOSI1-C

IRQ4

26

TCK/
SWCLK

P301

PIO_025

TMCI3

GTCPPO11

SCKO000-A/
CTS000#/
TXDB000/
SCKO001-A/
CTS001#/
TXDBO001/
RSPCK1-C

IRQ7

27

TMS/
SWDIO

P300

PIO_024

TMO1

GTCPPO10

CTSO000#/
RTS000#/
SS000#/
DEO000/
TXDBO000/
CTS001#/
RTS001#/
SS001#/
DEO001/
TXDB001/
SSL10-C

ETO_WOL

IRQ6

28

P201

PIO_017

TMCIO

GTIW/
GTIOC3B/
GTIOC14B

MISOO0-C/
SCLHS1-A/
USBO_EXICE
N/SSILRCKO

ETO_RX_ER-
B/
RMIIO_RX_E
R-B

SDO_CLK-C

IRQ9

PCINZO

29

P200

PIO_016

TMRIO

GTETRGA/
GTIOC3A/
GTIOC14A

MOSI0-C/
SDAHS1-A/
USBO_ID/
SSIRXDO

ETO_TX_EN-
B/
RMIIO_TX_E
N-B

SD0_CMD-C

IRQ8

ADTRG2# |PCINZ1

30

P107

PIO_015

TMO1

GTIV/
GTIOC15B/
POEGA

TXDO003-B/
SMOSI003-B/
SSDA003/
TXDAO003/
SDAHS2-A/
SSITXDO

ETO_TXD3-B

SDO_DAT3-C

IRQ31-DS

ADTRG1# |PCINB1

31

CLKOUT

P106

PIO_014

TMO2/
RTCOUT

GTIU/
GTIOC15A/
POEGB

RXD003-B/
SMISO003-B/
SSCL003/
SCLHS2-A

ETO_TXD2-B

SDO_DAT2-C

IRQ30-DS

ADTRGO# [PCINA1

32

P105

PIO_013

TMCI2

GTIV/
GTIOC14B

TXD002-B/
SMOSI002-B/
SSDA002/
TXDA002/
SCK003-B/
CTS003#/
TXDB003/
CRX2/
USBO_VBUS/
SSILRCK1

ETO_TXD1-
B/
RMIIO_TXD1
-B

IRQ29-DS

ADST1 PCINBO
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RX74N Group 1. Overview
Table 1.10 List of Pin and Pin Functions (100-Pin LFQFP) (3/7)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply RSPIA, RI3C, (PDMIF,
Clock (TMR, RIICHS, PCIF,
100-Pin |System CMTW, (GPTW, CANFD, USB, A/D Tamper
LFQFP |Control 1/0 Port |PIO RTC, CAC) |POEG) SSIE) (ESWM) (XSPI, SDHI) |Interrupt |D/A detection)
33 P104 PIO_012 |TMRI2 GTIW/ RXD002-B/  |ETO_TXDO- IRQ4 ADSTO PCINAO
GTIOC14A |SMISO002-B/ |B/
SSCL002/ RMII0_TXDO
CTSO003#/ -B
RTS003#/
SS003#/
DE003/
TXDB003/
CTX2/
USB0_OVRC
URA-DS
34 VCL
35 VSS
36 vcc
37 P103 PIO_011 |TMO3 GTADSM1/ |CTS002#/ ETO_CRS IRQ3
GTIOC13B [SDA0O-A
38 P102 PIO_010 |TMCI1 GTADSMO/ [SCLOO-A ETO_COL IRQ2
GTIOC13A
39 P101 PIO_009 |[TMCI3 GTETRGC/ [SCK002-B/ |ETO_TX_CL IRQ1 ADTRG1#
GTADSM1/ |CTS002#/ K-B
GTIOC12B |TXDB002/
USB0O_VBUS-
DS
40 VCC_DCD
C
41 VLO
42 VSS_DCD
C
43 VSS
44 PC06 PIO_030 [TMCI2 GTETRGC/ |[RXD008-A/ |ETO_TX_ER-|SDO_WP IRQ13 PDMCLKO
GTCPPO7/ [SMISO008-A/ |A
GTIOC15A/ [SSCL008/
POEGB MOSI0-A/
SSILRCKO
45 PC05 PIO_029 [TMRI2 GTOWLO/ |[SCKO008-A/ |ETO_TX_EN-|SDO_DAT1-A |IRQ5 PCOUTZ1
GTIOC9B  |CTS008#/ A/
TXDB008/ RMIIO_TX_E
RSPCKO-A/  [N-A
SSIBCKO
46 PC04 PIO_028 |TMCI1 GTOWUP/ |CTS008#/ ETO_TXD3-A |SDO_DATO-A |IRQ12 PCOUTB1
GTIOC9A  |RTS008#/
SS008#/
DE008/
TXDB008/
CTSO11#/
SSLO0-A/
AUDIO_CLK
47 PC03 P1O_027 GTOVLO/ |TXDO11-A/  |ETO_TXD2-A|SDO_CLK-A [IRQ11 PCOUTA1
GTIOC8B  [SMOSI011-A/
SSDAO011/
TXDAO11/
SDAHS1-C
48 PC02 P1O_026 GTOVUP/ |[RXDO11-A/  |ETO_TXD1- [SDO_CMD-A (IRQ10 PCOUTZ0
GTIOC8A  [SMISO011-A/ |A/
SSCLO11/ RMII0O_TXD1
SSL03-A/ -A
SCLHS1-C
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RX74N Group 1. Overview
Table 1.10 List of Pin and Pin Functions (100-Pin LFQFP) (4/7)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply RSPIA, RI3C, (PDMIF,
Clock (TMR, RIICHS, PCIF,
100-Pin |System CMTW, (GPTW, CANFD, USB, A/D Tamper
LFQFP |Control 1/0 Port |PIO RTC, CAC) |POEG) SSIE) (ESWM) (XSPI, SDHI) |Interrupt |D/A detection)
49 PCO1 PIO_025 GTOULO/ |SCKO011-A/ ETO_TXDO- |SDO_DAT3-A [IRQ12 PCOUTBO
GTIOC7B  |CTSO11#/ A
TXDBO011/ RMIIO_TXDO
SSL02-A/ -A
SDA00-C
50 PC00 PIO_024 GTOUUP/ |CTSO11#/ ETO_TX_CL |SDO_DAT2-A|IRQ14 PCOUTAO
GTIOC7A  |RTSO11#/ K-A
SS011#/
DEO11/
TXDBO011/
SSLO1-A/
SCL00-C
51 PB06 PIO_022 GTOWUP/ ETO_RX_ER- IRQ6
GTIOC6A A
RMIIO_RX_E
R-A
52 PB05 PIO_021 |TMRI GTOVLO/ ETO_RX_DV- IRQ13
GTIOC5B A
RMIIO_CRS_
DV-A
53 PB04 PIO_020 GTOVUP/ |CTS004# ETO_RX_CL IRQ4
GTIOC5A K-A/
RMIIO_REF5
0CK-A
54 PB03 PIO_019 |TMOO GTOULO/ |SCKO004-A/ |ETO_RXD3-A IRQ3
GTIOC4B  |CTS004#/
TXDB004
55 PB02 PIO_018 GTOUUP/  |CTSO004#/ ETO_RXD2-A IRQ2
GTIOC4A  |RTS004#/
SS004#/
DEO004/
TXDB004
56 PBO1 PIO_017 |TMCIO GTETRGB/ |TXD004-A/ ETO0_RXD1- IRQ4-DS PCINB1
GTCPPO4/ |SMOSI004-A/ (A/
GTIOC14B/ |SSDA004/ RMII0_RXD1
POEGA TXDAO004 -A
57 PB00 PIO_016 GTETRGA/ |RXD004-A/ |ETO_RXDO- IRQ12 ADST2 PCINA1
GTADSMO/ [SMISO004-A/ (A/
GTIOC14A/ |SSCL004 RMII0_RXDO
POEGC -A
58 ETHPHYC |PA07 PIO_015 GTIOC3B/ |RXD010-A/ IRQ7 PCINBO
LK GTIOC13B |SMISO010-A/
SSCLO10/
MISO0-B
59 PA0O6 PIO_014 |TMCI3 GTIOC3A/ |TXDO010-A/ IRQ14 PCINZ1
GTIOC13A |SMOSI010-A/
SSDAO010/
TXDAO010/
MOSI0-B
60 PAO5 PIO_013 GTIOC2B/ |SCKO010-A/ IRQ5 PCINAO
GTIOC12B |CTSO010#/
TXDB010/
RSPCKO0-B
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RX74N Group 1. Overview
Table 1.10 List of Pin and Pin Functions (100-Pin LFQFP) (5/7)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply RSPIA, RI3C, (PDMIF,
Clock (TMR, RIICHS, PCIF,
100-Pin |System CMTW, (GPTW, CANFD, USB, A/D Tamper
LFQFP |Control 1/0 Port |PIO RTC, CAC) |POEG) SSIE) (ESWM) (XSPI, SDHI) |Interrupt |D/A detection)
61 PA04 PIO_012 |TMRIO GTIOC2A/ |CTSO010#/ IRQ5-DS PCINZO
GTIOC12A |RTS010#/
SS010#/
DE010/
TXDB010/
SSL00-B
62 vcec
63 VSS
64 VCL
65 PA03 P10O_011 GTIOC1B/ |RXD005-A/ IRQ6-DS |[ADSYNC
GTIOC11B  [SMISO005-A/
SSCL005
66 PA02 PIO_010 GTIW/ TXDO005-A/ IRQ10 ADCNV2
GTIOC1A/  |SMOSI005-A/
GTIOC11A |SSDA005/
TXDAO005/
SSL03-B
67 PAO1 P1O_009 GTIv/ SCKO005-A/ IRQ11 ADCNV1
GTIOCOB/ |CTS005#/
GTIOC10B |TXDB005/
SSL02-B
68 ETHPHYC |PA0O PIO_008 |CACREF |GTIU/ CTS010#/ IRQ1-DS |ADCNVO
LK GTIOCOA/ |CTS005#/
GTIOC10A |RTS005#/
SS005#/
DE005/
TXDB005/
SSL01-B
69 PEO6 P1O_046 GTETRGC/ [SSL13-A XSPI1_DS |IRQ6
GTADSM1/
GTIOC10A/
POEGB
70 PEO5 P10_045 GTOWLO/ [SSL12-A XSPI1_I03  [IRQ5
GTIOC9B
71 PE04 P1O_044 GTOWUP/ |[CTSO012#/ XSPI1_I02/ |IRQ12
GTIOC9A  [SSL11-A XSPI1_WPO0
#
72 PEO3 PIO_043 |TOC3 GTOVLO/  |CTSO012#/ SDO_DAT7- [IRQ11
GTIOC8B  |RTSO012#/ B/XSPI1_101
SS012#/
DEO012/
TXDB012/
MISO1-A
73 PE02 PIO_042 |TIC3 GTOVUP/  |[RXD012-A/ SDO_DAT6- |IRQ7-DS
GTIOC8A  [SMISO012-A/ B/XSPI1_100
SSCLO12/
MOSI1-A
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RX74N Group

1. Overview

Table 1.10

List of Pin and Pin Functions (100-Pin LFQFP) (6/7)

Pin

Number

100-Pin
LFQFP

Power
Supply
Clock
System
Control

1/0 Port

PIO

Timer

Communication

Memory I/F
Camera I/F

(GPTW,
POEG)

(RSCI,
RSPIA, RI3C,
RIICHS,

CANFD, USB,
SSIE) (ESWM)

(XSPI, SDHI)

Interrupt

A/ID
D/A

Others

(PDMIF,
PCIF,
Tamper
detection)

74

CLKOUT

PEO1

PIO_041

GTOULO/
GTIOC7B

TXD012-A/
SMOSI012-A/
SSDA012/
TXDAO012/
RSPCK1-A

SDO_DAT5-
B/XSPI1_CK

IRQ9

75

ETHPHYC
LK

PEOO

PIO_040

GTOUUP/
GTIOC7A

SCKO012-A/
CTS012#/
TXDB012/
SSL10-A

SDO_DAT4-
B/

XSPI1_CKN#
/
XSPI1_CS1#

IRQ8

76

P601

P1O_009

GTIOC4B

RXD008-B/ |GPTP_PTPO
SMISO008-B/ |UT1
SSCL008/
RSPCKO0-D

IRQ1

ADTRG1#

7

P600

P1O_008

GTIOC4A

TXDO008-B/ GPTP_PTPO
SMOSI008-B/ (UTO
SSDA008/
TXDAO008/
SSL00-D

IRQO

ADTRGO#

78

PDO7

PIO_039

GTIW/
GTIOC3B/
POEGA

TXDO003-A/
SMOSI003-A/
SSDA003/
TXDAO003/
CTX1

SDO_CD/
XSPI0_CS0#
/
XSPI0_RES
ET1#

IRQ7

ANO031

79

PD06

PIO_038

GTIV/
GTIOC3A/
POEGB

RXDO003-A/
SMISO003-A/
SSCLO003/
SSL23-A/
CRX1

SDO_WP/
XSPI0_DS

IRQ6

ANO030

80

PD05

PIO_037

GTIU/
GTIOC2B/
POEGD

SCKO003-A/
CTS003#/
TXDBO003/
SSL22-A/
CTX0

SDO0_DAT1-
B/XSPI0_IO3

IRQ5

ANO029

81

PD04

P1O_036

GTETRGA/
GTIOC2A/
POEGC

CTS002#/
CTS003#/
RTSO003#/
SS003#/
DE003/
TXDBO003/
SSL21-A/
CRX0

SDO_DATO-
B/
XSPI0_I02/
XSPI0_WPO
#

IRQ4

AN028

82

PDO03

PIO_035

TOC2

GTIOC1B/
POEGA

TXD002-A/
SMOSI002-A/
SSDA002/
TXDAO002/
MISO2-A

SDO_CLK-B/
XSPI0_IO1

IRQ3

ANO27
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RX74N Group

1. Overview

Table 1.10 List of Pin and Pin Functions (100-Pin LFQFP) (7/7)
Pin Memory I/F
Number Timer Communication Camera I/F Others
Power (RSCI,
Supply RSPIA, RI3C, (PDMIF,
Clock (TMR, RIICHS, PCIF,
100-Pin |System CMTW, (GPTW, CANFD, USB, A/D Tamper
LFQFP |Control 1/0 Port |PIO RTC, CAC) |POEG) SSIE) (ESWM) (XSPI, SDHI) |Interrupt |D/A detection)
83 PD02 PIO_034 |TIC2 GTETRGB/ |RXD002-A/ SD0_CMD-B/(IRQ2 AN026
GTIOC1A/  [SMISO002-A/ XSPI0_IO0
POEGB SSCL002/
MOSI2-A
84 PDO1 P1O_033 GTETRGC/ |SCK002-A/ SDO_DAT3- (IRQ1 AN025
GTIOCO0B/ |CTS002#/ B/XSPI0O_CK
POEGC TXDB002/
RSPCK2-A
85 PD00 PIO_032 GTETRGD/ |CTS002#/ SDO_DAT2- |IRQO AN024
GTIOCOA/ |RTS002#/ B/
POEGD SS002#/ XSPI0_CKN#
DE002/ /
TXDB002/ XSPI0_CS1#
CTS003#/
SSL20-A
86 VCC2
87 VSS
88 VCL
89 AVCCO
90 AVSSO
91 VREFLO
92 VREFHO
93 P404 PIO_052 IRQ12-DS |AN004
94 P402 PIO_050 IRQ10-DS |AN002
95 P400 P10_048 IRQ8-DS  |ANOOO
96 P414 PIO_062 IRQ30 ANO14/
DAO
97 P007 P1O_007 GTCPPO6/ |CTS000#/ IRQ23-DS |ADTRGO#/ |PDMDATO
GTIOC13B/ |RTS000#/ AN023
POEGA SS000#/
DEO000/
TXDBO000
98 P006 P10O_006 GTCPPO5/ [SCKO000-B/ IRQ22-DS |ADTRG1#/ |PDMCLKO
GTIOC13A/ |CTS000#/ AN022 /
GTIOC9B | TXDB000 PCOUTZ1
99 P005 PIO_005 GTCPPO4/ |RXD000-B/ IRQ21-DS |ADTRG2#/ |PCOUTB1
GTIOC12B/ |SMISO000-B/ ANO021
GTIOC9A  |SSCL000/
SSILRCK1
100 P004 P1O_004 GTCPPO3/ |TXD000-B/ IRQ20-DS |AN020 PCOUTA1
GTIOC12A/ |SMOSI000-B/
GTIOC8B  |SSDAO000/
TXDA000/
SSITXD1
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RX74N Group 2. Electrical Characteristics

2. Electrical Characteristics

2.1 Test Conditions
The supported peripheral functions and pins vary depending on the product model.
Unless otherwise specified, the electrical characteristics of the MCU are defined under the following conditions:
e VCC=VCC_DCDC=VBATT=1.62t03.63V
e VCC2=1.62t03.63V
e AVCC0=1.62t03.63V
e VCC_USB=VCC_USBHS =AVCC_USBHS=3.0t03.6V
e VREFHO00/VREFHO1/VREFHO02/VREFHO = 1.62 V to AVCCO0

e VSS=VSS DCDC = AVSS0 = VREFLO0/VREFLO1/VREFL02/VREFL0O = VSS_USB = VSS USBHS =
AVSS USBHS=0V

e VCC voltage is lower than 2.7 V : LVOCR.LVOOE = 1, otherwise LVOCR.LVOOE = 0
e Tj=Topj

e Vo =0.7x VCC/VCC2, Vg = 0.3 xVCC/VCC2

e Vig=0.7xVCC/VCC2, Vi =0.3 xXVCC/VCC2

e Capacitive load C = 30 pF

211 Maximum and Minimum Values (Max./Min.)

Unless otherwise specified, minimum and maximum values are guaranteed by either design simulation, characterization
results or test in production.

21.2 Typical Values (Typ.)

Unless otherwise specified, the following conditions were used in obtaining the typical (Typ.) values:
e Room temperature of 25°C

e VCC/VCC2=VCC _DCDC=VCC _USB=VBATT = VCC_USBHS = AVCC_USBHS = AVCCO0 = VREFH00/
VREFHO1/VREFH02/VREFHO0 =3.3 V
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RX74N Group

2. Electrical Characteristics

2.2 Absolute Maximum Ratings
Table 2.1 Absolute Maximum Rating
Item Symbol Value Unit
Power supply voltage VCC, VCC2, —-0.3 to +4.0 \%
VCC_DCDC
External power supply voltage VCL —0.3t0 +1.2 \%
VBATT power supply voltage VBATT -0.3to +4.0 \%
USB power supply voltage VCC_USB -0.3t0 +4.0 \%
USBHS power supply voltage VCC_USBHS —-0.3 to +4.0 \%
USBHS analog power supply voltage AVCC_USBHS -0.3to +4.0 \%
Analog power supply voltage AVCCO -0.3t0 +4.0 \%
Reference power supply voltage VREFHO00, -0.3to AVCCO0 +0.3 \%
VREFHO01,
VREFH02,
VREFHO
Input voltage for port P000 to P015, Vin -0.3to VCC +0.3 \%
pins that are not 5-V P108 to P115,
tolerant P208 to P215,
P300 to P307, P315,
P500 to P515,
P700 to P715,
P800 to P807,
PA0O to PAO7,
PB0O0 to PB0O7,
PCO00 to PC07,
PEOQO to PEO7,
PFO02 to PF09,
PG00 to PG15
P309 EXCIN (when the VCC -0.3to VCC + 0.3
power supply is selected)
EXCIN (when the VBATT —-0.3 to VBATT + 0.3
power supply is selected)
Other than above -0.3toVCC +0.3
P310, P311, P312 RTCICn (n=0to 2) -0.3t0 +3.9
Other than above —0.3to VCC + 0.3 (up to 3.9)
P600 to P607, -0.3toVCC2+0.3
P900 to P07,
PDO0O0 to PDO7
P400 to P415 —-0.3to AVCCO + 0.3
PFO00, PFO1 -0.3to VCC_USB + 0.3
USBHS_DP, USBHS_DM —0.3 to VCC_USBHS + 0.3
Input voltage for port P100 to P107, Vin —0.3to VCC + 3.6 (up to 5.8) \Y
pins that are 5-V tolerant | P200 to P207
Analog input voltage P400 to P415 Van —0.3to AVCCO + 0.3 \
P000 to PO07 AVCCO0 < VCC —-0.3to AVCCO + 0.3
VCC <AVCCO -0.3to VCC + 0.3
P900 to P903, AVCCO0 = VCC2 -0.3to AVCCO0 + 0.3
PD00 to PDO7 VCC2 < AVCCO 0.310VCC2+0.3
Junction temperature T; —40 to +125 °C
Storage temperature Tsig —55to +125 °C

Caution: Permanent damage to the MCU may result if absolute maximum ratings are exceeded.
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RX74N Group 2. Electrical Characteristics

2.3 Recommended Operating Conditions

Table 2.2 Recommended Operating Conditions (1)

ltem Symbol Min. Typ. Max. Unit
Power supply When ESWM and SDRAM are not in use VCC, 1.62 — 3.63 \%
voltage When ESWM is in use vee_bebe 2.30 — 3.63
When SDRAM is in use 3.00 — 3.63
When ESWM and SDRAM are not in use VCC2 1.62 — 3.63
When ESWM is in use*1 2.30 — 3.63
When SDRAM is in use*?2 3.00 — 3.63
When external VDD is | Voltage range 1 VCL 0.920 0.950 0.990
in use™3 Voltage range 2 0870 | 0925 | 0990
When DCDC is in use | VSCR_1 — 0.950 —
VSCR_2 — 0.925 —
SVSCR_1 — 0.950 —
SVSCR_2 — 0.925 —
SVSCR_3 — 0.825 —
SVSCR_4 — 0.765
SVSCR_5 — 0.715 —
VSS, VSS_DCDC — 0 —
VBATT power supply voltage VBATT 1.62 — 3.63 \%
USB power supply | When USB is not in use VCC_USB, 1.62 — 3.63 \%
voltage When USB is in use X\?CCEEJUSg::é 3.00 — 3.60
VSS_USB, — 0 —
VSS_USBHS,
AVSS_USBHS
Analog power Other than the following AVCCO0*4 1.62 — 3.63 \%
supply voltage When sample-and-hold circuit is in use 2.70 — 3.63
AVSS0 — 0 —

Note 1. When the pins for the ESWM with the VCC2 power supply are not in use, the voltage conditions differ from those when the
ESWM is in use.

Note 2. When the pins for the SDRAM with the VCC2 power supply are not in use, the voltage conditions differ from those when the
SDRAM is in use.

Note 3. Ensure that the VCL voltage is no higher than the VCC voltage.

Note 4. When the A/D converter, the D/A converter and the comparator are not in use, connect the AVCCO0 and VREFHO pins to VCC,
and the AVSSO0 and VREFL pins to VSS, respectively.

Table 2.3 Recommended Operating Conditions (2)

Item Package Symbol Value Reoqfu;;epdazil:cr::er
Capacitance of a decoupling capacitor for | BGA320 CveL 0.22 pF £ 30% Nine or more
stabilizing the internal voltage BGA224
BGA176
LQFP176 Nine
LQFP144 | Eight
LQFP100 0.47 pF £ 30% Four
Note:  Use a multilayer ceramic capacitor with a stated capacitance of 0.22 pF or 0.47uF and a capacitance tolerance within the range
+30%.
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2. Electrical Characteristics

2.4 DC Characteristics
241 Characteristics of the Input Voltage of the 1/0 Pins
Table 2.4 Characteristics of the Input Voltage of the 1/0 Pins (V,y/V|) (1/2)
VCC/NCC2/
Item AVCCO0/ Symbol Min. Typ. Max. Unit
VCC_USB
High- and low-level | EXTAL (excluding usage 1.62 V or higher ViH 0.8 x VCC — — \%
input voltage . with external clock input) Vi — — 02 x VCC
(except for Schmitt - -
trigger input pins) RSPI (excluding usage 1.62 V or higher ViH 0.8 x VCC — —
with RSPCK)*1 Vi — — 0.2 x VCC
ViH 0.8 x VCC2 — —
Vi — — 0.2 x VCC2
XSPI*2 2.70 V or higher ViH 0.8 x VCC — —
Vi — — 0.2 xVCC
ViH 0.8 x VCC2 — —
Vi — — 0.2 x VCC2
1.70Vto 1.95V ViH 0.7 x VCC — —
Vi — — 0.3xVCC
Vi 0.7 x VCC2 — —
Vi — — 0.3 x VCC2
SDHI 2.70 V or higher ViH 0.625 x VCC — —
Vi — — 0.25 x VCC
ViH 0.625 x VCC2 — —
Vi — — 0.25 x VCC2
1.70Vto 1.95V ViH 1.27 — 2
Vi — — 0.58
MMC 2.70 V or higher ViH 0.625 x VCC — —
Vi — — 0.25 x VCC
ViH 0.625 x VCC2 — —
Vi — — 0.25 x VCC2
1.70Vto 1.95V ViH 0.65 x VCC — —
Vi — — 0.35 x VCC
ViH 0.65 x VCC2 — —
Vi — — 0.35 x VCC2
DO to D31, BREQ#, WAIT# | 3.00 V or higher ViH 0.7 x VCC — —
Vi — — 0.3xVCC
Vi 0.7 x VCC2 — —
Vi — — 0.3 x VCC2
RIICHS (SMBus)*3 2.70 V or higher ViH 2.3 — —
Vi — — 0.8
RI3C (SMBus)*4 2.70 V or higher ViH 23 — —
Vi — — 0.8
ESWM(MII*S), 270V to 3.60 V ViH 23 — —
ESWM(RMII*6) Vi — — 0.2 x VCC
ViH 2.3 — —
Vi — — 0.2 x VCC2
ESWM(GMII*T), 3.00Vto 3.60V ViH 2 — —
ESWM(RGMII*8) Vi — — 0.8
230Vto2.70V Vi 1.7 — —
Vi — — 0.7
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2. Electrical Characteristics

Table 2.4 Characteristics of the Input Voltage of the 1/0 Pins (V,y/V|) (2/2)
VCC/VCC2/
Item AVCCO0/ Symbol Min. Typ. Max. Unit
VCC_USB
High- and low-level | ESWM*® 230Vto3.60V Viy 0.7 xVCC — — \
inpUt Voltage VIL _ _ 0.3 x VCC
(except for Schmitt
trigger input pins) ViH 0.7 x VCC2 — —
Vi — — 0.3 x VCC2
RTCICO, RTCIC1, RTCIC2 | 1.62 V or higher ViH 0.9 — —
(when the VCC power Vi _ _ 0.3
supply is selected)
RTCICO, RTCIC1, RTCIC2 ViH 0.9 — —
(when the VBATT power supply is selected) Vi _ — 0.3
EXCIN (when the VCC 1.62 V or higher ViH 0.9 — —
power supply is selected) Vi — — 0.3
EXCIN (when the VBATT power supply is ViH 0.9 — —
selected) Vi _ _ 03
Schmitt trigger RIICHS input pins 1.62 V or higher ViH 0.7 x VCC — — \%
input voltage (except for SMBus)*3 Vi — — 0.3 x VCC
(for the peripheral
function pins) Avy 0.05xVCC — —
RI3C input pins 1.65Vt01.95V ViH 0.7 xVCC — —
AVt 0.1 xVCC — —
RI3C input pins 1.62 V or higher ViH 0.7 x VCC — —
(12C mode excluding Vi — — 0.3 x VCC
SMBus operation)*4
AVt 0.1 xVCC — —
5-V tolerant port pins*10 1.62 V or higher ViH 0.8 x VCC — —
V||_ — — 0.2 xVCC
AVt 0.05 x VCC — —
Other pins in the VCC 1.62 V or higher ViH 0.8 x VCC — —
power domain Vi — — 02 x VCC
AVt 0.05 x VCC — —
Other pins in the VCC2 1.62 V or higher ViH 0.8 x VCC2 — —
power domain Vi — — 0.2 x VCC2
AVt 0.05 x VCC2 — —
Other pins in the AVCCO 1.62 V or higher ViH 0.8 x AVCCO — —
power domain Vi — — 0.2 x AVCCO
AVt 0.05 x AVCCO — —
Other pins in the 1.62 V or higher ViH 0.8 x VCC_USB — —
VCC_USB power domain VIL _ _ 0.2 x VCC USB
AVt ]0.05xVCC_USB — —
Schmitt trigger 5-V tolerant port pins*10 1.62 V or higher ViH 0.8 x VCC — — \Y
input voltage Vi — — 02 x VCC
(for the port pins) — -
Other pins in the VCC 1.62 V or higher ViH 0.8 x VCC — —
power domain Vi _ — 0.2 x VCC
Other pins in the VCC2 1.62 V or higher ViH 0.8 x VCC2 — —
power domain Vi _ _ 02 x VCC2
Other pins in the AVCCO 1.62 V or higher ViH 0.8 x AVCCO — —
power domain Vi — — 0.2 x AVCCO
Other pins in the 1.62 V or higher ViH 0.8 x VCC_USB — —
VCC_USB power domain Vi _ — 0.2 x VCC USB
Other pins in the VBATT 1.62 V or higher Viy 0.8 xVCC — VCC
power domain Vi _ _ 0.2 x VCC
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Note 1. MOSIn, MISOn, SSLn0 (n = A, B, C)

Note 2. XSPIn_IOx, XSPIn_DS, XSPIn_CK, XSPIn_CS0# (n=0,1;x=0to 7)

Note 3. SDAHSN-A, SCLHSn-A (n =1, 2)

Note 4. SDAO0O-A, SCL00-A

Note 5. ETO_RX_CLK, ETO_RX_DV, ETO_RXDO0, ETO_RXD1, ETO_RXD2, ETO_RXD3, ETO_RX_ER, ETO_TX_ CLK, ETO_CRS,
ETO_COL

Note 6. RMIIO_REF50CK, RMII0_CRS_DV, RMII0_RXDO0, RMII0_RXD1, RMII0O_RX_ER

Note 7. ETO_RX_CLK-A, ETO_RX_DV-A, ETO_RX_ER-A, ETO_RXDO0-A, ETO_RXD1-A, ETO_RXD2-A, ETO_RXD3-A, ETO_RXD4-A,
ETO_RXD5-A, ETO_RXD6-A, ETO_RXD7-A, ETO_TX_CLK-A

Note 8. RGMII0_RX_CTL-A, RGMII0_RXC-A, RGMII0_RXDO0-A, RGMII0_RXD1-A, RGMII0_RXD2-A, RGMII0_RXD3-A

Note 9. GPTP_CAPTUREQO, ETO_LINKSTA, ETO_MDIO, ETO_INT

Note 10. P100 to P107 and P200 to P207 are 5-V tolerant.
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242 Characteristics of the Output Voltage of the I/O Pins
Table 2.5 Characteristics of the Output Voltage of the I/O Pins (Vou/Voy) (1) (1/3)
VCC/VCC2/
Item AVCCO0/ Symbol Min. Typ. Max. Unit Test Conditions
VCC_USB
High-level | RI3C*1 297Vt03.63V| Vou VCC -0.27 — — V. |lop=3.0mA
output (PRTS.PRTMD =0,
voltage 1.65Vto 1.95V VCC = 0.27 _ _ BFCTL.FMPE = 0,
BFCTL.HSME = 0)
ESWM 270Vto3.60V| Vou VCC-0.5 — — V  |loy=-1.0mA
VCC2-0.5 — —
230Vto270V 2 — —
SDHI 2.70 V or higher| Vopy 0.75 x VCC — — V  |log=-2.0mA
0.75 x VCC2 — —
1.70Vto 1.95V 1.4 — —
MMC 2.70 V or higher| Vgu 0.75 x VCC — — V' |loy=-0.1mA
0.75 x VCC2 — —
1.70Vt0 1.95V VCC -0.45 — — loy =—2.0 A
VCC2-0.45 — —
Other output pins Von VCC-0.5 — — V  |log=-1.0mA
VCC2-0.5 — —
AVCCO0-0.5 — —
VCC_USB-0.5| — —
Low-level | RIICHS 2.70 V or higher| Vg — — 04 V |lo.=3mA
output output (ICFER.FMPE = 0,
voltage pins*2 ICFER.HSME = 0)
— — 0.6 loL =6 mA
(ICFER.FMPE =0,
ICFER.HSME = 0)
— — 04 loL = 15.0 mA
(ICFER.FMPE = 1)
— 0.4 — loL =20.0 mA
(ICFER.FMPE = 1)
1.62Vto1.95V — — 0.2 xVCC loL =2 mA
(ICFER.FMPE =0,
ICFER.HSME = 0)
—_— —_— 0.4 IOL =3mA
(ICFER.FMPE =0,
ICFER.HSME = 0)
— — 0.4 loL = 15.0 mA
(ICFER.FMPE =1,
ICFER.HSME = 0)
— 04 — loL =20.0 mA
(ICFER.FMPE =1,
ICFER.HSME = 0)
— — 0.2 xVCC loL =3 mA
(ICFER.FMPE =0,
ICFER.HSME = 1)
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Table 2.5

Characteristics of the Output Voltage of the I/O Pins (Vou/VoL) (1) (2/3)

Iltem

VCCIVCC2/
AVCCO/
VCC_USB

Symbol

Min. Typ.

Max.

Unit

Test Conditions

Low-level
output
voltage

RI3C*1

2.97 V or higher

2.70 V or higher

1.62Vt0o1.95V

1.65Vt01.95V

VoL

0.4

\

IOL =3.0mA
(ICMR.OMS = 1,
ICFER.FMPE =0,
ICFER.HSME = 1)

0.27

IOL =3.0mA
(ICMR.OMS =0,
ICFER.FMPE =0,
ICFER.HSME = 0)

0.4

IOL =3.0mA
(ICMR.OMS = 1,
ICFER.FMPE =0,
ICFER.HSME = 0)

0.6

loL = 6.0 mA
(ICMR.OMS = 1,
ICFER.FMPE = 0,
ICFER.HSME = 0)

0.4

IOL =15.0 mA
(ICMR.OMS =1,
ICFER.FMPE =1,
ICFER.HSME = 0)

IOL =20.0mA
(ICMR.OMS = 1,
ICFER.FMPE =1,
ICFER.HSME = 0)

0.2xVCC

IOL =2.0mA
(ICMR.OMS = 1,
ICFER.FMPE =0,
ICFER.HSME = 0)

0.4

IOL =3.0mA
(ICMR.OMS =1,
ICFER.FMPE =0,
ICFER.HSME = 0)

0.6

IOL =6.0 mA
(ICMR.OMS =1,
ICFER.FMPE =0,
ICFER.HSME = 0)

0.2xVCC

loL = 2.0 mA
(ICMR.OMS = 1,
ICFER.FMPE =1,
ICFER.HSME = 0)

0.4

IOL =15.0 mA
(ICMR.OMS =1,
ICFER.FMPE =1,
ICFER.HSME = 0)

IOL =20.0mA
(ICMR.OMS = 1,
ICFER.FMPE = 1,
ICFER.HSME = 0)

0.2xVCC

IOL =3.0mA
(ICMR.OMS = 1,
ICFER.FMPE =0,
ICFER.HSME = 1)

0.27

IOL =3.0mA
(ICMR.OMS =0,
ICFER.FMPE =0,
ICFER.HSME = 0)

ESWM

0.4

IOL =1.0mA
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Table 2.5 Characteristics of the Output Voltage of the I/O Pins (Vou/VoL) (1) (3/3)
VCC/VCC2/
Iltem AVCCO0/ Symbol Min. Typ. Max. Unit Test Conditions
VCC_USB
Low-level | SDHI 2.70 V or higher| Vg — — 0.125 x VCC V |loL=2.0mA
output — — [ o0125xvce2
voltage 170 Vto 1.95V — — 0.45 lo = 2.0 mA
MMC 2.70 Vor higher| Vg — — 0.125 x VCC V |loL=0.1mA
— — 0.125 x VCC2 loL =0.1 mA
1.70Vto 1.95V — — 0.45 loL =2.0 mA
Other output pins VoL — — 0.5 V |lo.=1.0mA
— — 0.5
— — 0.5
— — 0.5
Note 1. This specification applies to SDA00-A and SCLO0-A.
Note 2. This specification applies to SCLHS1-A, SDAHS1-A, SCLHS2-A, and SDAHS2-A.
Table 2.6 Characteristics of the Output Voltage of the I/O Pins (Vou/VoL) (2) (1/3)
Iltem Power supply Symbol Min. Typ. Max. Unit Test Conditions
voltage
High-level output voltage | DRV1* 33V VoK — 3.15 — V |lop=—-1mA
— 3.00 — loy =—2mA
— 2.70 — loy =—4 mA
— 2.10 — lon = -8 mA
— 1.05 — log =—-15 mA
DRv2*1 3.3V VoH — 3.23 — V |loy=-1mA
— 3.15 — loy = —2 mA
— 3.00 — loy =—4 mA
— 2.70 — loy =—-8 mA
— 2.18 — log =—15 mA
DRV3*1 3.3V VoH — 3.25 — V  |loy=-1mA
— 3.20 — lon = -2 mA
— 3.10 — oy = —4 mA
— 2.90 — loy =—-8 MA
— 2.55 — loy =—15 mA
DRV4*1 3.3V Vou — 3.27 — V  |loy=-1mA
— 3.24 — loq =—2 mA
— 3.18 — oy = —4 mA
— 3.06 — loy = -8 mA
— 2.85 — lop =—15 mA
1.8V — 1.75 — loy =—-1mA
— 1.70 — loq =—2 mA
— 1.60 — log = —4 mA
— 1.40 — loy = -8 mA
— 1.05 — loy =-15mA
DRV5*1 3.3V Vou — 3.26 — V  |loy=-1mA
— 3.23 — loy =—2mA
— 3.16 — loy = —4 mA
— 3.01 — loq =—-8 mMA
— 2.76 — lon =-15 mA
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Table 2.6 Characteristics of the Output Voltage of the I/O Pins (Vou/VoL) (2) (2/3)

ltem Pov\\llglrtas;gply Symbol Min. Typ. Max. Unit Test Conditions
High-level output voltage | DRV6*! 3.3V Von — 3.28 — V |log=-1mA
— 3.25 — lop = -2 mA
— 3.20 — lon =—4 mA
_ 3.1 — loy =—-8 mA
_ 2.94 — loy =-15mA
DRV7*1 3.3V Vou — 3.28 — V  |loy=-1mA
— 3.26 — lon = -2 mA
— 3.22 — loy = —4 mA
— 3.14 — loy = -8 mA
— 3.00 — loy =-15mA
25V — 2.45 — loy =—1mA
_ 2.40 — lon = —2 mA
— 2.30 — oy = —4 mA
— 2.10 — loy = -8 mA
— 1.75 — loy =-15mA
DRV8*1 3.3V VoH — 3.28 — V |loy=-1mA
— 3.25 — lop = -2 mA
— 3.20 — log =—4 mA
— 3.1 — lon = -8 mA
— 2.94 — lon =-15mA
1.8V — 1.79 — loy =—1mA
— 1.77 — loy = —2 mA
— 1.75 — loy =—4 mA
— 1.70 — loq =—-8 mA
— 1.61 — lon = =15 mA
Low-level output voltage | DRV1*1 3.3V VoL — 0.15 — V |lor=1mA
— 0.30 — loL =2 mA
— 0.60 — loL =4 mA
— 1.20 — loL =8 mA
— 2.25 — loL = 15 mA
DRVv2*1 3.3V VoL — 0.08 — V |loL=1mA
— 0.15 — loL=2mA
— 0.30 — loL =4 mA
— 0.60 — loL =8 mA
— 1.13 — loL =15 mA
DRV3*1 3.3V VoL — 0.05 — V |lgL=1mA
— 0.10 — loL =2 mA
— 0.20 — loL =4 mA
— 0.40 — loL =8 mA
— 0.75 — loL =15 mA
DRV4*1 3.3V VoL — 0.03 — V |lgL=1mA
— 0.06 — loL =2 mA
— 0.12 — loL =4 mA
— 0.24 — loL =8 mA
— 0.45 — loL =15 mA
1.8V — 0.05 — loL =1 mA
— 0.10 — loL =2 mA
— 0.20 — loL =4 mA
— 0.40 — loL =8 mA
— 0.75 — loL =15 mA
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Table 2.6 Characteristics of the Output Voltage of the I/O Pins (Vou/VoL) (2) (3/3)
ltem Pov\\llglrtas;gply Symbol Min. Typ. Max. Unit Test Conditions
Low-level output voltage | DRV5*1 3.3V VoL — 0.04 — V. |lop=1mA
— 0.07 — loL =2 mA
—_ 0.14 — loL =4 mA
_ 0.29 — loL =8 mA
_ 0.54 — loL = 15 mA
DRV6*1 3.3V VoL — 0.02 — V. |lop=1mA
— 0.05 — loL =2 MA
— 0.10 — loL =4 mA
— 0.19 — loL = 8 MA
— 0.36 — loL = 15 mA
DRV7*1 3.3V VoL — 0.02 — V |lop=1mA
— 0.04 — loL =2 mMA
— 0.08 — loL =4 mA
— 0.16 — loL = 8 MA
— 0.30 — loL = 15 mA
25V — 0.05 — loL =1 MA
— 0.10 — loL =2 mA
— 0.20 — loL =4 mA
— 0.40 — loL =8 mA
—_ 0.75 — loL = 15 mA
DRV8*1 3.3V VoL — 0.02 — V |lgr=1mA
_ 0.05 — loL =2 mA
— 0.10 — loL = 4 mA
— 0.19 — loL =8 mMA
_ 0.36 — loL = 15 MA
1.8V — 0.01 — loL =1 MA
— 0.03 — loL =2 mA
— 0.05 — loL = 4 mA
— 0.10 — loL =8 mMA
— 0.20 — loL = 15 mA

Note 1. This is the driving ability as selected by the setting of the driving ability select (PmnPFS.DSCR[3:0]) bits.

R01DS0434EJ0110 Rev.1.10

Jul 31, 2026

RRENESAS

Page 112 of 285



RX74N Group 2. Electrical Characteristics

243 Characteristics of the Other I/O Pins

Table 2.7 Characteristics of the Other I/O Pins

Iltem Power supply Symbol | Min. Typ. Max. Unit Test Conditions
voltage
Input leakage RES# pin [ Tin | — — 5 MA [Vip=0V, V=55V
current NMI, XCIN, and XCOUT pins — — 1 Vi, =0V, V,,=VCC
Three-state Other than ports for 5-V tolerant [ s | — — 1 MA [Vip=0V,
leakage current Vi, = VCC, VCC2, AVCCO,
(off state) VCC_USB
Ports for 5-V tolerant*! — — 5 Vin=0V, V=55V
Input pull-up resistor current*2 2.70 V or higher I -300 — -10 MA | VCC, VCC2, AVCCO,
VCC_USB=2.71t03.63V
Vip=0V
1.62 V or higher -300 — -5 VCC, VCC2, AVCCO,
VCC_USB = 1.62t0 3.63 V
Vip=0V
Input capacitance |P414, P415 Cin — — 16 pF |Vbias=0V
PF00, PFO1, USB_DP, USB_DM — — 12 ]YfTPM=H20 mv
P102, P103, P106, P107, P200, P201 — — 10 T_- 25%
0=
USBHS_DP, USBHS_DM — — 10
Other input pins — — 8

Note 1. P100 to P107 and P200 to P207 are 5-V tolerant.
Note 2. The values are for pins excluding USB_DP, USB_DM, USBHS_DP, USBHS_DM, SDA00-A, SCL00-A, SDAHSN-A, and
SCLHSn-A (n=1, 2).

244 Operating and Standby Currents

The operating current and standby current depend on the product part number.

For the current characteristics of the products with part numbers of the form RSK574Nxy4xx (y = A, B, C, D), see
section 2.4.4.1, Operating and Standby Currents for Product Part No. R5K574Nxy4xx (y = A, B, C, D).

For the current characteristics of the products with part numbers of the form RSK574Nxy4xx (y = E, F), see section
2.4.4.2, Operating and Standby Currents for Product Part No. R5K574Nxy4xx (y = E, F).

Unless otherwise specified, the supply current values were measured with all output pins load-free and all input pull-up
resistors disabled.

The values for current given or used in this section do not include the current supplied for background operation (BGO).
The VCC current includes the VCC2 power supply current.

The currents were measured with the operating frequencies specified as shown in Table 2.8.

Table 2.8 Frequency Settings for the Individual Clocks

Item ICLK | MRICLK| MRPCLK| BCLK | PCLKA f;%ti% PCLKD | PCLKE | Unit
When the Frequency setting 1 300 300 150 Stopped | Stopped | Stopped | Stopped | Stopped | MHz
peripheral clock | (CPUCLKO =600 MHz)
supplies*?re Frequency setting 2 240 240 120 | Stopped| Stopped | Stopped | Stopped | Stopped
stopped (CPUCLKO = 480 MHz)
Frequency setting 3 300 300 150 Stopped | Stopped | Stopped | Stopped | Stopped
(CPUCLKO = 300 MHz)
Other cases Frequency setting 1 300 300 150 150 150 75 150 300
(CPUCLKO = 600 MHz)
Frequency setting 2 240 240 120 120 120 60 120 240
(CPUCLKO = 480 MHz)
Frequency setting 3 300 300 150 150 150 75 150 300
(CPUCLKO = 300 MHz)
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Note 1. The frequencies of the clocks in the table are set for division by 64 in the SCKDIVCR register when the peripheral clock supplies

are stopped.

The symbols shown in Figure 2.1, Supply Current Measurement Diagram (DCDC Mode), and Figure 2.2, Supply

Current Measurement Diagram (LDO Mode), are used in the tables that follow the figures.

DCDC
(ON)

y

VCL .| Internal logic

o

o

(0]

(A2 ¢
\ZJ
Alrerro
N
W L
lccuss Ls
lccuss Fs

1
L

A

ICCUSBHSfLS
ICCUSBHSfFS
ICCUSBHSfHS
I CUSBHS_SBY

"| and memory

AVCCO

VREFHO0, VREFH00/01/02

VCC_USB

VCC_USBHS

AVCC_USBHS

Figure 2.1

Supply Current Measurement Diagram (DCDC Mode)
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VCC > LDO

VCC2

VCC_DCDC

VBATT

VLO i

VCL Internal logic
and memory

Al
o—(A——-{] Avcco
Al
o——(A)——{ ] VREFH0, VREFH00/01/02
lccuss_Ls
Iccuss_Fs
o ) ] vcc_usB

lccuseHs Ls
lccuseHs_Fs
lccuseHs_Hs
lccuseHs_sBY

VCC_USBHS

.. AVCC_USBHS

Figure 2.2

Supply Current Measurement Diagram (LDO Mode)
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When the DCDC is in use, the efficiency of power conversion depends on the load currents, temperature, and VCC
voltage. For reference, the results of conversion efficiency simulation are shown in Figure 2.3 to Figure 2.5.

90%

80%

70%

60%

50%

40%

Power conversion efficiency [%]

30%

DCDC power conversion efficiency

—— 25°C/3.3 VITyp

25°C/1.8 V/Typ

N

105°C/3.3 V/IMax
—>VCC=18V

105°C/1.8 V/IMax
—— 125°C/3.3 V/Max

—— 125°C/1.8 VIMax

—>VCC =33V

100 1000
Load current [mA]

Figure 2.3

DCDC Power Conversion Efficiency in Normal Mode and Software Standby Mode (SSCR1.SS2LP
= SS2LP_0) (Reference: Simulated Values)

90%
80%
70%
60%
50%
40%
30%

20%

Power conversion efficiency [%]

10%

0%

DCDC power conversion efficiency (Tj = 25°C)

— 3.3V,
SVSCR 5

3.3V,
SVSCR 2

1.8V,
SVSCR 5

1.8V,
SVSCR 2

0.01 0.1 1 10 100
Load current [mA]
Figure 2.4 DCDC Power Conversion Efficiency in Software Standby Mode (SSCR1.SS2LP = SS2LP_1) at Tj =
25°C (Reference: Simulated Values)
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90%

DCDC power conversion efficiency (Tj = 125°C)

g 80%
& 70%
C
]
‘5 60%
e — 3.3V,
(]
- 50% SVSCR_5
o — 3.3V,
N 40% SVSCR_2
g 1.8V,
& 30% SVSCR_5
S 1.8V,
@ 20% SVSCR_2
2
¢)
o 10%

0%
0.01 0.1 1 10 100
Load current [mA]
Figure 2.5 DCDC Power Conversion Efficiency in Software Standby Mode (SSCR1.SS2LP = SS2LP_1) atTj =
125°C (Reference: Simulated Values)
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2441 Operating and Standby Currents for Product Part No. R5K574Nxy4xx
(y=A,B,C,D)

Table 2.9 Supply Currents for Full Operation (DCDC Mode)

Max. Max.*2 . i
Item Symbol | Typ. (Tj = 105°C) | (Tj = 125°C) Unit | Test Conditions
Supply VCC_DCDC = 2.5V | Frequency setting 1 lcc pcpc| 88 217 307 mA |[VSCR_1
current (full (CPUCLKO = 600 MHz) *1 (VCL=0.95V)
operation) VCC_DCDC =
33V
Frequency setting 2 68 181 262 VSCR_2
(CPUCLKO = 480 MHz) (VCL=0.925V)
Frequency setting 3 68 180 261 ggc\:/—DCDC -
(CPUCLKO = 300 MHz) :
VCC_DCDC < 2.5V | Frequency setting 1 153 396 568 VSCR_1
(CPUCLKO = 600 MHz) (VCL=0.95V)
VCC_DCDC =
1.8V
Frequency setting 2 116 329 482 VSCR_2
(CPUCLKO = 480 MHz) (VCL=0.925V)
Frequency setting 3 115 329 482 ch\;/—DCDC =
(CPUCLKO = 300 MHz) :
VCC current lec 11 15 17 VCC =33V

Note:  This table lists the values for current under the following operating conditions.
e The internal memory (SRAM and MRAM) is configured with wait settings that suit the operating frequency and kept as active
as is possible through data transfer by the DMAC.
e The peripheral functions are supplied with clocks and kept as active as is possible.
¢ Unless otherwise specified, the clocks are set to the states that maximize the supply currents within the limits imposed by the
specifications.
e The program is placed in the LRAM, the cache is enabled, and the CPU repeatedly executes multiply-and-accumulate
instructions.
e Power to the ESWM domain is turned on.
Note 1. Value for Icc pcpc can be estimated by using the following formulae (units: Icc pcpc = MA, fepucLko = MHz, figLk = MHz).
[When VCC_DCDC = 3.3 V] -
ICC DCDC Typ(VSCR_1) =0.0498 x fCPUCLKO + 0.0895 x flCLK + 30.84
lcc peoc Typ-(VSCR_2) = 0.0512 x fopyciko + 0.0633 x fig ¢ + 28.49
lcc pcoc Max.(VSCR_1, 105°C) = 0.0654 x fopyciko *+ 0-1276  fic  + 139.00
ICC_DCDC MaX.(VSCR_1, 125°C) =0.0716 x fCPUCLKO + 0.1305 x flCLK +225.16
ICC_DCDC Max.(VSCR_2, 105°C) = 0.0604 x fCPUCLKO +0.0810 x fICLK +132.18
lcc pcoc Max.(VSCR_2, 125°C) = 0.0679 x fepyciko + 0-0907 x fic + 207.32
[When VCC_DCDC = 1.8 V]
ICC DCDC Typ.(VSCR_1) = 0.0974 x fCPUCLKO +0.1756 x flCLK +42.07
lcc pepc TyP-(VSCR_2) = 0.0927 * fopyciko + 0.1180 X fio k + 43.29
ICC_DCDC MaX.(VSCR_1, 105°C) =0.1223 x fCPUCLKO +0.2385 x flCLK +251.34
ICC_DCDC Max.(VSCR_1, 125°C) =0.1363 x fCPUCLKO +0.2484 x flCLK +411.75
lcc pcoc Max.(VSCR_2, 105°C) = 0.1157 x fepyciko *+ 0-1521  fig k + 237.43
ICC_DCDC MaX.(VSCR_Z, 125°C) =0.1280 x fCPUCLKO +0.1714 x flCLK + 379.37
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Note 2. For the LQFP100 package (products with part numbers of the form R5K574NxxxFP), control the number of peripheral functions
to ensure that the maximum current does not exceed 710 mA (see section 2.4.5.2, Supply Currents for the Peripheral
Functions).
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Table 2.10 Supply Currents for Full Operation (External VDD Mode)

Max. Max.*2 . ”
Item Symbol | Typ. (Tj = 105°C) | (Tj = 125°C) Unit | Test Conditions
Supply VCL = 0.92 to 0.99 V| Frequency setting 1 Ipp™*! 256 597 800 mA | Voltage range 1
current (full (CPUCLKO = 600 MHz) (VCL=0.95V)
operation)  I'e1 ™26 87 10 0.99 V| Frequency setting 2 202 524 719 Voltage range 2
(CPUCLKO = 480 MHz) (VCL=0.925V)
Frequency setting 3 201 523 718
(CPUCLKO = 300 MHz)
VCC current lcc 11 15 17 VCC =33V

Note:  This table lists the values for current under the following operating conditions.
¢ Unless otherwise specified, the clocks are set to the states that maximize the supply currents within the limits imposed by the
specifications.
e The program is placed in the LRAM, the cache is enabled, and the CPU repeatedly executes multiply-and-accumulate
instructions.
e The internal memory (SRAM and MRAM) is configured with wait settings that suit the operating frequency and kept as active
as is possible through data transfer by the DMAC.
o Power to the ESWM domain is turned on.
Note 1. Value for Ipp can be estimated by using the following formulae (units: Ipp = mA, fepucLko = MHz, ficLk = MHz).
IDD Typ.(VCL =0.92 t0 0.99 V) = 0.1584 x fCPUCLKO +0.2852 x fICLK +75.36
IDD Typ(VCL =0.871t00.99 V) =0.1588 x fCPUCLKO +0.2007 x flCLK +77.55
Ipp Max.(VCL = 0.92 to 0.99 V, 105°C) = 0.1600 x fepycLko + 0.3120 x fic k + 407.46
Ipp Max.(VCL = 0.92 to 0.99 V, 125°C) = 0.1565 x fopycLko + 0.2849 x fic  + 620.60
IDD Max(VCL =0.87 to 0.99 V, 10500) =0.1622 x fCPUCLKO +0.2122 x flCLK +394.73
Ipp Max.(VCL = 0.87 to 0.99 V, 125°C) = 0.1615 x fopycLko + 0.2126 x fig k + 590.17
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Note 2. For the LQFP100 package (products with part numbers of the form R5K574NxxxFP), control the number of peripheral functions
to ensure that the maximum current does not exceed 718 mA (see section 2.4.5.2, Supply Currents for the Peripheral
Functions).

Table 2.11 Supply Currents for Maximum Data Processing with the Peripheral Clock Supplies Stopped
(DCDC Mode)

Max. Max. . I
ltem Symbol | Typ. (Tj = 105°C) | (Tj = 125°C) Unit | Test Conditions
Supply current | VCC_DCDC = 2.5 V| Frequency setting 1 lcc pepc| 41 165 254 mA | VSCR_1
(maximum data (CPUCLKO = 600 MHz) *1 (VCL=0.95V)
processing with VCC_DCDC =
the peripheral 3.3V
Cioc" S;pp“es Frequency setting 2 33 144 225 VSCR 2
stopped) (CPUCLKO = 480 MHz) (VCL = 0.925 V)
Frequency setting 3 28 138 218 ;/gCV_DCDC =
(CPUCLKO = 300 MHz) ’
VCC_DCDC < 2.5 V| Frequency setting 1 66 299 467 VSCR_1
(CPUCLKO = 600 MHz) (VCL=0.95V)
VCC_DCDC =
1.8V
Frequency setting 2 52 260 412 VSCR_2
(CPUCLKO =480 MHz) (VCL=0.925V)
Frequency setting 3 42 248 399 Y%?/—DCDC =
(CPUCLKO = 300 MHz) ’
VCC current lcc 3.9 71 9.7 VCC=33V

Note:  This table lists the values for current under the following operating conditions.
¢ Unless otherwise specified, the clocks are set to the states that maximize the supply currents within the limits imposed by the
specifications.
e The program is placed in the LRAM, the cache is enabled, and the CPU repeatedly executes multiply-and-accumulate
instructions.
e The clock-signal supplies to the peripheral functions are stopped.
¢ Power to the ESWM domain is turned off.
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Note 1. Value for Icc pcpc can be estimated by using the following formulae (units: Icc pcpc = MA, fecpucLko = MHz, fic k = MHz).
[When VCC_DCDC =3.3 V] -
lcc pepe Typ-(VSCR_1) =0.0352 x fepycrko *+ 0.0163 x fig i + 14.69
ICC_DCDC Typ(VSCR_Z) =0.0369 x fCPUCLKO +0.0119 x flCLK +12.17
lcc pepc Max.(VSCR_1, 105°C) = 0.0454 x fopyciko + 0.0180 x fig « + 132.14
lcc pcoc Max.(VSCR_1, 125°C) = 0.0496 x fopyciko + 0-0190 x fic  + 218.27
lcc pepe Max.(VSCR_2, 105°C) = 0.0443 x fepycLko + 0.0162 x fig « + 119.62
lcc pepc Max.(VSCR_2, 125°C) = 0.0479 x fepyciko + 0.0183 x fig « + 197.45
[When VCC_DCDC = 1.8 V]
ICC DCDC Typ(VSCR_1) =0.0674 x fCPUCLKO + 0.0279 x flCLK +17.22
ICciDCDC Typ(VSCR_Z) =0.0646 x fCPUCLKO +0.0223 x f|CLK +15.14
lcc pcoc Max.(VSCR_1, 105°C) = 0.0863 x fopyciko + 0-0343  fic + 237.02
lcc pepe Max.(VSCR_1, 125°C) = 0.0935 x fepycLko + 0.0359 x fio k + 399.63
ICciDCDC Max.(VSCR_2, 105°C) = 0.0806 x fCPUCLKO +0.0305 x fICLK +214.33
lcc pcoc Max.(VSCR_2, 125°C) = 0.0897 x fopyciko + 0-0343 x fic  + 361.19
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.

Table 2.12 Supply Currents for Maximum Data Processing with the Peripheral Clock Supplies Stopped
(External VDD Mode)

Max. Max. . -
Iltem Symbol | Typ. (Tj = 105°C) | (Tj = 125°C) Unit | Test Conditions
Supply current | VCL = 0.92 to 0.99 V| Frequency setting 1 Ipp*?! 112 468 681 mA | Voltage range 1
(maximum data (CPUCLKO = 600 MHz) (VCL=10.95V)
fhr°°eS§";9 W'lth VCL = 0.87 to 0.99 V| Frequency setting 2 ) 426 631 Voltage range 2
© pefiphera (CPUCLKO = 480 MHz) (VCL = 0.925 V)
clock supplies
stopped) Frequency setting 3 73 408 614
(CPUCLKO = 300 MHz)
VCC current Icc 3.9 71 9.7 VCC =3.3V

Note:  This table lists the values for current under the following operating conditions.
¢ Unless otherwise specified, the clocks are set to the states that maximize the supply currents within the limits imposed by the
specifications.
e The program is placed in the LRAM, the cache is enabled, and the CPU repeatedly executes multiply-and-accumulate
instructions.
¢ The clock-signal supplies to the peripheral functions are stopped.
e Power to the ESWM domain is turned off.
¢ The values given were measured with all output pins load-free and all input pull-up resistors disabled.
e The values given do not include the supply current for background operation (BGO).
Note 1. Value for Ipp can be estimated by using the following formulae (units: Ipp = mA, fepycLko = MHz, figLk = MHz).
IDD Typ(VCL =0.92 t0 0.99 V) =0.1181 x fCPUCLKO + 0.0469 x flCLK + 27.55
IDD Typ(VCL =0.871t00.99 V) =0.1153 x fCPUCLKO +0.0405 x flCLK +25.17
Ipp Max.(VCL = 0.92 to 0.99 V, 105°C) = 0.1192 x fepycLko + 0.0469 x fic  + 381.95
Ipp Max.(VCL =0.92 t0 0.99 V, 125°C) = 0.1148 x fepycLko + 0.0437 x fic  + 598.85
IDD MaX(VCL =0.87 to 0.99 V, 10500) =0.1192 x fCPUCLKO + 0.0448 x flCLK + 357.95
IDD Max(VCL =0.87t00.99V, 12500) =0.1182 x fCPUCLKO +0.0449 x fICLK + 563.65
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
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Table 2.13 Supply Currents for while(1) Operation by the CPU with the Peripheral Clock Supplies Stopped and

the ESWM Domain Turned Off

Item Symbol Typ. Max. Unit Test Conditions
Supply current | VCC_DCDC 2 2.5V | Frequency setting 1 lcc_peoe 28 — mA |VSCR_1(VCL=0.95V)
(DCDC mode) (CPUCLKO = 600 MHz) *1 VCC_DCDC =33V
Frequency setting 2 23 — VSCR_2 (VCL =0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =33V
Frequency setting 3 22 —
(CPUCLKO = 300 MHz)
VCC_DCDC < 2.5V | Frequency setting 1 41 — VSCR_1 (VCL=0.95V)
(CPUCLKO = 600 MHz) VCC_DCDC =18V
Frequency setting 2 33 — VSCR_2 (VCL =0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =18V
Frequency setting 3 30 —
(CPUCLKO = 300 MHz)
Supply current | VCL = 0.92 to 0.99 V| Frequency setting 1 Ipp*2 68 — mA | Voltage range 1
(external VDD (CPUCLKO =600 MHz) (VCL=10.95V)
mode) VCL = 0.87 to 0.99 V| Frequency setting 2 56 — Voltage range 2
(CPUCLKO = 480 MHz) (VCL=0.925V)
Frequency setting 3 52 —

(CPUCLKO = 300 MHz)

Note:

Note 1.

Note 2.

This table lists the values for current under the following operating condition.
e The program is placed in the LRAM, the cache is enabled, and the CPU executes a while(1) loop.
Value for Icc pcpe ¢an be estimated by using the following formulae (units: Icc pepc = MA, fepucLko = MHz, figLk = MHz).
[When VCC_DCDC =3.3 V] B
ICC DCDC Typ(VSCR_1) =0.0145 x fCPUCLKO +0.0149 x flCLK +14.35
ICC_DCDC Typ(VSCR_Z) =0.0113 x fCPUCLKO +0.0109 x flCLK +14.76
[When VCC_DCDC = 1.8 V]
ICC DCDC Typ(VSCR_1) =0.0259 x fCPUCLKO + 0.0269 x flCLK +17.25
ICC_DCDC Typ(VSCR_Z) =0.0236 x fCPUCLKO +0.0218 x flCLK +16.14
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Value for Ipp can be estimated by using the following formulae (units: Ipp = mA, fcpycLko = MHz, fic k = MHz).
IDD Typ(VCL =0.92t00.99 V) =0.0448 x fCPUCLKO +0.0469 x flCLK +27.37
IDD Typ(VCL =0.87 10 0.99 V) =0.0440 x fCPUCLKO +0.0406 x fICLK +25.19
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
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Table 2.14 Supply Currents for Coremark Execution with the Peripheral Clock Supplies Stopped and the

ESWM Domain Turned Off (DCDC Mode)

Item Symbol Typ. Max. Unit Test Conditions
Cache enabled |VCC_DCDC 22.5V | Frequency setting 1 lcc_peoe 36 — mA |VSCR_1(VCL=0.95V)
(CPUCLKO =600 MHz) VCC_DCDC =33V
Frequency setting 2 29 — VSCR_2 (VCL =0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =33V
Frequency setting 3 25 —
(CPUCLKO = 300 MHz)
VCC_DCDC < 2.5V | Frequency setting 1 58 — VSCR_1 (VCL=0.95V)
(CPUCLKO =600 MHz) VCC_DCDC =18V
Frequency setting 2 46 — VSCR_2 (VCL =0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =18V
Frequency setting 3 38 —
(CPUCLKO = 300 MHz)
Cache disabled, | VCC_DCDC 2 2.5V | Frequency setting 1 lcc_peoe 29 — mA |VSCR_1(VCL=0.95V)
code executed in (CPUCLKO = 600 MHz) VCC_DCDC =33V
LRAM Frequency setting 2 24 — VSCR_2 (VCL = 0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =33V
Frequency setting 3 22 —
(CPUCLKO = 300 MHz)
VCC_DCDC < 2.5V | Frequency setting 1 45 — VSCR_1 (VCL=10.95V)
(CPUCLKO = 600 MHz) VCC_DCDC =18V
Frequency setting 2 36 — VSCR_2 (VCL =0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =18V
Frequency setting 3 31 —
(CPUCLKO = 300 MHz)
Cache disabled, | VCC_DCDC 2 2.5V | Frequency setting 1 lcc_peoe 23 — mA |VSCR_1(VCL=0.95V)
code executed in (CPUCLKO = 600 MHz) VCC_DCDC =33V
SRAM Frequency setting 2 21 —_ VSCR_2 (VCL = 0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =33V
Frequency setting 3 20 —
(CPUCLKO = 300 MHz)
VCC_DCDC < 2.5V | Frequency setting 1 34 — VSCR_1 (VCL=10.95V)
(CPUCLKO = 600 MHz) VCC_DCDC =18V
Frequency setting 2 29 — VSCR_2 (VCL =0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =18V
Frequency setting 3 27 —
(CPUCLKO = 300 MHz)
Cache disabled, | VCC_DCDC 2 2.5V | Frequency setting 1 lcc_pcoe 26 — mA |VSCR_1(VCL=0.95V)
code executed in (CPUCLKO = 600 MHz) VCC_DCDC =33V
MRAM Frequency setting 2 22 — VSCR_2 (VCL = 0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =33V
Frequency setting 3 22 —
(CPUCLKO = 300 MHz)
VCC_DCDC < 2.5V | Frequency setting 1 40 — VSCR_1 (VCL=10.95V)
(CPUCLKO = 600 MHz) VCC_DCDC =18V
Frequency setting 2 32 — VSCR_2 (VCL =0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =18V
Frequency setting 3 32 —
(CPUCLKO = 300 MHz)
R01DS0434EJ0110 Rev.1.10 -ZENESAS Page 122 of 285

Jul 31, 2026



RX74N Group

2. Electrical Characteristics

Table 2.15

Supply Currents for Coremark Execution with the Peripheral Clock Supplies Stopped and the
ESWM Domain Turned Off (External VDD Mode)

Item Symbol Typ. Max. Unit Test Conditions
Cache enabled |VCL =0.92 to 0.99 V| Frequency setting 1 Ibp 97 — mA | Voltage range 1
(CPUCLKO = 600 MHz) (VCL=0.95V)
VCL = 0.87 to 0.99 V| Frequency setting 2 78 — Voltage range 2
(CPUCLKO = 480 MHz) (VCL=0.925V)
Frequency setting 3 63 —
(CPUCLKO = 300 MHz)
Cache disabled, | VCL =0.92 to 0.99 V| Frequency setting 1 Ibp 75 — mA | Voltage range 1
code executed in (CPUCLKO = 600 MHz) (VCL=0.95V)
LRAM VCL = 0.87 to 0.99 V| Frequency setting 2 60 — Voltage range 2
(CPUCLKO = 480 MHz) (VCL=0.925V)
Frequency setting 3 52 —
(CPUCLKO = 300 MHz)
Cache disabled, | VCL = 0.92 to 0.99 V| Frequency setting 1 Ibp 55 — mA | Voltage range 1
code executed in (CPUCLKO = 600 MHz) (VCL=0.95V)
SRAM VCL = 0.87 to 0.99 V| Frequency setting 2 45 — Voltage range 2
(CPUCLKO = 480 MHz) (VCL=0.925V)
Frequency setting 3 45 —
(CPUCLKO = 300 MHz)
Cache disabled, | VCL =0.92 to 0.99 V| Frequency setting 1 Ibp 65 — mA | Voltage range 1
code executed in (CPUCLKO = 600 MHz) (VCL=0.95V)
MRAM VCL = 0.87 to 0.99 V| Frequency setting 2 53 — Voltage range 2
(CPUCLKO = 480 MHz) (VCL=0.925V)
Frequency setting 3 53 —

(CPUCLKO = 300 MHz)

Table 2.16 Supply Currents in CPU Sleep Mode with the Peripheral Clock Supplies Stopped and the ESWM
Domain Turned Off
Iltem Symbol Typ. Max. Unit Test Conditions
Supply current | VCC_DCDC 2 2.5V | Frequency setting 1 lcc_peoe 22 227 mA |VSCR_1 (VCL=0.95V)
(DCDC Mode) (CPUCLKO = 600 MHz) *1 VCC_DCDC =33V
Frequency setting 2 19 205 VSCR_2 (VCL =0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =33V
Frequency setting 3 19 205
(CPUCLKO = 300 MHz)
VCC_DCDC < 2.5V | Frequency setting 1 31 416 VSCR_1 (VCL=0.95V)
(CPUCLKO = 600 MHz) VCC_DCDC =18V
Frequency setting 2 26 375 VSCR_2 (VCL =0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =18V
Frequency setting 3 26 375
(CPUCLKO = 300 MHz)
Supply current | VCL =0.92 to 0.99 V| Frequency setting 1 Ipp*2 52 618 mA | Voltage range 1
(External VDD (CPUCLKO = 600 MHz) (VCL=0.95V)
Mode) VCL = 0.87 to 0.99 V| Frequency setting 2 43 582 Voltage range 2
(CPUCLKO = 480 MHz) (VCL=0.925V)
Frequency setting 3 44 582

(CPUCLKO = 300 MHz)

Note 1.

[When VCC_DCDC =3.3 V]
ICC DCDC Typ.(VSCR_1) = 0.0049 x fCPUCLKO +0.0128 x flCLK +15.37
ICC_DCDC Typ(VSCR_Z) =0.0051 x fCPUCLKO +0.0109 x flCLK +14.14

[When VCC_DCDC = 1.8 V]
ICC DCDC Typ.(VSCR_1) = 0.0098 x fCPUCLKO +0.0260 x fICLK +17.72

Value for Icc_pcpc can be estimated by using the following formulae (units: Icc pepc = MA, fepuciko = MHZ, fic k = MHz).
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ICC DCDC Typ(VSCR_Z) =0.0096 x fCPUCLKO +0.0221 % flCLK +15.88
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Note 2. Value for Ipp can be estimated by using the following formulae (units: Ipp = mA, fepucLko = MHz, fic .k = MHz).
Ipp Typ.(VCL =0.92t0 0.99 V) = 0.0176 x fepycLkg + 0.0471 % fio « + 27.25
IDD Typ(VCL =0.87 t0 0.99 V) =0.0175 x fCPUCLKO + 0.0409 x flCLK +25.14
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.

Table 2.17 Supply Currents in CPU Deep Sleep Mode with the Peripheral Clock Supplies Stopped and the
ESWM Domain Turned Off

Iltem Symbol Typ. Max. Unit Test Conditions
Supply current | VCC_DCDC 2 2.5V | Frequency setting 1 lcc_peoe 20 186 mA |VSCR_1 (VCL=0.95V)
(DCDC Mode) (CPUCLKO = 600 MHz) *1 VCC_DCDC =33V
Frequency setting 2 17 168 VSCR_2 (VCL =0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =3.3V
Frequency setting 3 18 169
(CPUCLKO = 300 MHz)
VCC_DCDC < 2.5V | Frequency setting 1 27 340 VSCR_1 (VCL=0.95V)
(CPUCLKO = 600 MHz) VCC_DCDC =18V
Frequency setting 2 22 307 VSCR_2 (VCL =0.925 V)
(CPUCLKO = 480 MHz) VCC_DCDC =18V
Frequency setting 3 23 308
(CPUCLKO = 300 MHz)
Supply current | VCL = 0.92 to 0.99 V| Frequency setting 1 Ipp*2 43 520 mA | Voltage range 1
(External VDD (CPUCLKO = 600 MHz) (VCL=0.95V)
Mode) VCL = 0.87 to 0.99 V| Frequency setting 2 36 489 Voltage range 2
(CPUCLKO = 480 MHz) (VCL=0.925V)
Frequency setting 3 38 491
(CPUCLKO = 300 MHz)

Note 1. Value for Icc pcpc can be estimated by using the following formulae (units: Icc pepc = MA, fepucLko = MHz, figLk = MHz).
[When VCC_DCDC =3.3 V] -
ICC DCDC Typ(VSCR_1) =0.0024 x fCPUCLKO +0.0134 x flCLK +14.33
ICC_DCDC Typ(VSCR_Z) =0.0029 x fCPUCLKO +0.0122 x flCLK +12.87
[When VCC_DCDC = 1.8 V]
ICC DCDC Typ.(VSCR_1) = 0.0049 x fCPUCLKO +0.0265 x flCLK +15.67
lcc pepc TyP-(VSCR_2) = 0.0050 * fopyciko + 0.0226 X fio i + 13.98
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Note 2. Value for Ipp can be estimated by using the following formulae (units: Ipp = mA, fcpycLko = MHz, ficLk = MHz).
Ipp Typ.(VCL = 0.92 to 0.99 V) = 0.0089 x fcpycLko + 0.0472 x fio « + 23.68
IDD Typ(VCL =0.87 10 0.99 V) =0.0089 x fCPUCLKO +0.0406 x fICLK +22.00
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.

Table 2.18 Increases in Supply Currents during BGO Programming of MRAM-OTP in the Case of Maximal

Operation
Iltem Symbol Typ. Max. Unit Test Conditions
Supply current | Normal speed write mode lcc — 20 mA |VCC=1.62V

Iob — 0.5

High speed write mode 0 lcc — 25 VCC=z25V
Iob — 5

High speed write mode 1 lec — 80 VCC=3.0V
Iop — 0.5

Note:  The MWMCR register is used to select the mode for writing data to MRAM-OTP.
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Table 2.19 Currents in Software Standby Mode 1 (DCDC Mode)
Max. Max. . -
Iltem Symbol Typ. (Ti = 105°C) | (Tj = 125°C) Unit Test Conditions
VCC current lcc 0.20 0.41 0.62 mA |VCC =33V
VCC_DCDC | The SRAM and LRAM | VSCR_1 lcc pcpc| 105 86.3 135 mA |VCC_DCDC =33V
current data are retained.*!.*2 | (VCL =0.95 V)
VSCR_2 9.76 79.2 124
(VCL=0.925V)
The SRAM and LRAM | VSCR_1 10.3 85.7 134
data are not retained. (VCL=0.95V)
*1.+2 VSCR 2 9.63 78.7 123
(VCL=0.925V)
Note 1. When the PDRAMSCRO register is set to 7FFFh, data in the SRAM are retained; when the register is set to 7000h, data in the

SRAM are not retained.

Note 2. When the PDRAMSCR2.RKEEPO bit is set to 1, data in the LRAM are retained; when the bit is set to 0, data in the LRAM are
not retained.
Table 2.20 Currents in Software Standby Mode 2 (DCDC Mode)
ltem symbol | Typ. | yfgéo ol 2"?;5 o] Unit | Test Conditions
VCC current | For SS2LP_0 lec 0.20 0.41 0.62 mA |VCC=33V
For SS2LP_1 0.04 0.27 0.48
SS2LP_0*!' |SVSCR_1*2 | The SRAM and LRAM data |CC_DCDC 8.95 26.8 39.2 mA |VCC_DCDC=3.3V
are retained.*3, *4
The SRAM and LRAM data 8.88 26.0 37.8
are not retained.*3, *4
SVSCR_2*2 | The SRAM and LRAM data 8.89 247 36.0
are retained.*3, *4
The SRAM and LRAM data 8.74 24.2 35.1
are not retained.*3, *4
SVSCR 32 | The SRAM and LRAM data 8.69 187 27.9
are retained.*3, *4
The SRAM and LRAM data 8.68 18.4 273
are not retained.*3, *4
SVSCR_4*2 | The SRAM and LRAM data 8.62 16.6 24.7
are retained.*3, *4
The SRAM and LRAM data 8.59 16.1 23.6
are not retained.*3, *4
SVSCR_5*2 | The SRAM and LRAM data 8.39 14.6 21.5
are retained.*3, *4
The SRAM and LRAM data 8.37 14.2 20.6
are not retained.*3, *4
SS2LP_1*T [SVSCR 22 |The SRAMand LRAMdata | Icc pcoc| 1-06 20.3 341 mA |VCC_DCDC=3.3V
are retained.*3, *4
The SRAM and LRAM data 0.96 19.8 33.0
are not retained.*3, *4
SVSCR_3*2 | The SRAM and LRAM data 0.69 14.9 255
are retained.*3, *4
The SRAM and LRAM data 0.65 14.6 24.8
are not retained.*3, *4
SVSCR_4*2 | The SRAM and LRAM data 0.56 13.0 22.6
are retained.*3, *4
The SRAM and LRAM data 0.52 12.4 21.3
are not retained.*3, *4
SVSCR_5*2 | The SRAM and LRAM data 0.46 11.2 19.6
are retained.*3, *4
The SRAM and LRAM data 0.43 10.7 18.5
are not retained.*3, *4
Note 1. Setting of the SS2LP[1:0] bits in the SSCR1 register: SS2LP_0 = default mode, SS2LP_1 = low power setting 1
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Note 2. SVSCR_n (n =1 to 5) is the target VDD voltage specified in the SVSCR register.
Note 3. When the PDRAMSCRO register is set to 7FFFh, data in the SRAM are retained; when the register is set to 7000h, data in the
SRAM are not retained.
Note 4. When the PDRAMSCR2.RKEEPO bit is set to 1, data in the LRAM are retained; when the bit is set to 0, data in the LRAM are
not retained.
2442 Operating and Standby Currents for Product Part No. R5K574Nxy4xx
(y=E,F)
Table 2.21 Supply Currents for Full Operation (DCDC Mode)
Max. Max. . o
Iltem Symbol | Typ. (Tj = 105°C) | (Tj = 125°C) Unit Test Conditions
Supply VCC_DCDC 2z 2.5 V| Frequency setting 3 lcc pcoc| 62 144 210 mA |VSCR_2
current (CPUCLKO = 300 MHz) *1 (VCL=0.925V)
(full VCC_DCDC =33V
operation '\;cc"peDC < 2.5 V| Frequency setting 3 104 260 384 VSCR 2
(CPUCLKO = 300 MHz) (VCL=0.925V)
VCC_DCDC =18V
VCC current lcc 10 13 15 VCC =33V
Note:  This table lists the values for current under the following operating conditions.
e The internal memory (SRAM and MRAM) is configured with wait settings that suit the operating frequency and kept as active
as is possible through data transfer by the DMAC.
e The peripheral functions are supplied with clocks and kept as active as is possible.
¢ Unless otherwise specified, the clocks are set to the states that maximize the supply currents within the limits imposed by the
specifications.
e The program is placed in the LRAM, the cache is enabled, and the CPU repeatedly executes multiply-and-accumulate
instructions.
e Power to the ESWM domain is turned on.
Note 1. Value for Icc pcpc can be estimated by using the following formulae (units: Icc_pcpc = MA, fepuciko = MHz, fic k = MHz).
[When VCC_DCDC = 3.3 V]
ICC_DCDC Typ. = 0.0460 x fopycLko + 0.0622 x fic k + 29.28
ICC_DCDC Max.(VSCR_2, 105°C) = 0.0456 x fCPUCLKO +0.0702 x fICLK +109.07
lcc_pcpc Max.(VSCR_2, 125°C) = 0.0477 x fcpycko *+ 0.0723 x fic  + 173.67
[When VCC_DCDC = 1.8 V]
lcc_pcpe Typ. =0.0818 x fepyciko + 0.1136  fic k + 45.27
lcc_pcpc Max.(VSCR_2, 105°C) = 0.0854 x fcpyc ko *+ 0.1322 x fig k + 194.42
ICC_DCDC MaX.(VSCR_Z, 125°C) =0.0890 x fCPUCLKO +0.1352 x flCLK +316.79
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Table 2.22 Supply Currents for Full Operation (External VDD Mode)
Max. Max. . i
Item Symbol | Typ. (Tj = 105°C) | (Tj = 125°C) Unit | Test Conditions
Supply VCL = 0.87 to 0.99 V| Frequency setting 3 Ipp™*! 181 425 594 mA | Voltage range 2
current (full (CPUCLKO = 300 MHz) (VCL=0.925V)
operation  Fycc current lec 10 13 15 VCC =33V
Note:  This table lists the values for current under the following operating conditions.
e The internal memory (SRAM and MRAM) is configured with wait settings that suit the operating frequency and kept as active
as is possible through data transfer by the DMAC.
e The peripheral functions are supplied with clocks and kept as active as is possible.
¢ Unless otherwise specified, the clocks are set to the states that maximize the supply currents within the limits imposed by the
specifications.
e The program is placed in the LRAM, the cache is enabled, and the CPU repeatedly executes multiply-and-accumulate
instructions.
o Power to the ESWM domain is turned on.
Note 1. Value for Ipp can be estimated by using the following formulae (units: Ipp = mA, fopycLko = MHz, figLk = MHz).

IDD Typ. = 0.1408 x fCPUCLKO +0.1942 % flCLK +80.70
Ipp Max.(VCL = 0.87 to 0.99 V, 105°C) = 0.1267 x fopycLko + 0.1933 x fig k + 329.00
Ipp Max.(VCL = 0.87 to 0.99 V, 125°C) = 0.1200 x fapycko + 0.1800 X fig  + 504.00

However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
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Table 2.23 Supply Currents for Full Operation (LDO Mode)
Max. Max. . Test
ftem Symbol | TYP- | (1 = 105°c) | (Tj = 125°C) | "™ | Conditions
Supply LDO efficiency improvement | Frequency setting 3 lec™! 192 432 600 mA |VCC=33V
current function is disabled*2 (CPUCLKO = 300 MHz)
f)f:gration) LDO efficiencyimpr*ov?ment Frequency setting 3 175 352*4 4774
function is enabled*2. *3 (CPUCLKO = 300 MHz) 230 287+ 6664 VCC =18V
Note:  This table lists the values for current under the following operating conditions.
e The internal memory (SRAM and MRAM) is configured with wait settings that suit the operating frequency and kept as active
as is possible through data transfer by the DMAC.
e The peripheral functions are supplied with clocks and kept as active as is possible.
¢ Unless otherwise specified, the clocks are set to the states that maximize the supply currents within the limits imposed by the
specifications.
e The program is placed in the LRAM, the cache is enabled, and the CPU repeatedly executes multiply-and-accumulate
instructions.
e Power to the ESWM domain is turned on.
Note 1. Value for I can be estimated by using the following formulae (units: Icc = mA, fepycLko = MHz, figLk = MHz).
[When LDO efficiency improvement function is disabled (LDOECR.EFUPE = 0)]
ICC Typ =0.1431 x fCPUCLKO +0.2051 x fICLK +87.95
lcc Max.(VSCR_2, 105°C) = 0.1333 x fopycLko + 0.2000 x fic k + 332.01
ICC Max.(VSCR_Z, 12500) =0.1400 x fCPUCLKO +0.2000 x flCLK +498.00
[When LDO efficiency improvement function is enabled (LDOECR.EFUPE = 1)] (VCC = 3.3 V)
Icc Typ. = (0.0856 x fopycLko + 0.1260 x fic k + 95.97) x (correction coefficients 1.1)
Icc Max.(VSCR_2, 105°C) = (0.1133 x fcpycLko * 0.1333 x fic k + 246.02) x (correction coefficients 1.1)
Icc Max.(VSCR_2, 125°C) = (0.0867 x fopycLko + 0-1400 x fic) k + 365.99) x (correction coefficients 1.1)
[When LDO efficiency improvement function is enabled (LDOECR.EFUPE = 1)] (VCC = 1.8 V)
lcc Typ. = (0.1456 x fopycLko + 0.2042 x fic k + 103.76) x (correction coefficients 1.1)
Icc Max.(VSCR_2, 105°C) = (0.1267 x fopycLko + 0.1867 x fic k + 348.98) x (correction coefficients 1.1)
lcc Max.(VSCR_2, 125°C) = (0.1000 x fcpycLko + 0.1733 x fic k + 523.01) x (correction coefficients 1.1)
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Note 2. LDOECR.EFUPE = 0 (disabled) or LDOECR.EFUPE = 1 (enabled)
Note 3. When the LDO efficiency improvement function is enabled, the efficiency deteriorates and the supply current increases as the
VCC voltage decreases. See Figure 2.6.
Note 4. The values are reference values.
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VCC voltage dependence of VCC supply current
when the LDO efficiency improvement function is enabled
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Figure 2.6 VCC Voltage Dependence of VCC Supply Current when the LDO Efficiency Improvement
Function is Enabled

Table 2.24 Supply Currents for Maximum Data Processing with the Peripheral Clock Supplies Stopped
(DCDC Mode)

Max. Max. . o
Iltem Symbol | Typ. (Tj = 105°C) | (Tj = 125°C) Unit Test Conditions
Supply VCC_DCDC 2 2.5 V| Frequency setting 3 lcc pcoc| 25 106 173 mA |VSCR_2
current (CPUCLKO = 300 MHz) *1 (VCL=0.925V)
VCC_DCDC =33V
VCC_DCDC < 2.5 V| Frequency setting 3 36 189 315 VSCR_2
(CPUCLKO = 300 MHz) (VCL=0.925V)
VCC_DCDC =18V
VCC current lec 3.9 6.2 8.3 VCC =33V

Note:  This table lists the values for current under the following operating conditions.
¢ Unless otherwise specified, the clocks are set to the states that maximize the supply currents within the limits imposed by the
specifications.
e The program is placed in the LRAM, the cache is enabled, and the CPU repeatedly executes multiply-and-accumulate
instructions.
e The clock-signal supplies to the peripheral functions are stopped.
e Power to the ESWM domain is turned off.
Note 1. Value for Icc pcpc can be estimated by using the following formulae (units: Icc pcpc = MA, fepucLko = MHz, fic k = MHz).
[When VCC_DCDC = 3.3 V] B
lcc_pcpc Typ. = 0.0318 x fepyciko + 0.0111 % fic  + 12.00
ICC_DCDC MaX.(VSCR_Z, 105°C) =0.0210 x fCPUCLKO +0.0070 x flCLK +97.82
ICC7DCDC Max.(VSCR_2, 125°C) = 0.0126 x fcpycLko + 0.0026 x fic  + 168.35
[When VCC_DCDC = 1.8 V]
ICC DCDC Typ. =0.0612 x fCPUCLKO +0.0197 % flCLK +12.07
ICC7DCDC Max.(VSCR_Z, 105°C) =0.0387 x fCPUCLKO +0.0129 x flCLK +174.02
lcc pcoc Max.(VSCR_2, 125°C) = 0.0243 x fopyciko + 0-0048 x fic| k + 306.77
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
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Table 2.25 Supply Currents for Maximum Data Processing with the Peripheral Clock Supplies Stopped
(External VDD Mode)

Max. Max. . i
Item Symbol | Typ. (Tj = 105°C) | (Tj = 125°C) Unit | Test Conditions
Supply VCL = 0.87 to 0.99 V| Frequency setting 3 Ipp™*! 62.5 320 501 mA | Voltage range 2
current (CPUCLKO = 300 MHz) (VCL=0.925V)
VCC current lec 3.9 6.2 8.3 VCC=33V

Note:  This table lists the values for current under the following operating conditions.
¢ Unless otherwise specified, the clocks are set to the states that maximize the supply currents within the limits imposed by the
specifications.
e The program is placed in the LRAM, the cache is enabled, and the CPU repeatedly executes multiply-and-accumulate
instructions.
The clock-signal supplies to the peripheral functions are stopped.
Power to the ESWM domain is turned off.
The values given were measured with all output pins load-free and all input pull-up resistors disabled.
The values given do not include the supply current for background operation (BGO).
Note 1. Value for Ipp can be estimated by using the following formulae (units: Ipp = mA, fopycLko = MHz, figLk = MHz).
IDD Typ. =0.1124 % fCPUCLKO +0.0351 % flCLK +18.30
Ipp Max.(VCL = 0.87 to 0.99 V, 105°C) = 0.0600 x fopycLko + 0.0200 x fic k + 296.00
Ipp Max.(VCL = 0.87 to 0.99 V, 125°C) = 0.0333 x fcpycLko + 0.0067 x fic « + 489.00
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.

Table 2.26 Supply Currents for Maximum Data Processing with the Peripheral Clock Supplies Stopped

(LDO Mode)
ftem symbol | T | 1 50k 2 12600y | Ut | Gonattons
Supply LDO efficiency improvement | Frequency setting 3 lec*! 68.1 323 503 mA |VCC =33V
current function is disabled*2 (CPUCLKO = 300 MHz)
LDO efficiency improvement | Frequency setting 3 68.0 2563 424*3
function is enabled*2 (CPUCLKO = 300 MHz) 68.2 3733 5543 Vcec =18V

Note:  This table lists the values for current under the following operating conditions.
e The internal memory (SRAM and MRAM) is configured with wait settings that suit the operating frequency and kept as active
as is possible through data transfer by the DMAC.
e The peripheral functions are supplied with clocks and kept as active as is possible.
¢ Unless otherwise specified, the clocks are set to the states that maximize the supply currents within the limits imposed by the
specifications.
e The program is placed in the LRAM, the cache is enabled, and the CPU repeatedly executes multiply-and-accumulate
instructions.
e Power to the ESWM domain is turned on.
Note 1. Value for I can be estimated by using the following formulae (units: Icc = mA, fopycLko = MHz, ficLk = MHz).
[When LDO efficiency improvement function is disabled (LDOECR.EFUPE = 0)]
ICC Typ. =0.1115 x fCPUCLKO + 0.0349 x flCLK +24.16
lcc Max.(VSCR_2, 105°C) = 0.0800 * fepycLko + 0.0333 x fic k + 289.01
ICC Max.(VSCR_Z, 12500) =0.0800 x fCPUCLKO +0.0400 x flCLK +467.00
[When LDO efficiency improvement function is enabled (LDOECR.EFUPE = 1)] (VCC =3.3 V)
ICC Typ =0.1115 x fCPUCLKO +0.0349 x f|CLK +24.08
Icc Max.(VSCR_2, 105°C) = (0.0400 x fcpycLko * 0.0200 x fic k + 215.00) % (correction coefficients 1.1)
lcc Max.(VSCR_2, 125°C) = (0.0733 x fcpycLko * 0.2200 x fig k + 297.01) x (correction coefficients 1.1)
[When LDO efficiency improvement function is enabled (LDOECR.EFUPE = 1)] (VCC = 1.8 V)
ICC Typ. =0.1115 % fCPUCLKO + 0.0349 x flCLK +24.25
lcc Max.(VSCR_2, 105°C) = (0.0327 x fcpycLko *+ 0.1029 x fig k + 298.32) x (correction coefficients 1.1)
lcc Max.(VSCR_2, 125°C) = (0.0333 x fcpycLko + 0.0200 x fic  + 488.01) x (correction coefficients 1.1)
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Note 2. LDOECR.EFUPE = 0 (disabled) or LDOECR.EFUPE = 1 (enabled)
Note 3. The values are reference values.
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Table 2.27 Supply Currents for while(1) Operation by the CPU with the Peripheral Clock Supplies Stopped and
the ESWM Domain Turned Off
Item Symbol Typ. Max. Unit Test Conditions
DCDC mode | VCC_DCDC =225V Frequency setting 3 lcc_bcoe 16 — mA |VSCR_2 (VCL=0.925V)
(CPUCLKO = 300 MHz) *2 VCC_DCDC =33V
VCC_DCDC <25V Frequency setting 3 24 — VSCR_2 (VCL =0.925 V)
(CPUCLKO = 300 MHz) VCC_DCDC =18V
External VCL=0.871t00.99 V Frequency setting 3 Ipp*3 41 — mA | Voltage range 2
VDD mode (CPUCLKO = 300 MHz) (VCL=0.925V)
LDO mode |LDO efficiency Frequency setting 3 ICC*4 47 — mA |(VCC=33V
improvement function is | (CPUCLKO = 300 MHz)
disabled*1
LDO efficiency Frequency setting 3 47 —
improvement function is | (CPUCLKO = 300 MHz)
enabled*?
Note 1. LDOECR.EFUPE = 0 (disabled) or LDOECR.EFUPE = 1 (enabled)

Note 2.

Value for Icc pcpe can be estimated by using the following formulae (units: Icc pecpc = MA, fepucLko = MHz, ficLk = MHz).
[When VCC_DCDC =3.3 V] B

lcc_pcpe Typ.(VSCR_2) =0.0069 x fCPUCLKO +0.0122 x fICLK +10.71
[When VCC_DCDC = 1.8 V]

ICC_DCDC Typ(VSCR_Z) =0.0213 x fCPUCLKO +0.0200 x flCLK +11.63
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.

Note 3. Value for Ipp can be estimated by using the following formula (units: Ipp = MA, fopycLko = MHz, fic k = MHz).
IDD Typ(VCL =0.871t00.99 V) =0.0420 % fCPUCLKO +0.0353 x flCLK +18.16
However, note that the above formula is only for use in estimation and values from it do not guarantee the actual supply
currents.
Note 4. Value for I can be estimated by using the following formulae (units: Icc = mA, fcpucLko = MHz, fic k = MHz).
[When LDO efficiency improvement function is disabled (LDOECR.EFUPE = 0)]
ICC Typ =0.0425 x fCPUCLKO +0.0351 x f|CLK +24.05
[When LDO efficiency improvement function is enabled (LDOECR.EFUPE = 1)]
ICC Typ. = 0.0423 x fCPUCLKO +0.0351 % flCLK +23.78
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Table 2.28 Supply Currents for Coremark Execution with the Peripheral Clock Supplies Stopped and the
ESWM Domain Turned Off (DCDC Mode)
Item Symbol Typ. Max. Unit Test Conditions
Cache enabled |VCC_DCDC = 2.5V | Frequency setting 3 lcc_pcoe 23 — mA |VSCR_2 (VCL=0.925V)
(CPUCLKO = 300 MHz) VCC_DCDC =33V
VCC_DCDC < 2.5V | Frequency setting 3 34 — VSCR_2 (VCL =0.925 V)
(CPUCLKO = 300 MHz) VCC_DCDC =18V
Cache disabled, | VCC_DCDC = 2.5V | Frequency setting 3 lcc_pcoe 20 — mA |VSCR_2 (VCL=0.925V)
code executed in (CPUCLKO = 300 MHz) VCC_DCDC =33V
LRAM VCC_DCDC < 2.5 V | Frequency setting 3 27 — VSCR_2 (VCL = 0.925 V)
(CPUCLKO = 300 MHz) VCC_DCDC =18V
Cache disabled, | VCC_DCDC = 2.5V | Frequency setting 3 lcc_pcoe 18 — mA |VSCR_2 (VCL=0.925V)
code executed in (CPUCLKO = 300 MHz) VCC_DCDC =33V
SRAM VCC_DCDC < 2.5V | Frequency setting 3 23 — VSCR_2 (VCL = 0.925 V)
(CPUCLKO = 300 MHz) VCC_DCDC =18V
Cache disabled, | VCC_DCDC = 2.5V | Frequency setting 3 lcc_pcoe 20 — mA |VSCR_2 (VCL=0.925V)
code executed in (CPUCLKO = 300 MHz) VCC_DCDC =33V
MRAM VCC_DCDC < 2.5 V | Frequency setting 3 28 — VSCR_2 (VCL = 0.925 V)
(CPUCLKO = 300 MHz) VCC_DCDC =18V
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Table 2.29 Supply Currents for Coremark Execution with the Peripheral Clock Supplies Stopped and the
ESWM Domain Turned Off (External VDD Mode)
Item Symbol Typ. Max. Unit Test Conditions
Cache enabled |VCL =0.87 to 0.99 V| Frequency setting 3 Ibp 56 — mA | Voltage range 2
Cache disabled, (CPUCLKO = 300 MHz) oo 45 — mA (VCL=0.925V)
code executedin
LRAM
Cache disabled, lob 38 — mA
code executed in
SRAM
Cache disabled, lob 45 — mA
code executed in
MRAM

Table 2.30 Supply Currents for Coremark Execution with the Peripheral Clock Supplies Stopped and the
ESWM Domain Turned Off (LDO Mode)
Item Symbol Typ. Max. Unit Test Conditions
Cache enabled Frequency setting 3 Iob 62 — mA |VCC=33V
Cache disabled, code executed in LRAM | (CPUCLKO =300 MHz) == 51 — | ma
Cache disabled, code executed in SRAM lob 44 — mA
Cache disabled, code executed in MRAM Ibp 58 — mA

Table 2.31 Supply Currents in CPU Sleep Mode with the Peripheral Clock Supplies Stopped and the ESWM
Domain Turned Off
Iltem Symbol Typ. Max. Unit Test Conditions
DCDC mode | VCC_DCDC 22,5V lcc_becoe 17 188 mA |VSCR_2 (VCL=0.925V)
*2 VCC_DCDC =33V
VCC_DCDC <25V 21 344 VSCR_2 (VCL =0.925V)
VCC_DCDC =18V
External VCL=0.871t00.99V Ipp*3 34 540 mA | Voltage range 2
VDD mode (VCL=0.925V)
LDO mode |LDO efficiency improvement function is disabled*1 lcc*4 40 542 mA |(VCC=33V
LDO efficiency improvement function is enabled*" 40 406*5
40 595*5 vCC=18V
Note 1. LDOECR.EFUPE = 0 (disabled) or LDOECR.EFUPE = 1 (enabled)
Note 2. Value for Icc_pcpc can be estimated by using the following formulae (units: Icc_pcpc = MA, fepuciko = MHz, fic k = MHz).
[When VCC_DCDC = 3.3 V]
ICCiDCDC Typ. = 0.0028 x fCPUCLKO + 0.0096 x flCLK +12.80
[When VCC_DCDC = 1.8 V]
lcc_pcoc Typ. = 0.0074 x fepyciko + 0.0184 x fic  + 12.82
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Note 3. Value for Ipp can be estimated by using the following formula (units: Ipp = mA, fcpycLko = MHz, fic k = MHZz).
IDD Typ(VCL =0.871t00.99 V) =0.0169 x fCPUCLKO +0.0351 x flCLK +18.18
However, note that the above formula is only for use in estimation and values from it do not guarantee the actual supply
currents.
Note 4. Value for I can be estimated by using the following formulae (units: Icc = mA, fepyucLko = MHz, fic .k = MHz).
[When LDO efficiency improvement function is disabled (LDOECR.EFUPE = 0)]
ICC Typ =0.0171 x fCPUCLKO +0.0352 x flCLK +24.02
[When LDO efficiency improvement function is enabled (LDOECR.EFUPE = 1)]
ICC Typ =0.0170 x fCPUCLKO +0.0351 x f|CLK +24.50
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Note 5. The values are reference values.
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Table 2.32 Supply Currents in CPU Deep Sleep Mode with the Peripheral Clock Supplies Stopped and the

ESWM Domain Turned Off

Item Symbol Typ. Max. Unit Test Conditions
DCDC mode | VCC_DCDC =25V lcc_bcoe 15 154 mA |VSCR_2 (VCL=0.925V)
*2 VCC_DCDC =33V
VCC_DCDC <25V 19 279 VSCR_2 (VCL =0.925V)
VCC_DCDC =18V
External VCL=0.871t00.99V Ipp*3 30 450 mA | Voltage range 2
VDD mode (VCL=0.925V)
LDO mode |LDO efficiency improvement function is disabled*? lcc*4 36 453 mA [VCC=33V
LDO efficiency improvement function is enabled*" 36 347*5
36 506*° VCC =18V
Note 1. LDOECR.EFUPE = 0 (disabled) or LDOECR.EFUPE = 1 (enabled)
Note 2. Value for Icc pcpc can be estimated by using the following formulae (units: Icc_pcpe = MA, fepuciko = MHZ, fic k = MHz).
[When VCC_DCDC = 3.3 V]
ICC_DCDC Typ(VSCR_Z) =0.0016 x fCPUCLKO + 0.0062 x flCLK +13.10
[When VCC_DCDC = 1.8 V]
ICCiDCDC Typ(VSCR_Z) =0.0039 x fCPUCLKO +0.0156 % flCLK +12.82
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Note 3. Value for Ipp can be estimated by using the following formula (units: Ipp = mA, fcpycLko = MHz, fic k = MHz).
IDD Typ(VCL =0.871t00.99 V) =0.0085 x fCPUCLKO +0.0350 x flCLK +17.37
However, note that the above formula is only for use in estimation and values from it do not guarantee the actual supply
currents.
Note 4. Value for I can be estimated by using the following formulae (units: Icc = mA, fepucLko = MHz, ficLk = MHz).
[When LDO efficiency improvement function is disabled (LDOECR.EFUPE = 0)]
ICC Typ. = 0.0086 x fCPUCLKO +0.0351 % flCLK +23.25
[When LDO efficiency improvement function is enabled (LDOECR.EFUPE = 1)]
ICC Typ =0.0085 x fCPUCLKO +0.0352 x f|CLK +22.89
However, note that the above formulae are only for use in estimation and values from them do not guarantee the actual supply
currents.
Note 5. The values are reference values.

Table 2.33 Increases in Supply Currents during BGO Programming of MRAM-OTP in the Case of Maximal

Operation
Item Symbol Typ. Max. Unit Test Conditions
Supply current | Normal speed write mode lcc — 20 mA |VCC=21.62V
Iop — 0.5
High speed write mode 0 lec — 25 VCC=z=25V
Iob — 5
High speed write mode 1 lec — 80 VCC=3.0V
Iob — 0.5
Note:  The MWMCR register is used to select the mode for writing data to MRAM-OTP.
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Table 2.34 Currents in Software Standby Mode 1 (DCDC Mode)
Max. Max. . -
Iltem Symbol Typ. (Ti = 105°C) | (Tj = 125°C) Unit Test Conditions

VCC current lcc 0.18 0.39 0.62 mA [VCC =33V
VCC_DCDC | The SRAM and LRAM data are retained. lcc pcpc| 976 77.4 122 mA [VCC_DCDC=3.3V
current *1, %2

The SRAM and LRAM data are not 9.63 76.7 121

retained.*1. *2
Note 1. When the PDRAMSCRO register is set to 7FFFh, data in the SRAM are retained; when the register is set to 7000h, data in the

SRAM are not retained.

Note 2. When the PDRAMSCR2.RKEEPO bit is set to 1, data in the LRAM are retained; when the bit is set to 0, data in the LRAM are
not retained.
Table 2.35 Currents in Software Standby Mode 1 (LDO Mode)
Max. Max. . "
Item Symbol Typ. (Tj = 105°C) | (T} = 125°C) Unit | Test Conditions
VCC current | The SRAM and LRAM data are retained.*1. *2 lcc 9.94 223 353 mA |VCC =33V
The SRAM and LRAM data are not retained. 9.81 223 353
*1, *2

Note:
Note 1.

SRAM are not retained.

Note 2.

not retained.

In software standby mode 1, disable the LDO efficiency improvement function (LDOECR.EFUPE = 0).
When the PDRAMSCRO register is set to 7FFFh, data in the SRAM are retained; when the register is set to 7000h, data in the

When the PDRAMSCR2.RKEEPO bit is set to 1, data in the LRAM are retained; when the bit is set to 0, data in the LRAM are
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Table 2.36 Currents in Software Standby Mode 2 (DCDC Mode)
Iltem Symbol Typ. (Tj =,\/I1a())(5°c) (Ti lvlf;éoc) Unit Test Conditions
VCC current | For SS2LP_0 lee 0.18 0.39 0.62 mA |VCC=33V
For SS2LP_1 0.04 0.26 0.49
SS2LP_0*! | SVSCR_2*2 The SRAM and LRAM |CC_DCDC 8.34 23.2 341 mA |VCC_DCDC=3.3V
data are retained.*3, *4
The SRAM and LRAM 8.25 22.8 33.3
data are not retained.*3, *4
SVSCR_3*2 The SRAM and LRAM 7.99 17.8 26.2
data are retained.*3, *4
The SRAM and LRAM 7.94 17.6 25.7
data are not retained.*3, *4
SVSCR _4*2 The SRAM and LRAM 7.87 15.6 22.9
data are retained.*3, *4
The SRAM and LRAM 7.84 15.3 22.0
data are not retained.*3, *4
SVSCR 52 | The SRAM and LRAM 7.79 1356 19.8
data are retained.*3, *4
The SRAM and LRAM 7.77 13.4 19.1
data are not retained.*3, *4
SS2LP_1*T |SVSCR_22 | The SRAM and LRAM lcc_pcoc| 0.84 187 315 mA [VCC_DCDC =33V
data are retained.*3, *4
The SRAM and LRAM 0.73 18.3 30.5
data are not retained.*3, *4
SVSCR_3*2 The SRAM and LRAM 0.53 13.6 23.3
data are retained.*3, *4
The SRAM and LRAM 0.48 13.4 22.7
data are not retained.*3, *4
SVSCR_4*2 The SRAM and LRAM 0.42 11.7 20.3
data are retained.*3, *4
The SRAM and LRAM 0.39 11.3 19.4
data are not retained.*3, *4
SVSCR_5*2 The SRAM and LRAM 0.34 10.0 17.6
data are retained.*3, *4
The SRAM and LRAM 0.32 9.70 16.8
data are not retained.*3, *4
Note 1. Setting of the SS2LP[1:0] bits in the SSCR1 register: SS2LP_0 = default mode, SS2LP_1 = low power setting 1

Note 2.
Note 3.

SRAM are not retained.

Note 4.

not retained.

SVSCR_n (n =2 to 5) is the target VDD voltage specified in the SVSCR register.
When the PDRAMSCRO register is set to 7FFFh, data in the SRAM are retained; when the register is set to 7000h, data in the

When the PDRAMSCR2.RKEEPO bit is set to 1, data in the LRAM are retained; when the bit is set to 0, data in the LRAM are
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2. Electrical Characteristics

Table 2.37 Currents in Software Standby Mode 2 (LDO Mode)
ltem Symbol Typ. (Tj =,\/I1a())(5°c) (Ti lvlf;éoc) Unit Test Conditions
SS2LP_0*1 | SVSCR_2*2 The SRAM and LRAM data lee 4.46 57.2 95.9 mA |VCC=3.3V

are retained.*3, *4
The SRAM and LRAM data 411 56.3 94.0
are not retained.*3, *4

SVSCR_3*2 The SRAM and LRAM data 3.66 47.2 80.3
are retained.*3. *4
The SRAM and LRAM data 3.49 465 78.7
are not retained.*3, *4

SVSCR 4*2 The SRAM and LRAM data 3.39 42.7 73.8
are retained.*3, *4
The SRAM and LRAM data 3.26 412 70.6
are not retained.*3, *4

SVSCR_5*2 The SRAM and LRAM data 3.14 38.6 67.3
are retained.*3, *4
The SRAM and LRAM data 3.05 37.3 64.4
are not retained.*3, *4

SS2LP_1"T [SVSCR_ 22 | The SRAMand LRAM data | Ioe 2.85 56.4 94.9 mA |[VCC=33V

are retained.*3, *4
The SRAM and LRAM data 2.51 55.6 93.1
are not retained.*3, *4

SVSCR_3*2 The SRAM and LRAM data 2.09 46.3 79.3
are retained.*3, *4
The SRAM and LRAM data 1.92 45.6 77.8
are not retained.*3, *4

SVSCR 4*2 The SRAM and LRAM data 1.78 41.6 72.6
are retained.*3, *4
The SRAM and LRAM data 1.65 40.4 69.6
are not retained.*3, *4

SVSCR_5*2 The SRAM and LRAM data 1.54 37.5 66.1
are retained.*3, *4
The SRAM and LRAM data 1.45 36.4 63.3

are not retained.*3, *4

Note:  In software standby mode 2, disable the LDO efficiency improvement function (LDOECR.EFUPE = 0).
Note 1. Setting of the SS2LP[1:0] bits in the SSCR1 register: SS2LP_0 = default mode, SS2LP_1 = low power setting 1
Note 2. SVSCR_n (n =2 to 5) is the target VDD voltage specified in the SVSCR register.
Note 3. When the PDRAMSCRO register is set to 7FFFh, data in the SRAM are retained; when the register is set to 7000h, data in the

SRAM are not retained.
Note 4. When the PDRAMSCR2.RKEEPO bit is set to 1, data in the LRAM are retained; when the bit is set to 0, data in the LRAM are

not retained.
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2. Electrical Characteristics

2443 Currents in Deep Software Standby Mode
Table 2.38 Currents in Deep Software Standby Mode (DCDC Mode or LDO Mode)
Max. Max. . -
Item Symbol Typ. (Tj = 105°C) | (T} = 125°C) Unit Test Conditions
DSTBY1 VCC_DCDC current lcc pcpc| 0.16 1.24 2.45 MA | Condition for the
— Max. values:
VCC t | 7.10 185 332
eurren cc VCC = VCC_DCDC
Increase in the current when See Table 2.40 =363V
PVDn or VBATT power Condition for the
switching is enabled*? Typ. values:
Increase in the current when 3.42 4.50 5.20 VCC =VCC_DCDC
the LOCO is in use*2 =33V
Increase in the current during See Table 2.41
SOSC and RTC operation
Increase in the current during 0.01 0.02 0.02
IWDT operation
DSTBY2 VCC_DCDC current lcc_pepc| 0.16 1.24 2.45 MA
VCC current lcc 4.90 108 195
Increase in the current when See Table 2.40
PVDn or VBATT power
switching is enabled*?
Increase in the current during See Table 2.41
SOSC and RTC operation
DSTBY3 VCC_DCDC current lcc_pcpc| 0.16 1.24 2.45 pA
VCC current lec 4.40 106 193
Increase in the current during See Table 2.41
SOSC and RTC operation
Increase in the current when the LDO regulator is in use lcc 0.10 7.42 26.1 MA |VCC =33V

DSTBY1: Deep software standby mode 1

DSTBY2: Deep software standby mode 2

DSTBY3: Deep software standby mode 3

PVDn: Programmable voltage detection module (n =0, 1, 2, 4, 5)
LOCO: Low-speed on-chip oscillator

SOSC: Sub-clock oscillator

RTC: Realtime clock

Note 1. When the VBATTCR1.PSWDIS bit = 0 (initial value), VBATT power switching is enabled.
Note 2. The maximum value for this item is the result measured at VCC = VCC_DCDC = 3.3 V.

Table 2.39 RTC Operating Current with VCC Off (VCC = 0 V) and Only the RTC Operating through the Battery
Backup Function
Max. Max. . .
Item Symbol Typ. (Ti = 105°C) | (Tj = 125°C) Unit Test Conditions
VBATT When a crystal | Low-power mode 2 (7 pF) IlVBAT 0.57 — — MA [VBATT =18V
supply resonator is in | *1 0.98 — — VBATT =33V
current use i i
Low-power mode 1 (9 pF) 0.67 — — VBATT =18V
*1
1.08 — — VBATT =33V
Standard mode (12.5 pF) 0.92 — — VBATT =18V
*1
1.34 — — VBATT =3.3V
When the external sub-clock input pin 0.23 — — VBATT =18V
(EXCIN) is in use 0.57 — — VBATT =3.3V
Increased in the current per channel when 0.01 — — VBATT =18V
the RTCICn (n =0 to 2) input is in use 0.01 — — VBATT =33V
Note 1. This mode is selected by the SOMCR.SODRV[1:0] bits.
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2. Electrical Characteristics

Table 2.40 Increases in the Current when the PVDn or VBATT Function is Enabled in DSTBY1 and DSTBY2
ltem Symbol Typ. (Tj =,\/I1a())(5°c) (Ti lvlf;éoc) Unit Test Conditions
Increase in | Current in the common circuit of PVDn in lee 3.60 — — pMA | VCC=VCC_DCDC
VCC current | DSTBY1*1 =33V
Current in the common circuit of PVDn in 3.60 — —
DSTBY2*1
PVD1 is enabled 1.70 — —
PVD2 is enabled 1.70 — —
PVD4 is enabled 1.70 — —
PVDS5 is enabled 1.70 — —
When VBATT power switching is enabled*2 1.70 — —

n=0,1,2,4,5

Note 1.

When PVDn is enabled and the low power consumption function of PVDO is disabled (OFS1.DSBYLPSEL = 1)

Note 2. When the VBATTCR1.PSWDIS bit = 0 and PVDO is not in use for VBATT voltage detection (OFS1.DSBYLPSEL = 1)

Table 2.41 Increase in the Current during Sub-Clock Oscillator and RTC Operation in DSTBY Mode
Max. Max. . "
Item Symbol Typ. (Ti = 105°C) | (T} = 125°C) Unit Test Conditions
Increase in | When a crystal | Low-power mode 2 (7 pF) lee 0.47 — — uA | VCC=VCC_DCDC
VCC current | resonatorisin | *1 =33V
use Low-power mode 1 (9 pF) 0.57 — —
*1
Standard mode (12.5 pF) 0.83 — —
*1
During RTC Operation 0.05 — —
Note 1. This mode is selected by the SOMCR.SODRV[1:0] bits.
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Table 2.42 Inrush Currents
ltem FFQ%%PNT; 4'\2') DPSBYCR Register | Symbol | Typ. | Max. | Unit Cogji;tons
Inrush Inrush currenton |y=A,B,C,D — IrRUSH — 1200 | mA | —
- = |
Inrush currenton |y =A, B, C,D DCSSMODEJ[1:0] = 01b — 1150
;Ec’)‘f‘t’x‘a:';gai%i@ DCSSMODE[1:0] = 10b — | 1050
mode DCSSMODE[1:0] = 11b — 1050
y=E,F DCSSMODEJ[1:0] = 01b — 1000
DCSSMODE[1:0] = 10b — 900
DCSSMODE[1:0] = 11b — 800
Inrush Inrush current on | zz = FP (LQFP100) IRUSH — 495 mA | —
f/‘g{f”t of |power-on 2z = FB (LQFP144) — 490
7z = FC (LQFP176) — 500
zz = BG (BGA176) — 500
zz = BD (BGA224) — 500
7z = AE (BGA320) — 511 *1
Inrush current on | zz = FP (LQFP100) LDOSSMODE[1:0] = — 615 —
;‘Z‘f‘:x‘aireogaiedi‘; 2z = FB (LQFP144) 01b — | 602
mode zz = FC (LQFP176) — 626
zz = BG (BGA176) — 626
zz = BD (BGA224) — 626
7z = AE (BGA320) — 650 *1
zz = FP (LQFP100) LDOSSMODE[1:0] = — 541 _
2z = FB (LQFP144) 100 — 532
2z = FC (LQFP176) — 548
2z = BG (BGA176) — 548
zz = BD (BGA224) — 548
2z = AE (BGA320) — 563 *1
zz = FP (LQFP100) LDOSSMODE([1:0] = — 495 —
2z = FB (LQFP144) b — 490
7z = FC (LQFP176) — 500
zz = BG (BGA176) — 500
zz = BD (BGA224) — 500
7z = AE (BGA320) — 511 *1
Note:  The values are reference values.

Note 1.

The VCL pins must be connected to the VSS pins via multilayer ceramic capacitors and no more than ten multilayer ceramic
capacitors should be connected in LDO mode.
The values for the BGA320 package are for the case with ten multilayer ceramic capacitors connected.
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RX74N Group 2. Electrical Characteristics

2444 Other Operating Currents

Table 2.43 Main Clock Oscillator Operating Current

Item Symbol Typ. Max. Unit

Main clock oscillator operating current | MOMCR.MODRVO0[2:0] = 000b lec 0.65 — mA
MOMCR.MODRV0[2:0] = 011b 0.76 —
MOMCR.MODRVO0[2:0] = 101b 0.88 —

Table 2.44 Analog Operating Currents

Iltem

A/D Unit 0 | S&H (3ch.)| A/D Unit 1 | A/D Unit 2 AI\?I/F?*(;N AI\%A;ZFF TEMPS Symbol VP Max. unit
Analog Converting | Sleep Sleep Sleep Stopped Stopped Stopped Alcc 2.4 3.2 mA
23:’;; Converting | Converting | Sleep Sleep Stopped Stopped Stopped 6.6 8.7
current Waiting Sleep Sleep Sleep Stopped Stopped Stopped 1.6 2.0

Sleep Sleep Converting | Sleep Stopped Stopped Stopped 24 3.2

Sleep Sleep Waiting Sleep Stopped Stopped Stopped 1.6 2.0

Sleep Sleep Sleep Converting | Stopped Stopped Stopped 24 3.2

Sleep Sleep Sleep Waiting Stopped Stopped Stopped 1.6 2.0

Stopped Stopped Stopped Stopped Converting | Stopped Stopped 0.5 15

Stopped Stopped Stopped Stopped Stopped Converting | Stopped 0.1 0.2

Stopped Stopped Stopped Stopped Stopped Stopped Converting 0.1 0.2

Standby mode 0.3 7.3 HA
Reference | A/D conversion is in progress in all | SAR mode AlREFHO 220 370 MA
23;”;; ADC16H units. Oversampling mode or hybrid mode 580 880
current All ADC16H units waiting for the start of A/D conversion 8.2 14

All ADC16H units in standby mode 0.1 0.5

Stopped: The module is stopped.

Waiting: The module is operating but not performing A/D conversion.

Sleep: The module is in sleep mode. (ADUSLPCRn.ADUSLPn =1 (n=0, 1, or 2))
S&H: Channel-dedicated sample-and-hold circuit

Note 1. The load resistance is 5 kQ when the amplifier is on.
Note 2. The load resistance is 2 MQ when the amplifier is off.

Table 2.45 USB Operating Currents

Item Symbol Typ. Max. Unit
usSB Low-speed operation | USBf lccuse_Ls 2.90 4.00 mA
E’Sfrr::ing USBHS Classic-only mode is disabled | lccusgns 1s | 11.5 14.6

Classic-only mode is enabled 5.04 6.80

Full-speed operation | USBf lccuse_Fs 4.00 4.70

USBHS Classic-only mode is disabled lccusHs_Fs 12.5 14.7

Classic-only mode is enabled 5.98 6.90

High-speed operation | USBHS lccusBHs_Hs 45.7 55.3
Standby mode USBHS lccuseHs sey| 0-89 11.4 pA

Note:  The power supplies to the USBHS are set as VCC_USBHS = AVCC_USBHS.
Note:  Classic-only mode is disabled when the PHYSET.HSEB bit is 0 and enabled when the PHYSET.HSEB bit is 1.
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2. Electrical Characteristics

2445 Permissible Output Currents

Table 2.46 Permissible Output Currents (1/6)

Item Symbol Min. Typ. Max. Unit
Permissible output low current | 13C* I3C protocol mode*® LVOOE =0 loL — — 20 mA
(average value per pin) LVOOE = 1 — _ 25
12C (Sm) — — 25
I2C (Fm) — — 25
12C (Fm+) — — 25
12C (Hs) — — 25
RIICHS*2 12C (Sm) — — 25
12C (Fm) — — 25
12C (Fm+) — — 25
12C (Hs) — — 25
Other than DRV1 — — 7.5
above*®**  I'BRVZ — | =1 15
DRV3 — — 20
DRV4 — — 25
DRV5 — — 25
DRV6 — — 25
DRV7 — — 25
DRV8 — — 25
Permissible output low current | 13C*1 I3C protocol mode*® LVOOE =0 loL — — 40 mA
(max. value per pin) LVOOE = 1 _ — 50
12C (Sm) — — 50
12C (Fm) — — 50
12C (Fm+) — — 50
12C (Hs) — — 50
RIICHS*2 12C (Sm) — — 50
12C (Fm) — — 50
12C (Fm+) — — 50
12C (Hs) — — 50
Other than DRV1 — — 15
above*®**  I'pRVZ — | = [ =0
DRV3 — — 40
DRV4 — — 50
DRV5 — — 50
DRV6 — — 50
DRV7 — — 50
DRV8 — — 50
Permissible output low current | VCC 10 P001 to POO7, ZloL — — 80 mA
(total) (LQFP100) | P306, P307,
P310 to P312, P315 (Total of 13 pins)
P101 to P107, — — 80
P200, P201,
P300 to P304 (Total of 14 pins)
PA04 to PAO7, — — 80
PBO0O0 to PBOG,
PCO00 to PCO06 (Total of 18 pins)
PAOO to PAO3, — — 80
PEOO to PEO6 (Total of 11 pins)
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2. Electrical Characteristics

Table 2.46 Permissible Output Currents (2/6)

Iltem

Symbol

Min.

Typ.

Max. Unit

Permissible output low current
(total)

VCC IO
(LQFP144)

P000 to P0O7,
P306, P307,
P310 to P312, P315 (Total of 14 pins)

P202 to P207,
P302 to P304 (Total of 9 pins)

P100 to P107,
P200, P201,
P300, P301 (Total of 12 pins)

P800 to P803,
PCO00 to PCO7 (Total of 12 pins)

PBO0O0 to PBQ7 (Total of 8 pins)

PAOO to PAQ7 (Total of 8 pins)

P700 to P702,
PEOO to PEQ7 (Total of 11 pins)

2oL

80 mA

80

80

80

80

80

80

VCC IO
(LQFP176,
BGA176)

P000 to P0O07,
P306, P307,
P310 to P312, P315 (Total of 14 pins)

P202 to P207,
P302 to P304 (Total of 9 pins)

P100 to P107,

P200, P201,

P300, P301,

P804, P805 (Total of 14 pins)

P500 to P503,
P800 to P803,
PCO00 to PCO7 (Total of 16 pins)

PA04 to PAO7,
PB00 to PBO7,
PG00 to PGO02 (Total of 15 pins)

P700 to P707,
PAQO to PAO3 (Total of 12 pins)

PEOO to PEOQ7 (Total of 8 pins)

ZloL

80 mA

80

80

80

80

80

80

VCC IO
(BGA224)

P000 to P0O7,
P214, P215 (Total of 10 pins)

P306, P307,
P310 to P312, P315,
P208 to P213 (Total of 12 pins)

P112 to P115,
P202 to P207,
PFO02 to PFO5 (Total of 14 pins)

P108 to P111,
P300 to P304,
P804 to P807 (Total of 13 pins)

P100 to P107,
P200, P201,
P504 to P507 (Total of 14 pins)

P500 to P503,
P800 to P803,
PCO05 to PCO7 (Total of 11 pins)

PB04 to PBO07,
PCO00 to PC04 (Total of 9 pins)

PB00 to PBO3,
PG04 to PGO7 (Total of 8 pins)

PA04 to PAO7,
PG00 to PGO03 (Total of 8 pins)

P700 to P707,
PAO0O to PAQO3 (Total of 12 pins)

PEOQO to PEO7,
PFO06 to PF09 (Total of 12 pins)

ZloL

80 mA

80

80

80

80

80

80

80

80

80

80
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Table 2.46 Permissible Output Currents (3/6)
Item Symbol Min. Typ. Max. | Unit
Permissible output low current | VCC 10 P000 to P0O15, ZloL — — 80 mA
(total) (BGA320) P214, P215 (Total of 18 pins)
P306, P307, — — 80
P310 to P312, P315,
P208 to P213 (Total of 12 pins)
P112 to P115, — — 80
P202 to P207,
PFO02 to PFO5 (Total of 14 pins)
P108 to P111, — — 80
P300 to P304,
P804 to P807 (Total of 13 pins)
P100 to P107, — — 80
P200, P201,
P504 to P507 (Total of 14 pins)
P500 to P503, — — 80
P800 to P803,
PCO05 to PCO7(Total of 11 pins)
P512 to P515, — — 80
PB04 to PB07,
PCO00 to PC04 (Total of 13 pins)
P510, P511, — — 80
PB0O to PBO3,
PG04 to PGO7 (Total of 10 pins)
P508, P509, — — 80
PA04 to PAO7,
PG00 to PGO3 (Total of 10 pins)
P704 to P707, — — 80
PAO0O to PAO3,
PG12 to PG15 (Total of 12 pins)
P700 to P703, — — 80
P712 to P715,
PGO08 to PG11 (Total of 12 pins)
P708 to P711, — — 80
PEOQO to PEO7,
PFO06 to PFO9 (Total of 16 pins)
VCC2 10 P600 to P607, ZIOL_VCC2 — — 80 mA
P900 to P907,
PDO0O0 to PDO07 (Total of 24 pins)
AVCCO IO P400 to P415 (Total of 16 pins) ZloL_avcco — — 33 mA
VCC_USB 10| PF00, PF01 (Total of 2 pins)*6 ZloL vecuse| — — 33 mA
Permissible output high current | I3C*1 I3C protocol mode*s: *7 | LVOOE =0 loH — — -20 mA
(average value per pin) LVOOE = 1 — — _25
Other than DRV1 — — -7.5
above*3, *4 DRV2 — — -15
DRV3 — — -20
DRV4 — — -25
DRV5 — — -25
DRV6 — — -25
DRV7 — — -25
DRV8 — — -25
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Table 2.46 Permissible Output Currents (4/6)

Item Symbol Min. Typ. Max. | Unit
Permissible output high current | 1I3C*1 I3C protocol mode*5: *7 | LVOOE = 0 lon — — —-40 mA
(max. value per pin) LVOOE = 1 _ — 50

Other than DRV1 — — -15
above*3:*4  'DRV2 _ — 30
DRV3 — — —40
DRV4 — — -50
DRV5 — — -50
DRV6 — — -50
DRV7 — — -50
DRV8 — — -50
Permissible output high current | VCC 10 P001 to P0O07, Zlon — — -80 mA
(total) (LQFP100) | P306, P307,
P310 to P312, P315 (Total of 13 pins)
P101 to P107, — — -80
P200, P201,
P300 to P304 (Total of 14 pins)
PAO4 to PAO7, — — -80
PB00 to PBO06,
PCO00 to PC06 (Total of 18 pins)
PAOO to PAO3, — — -80
PEOO to PEQ6 (Total of 11 pins)
VCC IO P000 to P0O7, Zlon — — -80 mA
(LQFP144) | P306, P307,
P310 to P312, P315 (Total of 14 pins)
P202 to P207, — — -80
P302 to P304 (Total of 9 pins)
P100 to P107, — — -80
P200, P201,
P300, P301 (Total of 12 pins)
P800 to P803, — — -80
PCO00 to PCO7 (Total of 12 pins)
PBO0O0 to PBQ7 (Total of 8 pins) — — -80
PAO0O to PAO7 (Total of 8 pins) — — -80
P700 to P702, — — -80
PEOQO to PEQ7 (Total of 11 pins)
VCC IO P000 to P0O7, Zlon — — -80 mA
(LQFP176, | P306, P307,
BGA176) P310 to P312, P315 (Total of 14 pins)
P202 to P207, — — -80
P302 to P304 (Total of 9 pins)
P100 to P107, — — -80
P200, P201,
P300, P301,
P804, P805 (Total of 14 pins)
P500 to P503, — — -80
P800 to P803,
PCO00 to PCO7 (Total of 16 pins)
PA04 to PAO7, — — -80
PB00 to PBO7,
PG00 to PGO02 (Total of 15 pins)
P700 to P707, — — -80
PAOO to PAO3 (Total of 12 pins)
PEOQO to PEO7 (Total of 8 pins) — — -80
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Table 2.46

Permissible Output Currents (5/6)

Iltem

Symbol

Min. Typ. Max. Unit

Permissible output high current
(total)

VCC IO
(BGA224)

P00O0 to P007,
P214, P215 (Total of 10 pins)

P306, P307,
P310 to P312, P315,
P208 to P213 (Total of 12 pins)

P112 to P115,
P202 to P207,
PFO02 to PFO5 (Total of 14 pins)

P108 to P111,
P300 to P304,
P804 to P807 (Total of 13 pins)

P100 to P107,
P200, P201,
P504 to P507 (Total of 14 pins)

P500 to P503,
P800 to P803,
PCO05 to PCO7 (Total of 11 pins)

PBO04 to PB07,
PCO00 to PCO4 (Total of 9 pins)

PBO00 to PBO03,
PG04 to PG07 (Total of 8 pins)

PA04 to PAO7,
PG00 to PG03 (Total of 8 pins)

P700 to P707,
PAOO to PAO3 (Total of 12 pins)

PEOO to PEO7,
PFO06 to PFO9 (Total of 12 pins)

Zlon

VCC IO
(BGA320)

P000 to P015,
P214, P215 (Total of 18 pins)

P306, P307,
P310 to P312, P315,
P208 to P213 (Total of 12 pins)

P112 to P115,
P202 to P207,
PF02 to PFO5 (Total of 14 pins)

P108 to P111,
P300 to P304,
P804 to P807 (Total of 13 pins)

P100 to P107,
P200, P201,
P504 to P507 (Total of 14 pins)

P500 to P503,
P800 to P803,
PCO05 to PC0O7(Total of 11 pins)

P512 to P515,
PB04 to PB07,
PCO00 to PC04 (Total of 13 pins)

P510, P511,
PBO0O0 to PB03,
PG04 to PGO07 (Total of 10 pins)

P508, P509,
PA04 to PAO7,
PG00 to PGO3 (Total of 10 pins)

P704 to P707,
PAOO to PAO3,
PG12 to PG15 (Total of 12 pins)

P700 to P703,
P712 to P715,
PG08 to PG11 (Total of 12 pins)

P708 to P711,
PEOO to PEO7,
PFO06 to PFO9 (Total of 16 pins)

Zlow
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Table 2.46 Permissible Output Currents (6/6)
Item Symbol Min. Typ. Max. | Unit
Permissible output high current | VCC2 IO P600 to P607, Zlon_vee? — — -80 mA
(total) P900 to P907,
PDO00 to PDOQ7 (Total of 24 pins)
AVCCO 10 P400 to P415 (Total of 16 pins) Zlon_aveco — — -33 mA
VCC_USB 10| PF00, PF01 (Total of 2 pins)*6 Zlon vecuse| — — -33 mA

Caution: To protect the MCU'’s reliability, the output current values should not exceed the values in Table 2.46.
The average output current is obtained from the values for current measured over a period of 100 ps.

Note 1. When SDA0O-A and SCLOO0-A are selected for the P102 and P103 pins.

Note 2. When SDAHSN-A and SCLHSn-A (n = 1, 2) are selected for the P106, P107, P200, and P201 pins.

Note 3. This is the driving ability as selected by the setting of the driving ability select (PmnPFS.DSCR[3:0]) bits.

Note 4. The values are for pins excluding USB0_DP, USB0O_DM, USBHS_DP, and USBHS_DM.

Note 5. This characteristics depends on the setting of the LVOOE bit in the low-voltage operating characteristics control register

(LVOCR).

Note 6. When a function other than USBO_DP or USB0_DM is selected.

Note 7. When the module operates in Push-Pull mode

24.5 Thermal Characteristics

24.51 Thermal Resistance Value

Table 2.47 Thermal Resistance Value (Reference)

Item Package Symbol Max. Unit Test Conditions

Thermal resistance 176-pin LQFP (PLQP0176KJ-A) 0ja 29.6 °C/W | JESD51-2 and
144-pin LQFP (PLQPO144KA-B) 343 JESD51-7 compliant
100-pin LQFP (PLQP0100KP-A) 31.6
320-pin BGA (PLBG0320GD-A) 20.3 JESD51-2 and
224-pin BGA (PLBG0224GE-A) 20.4 JESD51-9 compliant
176-pin BGA (PLBG0176GG-A) 24.7
176-pin LQFP (PLQP0176KJ-A) it 0.45 °C/W | JESD51-2 and
144-pin LQFP (PLQP0144KA-B) 0.36 JESD51-7 compliant
100-pin LQFP (PLQP0100KP-A) 0.45
320-pin BGA (PLBG0320GD-A) 0.17 JESD51-2 and
224-pin BGA (PLBG0224GE-A) 0.19 JESD51-9 compliant
176-pin BGA (PLBG0176GG-A) 0.21

Note:

The values are reference values when the 4-layer board is used. Thermal resistance depends on the number of layers or size of
the board. For details, refer to the JEDEC standards.
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2452 Supply Currents for the Peripheral Functions

Table 2.48 Operating Currents for the Peripheral Functions (Load Currents inside the Chip after Release from
Module Stop State)

Item Symbol Max. Unit Register
SRAM1 Ibb 23.1 mA | MSTPCRA.MSTPA1
DMAC, DTC DMACAa (8 channels), DTC Ipp 7.04 mA | MSTPCRA.MSTPA22
EXDMACAa (2 channels) 6.56 MSTPCRA.MSTPA29
Timers GPTW (16 channels) Iob 5.54 mA | MSTPCRE.MSTPE31
HRPWMb 0.09 MSTPCRD.MSTPD6
TMRa (2 units) 0.07 MSTPCRF.MSTPF7,
MSTPCRF.MSTPF6
CMT (2 units) 0.06 MSTPCRF.MSTPF15,
MSTPCRF.MSTPF14
CMTW (2 units) 0.05 MSTPCRF.MSTPF13,
MSTPCRF.MSTPF12
Communication interface | ESWM Iop 245 mA | MSTPCRC.MSTPC30
USB 0.25 MSTPCRB.MSTPB11
USBHS 0.35 MSTPCRB.MSTPB12
RSCI (13 channels) 5.34 MSTPCRB.MSTPB31 to

MSTPCRB.MSTPB20,
MSTPCRB.MSTPBO0

RI3C 0.21 MSTPCRB.MSTPB4
RIICHS (2 channels) 0.40 MSTPCRB.MSTPBS,
MSTPCRB.MSTPB7
CANFDG (2 channels) 0.30 MSTPCRC.MSTPC25
CANFD 0.14 MSTPCRC.MSTPC27
RSPIA (3 channels) 0.67 MSTPCRB.MSTPB19,

MSTPCRB.MSTPB18,
MSTPCRC.MSTPC23

SDHIc 0.08 MSTPCRC.MSTPC12
PDMIF 0.03 MSTPCRC.MSTPC24
XSPI (2 units), DOTF 9.37 MSTPCRB.MSTPB17,
MSTPCRB.MSTPB16
PCIF (2 units) 0.44 MSTPCRF.MSTPF31,
MSTPCRF.MSTPF30
SSIE (2 channels) 0.08 MSTPCRC.MSTPCS,
MSTPCRC.MSTPC7
Analog ADC16H Ipp 4.73 mA | MSTPCRD.MSTPD21
R12DAB 0.02 MSTPCRD.MSTPD20,
MSTPCRD.MSTPD19
Temperature sensor 0.01 MSTPCRD.MSTPD22
Safety, security function CRCA Ibp 0.01 mA | MSTPCRC.MSTPCA1
DOCA 0.01 MSTPCRC.MSTPC13
RSIP 0.67 MSTPCRC.MSTPC31
POEGd (4 channels) 0.22 MSTPCRD.MSTPD14,

MSTPCRD.MSTPD13,
MSTPCRD.MSTPD12,
MSTPCRD.MSTPD11

Image processing PDC Iob 0.04 mA | MSTPCRC.MSTPC2

Note:  This table lists the internal load currents flowing inside the chip; they are not the Icc_pcpc current supplied to the DCDC.
Note:  The values listed are the increases in the currents after release from the module stop state.
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Table 2.49 Leakage Current of the Peripheral Functions (Load Current inside the Chip)

Item Tj=105°C Tj=125°C Unit Control register
ESWM 9.48 18.3 mA | PDCTRESWM.PDDE

Note:  The value given is the leakage current when the ESWM power domain is turned on.

2453 Example of Calculation of T,

The estimated maximum operating temperature (i.e., maximum ambient temperature) can be calculated from the
maximum junction temperature and the thermal resistance value by using the following formula.
Tamax = Tjmax — (Iccmax x VCC x 6ja)

e Tamax: Maximum ambient temperature (maximum operating temperature) [°C]
e Tjmax: Maximum junction temperature [°C]
e Iccmax: Maximum operating current [A]

e 0ja: Thermal resistance value

For example, for the BGA320 package, when the LDO efficiency improvement function is enabled and the ICC current
in maximal operation is 211 mA (typ) with VCC = 3.3 V, the calculation can proceed as shown below. In this case, the
MCU can operate at ambient temperatures up to 111°C.

Tamax = 125°C — (0.211 A x 3.3 V x 20.3°C/W) = Approximately 111°C

Figure 2.7 shows the VCC voltage dependence of the maximum ambient temperature with a load current of 250 mA
when the LDO efficiency improvement function is disabled.

Reference values for Tamax
when the LDO efficiency improvement function is disabled

130
125

BGA320

5) 120 , BGA224
o, 115
s 110
% 105

|_
100
95
90
15 2 25 3 35 4
VCC voltage [V]
——BGA320 BGA224 BGA176 LQFP176 ——LQFP144 ——LQFP100
Figure 2.7 VCC Voltage Dependence of the Maximum Ambient Temperature with a Load Current of 250 mA

When the LDO Efficiency Improvement Function Is Disabled

Figure 2.8 shows the VCC voltage dependence of the maximum ambient temperature with a load current of 250 mA
when the LDO efficiency improvement function is enabled.

R01DS0434EJ0110 Rev.1.10 RENESAS Page 147 of 285
Jul 31, 2026



RX74N Group 2. Electrical Characteristics

Reference values for Tamax
when the LDO efficiency improvement function is enabled

130

BGA320

125 BGA224
. 120

8 115 —_—
s 110
E 105
100
95
90
1.5 2 2.5 3 3.5 4
VCC voltage [V]
——BGA320 ——BGA224 BGA176 LQFP176 ——LQFP144 ——LQFP100
Figure 2.8 VCC Voltage Dependence of the Maximum Ambient Temperature with a Load Current of 250 mA

When the LDO Efficiency Improvement Function Is Enabled

Figure 2.9 shows the VCC voltage dependence of the maximum ambient temperature with a load current of 200 mA
when the DCDC supply is in use. Since the ICC current and power conversion efficiency of the DCDC supply vary with
the VCC voltage, the values shown are only for reference and were calculated assuming a power conversion efficiency of
approximately 70% at higher VCC voltages and approximately 85% at lower VCC voltages.

Reference values for Tamax when the DCDC supply is in use
130
125
— 120
@)
= 115
&
11
= 0
S 105
100
95
90
1.5 2 2.5 3 3.5 4
VCC voltage [V]
——BGA320 ——BGA224 BGA176 LQFP176 ——LQFP144 ——LQFP100
Figure 2.9 VCC Voltage Dependence of the Maximum Ambient Temperature with a Load Current of 200 mA

When the DCDC Supply Is in Use
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24.6 VCC Rising and Falling Slopes and Ripple Frequency

Table 2.50 Characteristics of VCC Rising and Falling Slopes When Power is Switched On and Off

. . Test
Item Symbol Min. Typ. Max. Unit Conditions
VCC rising slope at power on*1 SrvCC 0.0084 — 4 ms/V | Figure 2.10
VCC falling slope at power off*2 VBATT function is disabled SfVCC1 | 0.0084 — —
VBATT function is enabled SfvCC2 | 1.0000 — —
Note 1. When the VCC voltage changes from below Vppgr to above Vpor4
Note 2. When the VCC voltage changes from above Vpggr to below Vpor4
A : :
Power-on : ) ) Power-off period
period ! Operating period i (when VBAT is enabled
D B g bt e e L LDt bty 45 ---------------- L »:
: { (When VBAT is disabled)
Sl
srvce Bd”dVCC 74 SVECT B B SfVCC2
VpoRt [ rereeseesedmsmsmseneeneneeeenennenn e Mo RN e

Figure 2.10 VCC Rising and Falling Slopes

Table 2.51 Characteristics of VCC Ripple Frequency and Rising and Falling Slope during Operation

Item Symbol Min. Typ. Max. Unit Test Conditions
— 10 kHz | Figure 2.11
Vivee) S VCC x 0.2
— — 1 MHz | Figure 2.11
Vivoc) < VCC x 0.08
— — 10 Figure 2.11
Vr(vcc) <VCC x 0.06

1 — — ms/V | When the fluctuation in
VCC exceeds VCC + 10%

Allowable ripple frequency frvee)

Allowable voltage fluctuation rising and falling dt/dvCC
slope*1
Note:  The ripple voltage must be within the range between the upper (3.63 V) and lower (1.62 V) limits of VCC and satisfy the

condition for allowable ripple frequency fr(vcc).
Note:  When the fluctuation in VCC exceeds VCC + 10%, the rate of change must be within the allowable voltage fluctuation rising and

falling slope dt/dVCC.
Note 1. When the VCC voltage does not drop below Vpor1.

> <« 1/ fcc)

VCC m Vivee)

Figure 2.11 Ripple Waveform
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2.5 AC Characteristics
2.5.1 Operating Frequency
Table 2.52 Operating Frequency
Item Symbol Min. Typ. Max. Unit Test Conditions
Operating | CPU clock For product part no. f — — 600 MHz | VSCR_1 (DCDC mode)
frequency | (CPUCLKO) R5K574Nxy4xx Voltage range 1 (external
(y=AB) VDD mode)
— — 480 VSCR_2 (DCDC mode)
Voltage range 2 (external
VDD mode)
For product part no. — — 480 VSCR_2 (DCDC mode)
R5K574Nxy4xx Voltage range 2 (external
(y=C,D) VDD mode)
For product part no. — — 300
R5K574Nxy4xx
(y=EF)
System clock (ICLK) — — 300
Peripheral module clock (PCLKA)*1 — — 150
Peripheral module clock (PCLKB) — — 75
Peripheral module clock (PCLKC) — — 75
Peripheral module clock (PCLKD) — — 150
Peripheral module clock (PCLKE) — — 300
MRAM code bus clock (MRICLK) — — 300
MRAM peripheral bus clock (MRPCLK) — — 150
External bus clock | Synchronous clock — — 150
(BCLK)
Asynchronous clock — — 133
(BCLKA)
EBCLK pin output*2 | 3.0 V<VCC<3.6V — — 100
27V=sVCC<3.0V — — 60
SDCLK pin output*2 [ 3.0 V<VCC <3.6 V — — 133
27V<sVCC<30V — — 60
SCI clock (SCICLK) — — 120
SPI clock (SPICLK) — — 100
XSPI clock (XSPICLK) — — 266
CANFD core clock (CANFDCLK) — — 80
ADC clock (ADCCLK) 25 — 60
GPT clock (GPTCLK)*1 — — 300
USB clock (USBCLK) — — 48
USBHS-PHY clock (USB60CLK) — — 60
I3C clock (I3CCLK) — — 100
ESWM clock (ESWCLK) — — 250
ESWM-PHY clock (ESWPHYCLK) — — 500
Ethernet-PHY clock (ETHPHYCLK) — — 50
Note 1. When using PCLKA or GPTCLK at frequencies of and below 25 MHz or of and above 120 MHz, select the ADC clock (ADCCLK)

as the A/D conversion clock (ADCLK).

Note 2. This is the case when the setting of the port drive capability bits in the PmnPFS register is for DRV7.
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252 Clock Timing
Table 2.53 Timing of the EBCLK and SDCLK Pins Output
Conditions: The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV7.
Item VCC Symbol Min. Typ. Max. Unit CorTgifi:)ns
ECLK pin output cycle time 3.0 V or higher tBeyc 10.0 — — ns Figure 2.12
2.7 V or higher 16.6 — —
EBCLK pin output high pulse width 3.0 V or higher teH 2.0 — — ns
2.7 V or higher 3.3 — —
EBCLK pin output low pulse width 3.0 V or higher toL 2.0 — — ns
2.7 V or higher 3.3 — —
EBCLK pin output rising time 3.0 V or higher ter — — 3.0 ns
2.7 V or higher — — 5.0
EBCLK pin output falling time 3.0 V or higher ter — — 3.0 ns
2.7 V or higher — — 5.0
SDCLK pin output cycle time 3.0 V or higher tsbeye 7.52 — — ns
2.7 V or higher 16.6 — —
SDCLK pin output high pulse width 3.0 V or higher teH 1.0 — — ns
2.7 V or higher 2.2 — —
SDCLK pin output low pulse width 3.0 V or higher teL 1.0 — — ns
2.7 V or higher 2.2 — —
SDCLK pin output rising time 3.0 V or higher ter — — 27 ns
2.7 V or higher — — 2.7
SDCLK pin output falling time 3.0 V or higher ter — — 2.7 ns
2.7 V or higher — — 2.7

thyc, tSD(:yt:

< tCH r— th
[ \
EBCLK pin output, SDCLK pin output \
\ /
) toL e e
Figure 2.12 EBCLK and SDCLK Pins Output Timing
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Table 2.54 EXTAL Clock Timing

. . Test
Item Symbol Min. Typ. Max. Unit Conditions
EXTAL external clock input cycle time texeye 20.80 — — ns Figure 2.13
EXTAL external clock input high pulse width texH 5.30 — — ns
EXTAL external clock input low pulse width text 5.30 — — ns
EXTAL external clock rising time texr — — 3.0 ns
EXTAL external clock falling time texs — — 3.0 ns
L tEchc
texn L texc
EXTAL external clock input [ 0.5xvce
tEXr tE)<f
Figure 2.13 EXTAL External Clock Input Timing
Table 2.55 Main Clock Timing
. . Test
ltem Symbol Min. Typ. Max. Unit Conditions
Main clock oscillation frequency fmAIN 8 — 48 MHz
Main clock oscillation stabilization wait time (crystal)* tMAINOSCWT — — — ms | Figure 2.14

Note 1. When using the main clock, request evaluation by the manufacturer of the oscillator. For the time until the oscillation is
stabilized, confirm the evaluation result by the manufacturer and set a value in the MOSCWTCR register that exceeds the
manufacturer's recommended value. After having set the MOSCCR.MOSTP bit to start the main clock operation, wait until the
oscillation is stabilized before using the main clock.

MOSCCR.MOSTP

Main clock oscillator output

—\

£
2

[T N\J T \S S

< tmainoscwT ol
OSCSF.MOSCSF 2
Main clock
Figure 2.14 Main Clock Oscillator Start Timing
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Table 2.56 LOCO and MOCO Clock Timing

ltem Symbol Min. Typ. Max. Unit Coth?ifiLns
LOCO clock oscillation frequency fLoco 29.4912 | 32.768 | 36.0448 | kHz
LOCO clock oscillation stabilization wait time tLocowT — — 26.0 us Figure 2.15
MOCO clock oscillation frequency fmoco 7.2 8.0 8.8 MHz
MOCO clock oscillation stabilization wait time tmocowT — — 3.5 us Figure 2.16

LOCOCR.LCSTP !

On-chip oscillator output

LOCO clock

-1

tLocowt

M \J NSNS S

Figure 2.15 LOCO Clock Oscillation Start Timing

MOCOCR.MCSTP \

M \J NSNS S

On-chip oscillator output

tmocowt
MOCO clock
Figure 2.16 MOCO Clock Oscillation Start Timing
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Table 2.57 HOCO Clock Timing
Item Symbol Min. Typ. Max. Unit Test Conditions
HOCO clock oscillation frequency Without FLL fuoco1s 15.776 | 16.000 | 16.224 MHz |-20°C =<T;=<105°C
fhoco1s 17.748 | 18.000 | 18.252
fioco20 19.720 | 20.000 | 20.280
fHocos2 31.552 | 32.000 | 32.448
fiocoas 47.328 | 48.000 | 48.672
fioco1s 15.712 | 16.000 | 16.288 —40°C < T;<125°C
fhoco1s 17.676 | 18.000 | 18.324
fHoco20 19.640 | 20.000 | 20.360
fHocos2 31.424 | 32.000 | 32.576
fHocoas 47.136 | 48.000 | 48.864
With FLL fioco1s 15.960 | 16.000 | 16.040 -40°C <T;<125°C
faocots | 17.955 | 18.000 | 18.045 asé‘g’df;%‘;/"i;rzggep”;n&_
fHoco20 19.950 | 20.000 | 20.050
fHocos2 31.920 | 32.000 | 32.080
fHocoas 47.880 | 48.000 | 48.120
HOCO clock oscillation stabilization wait time*? tHocowT — — 15.0 us Figure 2.17
HOCO stop width time thocosTp 1.0 — — us Figure 2.18
HOCO period jitter — -3.0 — 3.0 ps
FLL stabilization wait time trLowT — — 1.92 ms

Note 1. This value indicates the time that is required for the HOCO oscillation frequency (fyoco) to fall within the corresponding
guaranteed range of error in the above table after release from the reset state.

OSCSF.HOCOSF

HOCO clock

HOCOCR.HCSTP j

—

(]

£

N

D]

(4

tHocowt

»

Variation within
the 10% range

Within the guaranteed
range of error

Figure 2.17 HOCO Clock Oscillation Start Timing (Oscillation is Started by Setting the HOCOCR.HCSTP Bit)
HOCOCR.HCSTP \
J B tHocoste j—
OSCSF.HOCOSF N
Figure 2.18 HOCO Stop Width Time
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Table 2.58 PLL Clock Timing

Item Symbol Min. Typ. Max. Unit Test Conditions
PLL1 clock |VCO frequency fpLL veo | 960 — 2400 MHz |—
oscillation PLL output clock P | Part no. type 1 foLL P 60 — 600 VSCR_1 (DCDC mode)
frequency —
Voltage range 1
(external VDD mode)
60 — 480 VSCR_2 (DCDC mode)
Voltage range 2
(external VDD mode)
Part no. type 2 60 — 480 VSCR_2 (DCDC mode)
— Voltage range 2
Part no. type 3 60 300 (external VDD mode)
PLL output clock Q |Partno.types 1and2 | fp g 106.6 — 500 —
Part no. type 3 106.6 — 300 —
PLL output clock R fPLL R 106.6 — 500 —
PLL2 clock |VCO frequency fpLL veo | 960 — 2400 MHz |—
oscillation
frequency PLL output clock P | Part no. types 1 and 2 foLL p 60 — 500 —
Part no. type 3 60 — 300 —
PLL output clock Q |Partno.types 1and2 | fp g 106.6 — 500 —
Part no. type 3 106.6 — 300 —
PLL output clock R fPLL R 106.6 — 500 —
PLL1/PLL2 clock oscillation stabilization wait time teLLwT — — 50 pus | Figure 2.19
PLL1/PLL2 period jitter — — 152 — ps |—
PLL1/PLL2 long term jitter — — +300 — ps | Term: 1 pus, 10 pys

Part no. type 1: Products with part numbers of the form R5K574Nxy4xx (y = A, B)
Part no. type 2: Products with part numbers of the form R5K574Nxy4xx (y = C, D)
Part no. type 3: Products with part numbers of the form R5K574Nxy4xx (y = E, F)

PLLCR.PLLSTP
PLL2CR.PLL2STP

PLL1/PLL2 circuit output

OSCSF.PLLSF
OSCSF.PLL2SF

PLL1/PLL2 clock

)\

Note 1. The PLL only starts operation after the main clock oscillation is stabilized.

Figure 2.19 PLL1/PLL2 Clock Oscillation Start Timing
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Table 2.59 Sub-Clock Timing

. . Test
Iltem Symbol Min. Typ. Max. Unit Conditions
Sub-clock oscillation frequency fsus — 32.768 — kHz
Sub-clock oscillation stabilization wait time*" tsusoscwT — — — s Figure 2.20

Note 1. When using the sub-clock, request evaluation by the manufacturer of the oscillator. Regarding the oscillation stabilization wait
time, refer to the resonator manufacturer’s evaluation results and wait in the program for a time longer than the value
recommended by the resonator manufacturer. After having set the SOSCCR.SOSTP bit to start the sub-clock operation, wait
until the oscillation is stabilized before using the sub-clock.

SOSCCR.SOSTP \

% %
Sub-clock oscillator output gzzzzzzzzz; % ﬂ; \ / \ ’ \ /
tsusoscwt

Sub-clock F\_/_

Figure 2.20 Sub-Clock Oscillation Start Timing

=R
=

Table 2.60 EXCIN External Clock Timing

. . Test

Item Symbol Min. Typ. Max. Unit Conditions
EXCIN external clock input cycle time tExeye 2717 — — us Figure 2.21
EXCIN external clock input frequency texcIN — — 36 kHz
EXCIN external clock input high pulse width texH 11.08 — — us
EXCIN external clock input low pulse width text 11.08 — — us
EXCIN external clock rising time texr — — 200 ns/V
EXCIN external clock falling time texr — — 200 ns/\V

W tEX(:yc
texn L texc
EXCIN external clock input / 0.5 x Vexain Vexen
Figure 2.21 EXCIN External Clock Input Timing
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Table 2.61 ETHPHYCLK Pin Output Timing

Conditions: The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV3.
VCC =2.70t03.63 V
Capacitive load C| = 30 pF (during operation at 25 MHz), C_ = 15 pF (during operation at 50 MHz)

Iltem Fr(::ltg:cy Symbol Min. Typ. Max. Unit COI;rcTifiE)ns
ETHPHYCLK pin output cycle time 25 MHz teeye — 40 — ns Figure 2.22
50 MHz — 20 —
ETHPHYCLK pin high pulse width 25 MHz tcH 13 — — ns
50 MHz 6.5 — —
ETHPHYCLK pin low pulse width 25 MHz teL 13 — — ns
50 MHz 6.5 — —
ETHPHYCLK pin rising time 25 MHz ter — — 3.3 ns
50 MHz — — 1.66
ETHPHYCLK pin falling time 25 MHz ter — — 3.3 ns
50 MHz — — 1.66

ETHPHYCLK pin output

Test conditions: Voy = 0.7 x VCC, Vo = 0.3 x VCC, C_ = 30 pF or 15 pF

Figure 2.22 ETHPHYCLK Pin Output Timing
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253 Reset Timing
Table 2.62 Reset Timing
Item Symbol | Min. | Typ. | Max. | Unit cOrTgi:tons
RES#pulse | Power-on tRESWP 240 — — ms | Figure 2.23
width Deep software DPSBYCR.DCSSMODE = 01b tRESWD 0.51 — — Figure 2.24
standby mode 1 [ ppsBYCR.DCSSMODE = 10b 067 | — —
DPSBYCR.DCSSMODE = 11b 1.00 — —
DPSBYCR.LDOSSMODE = 01b 0.51 — —
DPSBYCR.LDOSSMODE = 10b 0.67 — —
DPSBYCR.LDOSSMODE = 11b 1.00 — —
Deep software DPSBYCR.DCSSMODE = 01b 0.51 — —
standby mode 2. ' ppsBYCR.DCSSMODE = 10b 067 | — —
DPSBYCR.DCSSMODE = 11b 1.00 — —
DPSBYCR.LDOSSMODE = 01b 0.51 — —
DPSBYCR.LDOSSMODE = 10b 0.67 — —
DPSBYCR.LDOSSMODE = 11b 1.00 — —
Deep software DPSBYCR.DCSSMODE = 01b 0.68 — —
standby mode 3 [ ppsBYCR.DCSSMODE = 10b 084 | — —
DPSBYCR.DCSSMODE = 11b 1.20 — —
DPSBYCR.LDOSSMODE = 01b 0.68 — —
DPSBYCR.LDOSSMODE = 10b 0.84 — —
DPSBYCR.LDOSSMODE = 11b 1.20 — —
Software standby mode tRESWS 0.55 — —
CPU deep sleep mode (SCKSCR.CKSEL[2:0] = 100b) | treswsops | 0-16 — —
CPU deep sleep mode tRESWDS 0.04 — —
(Any setting for SCKSCR.CKSEL[2:0] other than 100b)
Waiting time after release from the RES# pin reset tRESWT — 78.7 79.1 ps | Figure 2.23
Waiting time after release from internal reset time tRESWT2 — 78.7 79.1 us
(independent watchdog timer reset, watchdog timer reset, bus error
reset, common memory error reset, software reset, local memory
error reset)
RESOUT# output pulse width OFS1.ROWSEL[2:0] = 000b trRouT 0.25 0.28 0.31 ms | Figure 2.25
OFS1.ROWSEL[2:0] = 100b 0.50 0.55 0.62
OFS1.ROWSEL[2:0] = 101b 1.00 1.10 1.23
OFS1.ROWSEL[2:0] = 110b 5.00 5.50 6.12
OFS1.ROWSEL[2:0] = 111b 10.0 11.0 12.2
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Note 1. VCCmin is the minimum guaranteed voltage of the MCU.

Figure 2.23 Reset Input Timing at Power-On
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Figure 2.24 Reset Input Timing

OFS1.RODIS
Internal reset signal

RES#RSTOUT# \T
:

trout
Set by the OFS1.ROWSEL[2:0] bits

Note 1. troyr is the value counted for the time set by OFS1.ROWSEL[2:0] after the internal reset is released.
After the count ends, the RSTOUT# output is released.

Figure 2.25 RSTOUT# Output Operation
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254 Timing of Return from Low Power Consumption Modes

The following symbols are used in this section to represent the frequencies of the individual clocks.
fmoco: MOCO clock (8 MHz)
ftMOCOmin: Minimum frequency of the MOCO clock (7.2 MHz)
fsrecLk: System clock shown in Table 2.64 to Table 2.67
fpr: PLLI circuit clock
ficLi: System clock ICLK
fmosc: MOSC clock
fHoco: HOCO clock
fsosc: SOSC clock (32.768 kHz)

Table 2.63 Time to Return from CPU Deep Sleep Mode

ltem Symbol Min. Typ. Max. Unit Test Conditions
Time to return from CPU deep sleep mode tpsLp — 6.13 9.44 us ICLK = 300 MHz

Note:  To calculate the time to return at a frequency that differs from the condition in testing, use the following formula.

tosip (typ.) =44 /fyoco + 9/ ficLk * 0.6 [us], tps p (Max.) = 44 / fyocomin + 9/ ficLk + 3.3 [Ws]
(fuoco: MOCO frequency [MHz], fpiocomin: Minimum frequency of MOCO [MHZz], fic k: ICLK frequency [MHz])

Table 2.64 Time to Return from Software Standby Mode 1

Item Input Clock Source Symbol | Min. Typ. Max. Unit Test Conditions
PLL1 output clock | MOSC (Crystal | Oscillation continues.*! | tsgypc — 132 194 pus | PLL1P =300 MHz
P resonator is L 1 — ICLK = MRICLK =
connected.) Oscillation stops. 2209 2499 PCLKE = 300 MHz
- PCLKA = PCLKD =
MOSC (External clock is connected.) tspyPE — 132.5 194 MRPCLK = BCLK =
HOCO Oscillation continues.*2 | tsgypy | — 132.5 194 150 MHz
Oscillation stops.*2 — | 1427 | 205 PCLKB =75 MHz
(divide-by-4)
Main clock Crystal resonator | Oscillation continues.*! | tsgymc — 243 62.4 ps | Main clock = 48 MHz
oscillator (MOSC) Oscillation stops.*1 — 2091 2368 ICLK = 48 MHz
External clock tsBYEX — 243 62.4
High-speed on-chip oscillator Oscillation continues.*2 | tsgyHo — 22.9 25.7 ps | High-speed clock =
(HOCO) o " — 48 MHz
Oscillation stops. 25.4 70.1 ICLK = 48 MHz
Sub-clock oscillator (SOSC) tspysc — 569 569 ps | Sub-clock = 32.768 kHz
ICLK = 32.768 kHz
Middle-speed on-chip oscillator (MOCO) tseymo — 23.9 26.7 us | Middle-speed clock =
8 MHz
ICLK = 8 MHz

Note 1. The setting of the MOSCSOKP bit in the main clock oscillator standby control register (MOSCSCR) determines this. When
MOSCSOKP = 1, oscillation will be continuing. When MOSCSOKP = 0, oscillation will be stopped.

Note 2. The setting of the HCSTP bit in the high-speed on-chip oscillator control register (HOCOCR) determines this. When HCSTP = 0,
oscillation will be continuing. When HCSTP = 1, oscillation will be stopped.
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Table 2.65 Formula for Calculating the Time to Return from Software Standby Mode 1
Item Input Clock Source Symbol Formula (Typ.) Formula (Max.)
PLL1 outputclock | MOSC (Crystal | Oscillation tsgypc | FG + MAX (oscillation stabilization time | FG + MAX (oscillation stabilization time
P resonator is continues.*1 (129.8), B, C) + MAX (D, H + (2/fic k + | (190.7), B, C) + MAX (D, H + (2/fic k +
connected.) 2n/fp)) 2n/fpLL))
Oscillation FG + MAX ((tyainoscwT * 118.3), B, | FG + MAX ((tyainoscwT * 178), B, C)
stops.*1 C) + MAX (D, H + (2ffic ik + 2n/fpr)) |+ MAX (D, H + (2fficik + 2n/fpr))
MOSC (External clock is tsgype | FG + MAX (oscillation stabilization time | FG + MAX (oscillation stabilization time
connected.) (129.8), B, C) + MAX (D, H + (2/fic k + | (190.7), B, C) + MAX (D, H + (2/fic « +
2n/fpL)) 2n/fp 1))
HOCO Oscillation tsgypH | FG + MAX (oscillation stabilization time | FG + MAX (oscillation stabilization time
continues.*2 (129.8), B, C) + MAX (D, H + (2/fic k + | (190.7), B, C) + MAX (D, H + (2/fic « +
2nfferL)) 2nfferL))
Oscillation FG + MAX (140, B, C) + MAX (D,H+ |FG + MAX (202, B, C) + MAX (D, H +
stops.*2 (2fficLk *+ 2n/fprL)) (2fficLk *+ 2n/fppy))
Main clock Crystal Oscillation tseymc | FG + MAX (oscillation stabilization time | FG + MAX (oscillation stabilization time
oscillator (MOSC) | resonator continues.*1 (11.5), B, C) + MAX (D, H + (2/ffic .k + | (59.3), B, C) + MAX (D, H + (2/fic k +
2n/fumosc)) 2n/fyosc))
Oscillation FG + MAX (tMA|NOSCWT’ B, C) + MAX FG + MAX ((tMA|NOSCWT + 466), B, C)
stops.! (D, H + (2fficik + 2n/fpy,)) +MAX (D, H + (2fficLk + 2n/fpLL))
External clock tseyex | FG + MAX (oscillation stabilization time | FG + MAX (oscillation stabilization time
(11.5), B, C) + MAX (D, H + 2/fic.k + | (59.3), B, C) + MAX (D, H + (2/fic k +
2n/fyiosc)) 2n/fyiosc))
High-speed on-chip oscillator Oscillation tseyno | FG + MAX (oscillation stabilization time (0), B, C) + MAX (D, H + (2/fick +
(HOCO) continues.*2 2n/fioco))
Oscillation FG + MAX (20, B, C) + MAX (D, H + FG + MAX (67, B, C) + MAX (D, H +
stops.*2 (2fficLk *+ 2nffpy ) (2fficLk + 2nffpy )
Sub-clock oscillator (SOSC) tseysc | FG + MAX (oscillation stabilization time (0), B, C) + MAX (D, H + (2/fic .k +
2nffsosc))
Middle-speed on-chip oscillator (MOCO) tseymo | FG + MAX (oscillation stabilization time (0), B, C) + MAX (D, H + (2/fic k +

2n/fyoco))

The symbols used in the table above represent the following value and calculation results.
n: The larger of the frequency division values set by the SCKDIVCR and SCKDIVCR2 registers.
Typ value: FG = 14/fMOCO + 2/f|CLK

Max. value: FG = 14/fyocomin * 2/ficLk

Typ. value: B = Oscillation stabilization time/fy,oco + 158/fyoco + 0.3

Max. value: B = Oscillation stabilization time/fyi.ocomin + 158/fmoco + 0.59

Typ. value: C = (10.5 + 2.5n)/fpoco + 2.5/fsrcek + 2/ficLk

Max. value: C is obtained by the same formula as for the typ. value.

Typ value: D = 7/fMOCO + B/fchK

Max. value: D = 7/fpocomin + 8/ficLk

Typ value: H = 2/f|CLK

Max. value: H is obtained by the same formula as for the typ. value.
tmainoscwT: Main clock oscillation stabilization wait time

Note:
Note 1.

In the formulae above, when no distinction is made between Typ. and Max., use the same formula for the calculation.
The setting of the MOSCSOKRP bit in the main clock oscillator standby control register (MOSCSCR) determines this. When

MOSCSOKP = 1, oscillation will be continuing. When MOSCSOKP = 0, oscillation will be stopped.

Note 2.

oscillation will be continuing. When HCSTP = 1, oscillation will be stopped.

The setting of the HCSTP bit in the high-speed on-chip oscillator control register (HOCOCR) determines this. When HCSTP =0,
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Table 2.66 Time to Return from Software Standby Mode 2

Conditions: The SS2FR bit in software standby control register 1 (SSCR1) is set to 1 (fast return function is enabled) and the
SS2LP[1:0] bits are set to SS2LP_1 (low power setting 1).
The VSCMI2:0] bits in the voltage scaling control register (VSCR) are set to 010b (0.90 V).
The SVMCM][2:0] bits in the SSTBY voltage scaling control register (SVSCR) are set to 010b (0.90 V).
The LDOSTP bits in both of the PLLn-LDO control registers (PLLNLDOCR, n = 1, 2) are set to 1 (LDO is stopped).

Item Input Clock Source Symbol | Min. Typ. Max. Unit Test Conditions
PLL1 output clock | MOSC (Crystal | Oscillation continues.*! | tsgypc — 294 355 pus | PLL1P =300 MHz
P resonator is I “ — ICLK = MRICLK =
connected.) Oscillation stops. 2370 2660 PCLKE = 300 MHz
. PCLKA = PCLKD =
MOSC (External clock is connected.) tspypE — 294 355 MRPCLK = BCLK =
HOCO Oscillation continues.*2 | tsgypH — 294 355 150 MHz
Oscillation stops.*2 — 304 | 367 PCLKB = 75 MHz
(divide-by-4)
Main clock Crystal resonator | Oscillation continues.*! | tspymc — 202 251 ps | Main clock = 48 MHz
oscillator (MOSC) Oscillation stops.*1 — 2252 | 2529 ICLK = 48 MHz
External clock tspyEX — 202 251
High-speed on-chip oscillator Oscillation continues.*2 | tggyHo — 200 243 us | High-speed clock =
(HOCO) p—— 2 — 48 MHz
Oscillation stops. 203 252 ICLK = 48 MHz
Sub-clock oscillator (SOSC) tspysc — 729 729 ps | Sub-clock = 32.768 kHz
ICLK = 32.768 kHz
Middle-speed on-chip oscillator (MOCO) tseymo — 201 244 ps | Middle-speed clock =
8 MHz
ICLK = 8 MHz

Note 1. The setting of the MOSCSOKP bit in the main clock oscillator standby control register (MOSCSCR) determines this. When
MOSCSOKP = 1, oscillation will be continuing. When MOSCSOKP = 0, oscillation will be stopped.

Note 2. The setting of the HCSTP bit in the high-speed on-chip oscillator control register (HOCOCR) determines this. When HCSTP = 0,
oscillation will be continuing. When HCSTP = 1, oscillation will be stopped.
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Table 2.67 Formula for Calculating the Time to Return from Software Standby Mode 2
Item Input Clock Source Symbol Formula (Typ.) Formula (Max.)
PLL1 outputclock | MOSC (Crystal | Oscillation tsgypc | FG + MAX (oscillation stabilization time | FG + MAX (oscillation stabilization time
P resonator is continues.*1 (129.8), B, C) + MAX (D, H + (2/fic .k + | (190.7), B, C) + MAX (D, H + (2/fic.k +
connected.) 2n/fpLL)) 2n/fpLL))
Oscillation FG + MAX ((tMA|NOSCWT + 1183), B, FG + MAX ((tMA|NOSCWT + 178), B, C)
StOpS.*1 C) + MAX (D, H+ (2/f|CLK + 2n/fp|_|_)) + MAX (D, H+ (2/f|CLK + 2n/fp|_|_))
MOSC (External clock is tsgype | FG + MAX (oscillation stabilization time | FG + MAX (oscillation stabilization time
connected.) (129.8), B, C) + MAX (D, H + (2/fic k + | (190.7), B, C) + MAX (D, H + (2/fic « +
2nfferL)) 2nfferL))
HOCO Oscillation tsgypH | FG + MAX (oscillation stabilization time | FG + MAX (oscillation stabilization time
continues.*2 (129.8), B, C) + MAX (D, H + (2/fic k + | (190.7), B, C) + MAX (D, H + (2/fic k +
2n/fpL)) 2nffp 1))
Oscillation FG + MAX (140, B, C) + MAX (D, H+ | FG + MAX (202, B, C) + MAX (D, H +
stops.*2 (2fficLk + 2nffpy ) (2fficik + 2nffpr )
Main clock Crystal Oscillation tsgymc | FG + MAX (oscillation stabilization time | FG + MAX (oscillation stabilization time
oscillator (MOSC) | resonator continues.*1 (11.5), B, C) + MAX (D, H + 2/ficix + | (69.3), B, C) + MAX (D, H + (2/fic k +
2n/fvosc)) 2n/fuosc))
Oscillation FG + MAX (tyainoscwT: B, C) + MAX | FG + MAX ((tyainoscwT + 46.6), B, C)
StOpS.*1 (D, H+ (2/f|CLK + 2n/fp|_|_)) + MAX (D, H+ (2/f|CLK + 2n/fp|_|_))
External clock tsgyex | FG + MAX (oscillation stabilization time | FG + MAX (oscillation stabilization time
(11.5), B, C) + MAX (D, H + 2/ffic.k + | (59.3), B, C) + MAX (D, H + (2/fic k +
2n/fyiosc)) 2n/fyiosc))
High-speed on-chip oscillator Oscillation tsgyno | FG + MAX (oscillation stabilization time (0), B, C) + MAX (D, H + (2/fic.k +
(HOCO) continues.*2 2n/fhoco))
Oscillation FG + MAX (20, B, C) + MAX (D, H + FG + MAX (67, B, C) + MAX (D, H +
stops.*2 (2fficLk + 2nffpy) ) (2fficLk + 2nffpy) )
Sub-clock oscillator (SOSC) tsgysc | FG + MAX (oscillation stabilization time (0), B, C) + MAX (D, H + (2/fic .k +
2nffsosc))
Middle-speed on-chip oscillator (MOCO) tseymo | FG + MAX (oscillation stabilization time (0), B, C) + MAX (D, H + (2/fic k +

2nffyoco))

The symbols used in the table above represent the following value and calculation results.
n: The larger of the frequency division values set by the SCKDIVCR and SCKDIVCR?2 registers.
Typ. value: FG = CYC + 2/fig
Max. value: FG = CYC + 2/fic k (See Table 2.68 for CYC values.)
Typ. value: B = Oscillation stabilization time/fy,oco + 193/foco + 11.6
Max. value: B = Oscillation stabilization time/fyyocomin + 193/fmoco + 51
Typ value: C = (105 + 2.5n)/fMoco + 2'5/fSRCCLK + 2/f|CLK
Max. value: C is obtained by the same formula as for the typ. value.
Typ. value: D = 18/f\yoco + HficLk
Max. value: D = 18/fMOCOmin + glfchK
Typ. value: H = 2/fic k
Max. value: H is obtained by the same formula as for the typ. value.

tmainoscwT: Main clock oscillation stabilization wait time

Note:
Note 1.

In the formulae above, when no distinction is made between Typ. and Max., use the same formula for the calculation.
The setting of the MOSCSOKP bit in the main clock oscillator standby control register (MOSCSCR) determines this. When

MOSCSOKP = 1, oscillation will be continuing. When MOSCSOKP = 0, oscillation will be stopped.

Note 2.

oscillation will be continuing. When HCSTP = 1, oscillation will be stopped.

The setting of the HCSTP bit in the high-speed on-chip oscillator control register (HOCOCR) determines this. When HCSTP =0,
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Table 2.68 CYC Value

SSCR1.SS2LP[1:0] VSCR.VSCM[2:0] SVSCR.SVSCM[2:0] cYc Unit Remarks
SS2LP_0 VSCR_1 SVSCR_1 237 Cycles |*1
SVSCR 2 379 —
SVSCR_3 591
SVSCR 4 696
SVSCR 5 802
VSCR 2 SVSCR_1 379 —
SVSCR 2 237 *1
SVSCR _3 538 —
SVSCR_4 643
SVSCR _5 749
SS2LP_1 VSCR _1 SVSCR 2 514 Cycles |—
SVSCR 3 726
SVSCR 4 831
SVSCR _5 937
VSCR_2 SVSCR _2 459 *2
SVSCR_3 673 —
SVSCR 4 778
SVSCR 5 884

Note 1. When the LDOSTP bits in both of the PLLn-LDO control registers (PLLNLDOCR, n = 1, 2) are set to 1 (LDO is stopped) or the
SKEEP bits in both registers are set to 1 (the PLLn-LDO state before software standby mode 2 is retained), CYC is 56 if both the
LDOSTP bit and SKEEP bit in the HOCO/LCO control register (HOCOLDOCR) are set to 0; CYC is 27 if either of the bits is set

to1.

Note 2. When the SS2FR bit in software standby control register 1 (SSCR1) is set to 1 (fast return function is enabled), CYC is 162 if the
LDOSTP bits in both of the PLLn-LDO control registers (PLLNLDOCR, n = 1, 2) are set to 1 (LDO is stopped) or the SKEEP bits
in both registers are set to 1 (the PLLn-LDO state before software standby mode 2 is retained); otherwise, CYC is 327.
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Table 2.69 Time to Return from Deep Software Standby Mode
Item DPSBYCR Setting Symbol Min. Typ. Max. Unit | Test Conditions
DCDC mode DSTBY1 DCSSMODE = 01b tpesy — 296 346 ps | Figure 2.27
DCSSMODE = 10b — 456 506
DCSSMODE = 11b — 776 826
DSTBY2 DCSSMODE = 01b — 296 346
DCSSMODE = 10b — 456 506
DCSSMODE = 11b — 776 826
DSTBY3 DCSSMODE = 01b — 483 604
DCSSMODE = 10b — 643 764
DCSSMODE = 11b — 963 1084
LDO mode DSTBY1 LDOSSMODE = 01b tpsy — 208 268 us | Figure 2.27
LDOSSMODE = 10b — 226 307
LDOSSMODE = 11b — 250 353
DSTBY2 LDOSSMODE = 01b — 262 291
LDOSSMODE = 10b — 262 307
LDOSSMODE = 11b — 262 353
DSTBY3 LDOSSMODE = 01b — 449 549
LDOSSMODE = 10b — 449 565
LDOSSMODE = 11b — 449 611
Waiting time after release from the deep software standby mode | tpgsywT 222 — 33.6 us
DSTBY1: Deep software standby mode 1
DSTBY2: Deep software standby mode 2
DSTBY3: Deep software standby mode 3
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255 Control Signal Timing

Table 2.70 Control Signal Timing

. . Test
Item Symbol Min. Typ. Max. Unit Conditions
NMI pulse width NMI digital filter | tpggyc * 2 <200 ns tviw 200 — — ns | Figure 2.28
disabled tpgeye X 2 > 200 ns tppoye X 27 _ _
NMI digital filter tNmICK % 3<200ns 200 — —
enabled tNM|CK x 3>200ns tNMlCK x 3.5*2 — —
IRQ pulse width IRQ digital filter tpReyc X 2 =200 ns tiraw 200 — — ns | Figure 2.29
disabled tpoye * 2> 200 ns tpBoye X 21 _ _
IRQ digital filter tirack X 3 <200 ns 200 — —
enabled thQCK x 3>200ns tIRQCK x 3.5*3 — —
Note:  In software standby mode, the minimum value is 200 ns.
Note:  When switching system clock sources, add 4 clock cycles of the clock source you are switching to.
Note 1. tpgcyc: PCLKB cycle
Note 2. tywmick indicates the cycle of the NMI digital filter sampling clock.
Note 3. tirqck indicates the cycle of the IRQi digital filter sampling clock.
NMI \ Jz‘ X
v tamiw
Figure 2.28 NMI Interrupt Input Timing
—\ / \
IRQN \ 7] \
tiraw tiraw
Figure 2.29 IRQ Interrupt Input Timing
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2.5.6 Bus Timing

Table 2.71 Bus Timing (1)

Conditions: With the CS area controller in use
The driving ability select bits (PmnPFS.DSCRJ[3:0]) corresponding to the EBCLK pin are set for DRV7.
The driving ability select bits (PmnPFS.DSCRJ[3:0]) corresponding to pins other than the EBCLK pin are set for
DRV3.
EBCLK = 100 MHz,
VCC =VCC2=3.0t03.63V, C=15pF

Item Symbol Min. Max. Unit Test Conditions

Address delay time taD 0.5 10.8 ns Figure 2.30 to
Byte control delay time tscp 0.5 10.8 ns Figure 2.37
CS# delay time tcsp 0.5 10.8 ns

ALE delay time taLED 0.5 10.8 ns

RD# delay time trRsD 0.5 10.8 ns

Read data setup time trRDs 10.8 — ns

Read data hold time tRDH 0 — ns

WR# delay time twrD 0.5 10.8 ns

Write data delay time twop 0.5 10.8 ns

Write data hold time twoH 0.5 — ns

WAIT# setup time twTs 10.8 — ns

WAIT# hold time twTH 0 — ns

BREQ# setup time ters 125 — ns

BREQ# hold time tBRH 0 — ns

BACK# delay time teac 0.5 12.5 ns

Bus release time tarL — 12.5 ns

Bus acquisition time tsaq — 12,5 ns

Note:  This table only applies when pins with the suffix -A, indicating the group name, as part of the pin name are in use.
Note:  The above characteristics are only guaranteed for products with part numbers of the form R5K574Nxx4yy (yy = BG, BD, AE).
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Table 2.72
Conditions: With the CS area controller in use

Bus Timing (2)

The driving ability select bits (PmnPFS.DSCRJ[3:0]) corresponding to the EBCLK pin are set for DRV7.
The driving ability select bits (PmnPFS.DSCRJ[3:0]) corresponding to pins other than the EBCLK pin are set for

DRVS.
EBCLK = 60 MHz,
VCC =VCC2=2.71t03.63V, C=30pF

Item Symbol Min. Max. Unit Test Conditions
Address delay time tap 0.5 12.5 ns Figure 2.30 to
Byte control delay time tscp 0.5 12.5 ns Figure 2.37
CS# delay time tcsp 0.5 12.5 ns
ALE delay time taALED 0.5 12,5 ns
RD# delay time trsp 0.5 12.5 ns
Read data setup time trRDs 12,5 — ns
Read data hold time tRDH 0 — ns
WR# delay time twrD 0.5 12.5 ns
Write data delay time twop 0.5 12,5 ns
Write data hold time twoH 0 — ns
WAIT# setup time twTs 125 — ns
WAIT# hold time twTH 0 — ns
BREQ# setup time tgrs 12.5 — ns
BREQ# hold time tsrRH 0 — ns
BACK# delay time teac — 12.5 ns
Bus release time tBRL — 12,5 ns
Bus acquisition time tsaq — 12.5 ns
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2. Electrical Characteristics

CSRWAIT:2

Twe

Tend

CSROFF:2

Byte strobe mode

> tAD

BN

l—> tAD

1-write strobe mode

«—>| tap

BC3# to BCO#
Common to both byte strobe mode
and 1-write strobe mode

CS7# to CSO#

> tCSD

tsco

B

4—}@7@,

4—}&730

trsp

trsp

tros

D31 to DO (Read)

troH

Figure 2.32

External Bus Timing/Normal Read Cycle (Bus Clock Synchronized)
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Byte strobe mode

CSWWAIT:2

WRON:1
WDON:1 ™

CSON:0
Twi

TWZ

Tend

CSWOFF:2

WDOFF:1 ™

Tn1

BCLK _][ \_][

/_\

1-write strobe mode

BC3# to BCO#

Common to both byte strobe mode
and 1-write strobe mode

CS7# to CSO#

l—>{ tap le—> tap
«—>{ tap l«—>| tap
<> tBCD tBCD
> tCSD tCSD

twrp

WR3# to WRO#, WR# (Write)

twrp

twop

> twon

D31 to DO (Write)

Note 1. Be sure to specify WDON and WDOFF as at least one cycle of BCLK.

Figure 2.33

External Bus Timing/Normal Write Cycle (Bus Clock Synchronized)
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CSRWAIT:2 CSPRWAIT:2 CSPRWAIT:2 CSPRWAIT:2
RDON:1 RDON:1 RDON:1 RDON:1 CSROFF:2
CSON:0
Twi Twz Tend Towt Towz Tend Towt Towz Tend Towt Towz Tend Tnt Th2
ee O\ 0 N\ U N L Yy
Byte strobe mode
tao tan tap tan tan
A23 to A0
1-write strobe mode tho tao tao tao tao
A23 to A1
__[tsco tsco
BC3# to BCO#
Common to both byte strobe mode
and 1-write strobe mode 1
_ ~teso csp
CST7# to CS0# 1\ %L
trsp trsp trsp trsp trsp trsp trsp trsp
RD# (Read) ] S J‘ﬁ
tros troH tros tron tros tron tros troH
D31 to DO (Read)
Figure 2.34 External Bus Timing/Page Read Cycle (Bus Clock Synchronized)
CSWWAIT:2 CSPWWAIT:2 CSPWWAIT:2 CSWOFF:2
WRON:1
. . WRON:1 . WRON:1 .
41 41 . q 1 . M
WDON:1 WDOFF:1 WDON:1 " WDOFF:1 WDON:1 " WDOFF:1
CSON:0 Ty, Twz Tend Towt Towt Towz Tend Towt Towt Towz Tend Tt Tn2
soc L\ N\
Byte strobe mode
tap tap tao k| tao
A23 to AO
1-write strobe mode tao tao tao tao
A23 to A1
~ teco taco
BC3# to BCO#
Common to both byte strobe mode
and 1-write strobe mode
_ teso [ tesp
CST7# to CSO#
twro twro ‘W‘RD twro ‘W‘RD twro
WR3# to WRO#, WR# (Write) Yﬁ Yﬁ Vﬁ
| |
twop twop twopy
—‘i/ [ twon fe—t twon f—| “‘ twon
D31 to DO (Write) ’\ ‘ ‘ ‘
Note 1. Be sure to specify WDON and WDOFF as at least one cycle of BCLK.

Figure 2.35 External Bus Timing/Page Write Cycle (Bus Clock Synchronized)
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CSRWAIT:3
CSWWAIT:3

Twi

Twa

Tws (Tena)

Tend

Tn1

Tn2

BCLK 71 \ \

A23 to AQ X

CST7# to CSO#

R

RD# (Read) \
WR# (Write) \
External wait
twrs|twrh twrs | twrh
WAIT# JN Aﬁ 71 3(
Figure 2.36 External Bus Timing/External Wait Control
i ( | ﬂ
terH | ¢ tBRS terH ., tBRS ”
BREQ# ‘
\\ tBAC > tBAC
BACK# \\
}EL» teaq
A23 to AO H \\ \\ < >
D31 to DO “ -
Other control /} S
signals i I I -
Figure 2.37 External Bus Timing/BREQ, BACK
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2. Electrical Characteristics

Table 2.73 Bus Timing (3)
Conditions: With the SDRAM area controller in use

The driving ability select bits (PmnPFS.DSCR][3:0]) corresponding to the SDCLK pin are set for DRV7.
The driving ability select bits (PmnPFS.DSCR][3:0]) corresponding to pins other than SDCLK pin are set for DRV3.

SDCLK =133 MHz,
VCC =VCC2=3.0t03.63V,C=15pF

Item Symbol Min. Max. Unit Test Conditions

Address delay time 2 (SDRAM) taD2 0.8 6 ns Figure 2.38 to
CSt delay time 2 (SDRAM) tespa 0.8 6 ns | Figure 2:45
DQM delay time (SDRAM) tbamp 0.8 6 ns

CKE delay time (SDRAM) tckep 0.8 6 ns

Read data setup time 2 (SDRAM) trRDs?2 2.1 — ns

Read data hold time 2 (SDRAM) tRDH2 0 — ns

Write data delay time 2 (SDRAM) twop2 — 6 ns

Write data hold time 2 (SDRAM) twoH2 0.8 — ns

WE# delay time (SDRAM) twep 0.8 6 ns

RAS# delay time (SDRAM) trRASD 0.8 6 ns

CAS# delay time (SDRAM) tcasp 0.8 6 ns

BREQ# setup time 2 (SDRAM) tsrs2 125 — ns

BREQ# hold time 2 (SDRAM) terH2 0.8 — ns

BACKH# delay time 2 (SDRAM) tsac2 0.8 12.5 ns

Bus release time 2 (SDRAM) tsrL2 0.8 12.5 ns

Bus acquisition time 2 (SDRAM) tsaq2 0 12,5 ns

Note:  This table only applies when pins with the suffix -A, indicating the group name, as part of the pin name are in use.
Note:  The above characteristics are only guaranteed for products with part numbers of the form R5K574Nxx4yy (yy = BG, BD, AE).

Table 2.74 Bus Timing (4)
Conditions: With the SDRAM area controller in use

The driving ability select bits (PmnPFS.DSCR][3:0]) corresponding to the SDCLK pin are set for DRV7.
The driving ability select bits (PmnPFS.DSCR][3:0]) corresponding to pins other than SDCLK pin are set for DRV3.

SDCLK =100 MHz,
VCC =VCC2=3.0t03.63V,C=15pF

Item Symbol Min. Max. Unit Test Conditions

Address delay time 2 (SDRAM) taD2 0.8 8.5 ns Figure 2.38 to
CS# delay time 2 (SDRAM) tesna 0.8 8.5 ns | Figure 2:45
DQM delay time (SDRAM) tpamp 0.8 8.5 ns

CKE delay time (SDRAM) tckep 0.8 8.5 ns

Read data setup time 2 (SDRAM) trRos2 — ns

Read data hold time 2 (SDRAM) tRDH2 — ns

Write data delay time 2 (SDRAM) twob2 — 8.5 ns

Write data hold time 2 (SDRAM) twpH2 0.8 — ns

WE# delay time (SDRAM) twep 0.8 8.5 ns

RAS# delay time (SDRAM) trasD 0.8 8.5 ns

CAS# delay time (SDRAM) tcasp 0.8 8.5 ns

BREQ# setup time 2 (SDRAM) ters2 12.5 — ns

BREQ# hold time 2 (SDRAM) terH2 0.8 — ns

BACK# delay time 2 (SDRAM) tsace 0.8 12.5 ns

Bus release time 2 (SDRAM) tBRL2 0.8 12.5 ns

Bus acquisition time 2 (SDRAM) tgaq2 0 12.5 ns

Note:  The above characteristics are only guaranteed for products with part numbers of the form R5K574Nxx4yy (yy = BG, BD, AE).

R01DS0434EJ0110 Rev.1.10
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2. Electrical Characteristics

Table 2.75 Bus Timing (5)

Conditions: With the SDRAM area controller in use

The driving ability select bits (PmnPFS.DSCR][3:0]) corresponding to the SDCLK pin are set for DRV7.
The driving ability select bits (PmnPFS.DSCR][3:0]) corresponding to pins other than SDCLK pin are set for DRV3.

SDCLK =60 MHz,

VCC =VCC2=2.70t03.63V, C =30 pF

Item Symbol Min. Max. Unit Test Conditions

Address delay time 2 (SDRAM) taD2 0.8 12,5 ns Figure 2.38 to
CSt delay time 2 (SDRAM) tespa 0.8 125 ns | Figure 2:45

DQM delay time (SDRAM) toamp 0.8 12.5 ns

CKE delay time (SDRAM) tckep 0.8 12.5 ns

Read data setup time 2 (SDRAM) trRDs?2 10 — ns

Read data hold time 2 (SDRAM) tRDH2 0 — ns

Write data delay time 2 (SDRAM) twop2 — 12.5 ns

Write data hold time 2 (SDRAM) twoH2 0.8 — ns

WE# delay time (SDRAM) twep 0.8 12.5 ns

RAS# delay time (SDRAM) trRASD 0.8 12.5 ns

CAS# delay time (SDRAM) tcasp 0.8 12.5 ns

BREQ# setup time 2 (SDRAM) tsrs2 125 — ns

BREQ# hold time 2 (SDRAM) terH2 0.8 — ns

BACKH# delay time 2 (SDRAM) tsac2 0.8 12.5 ns

Bus release time 2 (SDRAM) tsrL2 0.8 12.5 ns

Bus acquisition time 2 (SDRAM) tsaq2 0 12,5 ns
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SDRAM command ACT RD PRA
sockpn - AN\ AN\ £ N\ A A A A\
tap2 tap2 tap2 tap2
A18 to AO ] % ade:iort\;Vss % Column address ‘_% ‘_%
tap2 tap2 tan2 E.T
1 PRA
AP A_% .i command L_
tcsp2 tesp2 tespz tesp2 tcsp2 tesp2
+—>]
SDCS# j& jN }
trasD trasD trasp trasp
RASH | ;l§ ;k ;ll
tcasp tcaso
P
CAS#
tweo twep
WE# j& }
High
CKE (High)
toavp
DQMn |
trosz2 | troHz
D31 to DO

Note 1. Address pins for output of the precharge-setting command (Precharge-sel) for SDRAM.

Figure 2.38 SDRAM Space Single Read Bus Timing
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SDRAM command ACT WR PRA
SDCLK pin _7[_\_7[_\_7[_\_7[_\_71_\_7(_\_7(_\_7 W
tap2 tap2 tap2 tap2
A18 to AO ] % ad%?(!ls % Column address A_% A_.%L
tap2 tap2 tap fﬁqZ
AP*’ .% }E PRA| SK
command I
tesp2 tesp2 tcsp2 tcsp2 tesp2 tcsp2
sbcs# | ;L ;|§ ;ll
trasD trasD trasp trasp
RAS# | ;li ;IY ;l(
tcasp tcasp
CAS#
twep twep twen twep
WE# j& }
High
CKE (High)
toqvo
DQMn |
twopz2 twohz
D31 to DO X W,
Note 1. Address pins for output of the precharge-setting command (Precharge-sel) for SDRAM.

Figure 2.39 SDRAM Space Single Write Bus Timing
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ACT RD , RD K RD, RD PRA
S AT AV AR AN AV AN AN AVACAVAVAYA
tap2 |tap2 tab2 [tapz | tapz | tap2 | tapz tap2
[ (4| [ |
A18 to A0 };ﬁ:’%{m m:;’dmk *02 *cs} X *
tap2 |tap2 tapz |tap2 tap2
(4| [ |
AP ] 1 } PrA \
_5{ ! \ *
tcsoz [tesp2 |tesp2 tesp2 tesp2
[+ |4 [+
spcs# qﬁ_}_* 5‘;
trasp |trasp trasp |trasp trasp
md smd (|
RAS# \ } L
t t
foaso CASD }EASD
CAS#
twep | twep
md (4|
WE#
(High)
CKE
toamp| thamp
_H
DQMn
T T
tros2 | troH2 tros2| troHz
DM
D3110 DO J{){ A

Note 1. Address pins for output of the precharge-setting command (Precharge-sel) for SDRAM.

Figure 2.40 SDRAM Space Multiple Read Bus Timing
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ACT WR WR WR WR PRA
S AT AV AR ANAVANAUACAY S
tap2 | tap2 tap2 |tapz |tao2 | tapz [tap2 | tap2
[ Smd
A18 to A0 }a;ﬁﬂ;s}((wlum:aoddm%z * c2 * C3 * *
tap2 | taoz tap2 | tapz2 | tap2
4| Smd Smd
AP*1 ] PRA \ * B
c— t N —
tespz |tespz [tospz tesoz |tesp2
[ [
sDCs# qﬁ_ A{_ _5‘\ }_ i
trasp [trasD trasp |trasp | trasp
tCASD tCASD tCASD
Smd
CAS# 1\ }
tWED tWED
md
WE#
(High)
CKE
toamp toamp|
—H f—
DQMn
T T
twopz|twor2 twobz [tworz2

D31 to DO HI/I\:k:X:kj

Note 1. Address pins for output of the precharge-setting command (Precharge-sel) for SDRAM.

Figure 2.41 SDRAM Space Multiple Write Bus Timing
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SDRAM command

SDCLK pin

A18 to AO

AP

SDCS#

RAS#

CAS#

WE#

CKE

DQMn

D31 to DO

ACT

PRA

-
— |z

taoz [tap2

R

0.

A

tap2

=

taD2

\
:

taoz  |tap2 tapz [tapz |tapz tapz  |tap2
[ 4> [ [+
Y / Y
2% S § R
! -
tcspz |tespz [tespz tespz |tespz [tespz |tespz tcspz
trasD |trASD trasD |trAsD [tRASD [tRASD trasD [trASD
i(ilAso tcasp tcasp jALSD
twep [twep tweop [twep
(High)
toamp
T
trps2 | tRDH2 tros2| troH2 trps2 | trROH2 trDs2 [tRDH2
[+ 4] 4| [+

C

Bt

[

DK

Note 1. Address pins for output of the precharge-setting command (Precharge-sel) for SDRAM.

Figure 2.42

SDRAM Space Multiple Read Line Stride Bus Timing
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SDRAM command
SDCLK pin

A18 to AO

AP*1

SDCS#

RAS#

CAS#

WE#

CKE

DQMn

D31 to DO

—1

Al

>

Al

tcsoz

trasD

L.TL

tcasp

T

tweo tweo

TA
L‘TL

(High)

(Hi-2)

Note 1. Address pins for output of the precharge-setting command (Precharge-sel) for SDRAM.

Figure 2.43 SDRAM Space Mode Register Set Bus Timing
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SDRAM command Ts (RFA) (RFS) (RFX) (RFA)
o MU AP
tap2 tap2
1 /L /L i
A18 to AD \\ \\ \
] ! I 1!
taD2 taD2
| Ifi Il {(
1
AP | ) \ )
I I 1l
tespz [tespz tesp2 tcspz tcspz [tespz |tespz
7/
trasD [trasD trasD trasD trasp |trRasD |tRasD
[
7/
teasp [tcasp tcasp tcasp tcasp [tcasp |tcasp
CAS#

([ ] tigh

wes )
teken tckep

T

I
1
—r

]
—
T,LL

toamp toamp
] Il it Ifi
oo N T T T T
I /I i

D31 to DO (Lo ( {
° ) ) )

Note 1. Address pins for output of the precharge-setting command (Precharge-sel) for SDRAM.

Figure 2.44 SDRAM Space Self-Refresh Bus Timing

BREQ#

\\ tonce
BACK#

| e

A18 to AO \
D31 to DO

SDCLK

terH2,  tBRS2

| teace

teaqz
<

\;/
S —
A

Other control
signals

Q\;/ﬁﬁ_‘é

=

Figure 2.45 External Bus Timing/BREQ, BACK
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257 Timing of On-Chip Peripheral Modules
2571 I/O Port
Table 2.76 1/0 Port Timing
Item Symbol Min. Max. Unit*1 Test Conditions
I/0 ports Input data pulse width tPrw 7.5 — ticye Figure 2.46
Note 1. ticyc: ICLK cycle
Port %
I terw i
Figure 2.46 1/0 Port Input Timing
25.7.2 TMR
Table 2.77 TMR Timing
) . Test
*1
Iltem Symbol Min. Max. Unit Conditions
TMR Timer clock pulse width Single-edge setting trmMcwH, 1.5 — tpeeyc | Figure 2.47
Both-edge setting trmewe 2.5 —

Note 1. tpgcyc: PCLKB cycle

U~

TMCIO to TMCI3
{5
< trmewe > trmewn g
Figure 2.47 TMR Clock Input Timing
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2.5.7.3 CMTW

Table 2.78 CMTW Timing

Test
. HES
Iltem Symbol Min. Max. Unit Conditions
CMTW Input capture input pulse Single-edge setting | tcuTwTicw 1.5 — tpeeyc | Figure 2.48
width Both-edge setting 2.5 —

Note 1. tppcyc: PCLKB cycle

J) )
Input capture « >< «
input o) 2
. tomrwicw R
Figure 2.48 CMTW Input Capture Input Timing
2574 POEG
Table 2.79 POEG Timing
Item Symbol Min. Max. Unit*1 Test Conditions
POEG | GTETRGn input pulse width (n = Ato D) troEGW 1.5 — tracyc
POEGn input pulse width (n =Ato D) tPoEGW2 1.5 — tPacyc
Output Input level detection of the troEGDI — 3 PCLKA +0.34 | ps | When the digital noise filter is not
disable time | GTETRGn pin (via flag) in use (POEGGN.NFEN =0
(n=Ato D))
Input level detection of the troEGDI2 — | 3PCLKA +0.34 When the digital noise filter is not
POEGn pin (via flag) in use (POEGG2n.NFEN =0
(n=Ato D))
Change of the POEGn tPoEGDI3 — | 4PCLKA +0.34 Detection of a rising or falling
signal level edge (POEGG2n.PIDM[1:0] =
01b or 10b)
Detection of the output tPOEGDE — 0.5
stopping signal from GPTW
(deadtime error,
simultaneous high output, or
simultaneous low output)
Register setting troEGDS — 1PCLKA+0.3 Time for access to the register is
not included.
Detection of the main clock | tpoegpos — 2
oscillation stop
Note 1. tpacyc: PCLKA cycle
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2.5.7.5 GPTW

Table 2.80 GPTW Timing

Item Symbol Min. Max. | Unit*1.*2 cOrTc?ifitons

GPTW Input capture input pulse width | Single-edge setting teTicw 1.5 — taTeyc

(cycle) Both-edge setting 2.5 —

External trigger input pulse width | Single-edge setting teTEW 1.5 — tPacyc

(cycle) Both-edge setting 2.5 —

Timer clock pulse width teTCKWH, 1.5 — tPacyc

teTekwL
Note 1. tgTcyc: GTCLK cycle
Note 2. tpacyc: PCLKA cycle
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2576 RSCI
Table 2.81 RSCI Timing (Asynchronous Mode)
Condition:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV3.
ltem VCC/NVCC2 Symbol Min. Max. Unit™1 Test
Conditions
RSCI Input clock cycle tseye 4 — tpacyc | Figure 2.49
(Asynchronous) Input clock pulse width tsckw 0.4 0.6 tseyc

Input clock rise time tsckr — 0.1 ns

Input clock fall time tsckf — 0.1 ns

Output clock cycle tseye 6 — tPacyc

Output clock pulse width tsckw 0.4 0.6 tseye

Output clock rise time 2.70 V or higher tsckr — 3.3 ns

1.62 V or higher — 6.6
Output clock fall time 2.70 V or higher tscks — 3.3 ns
1.62 V or higher — 6.6
Note 1. tpacyc: PCLKA cycle
tsckw tsckr tsoxs
< > <«
SCKn i \ [ \
(n =000 to 012) ! !
h tScyc "
Figure 2.49 SCK Clock Input Timing
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Table 2.82 RSCI Timing (Clock Synchronous Mode)
Condition:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV3.
ltem VCCVCC2 | Symbol Min. Max. | Uittt | TS
RSCI (clock | Output clock cycle | Master 2.70Vorhigher| tseye |2 (TCLK <120 MHz) — treye | Figure 2.50
synchronous) 4 (TCLK> 120 MHz)| —
1.62 V or higher 2 (TCLK < 60 MHz) —
4 (TCLK<120 MHz)| —
8 (TCLK>120 MHz) | —
Input clock cycle Slave 2.70 V or higher 2 — treye
1.62 V or higher 2 (TCLK < 100 MHz) —
4 (TCLK> 100 MHz)| —
Clock high pulse Master tsckwH 0.4 0.6 tseyc
width Slave 0.4 0.6
Clock low pulse Master tsckwL 0.4 0.6 tseyc
width Slave 04 0.6
Clock rise/fall time | Output 2.70 V or higher | tgckrs — 3.3 ns
1.62 V or higher tsckf — 6.6
Input 1.62 V or higher — 1.0 us
Data input setup Master (high-speed pins)*2 tsu 2.6 — ns
time Master 2.8 —
Slave 2.70 V or higher 3.3 —
1.62 V or higher 5.3 —
Data input hold time | Master 2.70 V or higher th 7.5 — ns
1.62 V or higher 9.5 —
Slave 2.70 V or higher 3.0 —
1.62 V or higher 5.0 —
Data output delay | Master (high-speed pins)*2 top — 5.0 ns
time Master — 5.0
Slave (high | 2.70 V or higher — 15
speed pins)* 6o\ or higher — 23
Slave 2.70 V or higher — 21
1.62 V or higher — 29
Data rise/fall time | Output 2.70 V or higher | tp, tpf — 3.3 ns
1.62 V or higher — 6.6
Input — 1.0 us

Note 1. treyc: TCLK (PCLKA or SCICLK) cycle
Note 2. The listed value applies when the pins with -A appended to their names are in use.
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SCKn

tTXD

)

TXDn

trxs | trxH

A4
A

RXDn

(n =000 to 012)

\ X

Figure 2.50 RSCI Input/Output Timing: Clock Synchronous Mode
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2. Electrical Characteristics

Table 2.83 S

imple IIC Timing

Condition:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV3.
. . Test
*1
Item Symbol Min. Max. Unit Conditions
Simple IIC SSCL and SSDA input rise time tsr — 1000 ns | Figure 2.51
(Standard-mode) - 556 "ang SSDA input fall time tor — 300
SSCL and SSDA input spike pulse removal time tsp 0 4 x tpacyc
Data input setup time tspas 250 —
Data input hold time tspanH 0 —
SSCL and SSDA capacitive load Cp*2 — 400 pF
Simple IIC SSCL and SSDA input rise time tsr — 300 ns
(Fast-mode) SSCL and SSDA input fall time tor — 300
SSCL and SSDA input spike pulse removal time tsp 0 4 x tpacyc
Data input setup time tspas 100 —
Data input hold time tspaH 0 —
SSCL and SSDA capacitive load Cp*2 — 400 pF
Note 1. tpacyc: PCLKA cycle
Note 2. Cb is the total capacitance of the bus lines.
VIH A
SSDAN
Vi 7’ *Y 7A
taur
< > tscLm
—> > ! tsTas —> —tsp > <! tstos
T N
SSCLn \ V
p! s+t Tt g+t Tt p*!
tsr > tsoas
(n=000 to 012) < tspan
Note 1. S, P, and Sr indicate the following conditions. Test conditions
S: Start condition Viy=0.7 x VCC or 0.7 x VCC2,
P: Stop condition ViL=0.3 x VCC or 0.3 x VCC2,
Sr: Restart condition VoL=0.6V, lo. =6 mA
Figure 2.51 Simple IIC Bus Interface Input/Output Timing
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Table 2.84 Simple SPI Timing (1/2)
Condition:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV3.
Item VCCVCC2 | Symbol Min. Max. uniet | TS
Simple | Output clock Master 2.70 Vorhigher | tgeye |2 (TCLK <120 MHz) 65536 treye | Figure 2.52
SPI|cycle 4(TCLK> 120 MHz)| 65536
1.62 V or higher 2 (TCLK <60 MHz) 65536
4 (TCLK < 120 MHz) 65536
8 (TCLK > 120 MHz) 65536
Input clock cycle | Slave 2.70 V or higher 2 — treye
1.62 V or higher 2 (TCLK < 100 MHz) —
4 (TCLK > 100 MHz) —
Clock high pulse width tsckwH 0.4 0.6 tspeyc
Clock low pulse width tsckwL 0.4 0.6
Clock rise/fall Output 2.70 V or higher | tsckr — 3.3 ns
time 162 V or higher | 'SCKf — 6.6
Input — 1.0 us
Data input setup | Master (high-speed pins)*2 tsu -1.5 — ns | Figure 2.53,
time Master 20 — Figure 2.54
Slave 2.70 V or higher 25 —
1.62 V or higher 4.5 —
Data input hold | Master 2.70 V or higher ty 7.5 — ns
time 1.62 V or higher 9.5 —
Slave 2.70 V or higher 2.5 —
1.62 V or higher 45 —
Data output Master 2.70 V or higher top — 3.0 ns
delay time (high-speed. 465>/ or higher — 45
pins)*2
Master 2.70 V or higher — 3.5
1.62 V or higher — 5.5
Slave 2.70 V or higher — 15
é?;gsr)‘;ipeed 162 V or higher — 23
Slave 2.70 V or higher — 21
1.62 V or higher — 29
Data output hold | Master 2.70 V or higher ton -3.0 — ns
time (high-speed 65/ or higher 45 —
pins)*2
Master 2.70 V or higher -3.5 —
1.62 V or higher -5.5 —
Slave 0 —
Data rise/fall time | Output 2.70 V or higher | tp, tpf — 3.3 ns
1.62 V or higher — 6.6
Input — 1.0
SS input setup time tLEAD 1.0 — tspeyc | Figure 2.55,
SS input hold time fLac 10 — Figure 2.56
SS data riseffall time tssLr — 1.0 us
tssif
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Table 2.84 Simple SPI Timing (2/2)
Condition:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV3.
Item VCCVCC2 | Symbol Min. Max. Unit*? Test
Conditions
Simple | Slave access time 2.70 V or higher tsa — 3 X trgyc + 251 ns | Figure 2.55,
SPI 1,62 V or higher — 3 % tygy + 32°7 Figure 2.56
Slave output release time 2.70 V or higher tREL — 3 X trgye + 25*1 ns
1.62 V or higher — 3 % tygye + 321
Note 1. treyct TCLK (PCLKA or SCICLK) cycle
Note 2. The listed value applies when the pins with -A appended to their names are in use.
tspekwH tspokr tspeke
V
SCKn o
master select
output
tspokwL
< >|
tspckwH tspokr tspckr
Viy
SCKn
slave select input
tspokwL
(n =000 to 012) <
Von=10.7 x VCC or 0.7 x VCC2, Vo= 0.3 x VCC or 0.3 x VCC2,
Vih=0.7 x VCC or 0.7 x VCC2, V.= 0.3 x VCC or 0.3 x VCC2
Figure 2.52 Simple SPI Clock Timing
SCKn Zz 5\—/_%_
(CPOL = 0) 1 \ /
output
SCKn —xg /—\_‘
(CPOL = 1) / \
output N
tsu tn
SMISOn
tlar, tLDf tOH k— tOD
il 55 s
Smosin X wmssouT DATA >§ LSB OUT >< IDLE ><MSB out
utput P A “ »
(n =000 to 012)
Figure 2.53 Simple SPI Timing (Master, CPHA = 0)
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SCKn 1 /
(CPOL =0) £ 3< / /
output
SCKn I
(CPOL = 1) Y \
output \— !
tsu tH
SMISOn
tol

A5
SMOSIn MSB OUT DATA LSB OUT IDLE MSB OUT
output .«

)
(n =000 to 012)

Figure 2.54 Simple SPI Timing (Master, CPHA = 1)
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Figure 2.55

Simple SPI Timing (Slave, CPHA = 0)
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to

SSn# ZL 3
input * « F \

Y

tLeap tiac
SCKn 3 +

(CPOL =0) T K
input

A
A 4

/_
SCKn \ S \_

(CPOL = 1) % \
input §
tsa ton top tre
1

45
SMISOn MSB OUT >( DATA LSB OUT MSB OUT
output T N

¥ <_

tsu tH ch th

il\élli)sm MSBIN | DATA LSBIN MSB IN

(n = 000 to 012)

Figure 2.56 Simple SPI Timing (Slave, CPHA = 1)
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25.7.7 RSPIA
Table 2.85 RSPIA Timing (1/2)
Condition:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV3.
Item VCONCC2 | Symbol Min.*" Max.*1 Unitt | 1S
RSPIA | Clock cycle Master |3.00 V or higher tspeyc 2 4096 treye | Figure 2.57
2.70 V or higher 2 4096
1.62 V or higher 2 (TCLK < 60 MHz) 4096
4 (TCLK > 60 MHz) 4096
Slave |3.00 V or higher 2 —
2.70 V or higher 2 —
1.62 V or higher 2 (TCLK = 60 MHz) —
4 (TCLK > 60 MHz) —
Clock high pulse | Master tsPcKWH (tspeyc — tspckr — ns
width —tspckf) /2-3
Slave 0.4 — tspeyc
Clock low pulse Master tspckwL (tspeyc — tspckr — ns
width —tspckf) /2-3
Slave 0.4 — tspeyc
Clock rise/fall time | Output | 3.00 V or higher tspckr, — 1.66 ns
270V or higher | SPCKf — 3.30
1.62 V or higher — 6.60
Input — 0.1 us
Data input setup | Master |3.00 V or higher tsu -1.5 — ns Figure 2.58,
time 2.70 V or higher 0.0 — Figure 2.59
1.62 V or higher 0.0 —
Slave 25 —
Data input hold Master |3.00 V or higher ty 7.5 — ns
time 2.70 V or higher 75 —
1.62 V or higher 9.5 —
Slave |3.00 V or higher 25 —
2.70 V or higher 25 —
1.62 V or higher 5.5 —
SSL setup time Master t EaD 1 % tgpeyc — 10 8 X tgpgyc + 10 ns
Slave 5.0 — treye
SSL hold time Master tLac 1 x tgpeyc — 10 8 X tgpgyc + 10 ns
Slave 5.0 — treye
TI SSP SS input | Slave triss 25 — ns Figure 2.63,
setup time Figure 2.64
TI SSP SSinput | Slave |3.00V or higher trisH 2.5 — ns
hold time 2.70 V or higher 25 —
1.62 V or higher 5.5 —
TI SSP next- Slave trinD 2 X tyeyc + SLnpL X — ns
access time treye
TISSP master SS | Master |3.00 V or higher | trissop — 4.0 ns Figure 2.60
output delay time 2.70 V or higher — 8.0
1.62 V or higher — 8.0
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Table 2.85 RSPIA Timing (2/2)
Condition:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV3.

Item VCCNCC2 | Symbol Min.*1 Max *1 Unit*" CorTc?ifii)ns
RSPIA | Data output delay | Master |3.00 V or higher top1 — 2.5 ns Figure 2.58,
time 2.70 V or higher — 3.0 Figure 2.59
1.62 V or higher — 6.0
Master |3.00 V or higher topz — 2.5
2.70 V or higher — 2.5
1.62 V or higher — 5.0
Slave | 3.00V or higher top — 11.5*2
13.0*3
2.70 V or higher — 16
1.62 V or higher — 24
Data output hold | Master |3.00 V or higher ton -2.5 — ns
time 2.70 V or higher 25 —
1.62 V or higher -4.5 —
Slave 0.0 —
Successive Master to tspeyc + 2 X treye | 8 X tgpeyc + 2 X ns
transmission treye
delay time Slave troye —
MOSI and MISO | Output | 3.00 V or higher tor, tof — 1.66 ns
rise/fall time 2.70 V or higher — 3.30
1.62 V or higher — 6.60
Input — 1.00 us
SSL rise/fall time | Output | 3.00 V or higher tssir, — 1.66 ns
2.70 V or higher tSSLf — 3.30
1.62 V or higher — 6.60
Input — 1.00 us
Slave access time | Slave | 3.00 V or higher tsa — 20.0 ns Figure 2.61,
2.70 V or higher — 20.0 Figure 2.62
1.62 V or higher — 25.0
Slave output Slave |3.00 V or higher tREL — 20.0 ns
release time 2.70 V or higher _ 20.0
1.62 V or higher — 25.0

Note:  The pin names include either -A or -B as a sulffix to indicate the group to which the given pin belongs. Make sure that pins to be
used for a given RSPIA interface are from the same group.

Note 1. treyc: TCLK (PCLKA or SPICLK) cycle

Note 2. When the pin in use is a group-A pin

Note 3. When the pin in use is not a group-A pin
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tspckwH tspokr tspckr
V
RSPCKn o
master select
output
P tSPcyc N
tSPCKWH tSPCKr tSPCKf
Vin a A} — Viu Vin
RSPCKn N /| Sg-
slave select input 1 — N Vio
B tspekwi
"‘ tSPcyc N
(n=0to02)
Von=0.7 x VCC or 0.7 x VCC2, Vo.=0.3 x VCC or 0.3 x VCC2,
Vih=0.7 x VCCor 0.7 x VCC2, V,.=0.3 x VCC or 0.3 x VCC2

Figure 2.57 RSPIA Clock Timing

SSLn0 to I $ \ -
SSLn3 >( X X
output o 44 YIS v~
 teap tLac >«
€ > tssin t
sspon, ANV VA
output_ ——
RSPCKn ——— T\
CPOL = 1 N /—\_‘ / \
output K N
tsu ty
MISOn
tD:* th le—y ton ey top2
A ) $
ot M wssour §< DATA >§ LSB OUT >< IDLE ><MSB out
>
(n=0t02) top1
Figure 2.58 RSPIA Timing (Master, Motorola SPI, CPHA = 0)
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Figure 2.61 RSPIA Timing (Slave, Motorola SPI, CPHA = 0)
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Figure 2.63 RSPIA Timing (Slave, Tl SSP, with Inter-Frame Delay)
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2.5.7.8

XSPI

Table 2.86 XSPI Master Timing

Conditions: Capacitive load C = 15 pF,
When VCC/VCC2 = 2.7 V: The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the XSPIn_CK,

XSPIn_DS, and XSPIn_lO0 to XSPIn_IO7 pins are set for DRV6.

The driving ability select bits (PmnPFS.DSCR][3:0]) corresponding to the XSPIn_CS0#
and XSPIn_CS1# pins are set for DRV3.
When VCC/VCC2 < 2.0 V: The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the XSPIn_CK,

XSPIn_DS, and XSPIn_lO0 to XSPIn_IO7 pins are set for DRVS.

The driving ability select bits (PmnPFS.DSCR][3:0]) corresponding to the XSPIn_CS0#
and XSPIn_CS1# pins are set for DRV4.

Item VCCNCC2 | Symbol Min. Max. Unit Test
Conditions
XSPI Cycle time SDR without | 2.70 V or higher | tpgriop 16.67 — ns | Figure 2.65
master g:rf XSPIn_DS [ oo than 2.00 v 20.00 —
DDR with the XSPIn_DS pin*1 7.5 —
Clock output slew rate tsrek 0.75 — Vins
Clock duty cycle-distortion tckoep 0 0.375 ns
Clock minimum pulse width tekmPw 3.375 — ns
DS Duty cycle distortion tbspep 0 0.3 ns
DS minimum pulse width tosmPw 3.075 — ns
Data input/output slew rate tsr 1.37 — ns
Data input setup | SDR without | 2.70 V or higher tsu 8.17 — ns | Figure 2.66
time g:rf XSPIn_DS [ cos than 2.00 v 13.0 —
Data input hold SDR without the XSPIn_DS pin ty 0.5 — ns
time
Data output valid | SDR without the XSPIn_DS pin tov — 5.4 ns
time*2
Data output hold | SDR without the XSPIn_DS pin ton -5.4 — ns
time
Data output buffer | SDR without the XSPIn_DS pin tsOFF -5.4 — ns
off time
Data input setup | DDR with the XSPIn_DS pin*1 tsu -0.7 — ns Figure 2.67,
time Figure 2.68
Data input hold DDR with the XSPIn_DS pin*1 th 2.375 — ns
time
Data output valid | DDR with the XSPIn_DS pin*1 tov — tperiop/4 + 0.6 ns
time*2
Data output hold | DDR with the XSPIn_DS pin*1 ton 0.9 — ns
time
Data output buffer | DDR with the XSPIn_DS pin*1 tsOFF 0.9 — ns
off time
Time from clock low to XSPIn_CSi# low tekLesL 6 — ns | Figure 2.66,
- - . Figure 2.67
Time from XSPIn_CSi# low to clock high*3 t 6 — ’
ime from n_CSi# low to clock hig CSLCKH ns Figure 2.68
Time from clock low to XSPIn_CSi# high teckLcsH 6 — ns
Time from XSPIn_CSi# high to clock high tcsHCKH 6 — ns
Time from XSPIn_DS low to XSPIn_CSi# high tosiesH | 0-8 * tperioD — ns |Figure 2.69
Time from XSPIn_CSi# high to XSPIn_DS tristate tcsHDST — tPERIOD ns
Time when XSPIn_CSi# low to XSPIn_DS low input tcsLpsL 0 12,5 ns
*3, *4
Time from XSPIn_DS tristate to XSPIn_CSi# low tosTcsL 0 — ns
n=0,1,i=0,1
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Note 1. For products with part numbers of the form R5K574Nxx4Fx, only use this value for reference.

Note 2. COMCFG.OEASTEX =1

Note 3. LIOCFGCSx.CSASTEX =1

Note 4. When using a JESD251 Profile 1.0 memory with an external pull-down connected to the XSPIn_DS pin, you do not need to
follow this restriction.

_ trerioD R tsrek tsrek
. t 1
Single end tCKMPW tCKMPW
XSPIn_CK output / DswPw oSMPW S
XSPIn_DS input A d \ 7
tekoen
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>« > < > tsr
tsu th tsu th

XSPIn_lOm input

Vin (70%) \ /\ / \ /
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< > tsr
: ton Jltov 5
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o
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Differential Vox (max) tormm RN 70% ¥ £70% 70% X A 70%
XSPIn_CK output <€ /N >
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tekoep =+ t <
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Figure 2.65 XSPI Clock/DS Timing (n=0,1; m=0to 7)
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|
testekn tekLesH
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tov ton teore ¢
XSPIn_IOm /
/ \
Data output Data input

Figure 2.66 SDR Transmit/Receive Timing (1S-1S-1S, 1S-2S-2S, 2S-2S-2S, 1S-4S-4S, 4S5-4S-4S)
(n=0,1m=0to7;i=0,1)
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Figure 2.67 DDR Transmit/Receive Timing (4S-4D-4D, 8D-8D-8D) (n=0,1;, m=0to 7;i=0, 1)

XSPIn_CSi#
tesiesm
(XSPIN_CKN#) ~~~~~"="==="==" /Ty Yy T T Ty Ty T

XSPIn_CK J

XSPIn_DS
XSPIn_IOm

Data output Data output
DS input DS output

Figure 2.68 DDR Transmit/Receive Timing (HyperRAM write) (n=0,1;, m=0to 7;i=0,1)
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Figure 2.69 DS to CS Signal Timing (n=0,1;i=0, 1)
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Table 2.87 XSPI Slave Timing
Conditions: Capacitive load C = 15 pF,
When VCC/VCC2 = 2.7 V: The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are
set for DRVG6.
When VCC/VCC2 < 2.0 V: The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are
set for DRV8.
ltem VCCNCC2 | Symbol Min. Max. Unit Test
Conditions
XSPI Cycle time SDR without the XSPIn_DS pin tPERIOD 40 — ns | Figure 2.70
slave DDR with the XSPIn_DS pin*! 10 —
Clock output slew rate tsRrek 0.56 — Vins
Clock duty cycle-distortion tckoep 0 0.5 ns
Clock minimum pulse width tekmpw 4.5 — ns
DS Duty cycle distortion tbspeco 0 0.4 ns
DS minimum pulse width tbsmpPw 41 — ns
Data input/output slew rate 2.70 V or higher tsr 1.03 — ns
Less than 2.00 V 0.56 —
Data input setup | SDR without the XSPIn_DS pin tsu 2.5 — ns Figure 2.71
time
Data input hold SDR without the XSPIn_DS pin th 2.5 — ns
time
Data output valid | SDR without the XSPIn_DS pin tov — 14 ns
time
Data output hold | SDR without the XSPIn_DS pin ton 0 — ns
time
Data output buffer | SDR without the XSPIn_DS pin tsOFF — 2 % tperioD ns
off time
Data input setup | DDR with the XSPIn_DS pin*1 tsu 1 — ns Figure 2.72,
time Figure 2.73
Data input hold DDR with the XSPIn_DS pin*" ty 1 — ns
time
Data output skew | DDR with the XSPIn_DS pin*1 tra 0.8 — ns
time*2
Data output skew | DDR with the XSPIn_DS pin*1 traH 0.8 — ns
hold time
Data output buffer | DDR with the XSPIn_DS pin*1 tsoFF — 2 x tperioD ns
off time
Time from clock low to XSPIn_CSi# low tokLesL 6 — ns |Figure 2.71,
- - - Figure 2.72
Time from XSPIn_CSi# low to clock high t 6 — ’
ime from n_CSi# low to clock hig CSLCKH ns Figure 2.73
Time from clock low to XSPIn_CSi# high tekLcsH 6 — ns
Time from XSPIn_CSi# high to clock high tcsHCKH 6 — ns
Time from XSPIn_DS low to XSPIn_CSi# high tostcsH | 0.8 X tperioD — ns | Figure 2.74
Time from XSPIn_CSi# high to XSPIn_DS tristate tCSHDST — 2 x tPERIOD ns
Time when XSPIn_CSi# low to 2.70 V or higher | tcsipsL 0 15 ns
. 3
XSPin_DS low input Less than 2.00 V 0 19
Time from XSPIn_DS tristate to XSPIn_CSi# low tpsTesL 0 — ns
n=0,1,i=0,1
Note 1. For products with part numbers of the form R5K574Nxx4Fx, only use this value for reference.
Note 2. L15CFGO0.OEASTEX =1
Note 3. When using a JESD251 Profile 1.0 memory with an external pull-down connected to the XSPIn_DS pin, you do not need to

follow this restriction.
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Figure 2.70 XSPI Clock/DS Timing (n=0,1; m=0to 7)
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XSPIn_CSi#
XSPIn_CK { \
XSPIn_DS
tsy tu
XSPIn_IOm 4‘:%
Data input Data output
DS output

Figure 2.72 DDR Transmit/Receive Timing (4S-4D-4D, 8D-8D-8D) (n=0,1;, m=0to 7;i=0, 1)
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XSPIn_CSi#
tesiokn tesiesH
(XSPIN_CKN#) " "7777777777/ T VTV VTV VY VT VT Y T
XSPIn_CK
XSPIn_DS
XSPIn_IOm
Data input Data output
DS input DS output
Figure 2.73 DDR Transmit/Receive Timing (HyperRAM write) (n=0,1;, m=0to 7;i=0, 1)
tekiest | testekn tosLesH J tesHokn
omnsse T\ { (T
’ " ’ tesHpsT [«—p
2ty
XSPIn_CK ) Fgmg/_\ ! K;; \ \ SS__
tostost ‘ tosTest
XSPIn_DS ()() | / (S_/_\ 72\ N S— S (7"'
Figure 2.74 DS to CS Signal Timing (n=0,1;i=0, 1)
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2.5.7.9

Table 2.88

RICHS

RIICHS Timing (1) (1/2)

Conditions: VCC =1.62t01.98 VorVCC =2.70t0 3.63V,
Evaluation was with either of the following driving ability settings for the target pins, depending on the VCC voltage.

When VCC =1.62 to 1.98 V:

The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins

are set for DRV3.
When VCC =2.70to 3.63 V:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins
are set for DRV2.
Wakeup — 1 . Test
ltem Function Symbol Min. Max. Unit Conditions
RIICHS SCLHS input cycle time tscL 6(12) x tceyc + 1300 — ns |Figure 2.75
Standard-mode, - . .
(SMBus) SCLHS input high pulse width tscLH 3(6) * tyceyc + 300 — ns
ICFER.FMPE =0 | SCLHS input low pulse width tscLL 3(6) * tjiceyc + 300 — ns
SCLHS, SDAHS input rise time tsr — 1000 ns
SCLHS, SDAHS input fall time tsf — 300 ns
SCLHS, SDAHS input spike pulse tsp 0 1(4) * ticeye | NS
removal time
SDAHS input bus free time | Enabled tsur 3(6) * tjiceyc + 300 — ns
Disabled 3(6) x ticeye * —
4 x tPAcyc + 300
Start condition input hold Enabled tsTAH tiiceye + 300 — ns
time Disabled 1(5) * ticeye * tpAcye * —
300
Restart condition input setup time tstas 1000 — ns
Stop condition input setup time tstos 1000 — ns
Data input setup time tspas tiiceye + 90 — ns
Data input hold time tspaH 0 — ns
SCLHS, SDAHS capacitive load Cp*2 — 400 pF
RIICHS SCLHS input cycle time tscL 6(12) x tjiccyc + 600 — ns | Figure 2.75
Fast-mode)*3 - ; -
I(CFER.FMP)E -0 SCLHS input high pulse width tscLH 3(6) x tyiceyc + 300 — ns
SCLHS input low pulse width tscLL 3(6) x tjjceyc + 300 — ns
SCLHS, SDAHS input rise time tsy 20 x (External pull-up 300 ns
voltage/5.5 V)
SCLHS, SDAHS input fall time tst 20 x (External pull-up 300 ns
voltage/5.5 V)
SCLHS, SDAHS input spike pulse tsp 0 1(4) * tyceye | NS
removal time
SDAHS input bus free time | Enabled tsur 3(6) * tyceyc + 300 — ns
Disabled 3(6) * tiiceye * —
4 x tPAcyc + 300
Start condition input hold Enabled tsTAH tiiceye + 300 — ns
time Disabled 1(5) * ticoy * tpAcye * —
300
Restart condition input setup time tstas 300 — ns
Stop condition input setup time tsTos 300 — ns
Data input setup time tspas tiiceyc + 90 — ns
Data input hold time tspaH 0 — ns
SCLHS, SDAHS capacitive load Cp*2 — 400 pF
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Table 2.88

RIICHS Timing (1) (2/2)

Conditions: VCC =1.62t01.98 Vor VCC =2.70t0 3.63 V,
Evaluation was with either of the following driving ability settings for the target pins, depending on the VCC voltage.

When VCC =1.62 to 1.98 V:

The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins

are set for DRV3.
When VCC =2.70to 3.63 V: The driving ability select bits (PmnPFS.DSCR][3:0]) corresponding to the target pins
are set for DRV2.
Wakeup - 1 . Test
Item Function Symbol Min. Max. Unit Conditions

RIICHS SCLHS input cycle time tscL 6(12) x tjiceyc + 240 — ns |Figure 2.75
(Fast-mode PIUS) ['561 s input high pulse width tsctn | 3(6) % tigeyo * 120 — ns
ICFER.FMPE =1 | SCLHS input low pulse width tscLL 3(6) * tyiceyc + 120 — ns

SCLHS, SDAHS input rise time tsr — 120 ns

SCLHS, SDAHS input fall time tst — 120 ns

SCLHS, SDAHS input spike pulse tsp 0 1(4) X Yceye | NS

removal time

SDAHS input bus free time | Enabled tsuF 3(6) * tijceyc + 120 — ns

Disabled 3(6) X tIICcyc + —
4 x tPAcyc +120
Start condition input hold Enabled tsTAH tiiceye + 120 — ns
time Disabled 1(5) % ticeye * tpAcye * —
120

Restart condition input setup time tsTas 120 — ns

Stop condition input setup time tstos 120 — ns

Data input setup time tspas tiiceye + 30 — ns

Data input hold time tspaH 0 — ns

SCLHS, SDAHS capacitive load Cp*2 — 550 pF

Note:  The pin names include either -A or -B as a suffix to indicate the group to which the given pin belongs. Make sure that pins to be

used for a given RIICHS interface are from the same group.

Note:  tyceyc RIICHS internal reference clock (IIC@) cycle; tpacyc: PCLKA cycle
Note 1. Numbers enclosed in parentheses are for the case where the ICFER.NFE bit is set to 1, enabling the digital filter, and the
ICMR3.NF[1:0] bits are set to 11b.
Note 2. C,, is the total capacitance of the bus lines.
Note 3. These electrical characteristics are only guaranteed when pins with the suffix -A, indicating the group name, as part of the pin
name are in use.
Vi A
SDAHSNn
Vi 7 N\ ,A
taur
< > tscLm
—> —> < tstas —> <t < tstos
T A
SCLHSn \ \
p! g1 - s I p+!
tsr —> tspas
< tspan
Note 1. S, P, and Sr indicate the following conditions. Test conditions
S: Start condition Vih=0.7 xVCC, V,_.=0.3 xVCC
P: Stop condition VoL =06V, lo. =6 mA
Sr: Restart condition
Figure 2.75 RIICHS Bus Interface Input/Output Timing (n =1, 2)
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Table 2.89

RIICHS Timing (2)

Conditions: VCC =1.65t01.95V or VCC =2.97 to 3.63 V,
Evaluation was with either of the following driving ability settings for the target pins, depending on the VCC voltage.

When VCC =1.65t0 1.95V:

The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins

are set for DRV3.
When VCC =2.97 to 3.63 V: The driving ability select bits (PmnPFS.DSCR][3:0]) corresponding to the target pins
are set for DRV2.
Item capalz:ci)tz(rj]ceQ Symbol Min.*1 Max.*1 Unit Cor-:-c?ifitons
RIICHS SCLHS input cycle time tscL 46(48) * tcyc — ns |Figure 2.76
ng'E”;‘:fQME _, | scLrs input high puise width [C, =400 pF | tsoin | 29(30) * tigeye — ns
Cp =100 pF 13(14) * tceye —
SCLHS input low pulse width Cy, =400 pF tscLL 69(70) * tiiceyc — ns
Cp = 100 pF 33(34) * ticeye —
SCLHS input rise time Cy, =400 pF tsrcL — 80 ns
Cp, = 100 pF — 40
SDAHS input rise time Cy, =400 pF tsroa — 160 ns
Cp, =100 pF — 80
SCLHS input fall time Cy, =400 pF tsicL — 80 ns
Cp, =100 pF — 40
SDAHS input fall time Cy, =400 pF tsioa — 160 ns
Cp = 100 pF — 80
SCLHS, SDAHS input spike pulse removal time tsp 0 1(1) * tyceye | NS
Restart condition input setup time tsTas 40 — ns
Stop condition input setup time tstos 40 — ns
Data input setup time tspas 10 — ns
Data input hold time C, =400 pF tspaH 0 150 ns
Cy, = 100 pF 0 70
SCLHS, SDAHS capacitive load Cp*2 — 400 pF
Note:  The pin names include either -A or -B as a suffix to indicate the group to which the given pin belongs. Make sure that pins to be

used for a given RIICHS interface are from the same group.

Note:
Note 1.

ICMR3.NF[1:0] bits are set to 11b.

Note 2.

C,, is the total capacitance of the bus lines.

ticeyc: RIICHS internal reference clock (IIC¢) cycle
Numbers enclosed in parentheses are for the case where the ICFER.NFE bit is set to 1, enabling the digital filter, and the
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1 | 1 1

1 | « 1 ]
P - A\ A\ L o7 xvee
SDAHSN r N X A LA 0.3 x VCC
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Fo N [\ . [N LN

| | | l

! : tsoan —» tsTos : :

T, | T I

! l— tspas ! '

| 1 |

| I I
! — — ! — 0.7 xvce
SCLHSn ! / \ ! | oaxvee

—> [« tsrcL
tsicL —»| |
tsoLn tsce tsoLL tsoLn
J = MCS current source pull-up
f = Rp resistor pull-up

Figure 2.76 RIICHS Bus Interface Input/Output Timing (Hs-mode) (n = 1, 2)
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25710 RI3C
Table 2.90 RI3C Timing (12C mode) (1) (1/2)
Conditions: VCC =1.65t01.98 V, or VCC =2.70t0 3.63 V
ltem ¥\l’] f\t‘;‘;ﬁ Symbol Min.*1 Max.*1 Unit Cor-:-c?ifi:)ns
12C mode SCL input cycle time tscL | 10(18) * ti3ccyc + 1300 — ns | Figure 2.77
(Ssl\t/laé‘f:)rd'mde‘ SCL input high pulse width tson | 5(9) * tizgeye * 300 — ns
ICFER.FMPE =0 | SCL input low pulse width tscLL 5(9) * tizceyc + 300 — ns
SCL, SDA input rise time tsr — 1000 ns
SCL, SDA input fall time tsr — 300 ns
SCL, SDA input spike pulse removal time tsp 0 1(4) * ti3ceye | NS
SDA input bus free time Enabled tsur 5(9) * ti3ccyc + 300 — ns
Disabled 5(9) * tizceye * —
4 % trgyc + 300
Start condition input hold | Enabled tsTAH tizceye + 300 — ns
time Disabled 1(5) * ti300y0 * troyo * —
300
Restart condition input setup time tsTas 1000 — ns
Stop condition input setup time tstos 1000 — ns
Data input setup time tspas ti3ceye + 90 — ns
Data input hold time tspaH 0 — ns
SCL, SDA capacitive load Cp*2 — 400 pF
12C mode SCL input cycle time tscL 10(18) x ti3ccyc *+ 600 — ns |Figure 2.77
(Fastmode)s o Gl high pulse width teor | 5(9) % tacor + 300 _ ns
ICFER.FMPE =0 Y
SCL input low pulse width tscLL 5(9) x ti3ccyc + 300 — ns
SCL, SDA input rise time tsr 20 300 ns
SCL, SDA input fall time tst 20 x (External pull-up 300 ns
voltage/3.6 V)
SCL, SDA input spike pulse removal time tsp 0 1(4) * ti3ceye | NS
SDA input bus free time Enabled tsuF 5(9) x ti3ccyc + 300 — ns
Disabled 5(9) * tizceye * —
4 % tgye + 300
Start condition input hold | Enabled tsTAH ti3ceyc + 300 — ns
time Disabled 1(5) * ti3coyo * troye * _
300
Restart condition input setup time tsTas 300 — ns
Stop condition input setup time tstos 300 — ns
Data input setup time tspas ti3ceyc 90 — ns
Data input hold time tspaH 0 — ns
SCL, SDA capacitive load Cp*2 — 400 pF
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Table 2.90 RI3C Timing (I2C mode) (1) (2/2)
Conditions: VCC =1.65t01.98V, or VCC =2.701t0 3.63V
Item r{;ﬁiﬂ Symbol Min.*1 Max.*1 Unit Coth?ifiLns
I2C mode SCL input cycle time tscL 10(18) x ti3ceyc + 240 — ns |Figure 2.77
(Fast-mode PIUS) I'sGL input high pulse width tsotn | 5(9) * tiageyo * 120 — ns
ICFER.FMPE =1 | SCL input low pulse width tscLL 5(9) x tizceyc + 120 — ns
SCL, SDA input rise time tsr — 120 ns
SCL, SDA input fall time tsf 20 x (External pull-up 120 ns
voltage/3.6 V)
SCL, SDA input spike pulse removal time tsp 0 1(4) * ti3ceye | NS
SDA input bus free time Enabled tsur 5(9) * tiaceyc + 120 — ns
Disabled 5(9) * tizceye * —
4 % trgyc+ 120
Start condition input hold | Enabled tsTAH tizceye + 120 — ns
time Disabled 1(5) * ti30oy0 * troyo * _
120
Restart condition input setup time tsTas 120 — ns
Stop condition input setup time tstos 120 — ns
Data input setup time tspas tizceye + 30 — ns
Data input hold time tspaH 0 — ns
SCL, SDA capacitive load Cp*2 — 550 pF

Note:  The pin names include either -A or -B as a suffix to indicate the group to which the given pin belongs. Make sure that pins to be
used for the RI3C interface are from the same group.
Note:  tj3ceyc: 13C internal reference clock (13C¢) cycle; treyc: TCLK cycle
Note 1. Numbers enclosed in parentheses are for the case where the INTCL.DNFE bit is set to 1, enabling the digital filter, and the
INTCL.DNFS[3:0] bits are set to 0011b.
Note 2. C,, is the total capacitance of the bus lines.
Note 3. These electrical characteristics are only guaranteed when pins with the suffix -A, indicating the group name, as part of the pin
name are in use.
Vin A
SDA00
Vi T N\ AN
taur
< > tsoLn
—> g < tstas —> <t < tstos
\ —-
SCL00 \ v
P*1 3*1 Tt SI'*1 I P*1
tsr —> tspas
< tspan
- . - Test conditions
Note 1. 21 giaar?goirdlirt}gfate the following conditions. Vi = 0.7 x VGG, V). = 0.3 x VCC
P Stop condition VoL =0.6V, lo. = 6 mA (ICFER.FMPE = 0)
Sr: Restart condition VoL =0.4V, lo. = 15 mA (ICFER.FMPE = 1)
Figure 2.77 12C Bus Interface Input/Output Timing
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Table 2.91 RI3C Timing (I2C mode) (2)
Conditions: VCC =1.65t01.95V, or VCC =2.97 t0 3.63 V

ltem Capa';‘i’t:]ice*z Symbol Min.*1 Max.*" Unit CorT;fitc;ns
I2C mode SCL input cycle time tscL 46(48) * ti3ceyc — ns |Figure 2.78

fgf:E";’dH‘gl\jE _ , | SCLinput high puise widtn Ch=400pF | tsoin | 29(30) % taceye — ns
Cp = 100 pF 13(14) * ti3ceye —

SCL input low pulse width Cy, =400 pF tscLL | 69(70) * tizceyc — ns
Cp = 100 pF 33(34) * ti3ceyc —

SCL input rise time Cy, =400 pF tsrcL — 80 ns
Cp = 100 pF — 40

SDA input rise time Cy, =400 pF tsroa — 160 ns
Cp =100 pF — 80

SCL input fall time Cy, =400 pF tsicL — 80 ns
Cp =100 pF — 40

SDA input fall time Cy, = 400 pF tsoa — 160 ns
Cp = 100 pF — 80

SCL, SDA input spike pulse removal time tsp 0 1(1) * izceye | NS

Restart condition input setup time tsTas 40 — ns

Stop condition input setup time tstos 40 — ns

Data input setup time tspas 10 — ns

Data input hold time C, =400 pF tspaH 0 150 ns
Cp = 100 pF 0 70

SCL, SDA capacitive load Cp*2 — 400 pF

Note:  ti3ceye: 13C internal reference clock (13Ce) cycle

Note 1. Numbers enclosed in parentheses are for the case where the INTCL.DNFE bit is set to 1, enabling the digital filter, and the
INTCL.DNFSJ[3:0] bits are set to 0011b.

Note 2. Cy, is the total capacitance of the bus lines.

Note 3. These electrical characteristics are only guaranteed when pins with the suffix -A, indicating the group name, as part of the pin
name are in use.

L s is, Pl

! ! tsioa ! !

tsma :_’ ‘_: ol e : l l :

I I | I

I I « ] i
— T\ | \ \ i \ TN T e

SDAOO PN X / LA
v A ] N osrvee
i * ' e

| | tspan —» tstos | 1

ik N |

| «— tspas ' |

| L
SCL00 i - 7\ i i 0.7 xVCC
| i P W o oenvee

e | T

tsroL l—
tsotn tscwL tsoe I tsotn
J = MCS current source pull-up
f = Rp resistor pull-up
Figure 2.78 12C Bus Interface Input/Output Timing (Hs-mode)
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Table 2.92 RI3C Timing (Open-Drain Timing Parameters)
Conditions: VCC =1.65t01.95V, or VCC =2.97 t0 3.63 V
ltem ltem vVCe Symbol Min. Max. Unit Test
Conditions
I3C mode | SCL clock low period tLow_op 200*1.*2 — ns | Figure 2.80
(Open-drain
timin toic_op_L tLow_opmin * —
9 t .
parameter) fDA_ODmin
SCL clock high period tHiGH — 41*3,*4 ns |Figure 2.79
toig_H — thigH * ter
SDA signal fall time tioa_ob tcr 12 ns |Figure 2.80
SDA data setup time open | 3.00 V or higher tsu_op 12 — ns | Figure 2.80,
drain mode 1651t01.95V 18 — Figure 2.81
Clock after START (S) condition tcas 38.4 ns*S ENASO: 1 us — | Figure 2.80
ENAS1: 100 us
ENAS2: 2 ms
ENAS3: 50 ms*6
Clock before STOP (P) condition tcep tcasmin/2 — s | Figure 2.82
Current controller to secondary controller tcrRHPOVerlap tpic_ob_Lmin — ns |Figure 2.83
overlap time during handoff
Bus available condition tAVAL 17 — pus |—
Bus idle condition tioLE 1 — ms |—
Time internal where new controller not tNEWCRLock tAVALmin — us | Figure 2.83
driving SDA low

Note:  This table only applies when pins with the suffix -A, indicating the group name, as part of the pin name are in use.

Note 1. This is approximately equal to t; oywmin * tbs_opmin * trpa_obtyp * tsu_obmin-

Note 2. The controller may use a shorter low period if it knows that this is safe, i.e., that SDA is already above V.

Note 3. This value is based on tgp|kg, rise and fall times, and interconnects.

Note 4. This maximum high period may be exceeded if the signal can be safely verified by legacy 12C devices or if interconnect
limitations are taken into consideration (such as short bus lengths). If this maximum value cannot be guaranteed by the product
specifications, change this value and specify that it cannot be used on mixed buses.

Note 5. On a legacy bus where 12C devices need to see start, the tcag Min value is further constrained.

Note 6. Targets that do not support the optional ENTASx CCCs shall use the tcpg Max value shown for ENTAS3

Note 7. On a mixed bus with Fm legacy 12C devices, taya is 300 ns shorter than the Fm bus free condition time (tgyF)

tHIGH tCF tLOW
0.7xVCC
0.3xVCC
tCR tDIG_H tDIG_L
Figure 2.79 tDIG_H and tDlG_L
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trpa_op
tDSfOD tSUfOD
0.7 x VCC
SDA00
0.3 xVCC
trpa_op
0.7 x VCC
SCLO00
0.3 xVCC
teas ter tLow op ter
Figure 2.80 RI3C Start Condition Timing
. . . SDR transfer
- ! Al W W A W | [ T 770 | » 0.7 x VCC
"\ ¢ ; ! { :
SDA0O E\\: £ A6 \7 A5\ . \ A0 \Rnw ACK [ D7] D6} | Do} ACK > 03 x VOO
1
1 0.7 x VCC
1 0.3 xVCC

= Open-drain pull-up class

Transition from
open-drain to

SCL clocks are shown identical for OD and PP
even though they differ substantially

from SCL edges

_/_ = High speed active push-pull drive push-pull
- / » 0.7 x VCC
SDA0O RnW | Ack D7 ! D6 03 % vee
/ | [ \ g
% \ / » 0.7 x VCC
CR_SDA | \\ / X\ 03 voo
| I :
7. 1 \_:' » 0.7 x VCC
TGT_SDA £ \ L A » 0.3xVCC
e —d j' ................... S I T
\ \ / \ / » 0.7 x VCC
SCLO0O s \/ c9 \ I / c2 05 x Voo
! 3 X
Timing parameters - Open-drain or \_— ‘—/
used " Open-drain . Push-pull Push-pull Push-pull
‘tsco tsu_op tsco tsupe
Note:  Open-drain: Controller releases SDA after a suitable delay

= Active drive by controller or target

Push-Pull:

Note 1. tsco is depicted for informative purposes only.

Controller drives SDA after a suitable delay
from SCL edges

= Open-drain pull-up class by controller

= Hi-Z by target

Figure 2.81

RI3C Data Transfer — ACK by Target
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\ / 0.7 xVCC
SDAOQO
\ 0.3 xVCC
\ 0.7 xVCC
SCLOO0
\ 0.3 xVCC
ter tcep
Figure 2.82 RI3C Stop Condition Timing
SDAOD AS \e” AS . 0axvee
X :
ad \ » 0.7 xVCC
NCR_SDA o » 0.3xVCC
7 A :
_______ ——_———a
oo ===\ _emTTTmmm s Rl it
. ., — » 0.7 x VCC
CCR_SDA ! / v » 0.3xVCC
| P . 2 .
PEQEQHPEPEN 5 MY [
/ / \ / » 0.7 xVCC
NCR_SCL ¥ / \ / » 0.3xVCC
_____ / 7/ ___ /
T N SN S
7 \ 7 » 0.7 x VCC
CCR_SCL 3 ¥ \ y. > 03xVCC
| , | S, ’
SCL0O / 1\ / 8'; ) 388
Timing parameters - : tNEwCRLock
used CRHPOVerlap . o
_tsco | _ teas Open-drain 3pgﬂsﬁr_?:” Open-drain 8p§38ﬁr_zt‘u
Note:  Controller releases or drives SDA after a suitable Active drive by controller
delay from SCLedges ~ ceeeeeee Open-drain class pull-up by controller
= === Hi-Z by controller
Figure 2.83 RI3C Output Timing
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Table 2.93 RI3C Timing (Push-Pull Timing Parameters for SDR)
Conditions: VCC =1.65t01.95V, or VCC =2.97 t0 3.63 V
ltem Item vCe Symbol Min. Max. Unit COI;fitons
I3C mode SCL clock frequency fgoL 1 0.01 12.5 MHz | —
Ei';:flg'p“" SCL clock low period | 3.00 V or higher | t.ow 24 — ns | Figure 2.80
parameters 1.65t01.95V 24 —
for SDR) 3.00 V or higher toe 1 32 —
1.65t0 1.95V ' 32 —
SCL clock high period for | 3.00 V or higher | tyigH_mixeD 24 — ns |Figure 2.80
mixed bus*3 16510 1.95 V 24 —
3.00 V or higher | tpig_H_mixED 32 45
1.65101.95V 32 45
SCL clock high period 3.00 V or higher tHiGH 24 — ns |Figure 2.80
1.65t01.95V 24 —
3.00 V or higher tpig_H*2 32 —
1.65t01.95V 32 —
Clock in to data out for target tsco — 12 ns |Figure 2.84
SCL clock rise time tcr — 150 x 1 ffgc *®| ns | Figure 2.80
SCL clock fall time tcr — 150 x 1 ffge *® | ns
SDA signal data hold in push-pull mode tip pp*® | tcr * 3", top + 34 — ns | Figure 2.84
(Controller)
SDA signal data hold in push-pull mode 0 — Figure 2.85
(Target)
SDA signal data setup in | 3.00 V or higher tsu_pp 12 N/A ns | Figure 2.86
push-pull mode 16510 1.95 V 18 N/A
Clock after repeated start (Sr) tcasr tcASmin N/A ns |Figure 2.87
Clock before repeated start (Sr) tcesr tcasmin/2 N/A ns
Capacitive load per bus line (SDA/SCL) Cp*? — 50 pF |—

Note:

Note 1.
Note 2.
Note 3.

do not interpret I13C signals as valid 12C signals.

Note 4.

and tcr + 3 for rising edge clocks.

Note 5.
Note 6.
Note 7.

The upper limit is 60 ns.
The hold time parameter is referred to as typ spr in SDR mode.
Cy, is the total capacitance of the bus lines.

This table only applies when pins with the suffix -A, indicating the group name, as part of the pin name are in use.

fscL =1 (tpig_L * toig_H)
tpig_L and tpig_p are the clock low and high periods as seen at the receiver end of the I3C bus using V_and V.
In communication with an I13C device on a mixed bus, the tpig_H_mixep Period must be constrained to ensure that 12C devices

As both edges are used, the hold time must be satisfied for the respective edges, for example, tcg + 3 for falling edge clocks,
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\ 0.7 x VCC
SDA00O
/ 0.3 xVCC
thp_pp tsu_pp
0.7 x VCC
SCLO00
0.3 x VCC
4_
tCF tCR
Figure 2.84 I3C Current Controller Output Timing
0.7 x VCC
SDAO00
0.3 xVCC
tsco tsu_pp
> -
0.7 x VCC
SCLO0
0.3 xVCC
4_
ter ter
Figure 2.85 13C Secondary Controller Output Timing
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SDA00

SCLO00

0.7 xVCC

0.3 xVCC

tsu_pp |

>

-

tho_spr

0.7 xVCC

0.3 xVCC

Figure 2.86 Current Controller SDR Timing
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Repeated
start (Sr) Stop (P)
o £
\Vi \Vi \/ \/ T \ Ja » 0.7 xVCC
SDAQO { o7 D6 | f b1 ] \T / .
A\ A\ N\ N\ / \ / 0.3 xVCC
[\ — ) — » 0.7 x VCC
SCLO00 Jco\ [\ [ | [cs)\ . 0.3 x VOO
R | | | | :
N
f = High speed active push-pull drive
Repeated
start (Sr) Stop (P)
T N TN
/ [ > 0.7 xVCC
SDA0O / /
/ / » 0.3 xVCC
": / / » 0.7 xVCC
CR_SDA /
f / / » 0.3 xVCC
e oy S
= » 0.7 xVCC
TGT_SDA \ v
/ » 0.3 xVCC
* R S RN dda
/ » 0.7 x VCC
SCL00 C9 /
» 0.3 xVCC
- toesr | ] | o Tcasr,
i N o S S
Note:  Srimmediately followed by P is illegal for 1°C devices, Active drive by controller or target = = = Hi-Z by controller
however many devices are not adversely affected by it.
The condition is not illegal for I3C devices. =seeeses Open-drain class pull-up by controller =« « = Hi-Z by target
Figure 2.87 T-Bit When Controller Ends Read with Repeated Start and Stop
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25.7.11 SSIE
Table 2.94 Expansion Serial Sound Interface Timing
Condition:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV2.
Item VCCNCC2 Symbol |  Min. Max. | Unit COJ;‘;LnS
AUDIO_CLK, |Cycle 2.70 V or higher tExeye 20 — ns Figure 2.88
GTIOC14A 1.65 V or higher 40 —
High/low level texL/texn 0.4 0.6 tExeye
SSIBCKn Cycle Master to 80 — ns Figure 2.89
Slave t) 80 —
Output clock high level Master the 0.35 — to
Output clock low level t e 0.35 —
Input clock high level Slave the 0.35 — t)
Input clock low level tc 0.35 —
Output clock rise time Master trRc — 0.15 to
Output clock fall time trc — 0.15
Input clock rise time Slave trc — 0.15 f)
Input clock fall time trc — 0.15
SSILRCKn, Input setup time Master 2.70 V or higher tsr 12 — ns Figure 2.90,
22:&%’; 1.65 V or higher 24 — Figure 2.91
Slave 12 —
Input hold time Master tHrR 8 — ns
Slave 15 —
Output delay time Master 2.70 V or higher totr -10 5 ns
1.65 V or higher -10
Slave 2.70 V or higher 0 20
1.65 V or higher 0 25
Output delay time from Slave 2.70 V or higher toTRW — 20 ns Figure 2.92
when an SSILRCKO 1.65 V or higher — 25
signal is changed*’
n=0,1

Note 1. The SSIE has a single path for transmission in slave mode. To generate the data for transmission, the signals input through the
SSILRCKn pin through the abovementioned path are used. After that, the data for transmission proceed to be used as the

logical outputs to the SSITXDn pin.

GTIOC14A,
AUDIO_CLK 1/2VCC
(input)
texe texr
Figure 2.88 Clock Input Timing
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the tre trc

tic
SSIBCKn

to, ti

(n=0,1)

Figure 2.89 SSIE Clock Input/Output Timing

SSIBCKn ZZ 5
(input or output)
SSILRCKn (input),

SSIRXDn (input)

tsr thr

SSILRCKn (output),
SSITXDn (output)

(n=0,1)
totr

Figure 2.90 Transmission and Reception Timing for the SSIE Data When the SSICR.BCKP Bit is 0

SSIBCKn S
(input or output) N /
SSILRCKn (input),

SSIRXDOnN (input)

tsr thr

SSILRCKn (output),
SSITXDn (output)

(n=0,1)
tDTR

Figure 2.91 Transmission and Reception Timing for the SSIE Data When the SSICR.BCKP Bit is 1
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p
SSILRCKn (input) §<

y
SSITXDn (output) X
K

»
>

A

(n=0,1) totrRw

MSB bit output timing in slave transmission from SSILRCKn with the settings
of DEL =1, SDTA =0, or DEL = 1, SDTA = 1, SWL[2:0] = DWL[2:0]

Figure 2.92 Output Delay of the SSIE Data from When an SSILRCKn Signal is Changed
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25712 SD/MMC Host Interface

Table 2.95 SD/MMC Host Interface Timing

Conditions: VCC =1.70t0 1.95V, or VCC =2.70t0 3.63 V
Evaluation was with either of the following driving ability settings for the target pins, depending on the VCC voltage.
When VCC = 1.70 to 1.95 V: The driving ability select bits (PmnPFS.DSCR][3:0]) are set for DRV6.
When VCC = 2.70 to 3.63 V: The driving ability select bits (PmnPFS.DSCR[3:0]) are set for DRV3.

Item VCCVCC2 Symbol Min. Max. Unit Co;:ifigns
SDHI | SDCLK clock cycle tspeyc 20 — ns | Figure 2.93
SDCLK clock high level width tspwH 6.5 — ns
SDCLK clock low level width tspwi 6.5 — ns
SDCLK clock rising time 2.70 V or higher tspLH — 3 ns
1.70Vt01.95V — 4
SDCLK clock falling time 2.70 V or higher tspHL — 3 ns
1.70Vto 1.95V — 4
SDCMD/SDDAT output data delay 2.70 V or higher tspobpLy -7 4 ns
1.70Vt0o 1.95V -7 7
SDCMD/SDDAT input data setup time tspis 4.5 — ns
SDCMD/SDDAT input data hold time tspiH 1.5 — ns

Note:  The pin names include either -A or -B as a suffix to indicate the group to which the given pin belongs. Make sure that pins to be
used for the SD/MMC host interface are from the same group.
Note:  If SDO_DAT4-B to SDO_DAT7-B are used, characteristics above is guaranteed only when VCC = VCC2.

P tSDcyc o
otsowe || fsown
SDO_CLK / ' /
(output) t tsoLH
SPHL P! tspopLy(max) T tspobLy(min.)
«— <>
SDO_CMD/SDO_DATm
(output)
tspis |«»lep| tsoiH
SDO_CMD/SDO_DATm
(input)
m=0to7
Figure 2.93 SD/MMC Interface Input/Output Signal Timing
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2.5.7.13 PDC

Table 2.96 PDC Timing
Condition:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV2.

. . Test
*1
Item Symbol Min. Max. Unit Conditions
PDC | PIXCLK input cycle time tpixcyc 37 — ns | Figure 2.94
PIXCLK input high pulse width tPixH 10 — ns
PIXCLK input low pulse width trixL 10 — ns
PIXCLK rising time tpixr — 5 ns
PIXCLK falling time tpixf — 5 ns
PCKO output cycle time tpckeye 2 x tpgeyc — ns | Figure 2.95
PCKO OUtpUt hlgh pulse width tPCKH (tPCKcyc - tPCKr - tPCKf)/Z -3 —_ ns
PCKO output low pulse width tPCKL (tPCKcyc - tPCKr - tpCKf)/z -3 — ns
PCKO rising time teckr — 5 ns
PCKO falling time tpeks — 5 ns
VSYNC/HSYNC input setup time tsyncs 10 — ns | Figure 2.96
VSYNC/HSYNC input hold time tsynCH 5 — ns
PIXD input setup time trixDs 10 — ns
PIXD input hold time tPIXDH 5 — ns
Note 1. tpgcyc: PCLKB cycle
W trixeye N
t | |qtens
PIXCLK input
teixe
Figure 2.94 PDC Input Clock Timing
P trckeye |
t _<_tE’CKl
PCKO pin output
teekL
Figure 2.95 PDC Output Clock Timing
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1 1
tsmcs:d—bi H
VSYNC A H
] ! :
] 1
tsvncs HE—P
HSYNC ) H
' 1
] | ]
trixos :4—”4—’: trixoH
PIXD? to PIXDO i 9( X

Figure 2.96 PDC AC Timing
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2.5.7.14 HRPWM

Table 2.97 HRPWM Timing
Item Symbol Min. Typ. Max. | Unit Cog;:gns
HRPWM | Input frequency (fiy) teye 80 — 200 MHz
Resolution — 1/64 — — teye | fin> 160 MHz
1/128 — — finy < 160 MHz
DNL*1 — — 2.0 — LSB

Note 1. The value is that difference from code to code normalized by the resolution (1 LSB).

2.5.7.15 CANFD/CANFDG

Table 2.98 CANFD/CANFDG Timing
Conditions: When VCC/VCC2 = 2.7 V: The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are

set for DRV1.
When VCC/VCC2 = 1.62 V: The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are

set for DRV2.

. . Test
Item Symbol Min. Max. Unit Conditions
Internal delay time tNoDE — 50 ns Figure 2.97
MCU
Internal output delay time (tycrx))
AL
-
ll:l CTX0
CAN FD Module
CRXO0
< <J—o<—
J
v
Internal input delay time (tycrx))
tnope = tactx) + tacrx)
Figure 2.97 Definition of Internal Delay Time
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2.5.7.16

Table 2.99
Conditions:

ESWM

ESWM Timing (RMII)

VCC=27t036V

The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the ETO_MDC and ETO_MDIO pins are set for
DRV2.

The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to pins other than ETO_MDC and ETO_MDIO are
set for DRV3.

ltem Symbol Min. Max. Unit Co;;fi:ms

ESWM RMII0_REF50CK cycle time Tek 20 — ns Figure 2.98
(RMi) RMII0_REF50CK frequency — — 50 + 100 ppm MHz

RMII0_REF50CK duty — 35 65 %

RMII0_REF50CK riseffall time Teokr ! Teks 0.5 3.5 ns

RMII0_xxxx*1 output delay time Teo 25 15 ns

RMII0_xxxx*2 setup time Teu 3 — ns

RMII0_xxxx*2 hold time Thd 1 — ns

RMIIO_xxxx*1: *2 rise/fall time T/ T¢ 0.5 4 ns

Note:  The pin names include either -A or -B as a suffix to indicate the group to which the given pin belongs. Make sure that pins to be
used for the ESWM are from the same group.

Note 1. RMIIO_TX_EN, RMIIO_TXD1, RMII0O_TXDO

Note 2. RMII0O_CRS_DV, RMII0_RXD1, RMII0_RXDO0, RMII0_RX_ER

RMIIO_REF50CK

< Tco > < Tsu > < Thd 3
Tr_> Tf <
70%
*1
RMIIO_xxxx so AN Lo N
30% — |
Note 1. RMIIO_TX_EN, RMII0_TXD1, RMII0_TXDO0, RMII0O_CRS_DV, RMII0_RXD1, RMII0_RXDO0, RMII0_RX_ER

90%

50%

10%

Figure 2.98 Timing with the RMII0_REF50CK and RMII Signals
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Table 2.100
Conditions:

ESWM Timing (MIl)

The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the ETO_MDC and ETO_MDIO pins are set for

DRV2.

The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to pins other than ETO_MDC and ETO_MDIO are

set as follows.
With only the Ml in use:

The driving ability select bits (PmnPFS.DSCR][3:0]) are set for DRV2 and VCC is in the range from 2.7 to 3.6 V.

With both the MIl and GMII in use:

When VCC = 2.3 to 2.7 V: The driving ability select bits (PmnPFS.DSCR[3:0]) are set for DRV7.
When VCC = 3.0 to 3.6 V: The driving ability select bits (PmnPFS.DSCR[3:0]) are set for DRV6.

Item Symbol Min. Max. Unit Cor-:c';fitons
ESWM ETO_TX_CLK cycle time treye 40 — ns |—
(M) ETO_TX_EN output delay time treENd 1 20 Figure 2.99
ETO_ETXDO to ETO_ETXD3 output delay time tMTDd 1 20
ETO_TX_ER output delay time treRd 1 20 Figure 2.100
ETO_RX_CLK cycle time tTReye 40 — —
ETO_RX_DV setup time tRDVs 10 — Figure 2.101
ETO_RX_DV hold time trRovh 10 —
ETO_ERXDO to ETO_ERXD3 setup time tMRDs 10 —
ETO_ERXDO to ETO_ERXD3 hold time tMRDh 10 —
ETO_RX_ER setup time tRERS 10 —
ETO_RX_ER hold time tRERN 10 —
ESWM ETO_TX_CLK cycle time treye 40 — ns |—
(Mil MAC- ETO_TX_EN output delay time trend 10 20 Figure 2.99
to-MAC)
ETO_ETXDO to ETO_ETXD3 output delay time tMTDd 10 20
ETO_TX_ER output delay time tTERd 10 20 Figure 2.100
ETO_RX_CLK cycle time trReye 40 — —
ETO_RX_DV setup time tRDVs 13 — Figure 2.101
ETO_RX_DV hold time trRovh 0 —
ETO_ERXDO to ETO_ERXD3 setup time tMRDs 13 —
ETO_ERXDO to ETO_ERXD3 hold time tMRDhA 0 —
ETO_RX_ER setup time tRERs 13 —
ETO_RX_ER hold time tRerN 0 —

Note:  The pin names include either -A or -B as a suffix to indicate the group to which the given pin belongs. Make sure that pins to be
used for the ESWM are from the same group.

E

ETO_TX_CLK

(pEpipNpipipipipiylippipipipipiyiph

tutod

e

(N

TO_ETXDO to
ETO_ETXD3

Preamble

tTENd
ETO_TX_EN S
—»

SFD X

DATA

4L

CRC

X

Figure 2.99 MIl Transmission Timing (Normal Operation)
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ETO_TX_ER

trerd trerd

Figure 2.100 ETO0_TX_ER Output Timing

ETO_RX_CLK SS me
tRDVs' < —» Seoun
ETO_RX_DV ;f \ / S
Th— — > - :tMRDh
ETO_ETRDO to >< Preamble  YSFO CX:X:X DATA \ >< CRC ><
ETO_ETRD3 J} i
ETO_RX_ER ( |
) )

Figure 2.101 MIl Reception Timing (Normal Operation)
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Table 2101  ESWM Timing (GMII)

Conditions: The driving ability select bits (PmnPFS.DSCR][3:0]) corresponding to the ETO_MDC and ETO_MDIO pins are set for
DRV2.
The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to pins other than ETO_MDC and ETO_MDIO are
set as follows.
When VCC = 2.3 to 2.7 V: The driving ability select bits (PmnPFS.DSCR[3:0]) are set for DRV7.
When VCC = 3.0 to 3.6 V: The driving ability select bits (PmnPFS.DSCR[3:0]) are set for DRV6.

. . Test
Item Symbol Min. Max. Unit Conditions

ESWM ETO_GTX_CLK frequency trreq | 125—100ppm | 125 + 100ppm | MHz | Figure 2.102,
(GMI) " TETo_GTX_CLK cycle tPERIOD 75 8.5 ns | Figure 2.103

ETO_RX_CLK cycle tPERlOD 7.5 — ns

ETO_GTX_CLK, ETO_RX_CLK high pulse width tHiGH 25 — ns

ETO_GTX_CLK, ETO_RX_ CLK low pulse width tLow 2.5 — ns

ETO_GTX_CLK, ETO_RX_CLK rising time tr — 1 ns

ETO_GTX_CLK, ET0_RX_CLK falling time te — 1 ns

Slew rate of ET0_GTX_CLK and ET0_RX_CLK — 0.6 — V/ns

(during rising)*1

Slew rate of ETO_GTX_CLK and ET0_RX_CLK — 0.6 — V/ns

(during falling)*1

Setup time of ETO_TXD, ETO_TX_EN, and tseTup 2.5 — ns

ETO_TX_ER relative to ETO_GTX_CLK

Hold time of ETO_TXD, ETO_TX_EN, and tHoLD 0.5 — ns

ETO_TX_ER relative to ETO_GTX_CLK

Setup time of ETO_RXD, ETO_RX_DV, and tseTuP 2 — ns

ETO_RX_ER relative to ETO_RX_CLK

Hold time of ETO_RXD, ETO_RX_DV, and tHoLp 0 — ns

ETO_RX_ER relative to ETO_RX_CLK

Note:  The above characteristics are only guaranteed for products with part numbers of the form R5K574Nxx4yy (yy = BG, BD, AE).

Note:  The pin names include either -A or -B as a suffix to indicate the group to which the given pin belongs. Make sure that pins to be
used for the ESWM are from the same group.

Note 1. Clock slew rate is the instantaneous rate of change of the clock potential with respect to time (dV/dt), not an average value over
the entire rise or fall time interval.

ETO_GTX_CLK or ETO_RX_CLK —\— —\—

ETO_TXDO to ETO_TXD7, ETO_TX_EN,
ETO_TX_ER, or ETO_RXDO to ETO_RXD?,
ETO_RX_DV, ETO_RX_ER

tseTup ) —
thih tLow 2 ¥ thow
teerIOD
Figure 2.102  GMII Timing
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Transmission line Input
GMII driver 1.00 ns delay measurement
330 50 Q £15% / point

—— 5pF

777

Figure 2.103  GMII Output Timing Measurement Conditions

Table 2.102 ESWM Timing (RGMII)

Conditions: The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the ETO_MDC and ETO_MDIO pins are set for
DRV2.
The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to pins other than ETO_MDC and ETO_MDIO are
set as follows.
When VCC = 2.3 to 2.7 V: The driving ability select bits (PmnPFS.DSCR[3:0]) are set for DRV7.
When VCC = 3.0 to 3.6 V: The driving ability select bits (PmnPFS.DSCR[3:0]) are set for DRV6.

ltem Symbol Min. Max. Unit COereifitons
ESWM | Output data skew relative to RGMII0_TXC*" TskewT -500 500 ps Figure 2.104,
(RGMID) 1 out data skew relative to RGMIIO_RXC* T crowr 10 26 ns | Figure 2.106
Output data setup time relative to RGMII0_TXC TsetupT 1.2 — ns Figure 2.105,
(integrated delay) Figure 2.106
Output data hold time relative to RGMIIO_TXC TholdT 1.2 — ns
(integrated delay)
Input data setup time relative to RGMII0_RXC TsetuprR 1.0 — ns
(integrated delay)
Input data hold time relative to RGMIIO_RXC (integrated | Tho4r 1.0 — ns
delay)
Clock cycle time 1000 Mbps — 7.2 8.8 ns —
100 Mbps — 36 44 ns
10 Mbps — 360 440 ns
Duty cycle for gigabit*2 — 45 55 ns
Duty cycle for 10/100T*2 — 40 60 %
Rise/fall time (20 to 80%) — — 0.75 %

Note:  The above characteristics are only guaranteed for products with part numbers of the form R5K574Nxx4yy (yy = BG, BD, AE).

Note:  The pin names include either -A or -B as a suffix to indicate the group to which the given pin belongs. Make sure that pins to be
used for the ESWM are from the same group.

Note 1. This indicates that the clock signals require routing in PC board design so that the trace delay adds a value longer than 1.5 ns
and shorter than 2.0 ns to the corresponding clock signal.

Note 2. The duty cycle can be stretched or reduced during speed changes or transitions to the clock domain for received packets as
long as the minimum duty cycle is ensured and the length of the stretching does not exceed three cycles of Tcyc, the minimum
transition speed.
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RGMIIO_TXC

RGMII0_TXDO to RGMIIO_TXD3
RGMIIO_TX_CTL

N N

RGMII0_RXC

v P

N k- —
— =

TskewT TskewT

———/ N

RGMII0_RXDO to RGMII0_RXD3
RGMII0_RX_CTL

A N NG

S k= ol
TskewR TskewR

Figure 2.104 RGMII Timing

RGMIIO_TXC

S

RGMII0_TXDO to RGMII0_TXD3
RGMIIO_TX_CTL

RGMII0O_RXC

e R I
TsetupT TholdT TsetupT ThoIdT

Y R W

RGMII0_RXDO to RGMII0_RXD3
RGMII0_RX_CTL

TR

S |-

S e T sl e
Tsetupr TholdR  TsetupR TholdR

Figure 2.105  RGMII Timing (RGMII-ID)

RGMII driver

Transmission line Input
1.00 ns delay measurement
50 Q +15% / point

330
{ AN

__ 5pF

Figure 2.106 = RGMII Output Timing Measurement Conditions
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Table 2103 ESWM Timing (ET0_MDIO, ET0_MDC)
Condition:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV2.
. . Test
Item VCC Symbol Min. Max. Unit Conditions
ESWM ETHO_MDC output cycle time 2.7 V or higher tmoe 80 — ns Figure 2.107
(ETO_MDIO, - —
ETO_MDC) 2.3V or higher 160
ETHO_MDIO setup time 2.7 V or higher tsmpio 20 — ns
2.3 V or higher 40 —
ETHO_MDIO hold time 2.7V or higher tumbio 0 — ns
2.3 V or higher 0 —
ETHO_MDIO output delay time 2.7 V or higher tompio 0 20 ns
2.3V or higher 0 40
Note:  The pin names include either -A or -B as a suffix to indicate the group to which the given pin belongs. Make sure that pins to be

used for the ESWM are from the same group.

ETHO_MDC (output)

ETHO_MDIO (input)

ETHO_MDIO (output)

A

tvoc

A 4

tsmpio

—>

o

tHMDIO

tompio tompio

A

A

A 4

Figure 2.107

ETO0_MDIO, ET0_MDC Timing
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2.5.7.17 PDMIF

Table 2104 PDMIF Timing
Condition:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV2.

ltem VCC/VCC2 Symbol Min. Max. Unit | Test Conditions
PDMIF | Clock cycle 2.70 V or higher tPsync 250 4000 ns Figure 2.108
1.62 V or higher 500 4000
Clock high pulse width tPDCKWH tpsync X 0.45 | tpgync x 0.55 ns
Clock low pulse width tPDCKWL tpsync X 0.45 | tpgync x 0.55 ns
Setup time 2.70 V or higher tsu 15 — ns Figure 2.109,
1.62 V or higher 30 — Figure 2.110
Hold time ty 0 — ns
trockwH
-t
PDMCLKO PDCKWL
P tPsync ~
. Ll

Figure 2108 Timing of Clock Output (PDMCLKO)

PDMCLKO B
(output)

PDMDATO B 7
(input)

Figure 2.109 Receive Timing (Synchronized with the Rise of PDMCLKO0)

PDMCLKO
(output) \

PDMDATO B 7
(input)

Figure 2.110  Receive Timing (Synchronized with the Fall of PDMCLKO0)
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2.5.7.18 PCIF

Table 2105 PCIF Timing
Condition:  The driving ability select bits (PmnPFS.DSCR[3:0]) corresponding to the target pins are set for DRV2.

. . Test
*1, %2
Item Symbol Min. Max. | Unit Conditions
Incremental | Mode 0 Toggle interval for the A- and B-phase tpciNmDoAR | ® 2.7<VCC<36V — ns | Figure 2.111
mode (input) | (AB-phase inputs tcolk piv +tecok + 5
pulses) - - ¢ VCC<27V
Pulse width of the Z-phase input tpcINMDOZ tecik piv + tectk + 6 —
Mode 1 Toggle interval for the A-phase input tPCINMD1AA — Figure 2.112
(A-phase pulse) -
(B-phase rotation Toggle interval for_the _A- and B-phage tpcINMD1CR —_
direction) inputs when the direction of rotation is
changed
Pulse width of the Z-phase input tpcINMD1Z —
Mode 2 Toggle intervals for each of the A- and B- tPCINMD2AA: —_ Figure 2.113
(pulse switching) | phase inputs tpcINMD2BB
Pulse width of the Z-phase input tpcINMD2Z —
Toggle intervals Period over which tPCINMD2CRH —
for the A- and B- | both the A- and B-
phase inputs phase inputs are high
when the direction | before the change
of rotation is - -
changed Period over which tpcINvD2CRL |® 2.7=VCC <36V —
either the A- or B- 2 x tcek piv Fteck + 5
phase input is low ¢ VCC<27V
after the change 2 xteeik piv +icok t6
Phase Mode 0 Toggle interval for the A- and B-phase tpcoutmpDoAB | ® 2.7<VCC=<36V — ns | Figure 2.114
counting (AB-phase outputs tcok piv— 5.5
mode pulses) - ¢« VCC<27V
(output) Pulse width of the Z-phase output trcouTMDOZ teoLk_piv - 12 —_
Inc;emental Mode 1 Toggle interval for the A-phase output tPcouTMD1AA — Figure 2.115
mode (A-phase pulse) -
(output) (B-phase rotation Toggle interval for the A- and B-phase tPcOUTMD1CR —
direction) outputs when the direction of rotation is
changed
Pulse width of the Z-phase output tpcouTMD1Z —
Mode 2 Toggle intervals for each of the A- and B- | tpcoutmp2aa — Figure 2.116
(pulse switching) | phase outputs tpcouTMD2BB
Pulse width of the Z-phase output tpcouTMD2Z —
Toggle intervals Period over which tPcOUTMD2CRH —
for the A- and B- | both the A- and B-
phase outputs phase outputs are
when the direction | high before the
of rotation is change
changed - )
Period over which tPcOUTMD2CRL —
either the A- or B-
phase output is low
after the change

Note 1. tcoLk: Period of the core clock for use in receiving an event trigger input
Note 2. tccLk piv: Period of the frequency-divided clock with which the ABZ-phase outputs are in synchronization

PCINAN ] \ Z \ —l \—
PCINB \ I \—/ T

»

]

< >
tecinmpoas tecinmpoas tecinmpoas tecinmpoas tecinmpoas

PCINZn z I

tecinmpoz tecinmpoz

Figure 2.111 Timing of Operation with Mode 0 Selected in Incremental Mode (n =0, 1)
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PCINAn ] \ 1 N

PCINBn

< > < >
tecinmp1Aa tecinmp1Aa

|

S

< >
tecinmpicr tecinmpicr

A

A

< >
tecinmp1aa tecinmp1Aa

S

PCINZn * }
l—>»

teemnmpiz

tecinmpiz

Figure 2.112  Timing of Operation with Mode 1 Selected in Incremental Mode (n =0, 1)
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Figure 2.113  Timing of Operation with Mode 2 Selected in Incremental Mode (n =0, 1)
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Figure 2114  Timing of Output Operation in Mode 0 (n = 0, 1)
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Figure 2.115  Timing of Output Operation in Mode 1 (n =0, 1)

R01DS0434EJ0110 Rev.1.10
Jul 31, 2026

RRENESAS

Page 238 of 285



RX74N Group 2. Electrical Characteristics

PCOUTAN 4][ \ 7[ X’ ][ X’ 7 \7
PCOUTBn X’ \ 7[ X’ l \ ][

< > —e——> < > —e—>
tecoutmozaa  trcoutmbzan tecoutmpzcrH  tecoutmpzcrL tecoutmpzes  trcoutmozes tecourmpzcrH  trcouTmpzerL

\ A
PCOUTZn Je » < \
tecouTmbzz tecoutmpzz

Figure 2.116  Timing of Output Operation in Mode 2 (n = 0, 1)

2.5.7.19 PIO

Table 2106 PIO Timing

. . Test
*1
ltem Symbol Min. Max. Unit Conditions
PIO_n input delay trioD — 6 tPBeyc Figure 2.117
PIO_n output delay tri0OD — 3 Figure 2.118
n =000 to 063
Note 1. tpgcyc: PCLKB cycle
]
|
Input data pin X:
]
|
: trion R
| >
PIOIDR register
Figure 2.117  Input Delay
PIOODR register Xi
| .
i tpioop .
Output data pin Xl
i
|
Figure 2.118  Output Delay
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2.5.7.20

Table 2.107

A/D Converter Trigger

A/D Converter Trigger Timing

Item

VCC

Symbol Min.

Max.

Unit*1

Test
Conditions

A/D
converter

A/D converter trigger input pulse width

2.7 V or higher

Less than 2.7 V

trrew 1.5

3.0

tADcyc

Figure 2.119

Note 1. tapeyc: ADCLK cycle

ADTRGO#,
ADTRG1#,
ADTRG2#

trrew

A 4

Figure 2.119

2.5.7.21

CAC

Table 2108 CAC Timing

AID Converter Trigger Input Timing

Item*1, *2

Symbol

Min.*1, *2

Max.

Unit

Test
Conditions

CAC

CACREEF input pulse width tPBeyc

< tcac

tPchc

> tcac

tcacrEF

4.5 X teac + 3 X tppeyc

5x tcac +6.5 % tPchc

ns

Note 1. tpgcyc: PCLKB cycle
Note 2. t.,c: CAC count clock source cycle
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2.6
2.6.1

Table 2.109

USB Characteristics
USB Timing

Conditions: VCC_USB = 3.0 to 3.6 V, USBCLK = 48 MHz

On-Chip USB Low Speed (Host Only) Characteristics (DP and DM Pin Characteristics)

Item Symbol Min. Typ. Max. Unit Test Conditions
Input Input high level voltage ViH 2.0 — — \Y
characteristics Input low level voltage ViL — — 0.8
Differential input sensitivity Vp 0.2 — — | USB_DP — USB_DM |
Differential common mode range Vem 0.8 — 2.5
Output Output high level voltage Von 2.8 — 3.6 \ lon = —200 pA
characteristics Output low level voltage VoL 0.0 — 0.3 loL=2mA
Cross-over voltage VcRrs 1.3 — 2.0 Figure 2.120
Rise time t R 75 — 300 ns
Fall time tLr 75 — 300
Rise/fall time ratio LR/ WE 80 — 125 % I'EATS
Pull-up and DP/DM pull-down resistance Rpd 14.25 — 24.80 kQ
pull-down (when the host controller function is
characteristics | selected)
USB_DP, Vcrs.. <
USB_DM
Figure 2120 USB_DP and USB_DM Output Timing (Low Speed)
Observation
USBDP 270 / point
(H—WA
J— 200 pF to
% 600 pF 36V
1.5 kQ
USB_DM 57
AN .
l 200 pF to
;7’7 600 pF
Figure 2.121 Test Circuit (Low Speed)
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Table 2.110

Conditions: VCC_USB =3.0to 3.6 V, USBCLK = 48 MHz

On-Chip USB Full-Speed Characteristics (DP and DM Pin Characteristics)

Iltem Symbol Min. Typ. Max. Unit Test Conditions
Input Input high level voltage ViH 2.0 — — \%
characteristics Input low level voltage Vi — — 0.8
Differential input sensitivity Vo 0.2 — — | USB_DP — USB_DM |
Differential common mode range Vem 0.8 — 25
Output Output high level voltage VoH 2.8 — 3.6 \ loy =—-200 pA
characteristics I jtut low level voltage VoL 0.0 — 0.3 loL = 2 mA
Cross-over voltage Vcrs 1.3 — 2.0 Figure 2.122
Rise time trr 4 — 20 ns
Fall time tep 4 — 20
Rise/fall time ratio tFR/ tFF 90 — 111.11 % tFR/ tFF
Output resistance ZpRry 28 — 44 Q Rs =27 Q included
Pull-up and DP pull-up resistance Rpu 0.900 — 1.575 kQ |Idle state
puII-down. ‘ .(when the function controller function 1425 — 3.090 At transmission and
characteristics | is selected) .
reception
DP/DM pull-down resistance Rpd 14.25 — 24.80
(when the host controller function is
selected)
USB_DP, Vcrs ..
USB_DM
Figure 2.122 USB_DP and USB_DM Output Timing (Full-Speed)
Observation
int
USBDP 270 / poin
]
{ | W\’_AL
USB_DM 97
% 50 pF
Figure 2.123  Test Circuit (Full-Speed)
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26.2 USBHS Timing
Table 2.111  On-Chip USB Low-Speed (Host Only) Characteristics (DP and DM Pin Characteristics)
Conditions: USBHS_RREF = 2.2 kQ #1%, VCC_USBHS = AVCC_USBHS = 3.0 to 3.6 V, USBMCLK = 12/20/24/48 MHz,
USBCLK = 48 MHz, USB60CLK = 60 MHz
Iltem Symbol Min. Typ. Max. Unit Test Conditions
Input Input high level voltage ViH 2.0 — — \
characteristics Input low level voltage Vi — — 0.8
Differential input sensitivity Vo 0.2 — — | USB_DP — USB_DM |
Differential common mode range Vem 0.8 — 25
Output Output high level voltage VoH 2.8 — 3.6 \ loy =—200 pA
characteristics Output low level voltage VoL 0.0 — 0.3 loL=2mA
Cross-over voltage Vcrs 1.3 — 2.0 Figure 2.124
Rise time R 75 — 300 ns
Fall time tLF 75 — 300
Rise/fall time ratio tLR/ tLF 80 — 125 % tLR/ t|_|:
Pull-up and DP/DM pull-down resistance de 14.25 — 24.80 kQ
pull-down (when the host controller function is
characteristics | selected)
USB_DP, Vcrs.. <
USB_DM
Figure 2.124 USB_DP and USB_DM Output Timing (Low Speed)
Observation
point
uSB_DP
z /
- 1
200 pF to
% 600 pF 3.6V
1.5kQ
USB_DM
_L 200 pF to
% 600 pF
Figure 2.125 Test Circuit (Low Speed)
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Table 2.112 On-Chip USB Full-Speed Characteristics (DP and DM Pin Characteristics)

Conditions: USBHS_RREF = 2.2 kQ #1%, VCC_USBHS = AVCC_USBHS = 3.0 to 3.6 V, USBMCLK = 12/20/24/48 MHz,
USBCLK =48 MHz, USB60CLK = 60 MHz

Item Symbol Min. Typ. Max. Unit Test Conditions

Input Input high level voltage ViH 2.0 — — \
characteristics Input low level voltage Vi — — 0.8

Differential input sensitivity Vpi 0.2 — — | USB_DP — USB_DM |

Differential common mode range Vem 0.8 — 25
Output Output high level voltage Vou 2.8 — 3.6 \ lon =—200 pA
characteristics Output low level voltage VoL 0.0 — 0.3 loL=2mA

Cross-over voltage VeRs 13 — 2.0 Figure 2.126

Rise time trr 4 — 20 ns

Fall time tee 4 — 20

Rise/fall time ratio tFR / tFF 90 — 111.11 % tFR/ tFF

Output resistance ZpRry 28 — 44 Q Rs =27 Q included

40.5 — 49.5 Rs not used
(PHYSET.REPSEL[1:0] = 01b
and PHYSET. HSEB = 0)

Pull-up and DP pull-up resistance Rpu 0.900 — 1.575 kQ |Idle state
puII-down. . (whep thg function controller 1.425 — 3.090 At transmission and reception
characteristics | function is selected)

DP/DM pull-down resistance Rpd 14.25 — 24.80

(when the host controller

function is selected)

USB_DP, Vcrs .. <: ........ 90%..........99%;
UsSB_DM 10%

=)

ter

Figure 2.126  USB_DP and USB_DM Output Timing (Full-Speed)

Observation
point
USB_DP
—
% 50 pF
USB_DM
% 50 pF
Figure 2.127  Test Circuit (Full-Speed)
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Table 2.113  On-Chip USB High-Speed Characteristics (DP and DM Pin Characteristics)
Conditions: USBHS_RREF = 2.2 kQ #1%, VCC_USBHS = AVCC_USBHS = 3.0 t0 3.6 V, USBMCLK = 12/20/24/48 MHz
. . Test
Item Symbol Min. Typ. Max. Unit Conditions
Input Squelch detection threshold voltage Vussa 100 — 150 mV | Figure 2.128
characteristics | (differential voltage)
Disconnect detect sensitivity Vuspsc 525 — 625 Figure 2.129
Common mode voltage range Vuscm -50 — 500
Output Idle state VHusol -10 — 10 mV
characteristics Output high level voltage VHsoH 360 — 440
Output low level voltage VusoL -10 — 10
Chirp J output voltage (difference) VCHIRPJ 700 — 1100
Chirp K output voltage (difference) VCHIRPK —900 — -500
AC Rise time tusr 500 — — ps Figure 2.130
characteristics Fall time thsr 500 — —
Output resistance Z1SDRYV 40.5 — 49.5 Q
uss_op,use oM ) SR A
Figure 2.128 USB_DP and USB_DM Squelch Detect Sensitivity (High-Speed)
USB_DP, USB_DM >< >< I Vhspsc
Figure 2129 USB_DP and USB_DM Disconnect Detect Sensitivity (High-Speed)
USB_DP, USB_DM
Figure 2130 USB_DP and USB_DM Output Timing (High-Speed)
Observation
point
USB_DP
2 /
LT
45 Q
USB_DM
45Q
Figure 2.131 Test Circuit (High-Speed)
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2.7 A/D Conversion Characteristics

2.7.1 Analog Input Voltage Range

Table 2.114  Analog Input Voltage Range (BGA320)

ltem Min. Typ. Max. Unit Test Conditions
Single-ended input voltage | Unit 0 ANO0O0O to ANOO7 VREFLOO — VREFHO00 \% —
Unit 1 ANO0O08 to AN015 VREFLO1 — VREFHO01 —
ANO016 to AN023 VREFLO1 — VREFHO01 VCC 2 VREFHO01
VREFLO1 — VCC VCC = VREFHO01
ANO024 to ANO35 VREFLO1 — VREFHO01 VCC2 = VREFHO01
VREFLO1 — VCC2 VCC2 < VREFHO01
Unit 2 ANO008 to AN015 VREFL02 — VREFH02 —
ANO016 to AN023 VREFL02 — VREFH02 VCC 2 VREFH02
VREFL02 — VCC VCC < VREFH02
ANO024 to AN035 VREFL02 — VREFH02 VCC2 = VREFHO02
VREFL02 — VCC2 VCC2 < VREFH02
Differential input voltage*! | Unit 0 ANOOOP to ANOO6P -VREFL0O — +VREFHO00 vV |-
ANOOON to ANOO6N
Unit 1 ANOO8P to AN014P —VREFLO1 — +VREFHO1 —
ANOO8N to ANO14N
Unit 2 ANOO8P to ANO14P -VREFL02 — +VREFHO02 —
ANOO8N to ANO14N

Note 1. The differential input voltage is (Ajnp — AiNN)-
o A)\p represents the input voltage of Ay, and VREFLOmM < Aj\p < VREFHOM (m =0, 1, 2) applies.
» Ajnn represents the input voltage of Ayy and VREFLOmM < Ajyy < VREFHOM (m = 0, 1, 2) applies.
(x=2i,y=2i+1,i=0,1, 2 ... (a desired integer))

Table 2.115 Analog Input Voltage Range (Except for Products in BGA320)

ltem Min. Typ. Max. Unit Test Conditions
Single-ended input voltage | Unit 0 ANO0O0O to ANOO7 VREFLO — VREFHO \% —
Unit 1 ANO014, ANO15 VREFLO — VREFHO —
ANO16 to AN023 VREFLO — VREFHO VCC 2 VREFHO
VREFLO — VCC VCC < VREFHO
ANO024 to AN035 VREFLO — VREFHO VCC2 = VREFHO
VREFLO — VCC2 VCC2 < VREFHO
Unit 2 ANO014, ANO15 VREFLO — VREFHO —
ANO016 to AN023 VREFLO — VREFHO VCC 2 VREFHO
VREFLO — VCC VCC < VREFHO
ANO024 to AN035 VREFLO — VREFHO VCC2 = VREFHO
VREFLO — VCC2 VCC2 < VREFHO
Differential input voltage*! | Unit 0 ANOOOP to ANOO6P -VREFLO — +VREFHO vV | —
ANOOON to ANOO6N
Unit 1 ANOOS8P to ANO14P -VREFLO — +VREFHO —
ANOO8N to ANO14N
Unit 2 ANOO8P to ANO14P -VREFLO — +VREFHO —
ANOO8N to ANO14N

Note 1. The differential input voltage is (Ajnp — AiNN)-
e Anp represents the input voltage of Ay, and VREFLO < Ajnp < VREFHO applies.
* AN represents the input voltage of Ay, and VREFLO < Ajyy < VREFHO applies.
(x=2i,y=2i+1,i=0,1, 2 ... (a desired integer))
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2.7.2

Table 2.116

A/D Conversion Characteristics (Common)

Common Characteristics of the 16-Bit A/D Converter

Conditions: AVCCO0 =VCC =VCC2=2.70 V to 3.63 V, VREFHO = VREFH00 = VREFHO01 = VREFH02 = 2.70 V to AVCCO

ltem Min.*1 Typ. | Max. | Unit | Test Conditions*2
A/D conversion clock frequency (ADCLK) 25 50 60 MHz
Successive approximation time 100 — 200 ns
A/D sampling time | Self-calibration*3 1 % tapeye + 40 — — ns |tcmp =100 ns
(Normal accuracy) Self-diagnosis*3 1 X tapeyc + 40 — —
A/D conversion | ANOOO to AN015*3 1 % tapeye + 40 — —
(S&H circuits not in use) 405 — —
ANO0O0O to ANO05*4 1 % tapgyc + 160 — —
(S&H circuits in use)
ANO016 to AN035*3 400 — —
A/D sampling time | Self-calibration*4 1 X tapgyc + 140%6 — — ns |tcmp =100 ns
(High-accuracy) Self-diagnosis*4 1 X tapgye + 140* — —
A/D conversion*4 | ANOOO to ANO15 1 % tapgyc + 140*6 — —
(S&H circuits not in use)
ANO00O to AN00S 1 % tapeyc + 320 — —
(S&H circuits in use)
ANO016 to ANO35 840 — —
Channel-dedicated | Sampling time Self-calibration 400 — — ns | tcmp=100ns
sample-and-hold A/D conversion 400 — —
circuits
Hold mode switching time 40 — —
Hold time — — 5 us
Operation A/D start-up time — — ps | tcmp =100 ns

stabilization time Channel-dedicated sample-and-hold circuits

start-up time

A/D shut-down time

S&H: Channel-dedicated sample-and-hold circuits

Note 1. tapcyc: ADCLK cycle

Note 2. tcmp: Successive approximation time

Note 3. SAR mode and oversampling mode are supported.
Note 4. SAR mode and hybrid mode are supported.

Note 5.
Note 6.

1 % tapeyc + 1.6 X tomp

This value is for conversion in same-channel continuous scan mode.
If tomp is longer than 100 ns, the A/D sampling time must be longer than the value obtained from the following formula.
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Table 2.117

A/D Conversion Characteristics (Common)

Conditions: AVCC0 =VCC =VCC2=1.62V to 2.70 V, VREFHO = VREFH00 = VREFHO01 = VREFH02 = 1.62 V to AVCCO

Item Min.*1 Typ. | Max. | Unit | Test Conditions*2
A/D conversion clock frequency (ADCLK) 25 50 60 MHz
Successive approximation time 200 — 200 ns
A/D sampling time | Self-calibration*3 1 % tapeyc + 420 — — ns | tcmp =200 ns
(Normal accuracy) Self-diagnosis*3 1 % tapgye + 420 — —
A/D conversion ANOO0O to ANO15 1 X tapeyc + 420 — —
440*5 — —
ANO016 to AN035 800 — —
A/D sampling time | Self-calibration*4 1 % tapcyc * 780 — — ns | tcmp =200 ns
(High-accuracy) Self-diagnosis*4 1 % tapeyc + 780 — —
A/D conversion*4 | ANOOO to ANO15 1 % tapeyc + 780 — —
ANO016 to ANO35 1680 — —
Operation A/D start-up time 2 — — ps | tomp =200 ns
stabilization time A/D shut-down time 1 — —
Note 1. tapcyc: ADCLK cycle
Note 2. tcmp: Successive approximation time
Note 3. SAR mode and oversampling mode are supported.
Note 4. SAR mode and hybrid mode are supported.
Note 5. This value is for conversion in same-channel continuous scan mode.
Table 2.118  A/D Internal Reference Voltage Characteristics
Iltem Min. Typ. Max. Unit Test Conditions
A/D internal reference voltage 0.77 0.80 0.84 \Y
Sampling time 415 — — us
Table 2119  A/D Conversion Characteristics of D/A Output
Iltem Min. Typ. Max. Unit Test Conditions
Sampling time 2 — — us
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2.7.3

Table 2.120

SAR Mode Characteristics

AID Conversion Characteristics (SAR mode) (1) (1/2)

Conditions: AVCC0 =VCC =VCC2 =2.70 V to 3.63 V, VREFHO = VREFHO00 = VREFHO01 = VREFHO02 = 2.70 V to AVCCO0
ADCLK: 50 MHz, Successive approximation time: 5 ADCLK cycles, Signal source impedance: 50 Q or less, Hold mode
switching time of channel-dedicated sample-and-hold circuits: 2 ADCLK cycles

ltem Min. Typ. Max. Unit Test Conditions
Resolution — — 12 Bit | —
Single-ended input | ANOOO to AN015 Conversion time 0.16 — — us | e Sampling time: 3 ADCLK
(normal accuracy) | (S&H circuits not in cycles
use) Offset error — +3.0 LSB |—
Full-scale error — 3.0
Absolute accuracy — 4.0 +
DNL differential — 1.0 |-1.0to+1.5
nonlinearity error
INL integral — 2.0 4.0
nonlinearity error
ANO00O to ANOO5 Conversion time 1.00 — — us | e Sampling time: 8 ADCLK
(S&H circuits in use) cycles
e Sampling time of S&H
circuits: 35 ADCLK cycles
Offset error — 1.5 +6.75 LSB |—
Full-scale error — 1.5 +6.75
Absolute accuracy — 5.0 +10.5
DNL differential — 1.0 |-1.0to+1.5
nonlinearity error
INL integral — 2.5 4.5
nonlinearity error
ANO016 to AN035 Conversion time 0.50 — — pus | e Sampling time: 20 ADCLK
cycles
Offset error — 1.5 16.5 LSB |—
Full-scale error — 1.5 6.5
Absolute accuracy — 5.5 +11
DNL differential — 1.0 |-1.0to+1.5
nonlinearity error
INL integral — +2.0 +4.0
nonlinearity error
Single-ended input | ANOOO to ANO15 Conversion time 0.26 — — pus | e Sampling time: 8 ADCLK
(high-accuracy) (S&H circuits not in cycles
use) Offset error — 15 +4.5 LSB |—
Full-scale error — 1.5 4.5
Absolute accuracy — 4.0 7.0
DNL differential — 1.0 |-1.0to+1.5
nonlinearity error
INL integral — +2.0 +4.0
nonlinearity error
ANO00O to AN0O5 Conversion time 1.72 — — pus | e Samplingtime: 16 ADCLK
(S&H circuits in use) cycles
e Sampling time of S&H
circuits: 63 ADCLK cycles
Offset error — 1.5 +6.75 LSB |—
Full-scale error — 1.5 +6.75
Absolute accuracy — 4.5 9.0
DNL differential — 1.0 |-1.0to+1.5
nonlinearity error
INL integral — 2.5 4.5
nonlinearity error
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Table 2.120

A/D Conversion Characteristics (SAR mode) (1) (2/2)

Conditions: AVCC0 =VCC =VCC2 =2.70 V to 3.63 V, VREFHO = VREFHO00 = VREFHO01 = VREFH02 = 2.70 V to AVCCO
ADCLK: 50 MHz, Successive approximation time: 5 ADCLK cycles, Signal source impedance: 50 Q or less, Hold mode
switching time of channel-dedicated sample-and-hold circuits: 2 ADCLK cycles

ltem Min. Typ. Max. Unit Test Conditions
Single-ended input | ANO16 to AN035 Conversion time 0.94 — — pus | e Samplingtime: 42 ADCLK
(high-accuracy) cycles
Offset error — 1.5 4.5 LSB |—
Full-scale error — +1.5 4.5
Absolute accuracy — 5.5 8.0
DNL differential — 1.0 |-1.0to+1.5
nonlinearity error
INL integral — +2.0 +4.0
nonlinearity error
Differential input ANOOOP to ANO14P, | Conversion time 0.16 — — us | e Sampling time: 3 ADCLK
(normal accuracy) | ANOOON to ANO14N cycles
(S&H circuits notin - 'Oftset error — +2.0 +3.5 LSB |—
use) Full-scale error — 2.0 3.5
Absolute accuracy — 3.0 6.0
DNL differential — +0.75 +1.0
nonlinearity error
INL integral — +1.5 +3.5
nonlinearity error
ANOOOP to ANO04P, | Conversion time 1.00 — — pus | e Sampling time: 8 ADCLK
ANOOON to ANOO4N cycles
(S&H circuits in use) e Sampling time of S&H
circuits: 35 ADCLK cycles
Offset error — +1.5 +6.75 LSB |—
Full-scale error — 1.5 +6.75
Absolute accuracy — +3.5 +10.5
DNL differential — 1.0 |[-1.0to+1.5
nonlinearity error
INL integral — 2.5 4.5
nonlinearity error
Differential input ANOOOP to ANO14P, | Conversion time 0.26 — — yus | e Sampling time: 8 ADCLK
(high-accuracy) ANOOON to ANO14N cycles
(S&H circuits not in - ['offset error — +1.0 25 LSB |—
use
) Full-scale error — +1.0 +2.5
Absolute accuracy — +2.0 +4.0
DNL differential — 10.75 1.0
nonlinearity error
INL integral — +1.5 +3.5
nonlinearity error
ANOOOP to ANO04P, | Conversion time 1.72 — — yus | e Samplingtime: 16 ADCLK
ANOOON to ANOO4N cycles
(S&H circuits in use) e Sampling time of S&H
circuits: 63 ADCLK cycles
Offset error — +1.5 +6.75 LSB |—
Full-scale error — 1.5 +6.75
Absolute accuracy — +3.5 9.0
DNL differential — 1.0 [-1.0to+1.5
nonlinearity error
INL integral — 2.5 4.5

nonlinearity error

S&H: Channel-dedicated sample-and-hold circuits

Note:

Since the DNL values were measured by using the histogram method, the lower limit is —1.
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Table 2.121

A/D Conversion Characteristics (SAR mode) (2) (1/2)

Conditions: AVCCO0 =VCC =VCC2=1.62V to 2.70 V, VREFHO = VREFH00 = VREFHO01 = VREFH02 = 1.62 V to AVCCO
ADCLK: 50 MHz, Successive approximation time: 10 ADCLK cycles, Signal source impedance: 50 Q or less

Jul 31, 2026

Item Min. Typ. Max. Unit Test Conditions
Resolution — — 12 Bit | —
Single-ended input | ANOOO to ANO15 Conversion time 0.64 — — us | e Sampling time: 22 ADCLK
(normal accuracy) cycles
Offset error — 3.0 LSB |—
Full-scale error — 3.0
Absolute accuracy — 5.5 +
DNL differential — 1.0 | -1.0to+1.5
nonlinearity error
INL integral — 2.0 4.5
nonlinearity error
ANO016 to ANO35 Conversion time 1.00 — — us | e Sampling time: 40 ADCLK
cycles
Offset error — 1.5 LSB |—
Full-scale error — 1.5
Absolute accuracy — 5.5 +
DNL differential — 1.0 | -1.0to+1.5
nonlinearity error
INL integral — 2.0 4.5
nonlinearity error
Single-ended input | ANOOO to ANO15 Conversion time 1.00 — — us | e Sampling time: 40 ADCLK
(high-accuracy) cycles
Offset error — 1.5 4.5 LSB |—
Full-scale error — 1.5 4.5
Absolute accuracy — 5.0 +8.0
DNL differential — 1.0 | -1.0to+1.5
nonlinearity error
INL integral — 2.0 4.5
nonlinearity error
ANO016 to ANO35 Conversion time 1.88 — — us | e Sampling time: 84 ADCLK
cycles
Offset error — 1.5 4.5 LSB |—
Full-scale error — 1.5 4.5
Absolute accuracy — 5.5 +8.0
DNL differential — 1.0 | -1.0to+1.5
nonlinearity error
INL integral — 2.0 4.5
nonlinearity error
Differential input ANOOOP to ANO14P, | Conversion time 0.64 — — us | e Sampling time: 22 ADCLK
(normal accuracy) | ANOOON to ANO14N cycles
Offset error — 2.0 3.5 LSB |—
Full-scale error — 2.0 +3.5
Absolute accuracy — 4.5 6.0
DNL differential — +0.75 +1.0
nonlinearity error
INL integral — 1.5 4.0
nonlinearity error
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Table 2.121

A/D Conversion Characteristics (SAR mode) (2) (2/2)

Conditions: AVCCO0 =VCC =VCC2=1.62V to 2.70 V, VREFHO = VREFH00 = VREFHO01 = VREFH02 = 1.62 V to AVCCO
ADCLK: 50 MHz, Successive approximation time: 10 ADCLK cycles, Signal source impedance: 50 Q or less

Item Min. Typ. Max. Unit Test Conditions

Differential input ANOOOP to ANO14P, | Conversion time 1.00 — — pus | e Sampling time: 40 ADCLK
(high-accuracy) ANOOON to ANO14N cycles

Offset error — 1.0 2.5 LSB |—

Full-scale error — 1.0 2.5

Absolute accuracy — +3.5 +4.5

DNL differential — +0.75 +1.0

nonlinearity error

INL integral — 1.5 +4.0

nonlinearity error

Note:  Since the DNL values were measured by using the histogram method, the lower limit is —1.
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274 Common Characteristics of Oversampling Mode and Hybrid Mode

Table 2.122  A/D Conversion Characteristics (Common Characteristics of Oversampling Mode and Hybrid

Mode) (1)

Conditions: ADCLK: 50 MHz, Successive approximation time: 5 ADCLK cycles, Disconnection detection assistance is not in
use, Signal source impedance: 50 Q or less

Item Min. Typ. Max. Unit*1 Test Conditions
Resolution — — 16 Bit
Oversampling period Oversampling mode 0.16 — — us e Sampling time:
3 ADCLK cycles
Hybrid mode*2 0.18 — — e Sampling time:
8 ADCLK cycles
Digital filter characteristics*3 | Sinc filter Initial delay — 22 — /Fos
Group delay — 11 —
Normalized cutoff — 0.033 — Fin/Fos
frequency

Note 1. Fos is oversampling frequency.

Fin is input frequency.

In the hybrid mode, Fos is obtained by 1/ (the sum of the oversampling cycles in each analog channel assigned to the scan

group).

Note 2. The listed value applies per channel.
Note 3. See Figure 2.132, Digital Filter Characteristics (Sinc Filter).

Magnitude [dB]
|
N
o

0.01
Normalized Frequency [Fin/Fos]

Wﬂm

Figure 2.132  Digital Filter Characteristics (Sinc Filter)
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Table 2.123 A/D Conversion Characteristics (Common Characteristics of Oversampling Mode and Hybrid
Mode) (2)
Conditions: AVCCO0 =VCC =VCC2 =2.70 V to 3.63 V, VREFHO = VREFH00 = VREFH01 = VREFH02 = 2.70 V to AVCCO
ADCLK: 50 MHz, Successive approximation time: 5 ADCLK cycles, Signal source impedance: 50 Q or less,
Input frequency: 5 kHz

Item Min. Typ. Max. Unit | Test Conditions
Sinc filter Single-ended input | SNDR: Signal-to-noise distortion ratio — 80 — dB —
ENOB: Effective number of bits — 13 — Bit
Differential input SNDR: Signal-to-noise distortion ratio — 86 — dB
ENOB: Effective number of bits — 14 — Bit

Note:  The sampling time depends on the mode and input channel number.
e Oversampling mode (ANOOO to AN015): 3 ADCLK cycles
e Hybrid mode (ANOOO to ANO15): 8 ADCLK cycles

Table 2.124 A/D Conversion Characteristics (Common Characteristics of Oversampling Mode and Hybrid
Mode) (3)
Conditions: AVCCO0 = VCC =VCC2=1.62V to 2.70 V, VREFHO = VREFH00 = VREFH01 = VREFH02 = 1.62 V to AVCCO
ADCLK: 50 MHz, Successive approximation time: 10 ADCLK cycles, Signal source impedance: 50 Q or less,
Input frequency: 5 kHz

Item Min. Typ. Max. Unit | Test Conditions
Sinc filter Single-ended input | SNDR: Signal-to-noise distortion ratio — 74 — dB —
ENOB: Effective number of bits — 12 — Bit
Differential input SNDR: Signal-to-noise distortion ratio — 80 — dB
ENOB: Effective number of bits — 13 — Bit

Note:  The sampling time depends on the mode and input channel number.
e Oversampling mode (AN0OOO to ANO15): 3 ADCLK cycles
e Hybrid mode (ANOOO to ANO15): 8 ADCLK cycles
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275 Oversampling Mode Characteristics

Table 2.125 A/D Conversion Characteristics (Oversampling Mode) (1)

Conditions: AVCC0 =VCC =VCC2=2.70 V to 3.63 V, VREFHO = VREFH00 = VREFHO01 = VREFH02 = 2.70 V to AVCCO
ADCLK: 50 MHz, Successive approximation time: 5 ADCLK cycles, Signal source impedance: 50 Q or less

Iltem Min. Typ. Max. Unit Test Conditions
Single-ended input | ANOOO to AN015*! | Offset error*3 — +0.5 4.0 LSB |—
Gain error*3 — +1.0 +4.0 Single or continuous scan
mode
— +1.0 5.0 One-channel continuous scan
mode
DNL differential — -1.0to | -1.0to —
nonlinearity error*4. *5 +1.5 +2.5
INL integral — +4.0 8.0
nonlinearity error*4
ANO016 to AN035*2 | Offset error*3 — +0.5 +4.0 LSB |—
Gain error*3 — 1.0 +4.0
DNL differential — -1.0to | -1.0to
nonlinearity error*4, *5 +2.0 +4.0
INL integral — +4.0 +12
nonlinearity error*4
Differential input | ANOOO to AN015*1 | Offset error*3 — +0.25 2.0 LSB |—
Gain error*3 — +0.5 2.0 Single or continuous scan
mode
— +0.5 2.5 One-channel continuous scan
mode
DNL differential — -10to | -1.0to —
nonlinearity error*4 *5 +1.5 +2.0
INL integral — +3.0 6.0
nonlinearity error*4

Note:  These specifications apply when only one 16-bit A/D converter is operating, the 12-bit D/A converter is not operating, and there
is no access to the external bus during A/D conversion.
If another 16-bit A/D converter or 12-bit D/A converter is also in operation or if bus access occurs during A/D conversion, the
actual values may not fall within the stated ranges.
When using a 16-bit A/D converter, do not use any pin of port 4 as a digital output.
The above characteristics were observed when AVCCO, AVSS0, VREFHO, VREFHO00, VREFHO01, VREFH02, VREFLO,
VREFLO00, VREFLO1, VREFLO02, and the voltages input to the 16-bit A/D converter had become stable.

Note 1. Sampling time: 3 ADCLK cycles

Note 2. Sampling time: 20 ADCLK cycles

Note 3. This value is for conversion with 12-bit resolution.

Note 4. Test condition: 0.2% to 99.8% of the analog input voltage range

Note 5. Since the DNL values were measured by using the histogram method, the lower limit is —1.
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Table 2.126  A/D Conversion Characteristics (Oversampling Mode) (2)

Conditions: AVCCO0 =VCC =VCC2=1.62V to 2.70 V, VREFHO = VREFH00 = VREFHO01 = VREFH02 = 1.62 V to AVCCO
ADCLK: 50 MHz, Successive approximation time: 10 ADCLK cycles, Signal source impedance: 50 Q or less

Iltem Min. Typ. Max. Unit Test Conditions
Single-ended input | ANOOO to ANO15*! | Offset error*3 — +0.5 +4.0 LSB |—
Gain error*3 — +1.0 +4.0 Single or continuous scan
mode
— +1.0 5.0 One-channel continuous scan
mode
DNL differential — -1.0to | -1.0to —
nonlinearity error*4 *5 +2.0 +2.5
INL integral — +4.0 8.0
nonlinearity error*4
ANO016 to AN035*2 | Offset error*3 — +0.5 +4.0 LSB |—
Gain error*3 — +1.0 4.0
DNL differential — -10to | -1.0to
nonlinearity error*4. *5 +2.0 +4.0
INL integral — +4.0 +12
nonlinearity error*4
Differential input ANO000 to AN015*1 | Offset error*3 — +0.25 +2.0 LSB |—
Gain error*3 — +0.5 +2.0 Single or continuous scan
mode
— +0.5 2.5 One-channel continuous scan
mode
DNL differential — -1.0to | -1.0to —
nonlinearity error*4. *5 +2.0 +2.0
INL integral — +3.0 6.0
nonlinearity error*4

Note:  These specifications apply when only one 16-bit A/D converter is operating, the 12-bit D/A converter is not operating, and there
is no access to the external bus during A/D conversion.
If another 16-bit A/D converter or 12-bit D/A converter is also in operation or if bus access occurs during A/D conversion, the
actual values may not fall within the stated ranges.
When using a 16-bit A/D converter, do not use any pin of port 4 as a digital output.
The above characteristics were observed when AVCCO, AVSS0, VREFHO0, VREFH00, VREFH01, VREFH02, VREFLO,
VREFLO00, VREFLO1, VREFLO02, and the voltages input to the 16-bit A/D converter had become stable.

Note 1. Sampling time: 22 ADCLK cycles

Note 2. Sampling time: 40 ADCLK cycles

Note 3. This value is for conversion with 12-bit resolution.

Note 4. Test condition: 0.2% to 99.8% of the analog input voltage range

Note 5. Since the DNL values were measured by using the histogram method, the lower limit is —1.
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2.7.6

Table 2.127

Hybrid Mode Characteristics

A/D Conversion Characteristics (Hybrid Mode) (1)

Conditions: AVCCO0 =VCC =VCC2=2.70V to 3.63 V, VREFHO = VREFH00 = VREFH01 = VREFH02 = 2.70 V to AVCCO0
50 Q or less

ADCLK: 50 MHz, Successive approximation time: 5 ADCLK cycles, Signal source impedance:

ltem Min. Typ. Max. Unit | Test Conditions
Single-ended input | ANOOO to ANO15*1 Offset error*3 — +0.5 +4.0 LSB |—
(S&H circuits not in use) Gain error™3 — +1.0 +4.0
DNL differential — -1.0to+1.5 | -1.0to +2.5
nonlinearity error*4, *5
INL integral — +4.0 +8.0
nonlinearity error*4
ANO0OO to AN005*1 Offset error*3 — 0.5 +4.0 LSB |—
(S&H circuits in use) Gain error*3 _ + +4.0
DNL differential — +1.0 -1.0to +2.0
nonlinearity error*4, *5
INL integral — +12 +16
nonlinearity error*4
AN016 to AN035*2 Offset error*3 — 0.5 +4.0 LSB |—
Gain error*3 — +1.0 5.0
DNL differential — -1.0to0 +2.0 | —1.0 to +4.0
nonlinearity error*4, *5
INL integral — +4.0 +12
nonlinearity error*4
Differential input ANO000 to AN015*1 Offset error*3 — +0.25 +2.0 LSB |—
(S&H circuits not in use) Gain error™ — +05 25
DNL differential — -1.0to +1.5 | -1.0to +2.0
nonlinearity error*4, *5
INL integral — +3.0 6.0
nonlinearity error*4
ANO0O0O to AN005*2 Offset error*3 — 0.5 +4.0 LSB |—
(S&H circuits in use) Gain error*3 _ +0.5 +4.0
DNL differential — +1 -1.0to +2.0
nonlinearity error*4, *5
INL integral — +4.0 +16

nonlinearity error*4

S&H: Channel-dedicated sample-and-hold circuits

Note:

is no access to the external bus during A/D conversion.
If another 16-bit A/D converter or 12-bit D/A converter is also in operation or if bus access occurs during A/D conversion, the
actual values may not fall within the stated ranges.
When using a 16-bit A/D converter, do not use any pin of port 4 as a digital output.
The above characteristics were observed when AVCCO, AVSS0, VREFHO0, VREFHO00, VREFH01, VREFHO02, VREFLDO,

VREFLO00, VREFLO1, VREFLO02, and the voltages input to the 16-bit A/D converter had become stable.
Sampling time: 8 ADCLK cycles
Sampling time: 42 ADCLK cycles
This value is for conversion with 12-bit resolution.
Test condition: 0.2% to 99.8% of the analog input voltage range

Since the DNL values were measured by using the histogram method, the lower limit is —1.

Note 1.
Note 2.
Note 3.
Note 4.
Note 5.

These specifications apply when only one 16-bit A/D converter is operating, the 12-bit D/A converter is not operating, and there
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Table 2.128

A/D Conversion Characteristics (Hybrid Mode) (2)

Conditions: AVCCO0 =VCC =VCC2=1.62V to 2.70 V, VREFHO = VREFH00 = VREFHO01 = VREFH02 = 1.62 V to AVCCO
ADCLK: 50 MHz, Successive approximation time: 10 ADCLK cycles, Signal source impedance: 50 Q or less

Iltem Min. Typ. Max. Unit | Test Conditions
Single-ended input | ANOOO to ANO15*1 Offset error*3 — +0.5 +4.0 LSB |—
(S&H circuits not in use) Gain error3 _ 10 450
DNL differential — -1.0to +2.0 | -1.0to +2.5
nonlinearity error*4, *5
INL integral — +4.0 +8.0
nonlinearity error*4
ANO016 to AN035*2 Offset error*3 — 0.5 +4.0 LSB |—
Gain error*3 — +1.0 5.0
DNL differential — -1.0to0 +2.0 | —1.0to +4.0
nonlinearity error*4, *5
INL integral — +4.0 +12
nonlinearity error*4
Differential input ANO000 to AN015*1 Offset error*3 — +0.25 +2.0 LSB |—
(S&H circuits not in use) Gain error™ — +05 25
DNL differential — -1.0to +2.0 | -1.0to +2.5
nonlinearity error*4, *5
INL integral — +3.0 6.0

nonlinearity error*4

S&H: Channel-dedicated sample-and-hold circuits
These specifications apply when only one 16-bit A/D converter is operating, the 12-bit D/A converter is not operating, and there
is no access to the external bus during A/D conversion.
If another 16-bit A/D converter or 12-bit D/A converter is also in operation or if bus access occurs during A/D conversion, the
actual values may not fall within the stated ranges.
When using a 16-bit A/D converter, do not use any pin of port 4 as a digital output.
The above characteristics were observed when AVCCO, AVSS0, VREFHO0, VREFHO00, VREFHO01, VREFH02, VREFLO,

Note:

Note 1.
Note 2.
Note 3.
Note 4.
Note 5.

VREFLOO, VREFLO1, VREFLO02, and the voltages input to the 16-bit A/D converter had become stable.

Sampling time: 40 ADCLK cycles
Sampling time: 84 ADCLK cycles

This value is for conversion with 12-bit resolution.

Test condition: 0.2% to 99.8% of the analog input voltage range

Since the DNL values were measured by using the histogram method, the lower limit is —1.
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2.8 D/A Conversion Characteristics
Table 2.129 D/A Conversion Characteristics
Iltem Symbol Min. Typ. Max Unit Test Conditions
Resolution — 12 12 12 Bit —
Unbuffered Absolute accuracy |AVCCO22.7V — — — +24 LSB |2-MQ resistive load
output — — +6.0 No load
AVCCO0 <27V — — +36 2-MQ resistive load
— — +6.0 No load
Differential AVCC0=22.7V DNL — — +1.0 LSB |—
nonlinearity error AVCCO <27V — — 20
Output resistance Ro — 7.8 — kQ | —
Recovery time AVCCO022.7V | tpspLup1 — — 3 us —
AVCC0 <27V — — 6
Conversiontime |AVCC022.7V | tpconvi — — 3 us | 2-MQ resistive load,
20-pF capacitive load
tbconva — — 3 No load
AVCCO0<2.7V | tpconvi — — 6 2-MQ resistive load,
20-pF capacitive load
tbconva — — 6 No load
Buffered output | Integral AVCC0=22.7V INL — — +4.0 LSB |—
nonlinearity error AVCCO<27V — — +8.0
Differential AVCC0=22.7V DNL — — 1.0 LSB
nonlinearity error AVCCO <27V — — 20
Start time AVCC0227V | tpsout 3 — — us
AVCC0 <27V 6 — —
Recovery time AVCC022.7V | tpspLup2 — — 3.5 us
AVCCO0 <27V — — 6
Conversion time AVCCO022.7V | tpconvz — — 3.5 us
AVCC0 <27V — — 6
Load resistance R 5 — — kQ
Load capacitance C. — — 50 pF
Output voltage AVCC0=22.7V Vo 0.2 — AVCCO0-0.2 \Y
AVCC0 <27V 0.34 — |AVCC0-0.34

Note:
stopped).
Note:

AVCCO at or above 2.7 V, set the OFSSEL bit to 0 (the default value).

Values in the table above are for the case where the D/A converter is in stand-alone operation (that is, the A/D converters are

When using the converter with AVCCO < 2.7 V, set the OFSSEL bit in D/A control register 2 (DACR2) to 1. When using it with
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DADR register X Conversion data (1) Conversion data (2)

DACRO.DAE bit

DACRO.DACEN bit

DACRO.DAOE bit

DACRO.DAQOUTDIS bit

DACR2.DAAMP bit

DAO High-impedance
To ADC

tDSLPUP ' tDCONV1

——»!

DAO High-impedance
To pin

Conversion result (2)
I

|
|
|
1
| Conversion result (1)
|

Figure 2.133  12-bit D/A Converter Operation Example (Mode for Outputting to the D/A Pin)
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29 Temperature Sensor Characteristics
Table 2130 Temperature Sensor Characteristics
ltem Symbol Min. Typ. Max. Unit Test Conditions
Relative accuracy — — 11 — °C —
Temperature slope — — 2.7 — mV/°C | —
Output voltage — — 0.83 — \ T,=25°C
Temperature sensor start time trseL — — 30 us Figure 2.134,
Temperature sensor output stabilization wait time toseL — — 0 us Figure 2.135,
Figure 2.136
Stabilization wait time of the abnormal temperature tRsTBL — — 30 ys Figure 2.135,
detection circuit in the temperature sensor Figure 2.136
Sampling time*? — 4.15 — — us —
Abnormal detection temperatures | High temperature Tidetr 105 125 — °C Figure 2.137
threshold
Low temperature TidetL — —40 -20
threshold
Note 1. Set the ADSSTRn register such that the sampling time of the A/D converter satisfies this electrical characteristic.
trsTaL | tostaL tap_spL R tap_cnv R
Setting”’ —>| [ teor
A
TSEN Setting” I—
y
TSOE A/D conversion executed only once
-« t »>
Start of AID conversion"settmg |
ADST I
A/D conversion time
Temperature A/D conversion of

sensor output

Waiting for conversion

Sampling of |

temperature-sensor output| temperature-sensor output

l Waiting for conversion

Value stored

ADEXDR4

Result of A/D conversion of
temperature-sensor output

ADIi (i=0to 11)
(edge output)

Note 1. | indicates the time of instruction execution by software.

I

Figure 2.134

Timing from the Start of Temperature-Sensor Operation until Completion of A/D Conversion
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Tidetr

Temperature

TEMPRCR.TSNEN

TEMPRCR.CMPEN

TEMPRCR.TEMPREN

Internal reset signal
(Low is valid)

tTSTEL
<

».

1 tRSTBL

| E—

Internal reset signal
(Low is valid)

Figure 2135  Timing of a Temperature Monitoring Reset in Response to High-Temperature Detection
Temperature :
TidetL :
TEMPRCR.TSNEN ; ;
TEMPRCR.CMPEN Pl i
TEMPRCR.TEMPREN [ trome. > i

Figure 2.136  Timing of a Temperature Monitoring Reset in Response to Low-Temperature Detection
o
[
5 The t ture is al detected.
g _| 8 Smperelire s aiways 9ol _ Tiew Typ
g
§ | Thetomperature s Tkely to bo detect®d Ty Min
Temperatures that do not lead
to detection
o ______ TjdetL Max
The temperature is likely to be detected.
R Tigew. Typ
The temperature is always detected.
Figure 2.137 Range of Abnormal Temperatures to be Detected by the Temperature Sensor
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2.10 Power-on Reset Circuit and Voltage Detection Circuit Characteristics

Table 2.131 Power-on Reset Circuit and Voltage Detection Circuit Characteristics (1/2)

ltem Symbol Min. Typ. Max. | Unit Co;;fitons
Voltage detection Power-on reset (POR) VpoR1 1.52 1.56 1.61 \Y Figure 2.138
level Veora — — 173
Voltage detection circuit (PVDO) Vdeto 0 2.76 2.85 2.94 Figure 2.139
Vdeto_1 2.50 2.58 2.66
Vdeto_2 2.08 2.15 222
Vdeto_3 1.93 2.00 2.07
Vdeto_4 1.84 1.90 1.96
Vdeto 5 1.74 1.80 1.86
Vdeto_6 1.62 1.67 1.73
Voltage detection circuit (LVDn) Vdetn_4 rise 3.09 3.20 3.30 Figure 2.140
(n=1.24.5) Veom 4l | 303 | 314 | 324
Vdetn_5_rise 3.05 3.16 3.26
Vdetn_5._fall 2.99 3.10 3.20
Vdetn 6 rise 3.03 3.14 3.24
Vdetn_6_fall 297 3.08 3.18
Vdetn_7_rise 2.81 2.91 3.00
Vdetn_7_fall 275 2.85 2.94
Vdetn_8_rise 2.79 2.89 2.98
Vdetn_8_fall 273 2.83 2.92
Vdetn 9 rise 2.76 2.86 2.95
Vdetn_9_fall 2.70 2.80 2.89
Vdetn_10_rise 2.58 2.67 275
Vdetn_10_fall 2.53 2.62 270
Vdetn_11_rise 2.30 2.38 2.46
Vdetn_11_fall 2.25 2.33 241
Vdetn_12_rise 1.88 1.94 2.00
Vdetn_12_fall 1.84 1.90 1.96
Vdetn_13_rise 1.84 1.90 1.96
Vdetn_13_fall 1.80 1.86 1.92
Vdetn_14_rise 1.72 1.78 1.84
Vdetn_14_fall 1.68 1.74 1.80
Vdetn_15_rise 1.66 1.72 1.77
Vdetn_15,_fall 1.62 1.68 1.73
Internal reset time Power-on reset time trPor1 — — 6.7 ms | Figure 2.138
tror2 — — 1.6
PVDO reset time tpvDo — — *1 Figure 2.139
PVD1 reset time tpyD1 — — *1
PVD2 reset time tpyp2 — _ *1
PVD4 reset time tpypa — — *1
PVD5 reset time tpyvDs — — *1
Minimum VCC drop 50 mV <VD tvorrp 900 — — pus | Figure 2.138
time (POR)"2 VD <50 mV 2000 — _
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Table 2.131  Power-on Reset Circuit and Voltage Detection Circuit Characteristics (2/2)

Item Symbol Min. Typ. Max. Unit Coth?ifii)ns
Minimum VCC drop PVDO tvorr 25 — — pus | Figure 2.139
time (PVD)2 PVD1, PVD2, PVD4, PVD5 25 — —
Response delay time |50 mV < VD taetp — — 900 us Figure 2.138
(POR) VD = 50 mV — — 2000
Response delay time | PVDO taet — — 25 us | Figure 2.139,
(PVD) PVD1, PVD2, PVD4, PVD5 — — 25 Figure 2.140
PVDn operation stabilization time (after PVD is enabled) tae-A) — — 20 us | Figure 2.140
(n=1,2,4,5)

Note 1. On recovering from the deep software standby mode, the internal reset time reaches its maximum, so the maximum value of
PVDn (n =0, 1, 2, 4, 5) becomes equal to the value of thggy.
Note 2. The minimum VCC drop time indicates the duration of VCC falling below the minimum voltage detection level of POR or PVD.

[slow power-on case] tVOFFf’ tvorrp [fast power-on case] tVOFFf
Vporz2 \ \ Veorz
Veori1 Vpori
Ve ${vD $vD {vD
trore trore tror2 o
> < < » »
tror1 ?c;: tror1 ?;: tror1 tpor1 " ?;p’ trori T
Internal reset —
signal
(Low is valid) . > I > b
tror ! tror ! tror ! tror ! tror !
Note 1. tpoR is determined by the earlier point in time when the tpor1 has passed after crossing Vpgr1 or when the tporo
has passed after crossing Vpgro-
Figure 2.138 Power-on Reset Timing
tvorr
VCC Veto
Internal reset signal
(Low is valid)
PN “«>le >
taet taet tevpo
Figure 2.139  Voltage Detection Circuit Timing (V4eto)
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tvorr

»
Vdetnirise Z

VCC Vdetnifall /

A

PVDNnCMPCR.PVDE

ﬂ TuEa)

PVD1
Comparator output

PVDnCRO0.CMPE

PVDNnSR.MON

Internal reset signal
(Low is valid)

When PVDnCRO.RN =L

tdet tdet tPVDn

When PVDnCRO.RN = H

tpvon

Figure 2.140  Voltage Detection Circuit Timing (Vgetn) (N =1, 2, 4, 5)
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2.11  Core Voltage Monitoring Reset Characteristics
Table 2132 Core Voltage Monitoring Reset Characteristics
) . Test
Iltem Symbol Min. Typ. Max. Unit Conditions
Voltage detection level Vdet VDDH 1.05 1.10 1.15 \ Figure 2.141
Vet vDDL 0.55 0.58 0.61
Core voltage monitoring reset DCDC mode tocvm — — 0.18 ms
time External VDD mode — — 26
Minimum time for VDD falling and rising tcvMOFE 45 — — us
Response delay time tovMdet — — 45 us
Hysteresis width VevMmH — 0.225 — \Y
Lo -
Vet voDH i
_ tovmorr " tovmorr
Vet vbDL X Ve :
VDD —
————————————————— -
.
RES# pin _J Cleared by —
OFS2.CVMRCTL
CVM disable signal
(active-low)
Core voltage tovmdet tonmaer tovmget tovmdet
detection signal J . ; : 54_.
(active-low) — | ; by ; ; |
Internal reset signal I EtC M towm :
(active-low) _J :‘-» .H
! Cleared by user Cleared by user
programming programming
4 'S
RSTSR3.CVMRF

Figure 2.141

Core Voltage Monitoring Reset Time
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2.12 Oscillation Stop Detection Timing

Table 2.133  Oscillation Stop Detection Circuit Characteristics

ltem Symbol Min. Typ. Max. Unit Test Conditions

Detection time tar — — 1 ms | Figure 2.142

Main clock \ ’ \ ’ \ ’}

OSTDSR.OSTDF 7l

MOCO clock _/_\_/_\_/_
ICLK \ ’ \ ’ \ ’][ / \ /

Figure 2.142  Oscillation Stop Detection Timing

Table 2.134  Sub-Clock Oscillation Stop Detection Circuit Characteristics

Iltem Symbol Min. Typ. Max. Unit Test Conditions
Detection circuit operation start waiting time tsosdup 100 — — us Figure 2.143
Detection time tar — — 2 ms | Figure 2.144

A VAVAVAVAVAVAVAVAVAVAVAVAR

Sub-clock Oscillation Stop Detector Deactivated Startup Activated

[
|

SOSTDCR.SOSTDE ’

Clear the SOSTDSR.SOSTDF flag

tsosdup |

SOSTDSR SOSTDF High or Low 1

Figure 2.143  Detection Circuit Operation Start Waiting Time

Sub-clock _\_/_\_/_\ﬁ*
tdr

SOSTDSR.SOSTDF 1

wocososs — 1 [ L[
ICLK ~ ’ ~ ’ ~ ’ ~ ’ ~ ’

Figure 2.144  Sub-Clock Oscillation Stop Detection Timing
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2.13 External VDD Timing Characteristics

Table 2.135 External VDD Timing Characteristics

Item Symbol Min. Typ. Max. Unit Test Conditions
Reset hold time at power up of external VDD with using tEXTVRH 600 — — us Figure 2.145
RES# pin
VDD rise time at power up of external VDD without using texTVDD — — 550 us Figure 2.146
RES# pin
VCC  Veor (maxg Z
VDD min_|~—
External VDD
RES# 7Z
> texTvrRH
treswp

Figure 2.145 Power-up Sequence of External VDD Mode with Using RES Pin

VCC

External VDD

0.6V

VDD min

texTvoD

Figure 2.146  Power-up Sequence of External VDD Mode without Using RES Pin
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2.14 Battery Backup Function Characteristics

Table 2.136  Battery Backup Function Characteristics
Item Symbol Min. Typ. | Max. | Unit Cog;:gns
Voltage level for switching to battery backup*? VDETBATT 0 2.71 2.80 2.89 \Y Figure 2.147
VDETBATT 1 2.45 253 261
VDETBATT 2 2.03 2.10 217
VDETBATT 3 1.89 1.95 2.01
VDETBATT 4 1.79 1.85 1.91
VDETBATT 5 1.69 1.75 1.81
VCC voltage drop detection stabilization waiting time*2 VoETWT — — 20 us —
Lower-limit VgarT voltage for power supply switching due to VBATTSW 1.8 — — \Y Figure 2.147
VCC voltage drop
VCC-off period for starting power supply switching*1. *3 tVOFFBATT 25 — — us
Detection level for backup domain power-down VPDR(BKP) 1.43 1.47 1.52 \% Figure 2.148
Backup domain reset signal assertion delay time*4 tp(PDRL) — — 2000 us
Backup domain reset signal negation delay time tp(PDRH) — — 3000 us
VBATT voltage measurement stabilization time*S tMoNWT — — 4.2 us —

Note 1. In deep software standby modes 1 and 2, if the OFS1.PVDAS bit is 0 (voltage monitoring 0 reset is enabled after a reset) and
the OFS1.DSBYLPSEL bitis 0 (PVDO is selected, low power function is enabled, operation depends on VDSEL[2:0] bit setting),
the battery backup switching voltage level is Vgeqo.

Note 2. This indicates the time the voltage detection circuit requires to become stable after the value of the VBATTCR2.VDETSEL[2:0]
bits has been changed or the value of the VBATTCR1.PSWDIS bit is changed from 1 to 0.

Note 3. This indicates the time over which VCC is below the minimum level of the battery backup switching voltage (VpeT1aTT n)-

Note 4. If the Vgyp voltage recovers, that is, exceeds the Vpor(gkp) voltage, within this period, the backup domain reset signal may not
be generated.

Note 5. This indicates the time that the output voltage required to become stable after the VBATTMCR.VBATTME bit is set to 1.

tvorFBATT
"""""""""""""""" S[TTTTTTTTTTofTgAmIoIomomooooToTooTTUAVCC voltage
_________________________________________ 7_/___--________________.1guaranteed range
VCC VpeTBATT \
. VeatTsw Vgarr voltage
Veatr Switching guaranteed range
—-lprobibited /2 _______L____ T VBATTl e
1 Switching
prohibited
Backup p‘;"::; VCC supply Vearr supply VCC supply
Note. The Vgarr voltage when the supplied power source switches from VCC to Vgarr should not be lower than Vgatrsw,
the lower-limit Vgart voltage for switching between power supplies due to a drop in the VCC voltage.
Figure 2.147  Battery Backup Function Characteristics
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VPDR(BKP)

Vekp

Backup domain

reset
(active-low) E R
toPDRH) tp(PORL) tooRrH)
Figure 2.148 Backup Domain Reset Characteristics
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2.15

MRAM Characteristics

2.151 Code MRAM Characteristics

Table 2.137 Code MRAM Characteristics

MRICLK = 300 MHz MRICLK = 240 MHz
Item Symbol Unit
Min. Typ. Max. Min. Typ. Max.
Time for programming Normal program mode*3 tpmc — 6.53 81.3 — 6.72 83.5 us
*1, *2
32 bytes High speed program mode*3 — | 453 | 793 | — | 472 | 815
Number of programming operations*4 Npc 100 k — — 100 k — — Cycle
Data retention time*> tbrP 10 — — 10 — — Year
Note 1. When MRPCLK < 125 MHz, add one MRPCLK cycle in units of ps to the time for programming.
Note 2. Use the following approximation formulae to calculate the time for programming at other frequencies:
¢ Normal program mode
tPMC (Typ) =137.8 /fMRchK +6.452 [us], tPMC (Max) =1879 /fMR|CLK + 78.75 [us]
¢ High speed program mode
tPMC (Typ) =137.8 /fMR|CLK +4.452 [us], tPMC (Max) = 1879/ fMRlCLK + 76.75 [us]
(furicLk: MRICLK frequency [MHz])
Note 3. The programming mode is selected by the setting of the MHSPEN bit in the MRPSC register.
0: Normal program mode; 1: High speed program mode
Note 4. This indicates the number of programming operations that can be performed per 32-byte code MRAM address range.
Programming a given address with the same data also increases the number of programming operations.
Note 5. Test condition: Tj = 125°C

215.2 Option-Setting Memory (MRAM Area) Characteristics

Table 2.138 Option-Setting Memory (MRAM Area) Characteristics

MRPCLK = 150 MHz MRPCLK = 120 MHz
Item Symbol Unit
Min. Typ. Max. Min. Typ. Max.

Time to process a Normal program mode*2 trcra — 0.343 7.8 — 0.352 | 8.08 ms
: . 1
configuration set command™ [y 1S peed program mode*2 — Joos96| 746 | — [0.0683| 7.7
Number of programming operations*3 Ncupc | 100 k — — 100 k — — Cycle
Data retention time*4 torP 10 — — 10 — — Year
Note 1. Use the following approximation formulae to calculate the times for processing at other frequencies:
e Normal program mode
tPCFG (Typ) =6.146/ fMRPCLK +0.3133 [ms], tPCFG (Max) =266.5/ fMRPCLK +6.331 [mS]
¢ High speed program mode
tPCFG (Typ) =5.184/ fMRPCLK +0.02754 [ms], tPCFG (Max) =267.5 /fMRPCLK +6.025 [ms]
(fMRPCLK: MRPCLK frequency [MHZ])
Note 2. The programming mode is selected by the setting of the MHSPEN bit in the MRPSC register.
0: Normal program mode; 1: High speed program mode
Note 3. This indicates the number of configuration set commands that can be issued for the MRAM area. Programming a given address
with the same data also increases the number of programming operations.
Note 4. Test condition: Tj = 125°C
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2.15.3 Option-Setting Memory (OTP Area with ECC) Characteristics

Table 2.139  Option-Setting Memory (OTP Area with ECC) Characteristics

MRPCLK = 150 MHz MRPCLK = 120 MHz
Item Symbol Unit
Min. Typ. Max. Min. Typ. Max.
Time for programming MRAM-OTP normal speed totpe — 8.05 113 — 8.05 113 ms
16 bytes*1 write mode*2
MRAM-OTP high speed — 4.03 56.7 — 4.03 56.7
write mode 0*2
MRAM-OTP high speed — 0.229 3.14 — 0.229 3.14
write mode 1*2

Note 1. Use the following approximation formulae to calculate the time for programming at other frequencies:
o MRAM-OTP normal speed write mode
tOPTE (Typ) = 0.5065 /fMRPCLK +8.123 [ms], tOPTE (Max) =4.433 / fMRPCLK +114.1 [ms]
¢ MRAM-OTP high speed write mode 0
tOPTE (Typ) =0.3389 /fMRPCLK +4.067 [ms], tOPTE (Max) =2.428/ fMRPCLK +57.08 [ms]
¢ MRAM-OTP high speed write mode 1
tOPTE (Typ) =0.1458 /fMRPCLK +0.2312 [ms], tOPTE (Max) =0.3904 / fMRPCLK + 3.166 [ms]
(furPcLk: MRPCLK frequency [MHz])
Note 2. The MRAM-OTP write mode is selected by the setting of the MWM[1:0] bits in the MWMCR register.
00b: Normal-speed write mode; 01b: High-speed write mode 0; 10b: High-speed write mode 1

2154 Option-Setting Memory (OTP Area without ECC) Characteristics

Table 2.140 Option-Setting Memory (OTP Area without ECC) Characteristics

MRPCLK = 150 MHz MRPCLK = 120 MHz
Iltem Symbol Unit
Min. Typ. Max. Min. Typ. Max.
Time for programming MRAM-OTP normal speed toTPENE — 141 200 — 141 200 ms
16 bytes*1 write mode*2
MRAM-OTP high speed — 7.07 100 — 7.07 100
write mode 0*2
MRAM-OTP high speed — 0.458 6.28 — 0.458 6.28
write mode 1*2

Note 1. Use the following approximation formulae to calculate the time for programming at other frequencies:
¢ MRAM-OTP normal speed write mode
topteNE (TYP) = 0.8486 / fyrpcLk + 14.25 [Ms], toprene (Max) = 7.711 / fyrpcLk *+ 201.5 [ms]
¢ MRAM-OTP high speed write mode 0
topteNE (TYP) = 0.5479 / fyrpcLk + 7.133 [Ms], topTene (Max) = 4.148 / fyrpcLk *+ 100.8 [ms]
¢ MRAM-OTP high speed write mode 1
tOPTENE (Typ) =0.2571 /fMRPCLK +0.4627 [ms], tOPTENE (Max) =0.7401 /fMRPCLK +6.333 [ms]
(furPcLk: MRPCLK frequency [MHz])
Note 2. The MRAM-OTP write mode is selected by the setting of the MWM][1:0] bits in the MWMCR register.
00b: Normal-speed write mode; 01b: High-speed write mode 0; 10b: High-speed write mode 1
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2.15.5 MACI Command Characteristics

Table 2.141 MACI Command Characteristics

MRPCLK = 150 MHz MRPCLK = 120 MHz
Item Symbol Unit
Min. Typ. Max. Min. Typ. Max.
Time to execute a forced-stop command trs — — 3.31 — — 3.36 us
Time to execute an increment counter command tince — 0.252 1.61 — 0.252 1.61 ms
Time to execute a read counter command trRoc — — 0.13 — — 0.163 us
Note:  Use the following approximation formulae to calculate the times to execute the commands at other frequencies:
tFS =38.62/ fMRPCLK +3.155 [us]
t|NCC (Typ) =0.3348 /fMRPCLK +0.2533 [ms], t|NCC (Max) =0.8698/ fMRPCLK +1.62 [ms]
tRDC =19.13 /fMRPCLK + 0.004099 [us]
(furPcLk: MRPCLK frequency [MHz])
2.15.6 W-HUK Zeroization Characteristics
Table 2.142 W-HUK Zeroization Characteristics
MRPCLK = 150 MHz MRPCLK = 120 MHz
Iltem Symbol Unit
Min. Typ. Max. Min. Typ. Max.
Time for W-HUK zeroization operation tzwH — — 793 — — 793 ms
Note:  Use the following approximation formula to calculate the times for operation at other frequencies:
tzwH = 34.59/ fMRPCLK + 799 [ms]
(fMRPCLK: MRPCLK frequency [MHZ])
2.15.7 MRAM Magnetic Field Resistance Characteristics
Table 2.143 MRAM Magnetic Field Resistance Characteristics
Item Symbol Min. Typ. Max. Unit Test Conditions
Operation Writing Gmax_wr — — 200 Gauss | —
Reading Gmax_rd — — 200
No access in progress Gmax_noac — — 500
Storage Gmax_stg — — 500
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2.15.8 Data MRAM Characteristics

Table 2.144 Data MRAM Characteristics

MRPCLK = 150 MHz MRRCLK =120 MHz
Item Symbol Unit
Min. Typ. Max. Min. Typ. Max.

16-byte programming Normal program mode*2 tpmE — 6.63 72.8 — 6.87 74.9 us
e
time High speed program mode*2 — 4.63 70.8 — 4.87 72.9
Number of programming operations*3 Npc 100 k — — 100 k — — Cycle
Data retention time*4 torp 10 — — 10 — — Year

Note 1. Use the following approximation formulae to calculate the time for programming at other frequencies:
e Normal program mode
teme (Typ) = 179.2 / fyrperk + 5.725 [us], teme (Max) = 1988 / fyrpcik *+ 61.9 [Ws]
¢ High speed program mode
teme (Typ) = 179.2 / fyrpcLk + 3.725 [us], teme (Max) = 1988 / fyrpciLk *+ 59.9 [Ws]
(fMRPCLK: MRPCLK frequency [MHZ])
Note 2. The programming mode is selected by the setting of the MHSPEN bit in the MRPSC register.
0: Normal program mode; 1: High speed program mode
Note 3. This indicates the number of programming operations that can be performed per 16-byte data MRAM address range.
Programming a given address with the same data also increases the number of programming operations.
Note 4. Test condition: Tj = 125°C
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2.16 Boundary Scan
Table 2.145 Boundary Scan Characteristics
ltem Symbol Min. Typ. Max. Unit Test Conditions

TCK clock cycle time trekeye 100 — — ns Figure 2.149
TCK clock high pulse width trekH 45 — — ns

TCK clock low pulse width trekL 45 — — ns

TCK clock rise time trekr — — ns

TCK clock fall time treks — — 5 ns

TMS setup time trmss 20 — — ns Figure 2.150
TMS hold time trmsH 20 — — ns

TDI setup time trois 20 — — ns

TDI hold time troiH 20 — — ns

TDO data delay time trpop — — 40 ns

Boundary scan circuit activation time tgssTUP trRESWP — — — Figure 2.151

Note 1.

Boundary scanning does not function until power-on reset is disabled.

TCK

trekeye

trokL

A

trekr

Figure 2.149 Boundary Scan TCK Timing

w /N ]

trmsh

y
y

TMS

tTDIS tTDIH

A 4
A

TDI

troop

TDO

Figure 2.150

Boundary Scan Input/Output Timing
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vCC 1

RES

tessTup Boundary scan
(= treswp) execute

Figure 2.151 Boundary Scan Circuit Activation Time

2.17 Usage Note

2171 Connecting VCL Capacitor and Bypass Capacitors

This MCU integrates an internal voltage-down circuit, which is used for lowering the power supply voltage in the
internal MCU to adjust automatically to the optimum level. The number of internal step-down power supplies (VCL
pins) differs with the type of package. Connect a capacitor for stabilizing the internal voltage between each VCL pin and
a VSS pin. For details on the values of capacitors for each type of package, see Table 2.3, Recommended Operating
Conditions (2). Place an external capacitor close to the pins. Do not apply the power supply voltage to the VCL pin.

In addition, place a multilayer ceramic capacitor as a bypass capacitor between each VCC or VCC2 pin and a nearby
VSS pin. Implement a bypass capacitor to the MCU power supply pins as close as possible. Use a recommended value of
0.1 uF as the capacitance of the capacitors.

For notes on designing the printed circuit board, see the descriptions of the application note “Hardware Design Guide”
(RO1AN1411EJ). The latest version can be downloaded from Renesas Electronics Website.

R01DS0434EJ0110 Rev.1.10 RENESAS Page 276 of 285
Jul 31, 2026



RX74N Group Appendix 1. Package Dimensions

Appendix 1. Package Dimensions

Information on the latest version of the package dimensions or mountings has been displayed in “Packages” on Renesas
Electronics Corporation website.

JEITA Package code RENESAS code MASS(TYP.)[g]

P-LFBGA320-17x17-0.80 PLBG0320GD-A -

&
INDEX AREA
<]
2]
4x
[ ]aaa]C] TOP VIEW

<
(> [add[C]
Reference Dimension in Millimeters
Y dO00000000000000000 Symbol Min. Nom. Max.
W | 0000000000/0000000000
\ 0000000000000 000000O0 @ — 17.00 —
U | ooo 000
T 000 000000000000 000 — 17.00 —
R| 000 000000000000 00O
P | o000 0O 00 000 — 15.20 -
N | 0coo 00 0o0oO00oO 00 000
M | 000 0O 000000 0O 000 - 15.20 -
L | 000 00 000000 00 000
K 6000 00 000000 00 000 o A — — 1.60
J | coo oo ooolooo oo o0oo
H 000 00 000000 00 00® A1 0.31 — -
G| 0oo 0O 00 0O0@
F 000 000000000000 000 b 0.41 0.46 0.51
E | 000 000000000000 000 | 4
D 000 000 [e] - 0.80 -
C | 0000000000000 0O0000
B 0000000000000 0000000 aaa — - 0.15
A 000HO000000000000008
H cce - - 0.20
1 3 5 7 9 11 13 15 17 19
2 4 6 8 10 12 14 16 18 20 ddd - — 0.20
H nX(qu} geee@]C|AB] eee - - 0.15
(pfff@‘c‘ fff - — 0.08
BOTTOM VIEW n - 320 -
Figure A 320-Pin LFBGA (PLBG0320GD-A)
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JEITA Package code

RENESAS code

MASS(TYP.)[g]

P-LFBGA224-13x13-0.80

PLBGO0224GE-A

INDEX AREA B

TOP VIEW

) I N 0 O I 0 )

9}
‘()()()()()()()(

A1

SO00000
0000000
O0O00O0O0OO0
O00O0O0O0OO0
O0O00O00OO0
0000000
0000000

00O

O
O
O
[OX©)

0000
O00O0
O00O0
0000

0000

OO0O0O0O0O0O0
OO0O0O0O0O0O0
0000000
0000000
OO00O0O0O0O0O
OO00O0O0O0O0O
OO0K/FEOOOO0

> ® O OmMm™m7T"EO I« Xr T Z T XD

0000
0000
0000
0000

O0O0O0OOOOOOOOO
O0OO0O0O0OPOOOOOOD
OCOBHBHBOPOOOOOD

O
O
O
O
O

(ON©)]
(ON©)
(ON©)
(ON©)]
(ON©)]
(ON©)]
® 0

9 10 11 12 13 14 15

(peee@‘C‘A‘B‘
“lema]c]

BOTTOM VIEW

Reference Dimension in Millimeters
Symbol Min. Nom. Max.
[D] - 13.00 -
— 13.00 -
- 11.20 -
- 11.20 -
A - - 1.60
A1 0.31 - -
b 0.41 0.46 0.51
[e] — 0.80 -
aaa - - 0.15
cce - - 0.20
ddd - - 0.20
eee - - 0.15
fff — - 0.08
N - 224 -

Figure B 224-Pin LFBGA (PLBG0224GE-A)
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JEITA Package code RENESAS code MASS(TYP.)[g]
P-LFBGA176-13x13-0.80 PLBG0176GG-A -
8]
INDEX AREA <
[al
4X
[(]aaa|C]
TOP VIEW
| |
!¢ ‘(J(J(J (I T T LI I ) ‘ <
] dad[c]| -
<C
Reference Dimension in Millimeters
Symbol Min. Nom. Max.
R POO0O0OOODMOO0O00O0OP
P| 00O00000HPO0O0000O0 D] - 13.00 -
N O0O00000QPO0O00000 - 13.00 —
M| 0O000000QO0O00000
Ll coooO 0000 - 11.20 -
K| O0OO0O 0000 - 11.20 -
sl oooo 0000
. A - - 1.60
c| 0000 0000 A1 0.31 _ _
Fl 0000 000D
el 0000 000® b 0.41 0.46 0.51
| 0000000 POOOOOOO [e] - 0.80 —
c| 0O0O00000POO0O0O00O0O [0 — —
8] 0000000DOO00000O0 aaa 0.15
A OOﬁOOOO 000000® cee - - 0.20
1234 56 7 9 10 11 12 13 14 15 ddd - - 0.20
- - 0.15
nX(pb$(peee@‘C‘A‘B‘ ef(:fe — — 0.08
offf@D| C| :
n — 176 -
BOTTOM VIEW
Figure C 176-Pin LFBGA (PLBG0176GG-A)
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JEITA Package code RENESAS code MASS(TYP.)[d]
P-LFQFP176-24x24-0.50 PLQP0176KJ-A 1.90

@ |

@ |

nnnonnnnonnnanNNANNNOARNNONANAORANARRNNRD

—[o5®)
I

nonnonnnannnannAnNND

[
3]

=
=
=
=
=
=
=
=
=

—
O L1
. UL S [aaalc[aB[D] ]
- | [~a]D) SECTION A-A
INDEX MARK —l~{ 4 [ddd@®][c[AB]D]
’ Reference Dimension in Millimeters
Symbol Min. Nom. Max.
A - - 1.60
SEATlNG PLANE A1 005 — 015
A, 135 1.40 1.45
D 26.00 BSC.
D, 24.00 BSC.
E 26.00 BSC.
E, 24.00 BSC.
N - | e | -
e 0.50 BSC.
b 0.17 0.22 0.27
c 0.09 — 0.20
0 0° 3.5° 7°
L 0.45 0.60 0.75
L, 1.00 REF.
aaa - - 0.20
bbb - - 0.20
cce - - 0.08
ddd - - 0.08
Figure D 176-Pin LFQFP (PLQP0176KJ-A)
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Appendix 1. Package Dimensions

JEITA Package Code

RENESAS Code

Previous Code

MASS (Typ) [g]

NOTE 3

F

[l 1\
i .

1.
2.
3.

4.

P-LFQFP144-20x20-0.50 PLQP0144KA-B — 1.2
Hp Unit: mm
*1 D
108 73
RAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAE
109; £72
144§ §37
(EELSEEEEEEEEEEEEEEEEEEEEEEEEEEEELLL
! Index area % o NOTE)

DIMENSIONS “*1” AND “*2” DO NOT INCLUDE MOLD FLASH.
DIMENSION “*3” DOES NOT INCLUDE TRIM OFFSET.

PIN 1 VISUAL INDEX FEATURE MAY VARY, BUT MUST BE
LOCATED WITHIN THE HATCHED AREA.

CHAMFERS AT CORNERS ARE OPTIONAL, SIZE MAY VARY.

Dimensions in millimeters

Reference
g *Bbp Symeol | Min | Nom | Max
E D 19.9 | 20.0 | 20.1
E 19.9 | 20.0 | 201
A2 — 1.4 —
Hp 218 | 220 | 22.2
He 21.8 | 22.0 | 22.2
( \ 0 A — — 1.7
<| < I ol o A1 0.05 — 0.15
L) WRERE - bp | 017 | 020 | 0.27
_ c 0.09 — 0.20
< . 0 0° | 35° | 8°
P
» e | — | o5 | —
Detail F X —  — 008
y — — | 0.10
L, | 045 | 06 | 0.75
L1 — 1.0 —
Figure E 144-Pin LFQFP (PLQP0144KA-B)
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JEITA Package code RENESAS code MASS(TYP.)[d]
P-LFQFP100-14x14-0.50 PLQPO100KP-A 0.67
]
A
A2
—— A
aT 5 1
TRTRE R TATRT ©
o ] [
—A— % —B— g
- =- =
AEA §
L :
4% B
TITIUIIUINNY | [~ [easlcTA—elo) b
INDEX MARK 4 [>]bbb][H[A=B]D] E_—\L-
© [ddd@[c][A-B]D]
b
Reference Dimension in Millimeters
— SEAAL‘QG Symbol Min. Nom. Max.
C A - - 1.60
A 0.05 - 0.15
Ay 1.35 1.40 1.45
D - 16.00 -
D, - 14.00 -
w F - 16.00 -
<
. E; - 14.00 -
& N - 100 -
D
513 e - 0.50 -
3 b 0.17 0.22 0.27
%:9 c 0.09 - 0.20
'U 0 0 3.5 7
SECTION A—A L 0.45 0.60 0.75
L - 1.00 -
aaa - - 0.20
bbb - - 0.20
cce - - 0.08
ddd - - 0.08
Figure F 100-Pin LFQFP (PLQP0100KP-A)
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General Precautions in the Handling of Microprocessing Unit and Microcontroller
Unit Products

The following usage notes are applicable to all Microprocessing unit and Microcontroller unit products from Renesas. For detailed usage
notes on the products covered by this document, refer to the relevant sections of the document as well as any technical updates that have
been issued for the products.

1. Precaution against Electrostatic Discharge (ESD)
A strong electrical field, when exposed to a CMOS device, can cause destruction of the gate oxide and ultimately degrade the device operation. Steps
must be taken to stop the generation of static electricity as much as possible, and quickly dissipate it when it occurs. Environmental control must be
adequate. When it is dry, a humidifier should be used. This is recommended to avoid using insulators that can easily build up static electricity.
Semiconductor devices must be stored and transported in an anti-static container, static shielding bag or conductive material. All test and measurement
tools including work benches and floors must be grounded. The operator must also be grounded using a wrist strap. Semiconductor devices must not be
touched with bare hands. Similar precautions must be taken for printed circuit boards with mounted semiconductor devices.

2. Processing at power-on
The state of the product is undefined at the time when power is supplied. The states of internal circuits in the LSI are indeterminate and the states of
register settings and pins are undefined at the time when power is supplied. In a finished product where the reset signal is applied to the external reset
pin, the states of pins are not guaranteed from the time when power is supplied until the reset process is completed. In a similar way, the states of pins in
a product that is reset by an on-chip power-on reset function are not guaranteed from the time when power is supplied until the power reaches the level
at which resetting is specified.

3. Input of signal during power-off state
Do not input signals or an 1/O pull-up power supply while the device is powered off. The current injection that results from input of such a signal or I/O
pull-up power supply may cause malfunction and the abnormal current that passes in the device at this time may cause degradation of internal elements.
Follow the guideline for input signal during power-off state as described in your product documentation.

4. Handling of unused pins
Handle unused pins in accordance with the directions given under handling of unused pins in the manual. The input pins of CMOS products are
generally in the high-impedance state. In operation with an unused pin in the open-circuit state, extra electromagnetic noise is induced in the vicinity of
the LS|, an associated shoot-through current flows internally, and malfunctions occur due to the false recognition of the pin state as an input signal
become possible.

5. Clock signals
After applying a reset, only release the reset line after the operating clock signal becomes stable. When switching the clock signal during program
execution, wait until the target clock signal is stabilized. When the clock signal is generated with an external resonator or from an external oscillator
during a reset, ensure that the reset line is only released after full stabilization of the clock signal. Additionally, when switching to a clock signal produced
with an external resonator or by an external oscillator while program execution is in progress, wait until the target clock signal is stable.

6. Voltage application waveform at input pin
Waveform distortion due to input noise or a reflected wave may cause malfunction. If the input of the CMOS device stays in the area between V) _(Max.)
and V| (Min.) due to noise, for example, the device may malfunction. Take care to prevent chattering noise from entering the device when the input level
is fixed, and also in the transition period when the input level passes through the area between V,_(Max.) and V| (Min.).

7. Prohibition of access to reserved addresses
Access to reserved addresses is prohibited. The reserved addresses are provided for possible future expansion of functions. Do not access these
addresses as the correct operation of the LSl is not guaranteed.

8. Differences between products
Before changing from one product to another, for example to a product with a different part number, confirm that the change will not lead to problems.
The characteristics of a microprocessing unit or microcontroller unit products in the same group but having a different part number might differ in terms of
internal memory capacity, layout pattern, and other factors, which can affect the ranges of electrical characteristics, such as characteristic values,
operating margins, immunity to noise, and amount of radiated noise. When changing to a product with a different part number, implement a system-
evaluation test for the given product.



Notice

1.

10.

11.

12.

13.
14.

Descriptions of circuits, software and other related information in this document are provided only to illustrate the operation of semiconductor products
and application examples. You are fully responsible for the incorporation or any other use of the circuits, software, and information in the design of your
product or system. Renesas Electronics disclaims any and all liability for any losses and damages incurred by you or third parties arising from the use of
these circuits, software, or information.
Renesas Electronics hereby expressly disclaims any warranties against and liability for infringement or any other claims involving patents, copyrights, or
other intellectual property rights of third parties, by or arising from the use of Renesas Electronics products or technical information described in this
document, including but not limited to, the product data, drawings, charts, programs, algorithms, and application examples.
No license, express, implied or otherwise, is granted hereby under any patents, copyrights or other intellectual property rights of Renesas Electronics or
others.
You shall be responsible for determining what licenses are required from any third parties, and obtaining such licenses for the lawful import, export,
manufacture, sales, utilization, distribution or other disposal of any products incorporating Renesas Electronics products, if required.
You shall not alter, modify, copy, or reverse engineer any Renesas Electronics product, whether in whole or in part. Renesas Electronics disclaims any
and all liability for any losses or damages incurred by you or third parties arising from such alteration, modification, copying or reverse engineering.
Renesas Electronics products are classified according to the following two quality grades: “Standard” and “High Quality”. The intended applications for
each Renesas Electronics product depends on the product’s quality grade, as indicated below.

"Standard": Computers; office equipment; communications equipment; test and measurement equipment; audio and visual equipment; home

electronic appliances; machine tools; personal electronic equipment; industrial robots; etc.
"High Quality": Transportation equipment (automobiles, trains, ships, etc.); traffic control (traffic lights); large-scale communication equipment; key
financial terminal systems; safety control equipment; etc.

Unless expressly designated as a high reliability product or a product for harsh environments in a Renesas Electronics data sheet or other Renesas
Electronics document, Renesas Electronics products are not intended or authorized for use in products or systems that may pose a direct threat to
human life or bodily injury (artificial life support devices or systems; surgical implantations; etc.), or may cause serious property damage (space system;
undersea repeaters; nuclear power control systems; aircraft control systems; key plant systems; military equipment; etc.). Renesas Electronics disclaims
any and all liability for any damages or losses incurred by you or any third parties arising from the use of any Renesas Electronics product that is
inconsistent with any Renesas Electronics data sheet, user’s manual or other Renesas Electronics document.
No semiconductor product is absolutely secure. Notwithstanding any security measures or features that may be implemented in Renesas Electronics
hardware or software products, Renesas Electronics shall have absolutely no liability arising out of any vulnerability or security breach, including but not
limited to any unauthorized access to or use of a Renesas Electronics product or a system that uses a Renesas Electronics product. RENESAS
ELECTRONICS DOES NOT WARRANT OR GUARANTEE THAT RENESAS ELECTRONICS PRODUCTS, OR ANY SYSTEMS CREATED USING
RENESAS ELECTRONICS PRODUCTS WILL BE INVULNERABLE OR FREE FROM CORRUPTION, ATTACK, VIRUSES, INTERFERENCE,
HACKING, DATA LOSS OR THEFT, OR OTHER SECURITY INTRUSION (“Vulnerability Issues”). RENESAS ELECTRONICS DISCLAIMS ANY AND
ALL RESPONSIBILITY OR LIABILITY ARISING FROM OR RELATED TO ANY VULNERABILITY ISSUES. FURTHERMORE, TO THE EXTENT
PERMITTED BY APPLICABLE LAW, RENESAS ELECTRONICS DISCLAIMS ANY AND ALL WARRANTIES, EXPRESS OR IMPLIED, WITH
RESPECT TO THIS DOCUMENT AND ANY RELATED OR ACCOMPANYING SOFTWARE OR HARDWARE, INCLUDING BUT NOT LIMITED TO THE
IMPLIED WARRANTIES OF MERCHANTABILITY, OR FITNESS FOR A PARTICULAR PURPOSE.
When using Renesas Electronics products, refer to the latest product information (data sheets, user’s manuals, application notes, “General Notes for
Handling and Using Semiconductor Devices” in the reliability handbook, etc.), and ensure that usage conditions are within the ranges specified by
Renesas Electronics with respect to maximum ratings, operating power supply voltage range, heat dissipation characteristics, installation, etc. Renesas
Electronics disclaims any and all liability for any malfunctions, failure or accident arising out of the use of Renesas Electronics products outside of such
specified ranges.
Although Renesas Electronics endeavors to improve the quality and reliability of Renesas Electronics products, semiconductor products have specific
characteristics, such as the occurrence of failure at a certain rate and malfunctions under certain use conditions. Unless designated as a high reliability
product or a product for harsh environments in a Renesas Electronics data sheet or other Renesas Electronics document, Renesas Electronics products
are not subject to radiation resistance design. You are responsible for implementing safety measures to guard against the possibility of bodily injury,
injury or damage caused by fire, and/or danger to the public in the event of a failure or malfunction of Renesas Electronics products, such as safety
design for hardware and software, including but not limited to redundancy, fire control and malfunction prevention, appropriate treatment for aging
degradation or any other appropriate measures. Because the evaluation of microcomputer software alone is very difficult and impractical, you are
responsible for evaluating the safety of the final products or systems manufactured by you.
Please contact a Renesas Electronics sales office for details as to environmental matters such as the environmental compatibility of each Renesas
Electronics product. You are responsible for carefully and sufficiently investigating applicable laws and regulations that regulate the inclusion or use of
controlled substances, including without limitation, the EU RoHS Directive, and using Renesas Electronics products in compliance with all these
applicable laws and regulations. Renesas Electronics disclaims any and all liability for damages or losses occurring as a result of your noncompliance
with applicable laws and regulations.
Renesas Electronics products and technologies shall not be used for or incorporated into any products or systems whose manufacture, use, or sale is
prohibited under any applicable domestic or foreign laws or regulations. You shall comply with any applicable export control laws and regulations
promulgated and administered by the governments of any countries asserting jurisdiction over the parties or transactions.
It is the responsibility of the buyer or distributor of Renesas Electronics products, or any other party who distributes, disposes of, or otherwise sells or
transfers the product to a third party, to notify such third party in advance of the contents and conditions set forth in this document.
This document shall not be reprinted, reproduced or duplicated in any form, in whole or in part, without prior written consent of Renesas Electronics.
Please contact a Renesas Electronics sales office if you have any questions regarding the information contained in this document or Renesas
Electronics products.

(Note1) “Renesas Electronics” as used in this document means Renesas Electronics Corporation and also includes its directly or indirectly controlled

subsidiaries.

(Note2) “Renesas Electronics product(s)” means any product developed or manufactured by or for Renesas Electronics.

(Rev.5.0-1 October 2020)

Corporate Headquarters Contact Information

TOYOSU FORESIA, 3-2-24 Toyosu, For further information on a product, technology, the most up-to-date
Koto-ku, Tokyo 135-0061, Japan version of a document, or your nearest sales office, please visit:
WWW.renesas.com www.renesas.com/contact/

Trademarks

Renesas and the Renesas logo are trademarks of Renesas Electronics Corporation.
All trademarks and registered trademarks are the property of their respective owners.

© 2026 Renesas Electronics Corporation. All rights reserved.



	Features
	1. Overview
	1.1 Outline of Specifications
	1.2 List of Products
	1.3 Block Diagram
	1.4 Pin Functions
	1.5 Pin Assignments
	1.5.1 320-Pin LFBGA
	1.5.2 224-Pin LFBGA
	1.5.3 176-Pin LFBGA
	1.5.4 176-Pin LFQFP
	1.5.5 144-Pin LFQFP
	1.5.6 100-Pin LFQFP

	1.6 List of Pin and Pin Functions
	1.6.1 320-Pin LFBGA
	1.6.2 224-Pin LFBGA
	1.6.3 176-Pin LFBGA
	1.6.4 176-Pin LFQFP
	1.6.5 144-Pin LFQFP
	1.6.6 100-Pin LFQFP


	2. Electrical Characteristics
	2.1 Test Conditions
	2.1.1 Maximum and Minimum Values (Max./Min.)
	2.1.2 Typical Values (Typ.)

	2.2 Absolute Maximum Ratings
	2.3 Recommended Operating Conditions
	2.4 DC Characteristics
	2.4.1 Characteristics of the Input Voltage of the I/O Pins
	2.4.2 Characteristics of the Output Voltage of the I/O Pins
	2.4.3 Characteristics of the Other I/O Pins
	2.4.4 Operating and Standby Currents
	2.4.4.1 Operating and Standby Currents for Product Part No. R5K574Nxy4xx (y = A, B, C, D)
	2.4.4.2 Operating and Standby Currents for Product Part No. R5K574Nxy4xx (y = E, F)
	2.4.4.3 Currents in Deep Software Standby Mode
	2.4.4.4 Other Operating Currents
	2.4.4.5 Permissible Output Currents

	2.4.5 Thermal Characteristics
	2.4.5.1 Thermal Resistance Value
	2.4.5.2 Supply Currents for the Peripheral Functions
	2.4.5.3 Example of Calculation of Ta

	2.4.6 VCC Rising and Falling Slopes and Ripple Frequency

	2.5 AC Characteristics
	2.5.1 Operating Frequency
	2.5.2 Clock Timing
	2.5.3 Reset Timing
	2.5.4 Timing of Return from Low Power Consumption Modes
	2.5.5 Control Signal Timing
	2.5.6 Bus Timing
	2.5.7 Timing of On-Chip Peripheral Modules
	2.5.7.1 I/O Port
	2.5.7.2 TMR
	2.5.7.3 CMTW
	2.5.7.4 POEG
	2.5.7.5 GPTW
	2.5.7.6 RSCI
	2.5.7.7 RSPIA
	2.5.7.8 XSPI
	2.5.7.9 RIICHS
	2.5.7.10 RI3C
	2.5.7.11 SSIE
	2.5.7.12 SD/MMC Host Interface
	2.5.7.13 PDC
	2.5.7.14 HRPWM
	2.5.7.15 CANFD/CANFDG
	2.5.7.16 ESWM
	2.5.7.17 PDMIF
	2.5.7.18 PCIF
	2.5.7.19 PIO
	2.5.7.20 A/D Converter Trigger
	2.5.7.21 CAC


	2.6 USB Characteristics
	2.6.1 USB Timing
	2.6.2 USBHS Timing

	2.7 A/D Conversion Characteristics
	2.7.1 Analog Input Voltage Range
	2.7.2 Common Characteristics of the 16-Bit A/D Converter
	2.7.3 SAR Mode Characteristics
	2.7.4 Common Characteristics of Oversampling Mode and Hybrid Mode
	2.7.5 Oversampling Mode Characteristics
	2.7.6 Hybrid Mode Characteristics

	2.8 D/A Conversion Characteristics
	2.9 Temperature Sensor Characteristics
	2.10 Power-on Reset Circuit and Voltage Detection Circuit Characteristics
	2.11 Core Voltage Monitoring Reset Characteristics
	2.12 Oscillation Stop Detection Timing
	2.13 External VDD Timing Characteristics
	2.14 Battery Backup Function Characteristics
	2.15 MRAM Characteristics
	2.15.1 Code MRAM Characteristics
	2.15.2 Option-Setting Memory (MRAM Area) Characteristics
	2.15.3 Option-Setting Memory (OTP Area with ECC) Characteristics
	2.15.4 Option-Setting Memory (OTP Area without ECC) Characteristics
	2.15.5 MACI Command Characteristics
	2.15.6 W-HUK Zeroization Characteristics
	2.15.7 MRAM Magnetic Field Resistance Characteristics
	2.15.8 Data MRAM Characteristics

	2.16 Boundary Scan
	2.17 Usage Note
	2.17.1 Connecting VCL Capacitor and Bypass Capacitors


	Appendix 1. Package Dimensions
	REVISION HISTORY
	General Precautions in the Handling of Microprocessing Unit and Microcontroller Unit Products
	Notice

